INDEX

actuating devices, 100
antenna, 3, 6, 8, 9
anti-Stokes scattering, 103
application-specific integrated electronics
(ASIC), 3
atmospheric pressure chemical vapor deposition
(APCVD), 193
atomic force microscopy (AFM), 100
backscatter, 15–17
back-scatter power, 16
band stop filter, 32
barcode, 1–5
barium strontium titanate (BST), 20
bipolar junction transistors (BJTs), 16
bond angles, 102
Bragg’s law, 102,
Bruggeman effective medium approximation
(BEMA), 110
bulk micromachining, 188
cadmium sulfide (CdS), 71, 90
calibration curve, 163
cascaded multiresonator, 30, 32, 39
characteristic impedance, 150
chemical vapor deposition (CVD), 193
chip, 4
complementary metal-oxide semiconductor
(CMOS), 16, 204
complex permittivity, 100
conductivity, 9
coplanar waveguide (CPW), 33–34, 42
crystal structure, 101, 102
crystallinity, 102
current density, 67
dark conductivity, 116
dC conductivity, 100
defects, 101
dielectric, 5, 9
film, 114
loss, 100
digital to analog converter (DAC), 219
discreet time Fourier transform (DTFT), 130
disposable, 184
electric inductive–capacitive (ELC) resonator, 9
electrodeposition, 187, 189
electromagnetic radiation, 103
electron beam lithography (EBL), 198
electroplating, 189
enthalpy, 177
equivalent isotropically radiated power (EIRP), 7
etching, 194

 INDEX

resonant, resonance, 6, 8, 9
reverse contact UVNIL, 202
roll-to-roll printable chipless RFID sensor, 213
scanning electron microscopy (SEM), 100
scattering parameters, 100
screen printing, 205
selectivity of resonance, 156, 160
sensing devices, 100
sensitivity curve, 156–158
short time frequency transform (STFT), 130
single-walled carbon nanotube (SW-CNT), 71
smart materials, 70
spectroscopic ellipsometry, 100
spin coating, 187
stability, 101
stepped impedance resonator (SIR), 8, 32
Stokes scattering, 103
strain, 80
structural materials, 100
sublimate material, 174, 184
sublimation time, 177–178
surface acoustic wave (SAW), 17
surface micromachining, 203
tag/tagging, 2–11
Tauc–Lorentz model, 110
temperature, 73
temperature coefficient (sublimation), 177
temperature coefficient of delay, 18
thermal evaporation, 190
thermal imprint lithography (TIL), 201
thermal parameters, 101
time difference of arrival (TDOA), 127
time domain reflectometry (TDR), 17
time resolution, 130, 138
tracking, 1–5
transition temperature, 174
transmission coefficient, 60–65
transmission electron microscopy (TEM), 100
transmission line, 18, 32
transponder, 3, 4
ubiquitous sensing networks (USNs), 13
ultra-high frequency (UHF), 10
ultraviolet visible infrared spectroscopy (UV–vis), 100
ultra-wide band (UWB), 6–8
UV NIL, 202
vector network analyzer (VNA), 54
voltage control oscillator (VCO), 218
wet chemical, 187
wet chemical synthesis, 192
window length, 130, 138
wireless identification and sensing platform (WISP), 16
x-ray beam, 101
x-ray diffraction (XRD), 100
zinc oxide (ZnO), 71