Index

access
  uncoordinated, 46
acknowledgement, 49
Advanced Encryption Standard, 205
AES, 205
Aloha, 47
  slotted, 47
  unslotted, 47, 49
analog to digital conversion, 5
Answering Protocol, 75
antenna, 17
  directional, 225
  directional antenna, 17
directivity, 17
isotropic antenna, 18
line-of-sight transmission, 19
omni-directional antenna, 17
omnidirectional, 225
radiation pattern, 18
terrestrial microwave, 18
AOA, 169
attack
  active, 211
eavesdropping, 223
jamming, 223
overhearing, 223
packet dropping, 212
passive, 211
replay, 212
route advertisement failure, 211
route modification, 212
Worawannotai, 229
wormhole, 212, 223
authentication
  public key, 194
  three-way handshake, 194
  trusted third party, 194
authenticity, 192
backoff, 72
  constant, 50
  linear, 50
  polynomial, 50
  quadratic, 50
baseband, 70
BASN, 207
  ECG, 207
  IPI, 208
  PPG, 207
BER, 20
BiBa scheme, 218
binary countdown, 51
Bit Error Rate, 20
bit-map, 50
Bluenet, 85
Bluestar, 87
Bluetooth, 11, 20, 64
  ACL, 70
  L2CAP, 70
  Link Manager Control, 70
  SCO, 70
  Service Discovery Protocol, 70
Bluetree, 84
Body Area Sensor Network, 207
Bos–Chaum scheme, 197
breadth first search, 149
bridge, 83
broadcasting, 217

call
    handoff, 43
    originating, 43

certificate based commitment, 196

chain
    hash-tree, 216
    one-way, 197

chaining value, 195

channel
    broadcast, 29

clique, 176
clockwise, 164

Cluster, 133
    Clusterhead, 133
    Weight, 133

Clustering, 133
collision resistance, 195
compass routing, 159
collision function, 195
Conditional Protocol, 75, 76
connectivity, 176, 180
counterclockwise, 164
counting process, 34
covariance, 31
coverage, 180
crossing rule, 153
cumulative distribution function, 30

Delaunay triangulation, 150
delay, 37
    link formation, 67
    random backed (RB), 68
depth first search, 149
Digital Signal Processing, 1
digital to analog conversion, 8
directional antenna, 223
discovery, 67

Distributed and Mobility-Adaptive Clustering, 133
distribution
    central, 34
    Exponential, 33
    Gamma, 36

Gaussian, 34
    normal, 34

DLTR, 179
DMAC, 133
DSDV, 215
DSP, 1
DSR, 116
Dynamic Source Routing, 116
eavesdrop, 211
elimination rule, 153
energy management, 26
Joule, 26
Watt, 26
Erlang’s B formula, 43
Ethernet, 47, 218
eulerian, 164
expectation, 31
exposed terminal problem, 55

face, 160
    underlying, 161

face routing, 160
FER, 20
foci, 168
Frame Error Rate, 20
function
    cumulative distribution, 30
    probability mass, 30

Fuzzy commitment protocol, 209

Gabriel
    test, 151

Gabriel edge, 149
Gabriel graph, 148
GPS, 146, 167

graph
    Gabriel, 148
    nearest neighbor, 147
    neighborhood, 147
    planar, 161
    quasi planar, 161
    random unit disk, 175
    relative neighbor, 148
    unit disk, 146

greedy, 159, 160
half space proximal test, 155
hash function, 195
hash-tree chain, 216
Hashing, 194
hexagon, 160
hidden terminal problem, 55
hyperbola, 168

identity
  Wald’s, 31
increments
  independent, 34
  stationary, 34
independent, 32
infrastructureless, 146
Inquiry, 69
InquiryScan, 67, 69
interarrival time, 33
Interzone Routing Protocol, 125
Intrazone Routing Protocol, 125
irregular transmission range, 157

Jini, 71

Kendall’s notation, 38
key
  S/key, 220

LAN, 191, 218
listening, 73
Listening Protocol, 75, 76
LocalMST, 157
Loop scatternet, 86
lune, 58, 148

M/M/1, 39
M/M/m, 41
master, 64
MaxDLTR, 179
Merkle
  authentication tree, 198
  scheme, 198
message authentication, 193
message authentication code, 193
Message Integrity Code, 205
MIC, 205
MidDLTR, 179
MinDLTR, 179
minimum spanning tree, 149
modulation, 11
Morelia
test, 152
multicast, 88

NA, 170
nearest neighbor graph, 147
Neighbor Discovery Protocol, 125
neighborhood graph, 147
neighborhood rule, 153
network
  broadcast, 45
  point-to-point, 45
  star, 64
  wireline, 43
nonsequential disclosure, 198

ODRP, 136
OLSR, 121
  IARP, 125
  IERP, 125
  MPR, 121
  multipoint relay, 122
  NDP, 125
On-Demand Delay Constrained Unicast
  Routing Protocol, 136
one-hop tunneling, 224
Optimized Link-State Routing, 121
outerface, 166
outerplanar, 166

packet dropping, 213
Packet Error Rate, 20
paging, 67
PDU, 89
PER, 20
perspective, 53
piconet, 64, 83
planar subdivision, 159
planarization algorithm, 157
point-to-point, 29
pointset, 147
Poisson distribution, 176
power mode
  active, 70
power mode (continued)
  hold, 70
  park, 70
  sniff, 70
predecessor, 163
probability
  density, 30
  mass function, 30
  steady-state, 39
probing
  algorithm, 214
  diagnosis algorithm, 214
  path selection, 214
  scheme, 213
process
  birth–death, 38
  counting, 34
  General, 38
  Markov, 38
  Memoryless, 38
  Poisson, 34, 38
propagation, 19
  attenuation, 21
  Effective Isotropic Radiated Power, 24
  EIRP, 24
  output power, 20
  sensitivity, 20
protocol
  echo, 222
  simple echo, 221
prover, 220
pseudo Bayesian, 50
protocol
  backoff, 49
public-key cryptography, 204
quadrature mixing, 7
quality of service, 136
quasi face, 162, 164
quasi planar, 161
radiolocation, 146, 167
random
  process, 31
  variable, 30
Random Protocol, 75
random unit disk graph, 175
random variable
  Bernoulli, 32
  Binomial, 33
  Exponential, 33
  Geometric, 32
  Poisson, 33
rate
  arrival, 39
  departure, 39
region of acceptance, 222
relative neighbor graph, 148
right hand rule, 164
RoA, 222
route discovery, 159
routing
  attacks, 211
  compass, 159
  face, 160
  security, 211
S/key, 220
same distance fraud, 216
scatternet, 64, 8
scheme
  MAC, 46
  SDR, 1
  SEAD, 215, 216
  SEAL, 219
Secure Ad hoc On-demand Distance Vector (SAODV), 231
Secure Routing Protocol (SRP), 224
self-authenticating value, 196
signal representation, 2
signal strength, 169
Signatures, 192
  BiBa scheme, 218
  Bos–Chaum scheme, 197
digital, 193
  ElGamal scheme, 193
  Lamport one-time, 197
  Merkle hash tree, 219
  Merkle scheme, 198
  one-way chain, 197
  RSA scheme, 193
  scheme, 193
  signing algorithm, 193
unalterability, 192
unforgeability, 192
unrepudiatability, 192
unreusability, 192
verification algorithm, 193
slave, 64
Sleep Protocol, 75, 76
Software Defined Radio, 1
spanner, 156
Sperner system, 197
splitting algorithm, 51
spread spectrum, 14
Standby, 70
start, 67
synchronization, 67
talking, 73
TDOA, 168
test
  Gabriel, 151
  half space proximal, 155
  HSP, 155
  Morelia, 151, 152
three neighbor algorithm, 170
three/two neighbor algorithm, 171
time
delay, 37
processing, 37
queuing, 37
transmission, 37
timestamp, 194
TOA, 168
Token ring, 218
totient function, 193
transmission range, 151
traversal, 161
traversal algorithm, 163
tree
  minimum spanning, 149
Tree scatternet, 85
ultrawideband, 24
unicast, 88
unit disk graph, 146
UpnP, 71
UWB, 24
variance, 32
verification
  in-region, 220
  secure location, 220
verifier, 220
Wald’s
  identity, 31
weight, 150
WEP, 203
width, 190
WiFi Protected Access, 204
WiFi/802.11, 20, 192
WiFi/802.16, 20
WiMAX, 87
  basic connection, 88
  centralized scheduling, 89
  distributed scheduling, 89
  management connection, 88
  mesh topology, 87
  point-to-multipoint topology, 87
  primary connection, 88
  schedule, 89
  scheduling, 89
  secondary connection, 88
  sleep mode, 94
  sponsor, 91
  sponsor node, 87
  transport connection, 88
WiMAX/802.16, 192
Wired Equivalent Privacy, 203
wireless network programming, 103
  address representation, 103
  configuration data, 104
  frame structure, 105
  interface index, 106
  maximum transmission unit, 105
  MTU, 105
  packet socket, 106
  parameters and control, 107
  receiving frames, 108
  sending frames, 109
  socket, 105
  socket creation, 106
  socket descriptor, 106
wormhole
  vulnerability, 227
WPA, 204

ZigBee, 140, 192
  commercial mode, 206
  coordinator, 141
  end device, 141
  link key, 205
  master key, 206
  mesh link, 141
  network key, 205
  residential mode, 206

router, 141
  routing, 143
  security, 205
  SKKE, 206
  star link, 141
  Symmetric-Key Key Establishment, 206
  trust center, 141, 206
zone, 225
  Zone Routing Protocol, 125
zoning, 225
  ZRP, 125