Index

1 dB compression point, 171, 181
–3 dB bandwidth, 204
50 Ω system, 119, 232, 276
–6 dB bandwidth, 127–9, 157–9, 162, 170
–60 dB bandwidth, 157
–80 dB bandwidth, 157

Absolute level, 115
Absorption capability (maximum), 138
Acquisition receiver, 70, 74
Adcock
  direction finder, 85
  principle, 85
A/D converter, 19, 21, 22, 24–30, 38, 40, 42, 44, 184
Adjacent channel
  ratio, 160
  selectivity, 160
  suppression, 160–2
Advantages of trunking, 108
Aeronautical navigation, 98
Aging process, 223
Air
  interface, 81, 83, 117, 138, 210, 225
  traffic
    control, 98–100
    radio, 54–7, 240
    radio frequency bands, 57
Airway marker, 56
Aliasing, 19, 21, 30, 37

All-digital
  receiver, ADR, 21, 23
  transceiver, ADT, 24
All-wave receiver, 50, 58, 60, 76, 101, 232
Allocation of frequencies
  (supra-regional), 272, 276
Amateur
  radio, 60–3
  radio frequency bands, 63
  receiver, 13, 60
Ambiguities
  (direction finding), 85, 90
  (mixing), 271
Amplitude
  instability, 164
  keying, 105
  modulation, AM, 7, 22, 54, 101, 115, 202
    detector, 7
    suppression, 236–8
  noise, 165
  synchronization, 93
Analysis
  receiver, 64, 66, 81, 255
  software, 76, 240
  (of radio scenarios), 78
Angle of rotation (direction finder), 84
Antenna
  (active), 96
  area (effective), 118
Antenna (Continued)
(auxiliary), 85, 90
(circular), 88
factor, 45, 232
noise figure, 139
rotational frequency, 88
Aperture jitter, 38
Attack time (AGC), 220
Audio
broadcasting frequency bands, 102
frequency, AF
AGC, 221
frequency response, 128, 133, 147, 213–4, 218, 247
reproduction properties, 213
shift keying, AFSK, 60, 213
signal path, 226
transmitter, 103
Audion, 2–4
principle, 3
Automatic
direction finder, ADF, 98
frequency control, AFC, 224
gain control, AGC, 4, 6–7, 36, 172, 218–21, 223
criterion, 18
(delayed), 7, 13
knee, 218
limiting point, 218
nominal range, 218
threshold, 218
time constant, 220
voltage, 6, 232
level control, ALC, 193
Auxiliary antenna, 85, 90
Azimuth, 83, 88, 90
_baseband, 14, 53, 78
branch, 15
Base transceiver station, BTS, 92
Beacon, 56, 98
Bearing
angle, 92, 95
basis, 88–9
calculation, 93
Beat, 7, 176
frequency oscillator, BFO, 7, 225
note, 3
Binary coded decimal code, BCD code, 105, 107
Bin width, 45–6
Bit error rate, BER, 117, 121, 156, 224
Bitstream, 24, 27
Black-box units, 81
Blocking, 103, 162, 170–4, 189, 201, 206, 245
(difference), 172
dynamic range, 170
ratio, BR, 103, 174, 210
Broadband mixer, 180
Broadcasting
frequency bands, 102
mode (digital), 101
technology, 132, 238
Buffer, 8, 55
Burst, 68, 79, 81, 91–2
Cables (multi-signal measurement), 115
Cascaded integrator comb, CIC, 30
Cathode-ray direction finder, 86
CCITT filter, 134
Cellphone, 64
Cellular
radio, 61
system, 66
Centre frequency, 14, 65, 68, 81, 87, 133, 154, 158, 204–5, 207, 240, 269
Ceramic resonator, 6
Channel
capacity, 117
encoding, 117
pattern, 75–6, 161, 170, 235
spacing, 54, 56, 61, 115, 245
synchronization error, 93
Character error rate, CER, 121
Characteristic
   impedance, 114, 118–9
   receiver parameters, 114, 116, 247
Chip set, 23, 36, 38
Chirp
   emission, 72
   mode, 67
   sounder, 72
Chirping sound, 147
Classification receiver, 78
Classifying (radio scenarios), 78
Clock
   frequency, 34–5, 184
   generator, 222
   speed, 21
Close to carrier, 166
Clouded bearing, 86
Coaxial cable (attenuation figure), 260
Co-channel interference, 80, 91
Code
   division multiple access, CDMA, 22, 69, 91
   multiplex mode, 69
Coding method, 78
Cognitive radio, CR, 108
   system, 108
   technology, 108
Coherer, 1–2
Cold thermostat, 8
Collins filter, 182
Collocation, 209
Communications receiver, 49, 76
Commutator, 87
Comparison (under practical conditions), 247
Component (temperature coefficient), 8
Congesting effects, 213
Construction (mechanical), 14, 49, 57
Consumer electronics, 49
Continuous observation, 70
Control
   behaviour
      (static), 218–9
   (time-dynamic), 219, 221–2
   (delayed AGC), 7, 13
   function, 250
   loops (multiple), 10
   option, 249–50
   range (AGC), 13, 218–9
   receiver, 54, 104
   telegrams (wireless ripple control), 53
   voltage (AGC), 7, 172, 221, 230
   word, 35
Conversion
   of dB levels, 272
   loss (low), 5
Converter
   cascade (A/D converter), 184
   method, 10
Correlation method (direction finder), 90
Cross
   bearing, 84
   modulation, 174, 199–204, 206, 213
      depth, 201
      immunity, 202–3
      (ionospheric), 201–3
Crosstalk
   (linear), 153–5
   (non-linear), 195, 198–9
Current level, 276
D/A converter, 21, 34
Data
   generator, 117
   package, 118
   receiver, 52
DCF77, 105, 107, 225
Decay time (AGC), 220
Decimation, 25, 27, 30, 36, 77
   filter, 77
Deciphering, 80, 82
De-emphasis, 136–7, 213
Demodulation
   harmonic distortion, 204, 214–7
   properties, 147, 218
Demodulator, 2–7, 16–7, 76–8, 126, 154
   diode, 2–3
Depth (notch filter), 214
Desensitizing, 169, 174, 189
De-spreading code, 69
Detection
(broadband), 71, 73–4
(emissions), 69, 96, 258
probability, 67, 72, 109, 239, 240
Detector
receiver, 2
(square-law), 1–2
Dial (frequency indication), 8
Differential
non-linearity, DNL, 184
quadrature phase shift keying, D-QPSK, 101
Digital
audio broadcasting, DAB, 101, 103
radio, 101
receiver, 101
down-converter, DDC, 34, 43
differential non-linearity, DNL, 184
enhanced cordless telecommunication, DECT, 92
radio, 101
radio mondiale, DRM, 24, 103–4
receiver, 103
receiver, 17–8, 24, 28, 67, 76–7, 81, 104
signal processor, DSP, 6, 15, 17–8, 21, 30, 33, 36, 156, 157
video broadcasting (terrestrial), DVB-T, 103
Diode detector, 7
Diplexer, 62, 183
Direct-conversion receiver, 14, 30–1
Direct
digital synthesis, DDS, 12, 34, 163
generator, 12, 34
module, 12
mixer, 14–5, 18, 20, 24, 31, 33
mixing receiver, 228
receiver, 24, 41
sequence spread spectrum, DSSS, 68
transmission, 68
Directional
characteristic (antenna), 83–4, 90, 141
tilt, 90, 98
Direction
finder, DF, 64, 81, 83–94
of incidence (electromagnetic waves), 85
Direction-finding, DF, 41, 64, 79, 81, 83–5, 91, 95–9
attachment, 93
converter, 93
method, 91
receiver, 84–5, 88, 90, 92, 94
sensitivity, 88, 100
Disaster scenario, 61
Display
dynamics (relative receive signal strength), 221, 231
mode
(spectral analyzer), 46
(storage oscilloscope), 223
width, 45, 97
Distance-measuring equipment, DME, 56
Distortion (non-linear), 195
Dithering, 36, 39, 184
DIY receiver, 62
Doppler
direction finder, 87, 96, 100
principle, 86, 98
shift, 86, 88
Double sideband amplitude modulation, A3E, 115
Down converter, 34, 36, 43
(digital), 27, 34, 44
Down-sampling, 77
Dual-circuit tuned radio frequency receiver, 4
Dual-conversion receiver, 9–10, 13
DVB-T sound broadcasting, 103
Dwell time, 71–3
(frequency-hopping signal), 72–3
Dynamic
(increasing by pre-selection), 205–6
range
(A/D converter), 183
(intermodulation-free), 185, 211, 213
(intermodulation-limited), ILDR, 29, 183–7
(linear), 41, 209, 211
(mixer), 5, 171, 183
Dynamic (Continued)
(spurious-free), SFDR, 29–30, 36
selectivity, 160
Dynamics, 74, 183, 212, 231

Earth noise, 138
Edge steepness, 14, 150, 157
Electromotive force, EMF, 27, 131–2, 211
Elevation, 83, 90, 141
Embassy radio, 58
EMC standard, 229
Emergency
frequency, 57, 59, 100
locator transmitter, ELT, 98
Emission, 50, 69, 96, 238–9
class, 78
acc. to ITU, 272–5
designation, 273–5
(frequency-agile), 65, 68
Emissivity, 138
Encoding, 118
Energy detection, 109
Equipment documentation, 255
Error
correction, 273
signal, 74
vector magnitude, EVM, 83
Evaluation (practical), 245, 247
External noise, 28, 138–44, 234
factor, 140
figure, 138–43
temperature, 140
Fading, 16, 83, 220, 236, 253
Far-off selection, 62, 128, 156
Fast Fourier transformation, FFT, 45, 70, 158
analysis, 44–5, 71, 73–4, 199
lines, 45, 73–5
multi-channel receiver, 70–1, 73, 77, 81, 91
Feature detection, 109
Feedback principle, 2
Feeder cable, 118–9, 140, 142, 257–60
(measuring setup), 115
Ferrite core, 62
Field
distribution (spatial), 83
strength
(external noise), 143
level, 143, 278
measurement, 45, 81, 232–3
(relative), 230, 235
Field wave impedance, 278
Figure of Merit (FOM), 187
Filter
bank
(digital), 76
receiver, 70
(ceramic), 182
edge adjustment (independent), 13
(electromechanical), 156, 182
group delay, 156–8
passband, 13, 157
slope, 94
Filtering (sufficient), 227
Finite impulse response, FIR, 33, 156
Fixed-frequency
emission, 68
receiver, 54
Floating point processors, 33
Flywheel, 58, 60
FM
relay, 104
threshold, 126
voice radio, 115
Frame clock (TDMA), 68, 91–3
Free of synchronization errors, 94
Free-space
attenuation, 50
propagation, 144, 277–8
Frequency
accuracy, 223–4
allocation (supra-regional), 272, 276
combination, 181, 192–3, 248, 263, 268–9
division multiple access, FDMA, 64, 65, 101
doubling, 164
drift, 224
economy, 107
Frequency (Continued)
generation, 223
hopping, FH, 65, 68, 71–2, 79
instability, 164–5
measurement, 81
modulation, F3E, 13, 115, 137
plan, 14, 269, 271
preparation, 163
processing, 43, 103
resolution (achievable), 35
shift keying, FSK, 54
stability, 10, 162, 223–5
standard, 225
swing, 81, 88, 115
tracking, 11
tuning (direction finder), 96
variation, 10, 180, 225, 236
Frequency-stepped continuous wave,
FSCW, 68
emission, 68
Fritter, 1
Frontend selection, 40, 266
Full cognitive radio, 108
Fundamental wave, 215
mixing, 271
Gain control, 4, 6, 36, 172, 218–23
German Federal Technical Agency, PTB, 105
Ghost signal, 74, 249
Glide path transmitter, 56
Global
positioning system, GPS, 66, 108
system for mobile communications,
GSM, 75, 92
technology, 15
Goniometer, 85–6
Grid circuit (frequency determining), 3
Grounding, 227
Group delay
distortion, 156
time, 156
Hand-held
direction finder, 96
direction finding antenna, 97

Hand-off
receiver, 64, 75–6
reception, 64, 77
Harmonic(s), 215
distortion, 101, 203–4, 215–7
mixer products, 271
mixing, 152
Heterodyne
receiver. See Superhet(erydylene)
signal, 4, 8
High-performance
mixer, 5, 22
signal processor, 25
Histogram, 71
Hold time (AGC), 220
Homodyne receiver, 18, 24
Hum noise, 14
Hybrid concept, 22
Hysteresis (squelch), 226–7
I channel, 33
I component, 15
IF. See Intermediate frequency, IF
Image frequency, 9, 15, 39, 149, 153,
228, 249
low-pass filter, 228
reception, 10, 15, 149, 271
Imaginary component, 15, 31–2
Impedance (nominal), 119
Improved noise voltage, 134
Improvement (reception), 144, 173, 249
In-band intermodulation, 182, 191, 195, 198
Incident
polarization angle, 85
waves (multiple), 88
Incoming emission (unwanted), 228
Increase (in sensitivity), 258–9
Increment, 34–5
Incremental encoder, 36
Indication
error, 231
set-point, 234
Industrial scientific medical band, ISM, 52
frequency bands, 53
Information
  acquisition, 254
  retrieval, 49
Inherent spurious response, 147–8
Injection oscillator, 70, 169
Inner-band intermodulation, 195
In-phase component, 15
Input
  attenuator, 209, 250
  (spectrum analyzer), 229
  bandpass filter, 120, 150, 176, 265
  intercept point, IP, 186, 260–262
  noise power (equivalent), 129
  noise voltage, 131–132
Installation position (loudspeaker), 247, 253
Instrument landing system, ILS, 56
  marker, 56
Intelligence, 64
Interception, 64
Intercept point, IP,
  (definition), 186
  (effective), IP eff, 211–2
  of second order, IP2, 186–7, 248–9
  of third order, IP3, 27, 185–7, 201, 211–13
Inter-channel intermodulation, 195
Interface, 41, 94, 114, 240
Interference
  (electric fields), 144
  elimination, 21, 144
  field strength (external noise), 143
  immunity, 181, 267
  products, 175, 195, 265
  signal (stochastic), 37
  suppression (insufficient), 138
Interfering
  (apparent), 201
  common-mode voltage, 144
  component (non-harmonic), 196
  deviation, 165
  modulation depth, 201
  signal propagation, 144
  tone (discrete), 214
  wave section, 91
Interferometer
  principle, 88, 92–4
  system, 89
Intermediate frequency, IF, 4, 8, 14, 25, 45, 149–52, 166, 259, 271–2
  amplifier, 4, 6, 221, 226
  bandwidth adjustment, 14
  center frequency shifting, 14
  filter, 14, 127, 147, 156, 158, 182
  immunity, 151
  interference, 151–2
    ratio, 151
  passband characteristic, 14
  rejection, 151
  section, 171
  selector, 182, 209
  shift, 13, 250
  signal, 4–5, 39, 269
  spectrum, 46
  zero mixing, 30
Intermodulation, IM
  formation, 176–7
  immunity, 27, 39, 141, 182, 185, 187, 190, 202, 261
  (natural), 201
  (passive), 182, 206, 261
  products
    of second order, IM2, 174–5, 206, 265, 268
  ratio, IMR, 29, 174, 181–2, 186, 188, 190, 193, 206, 208, 212
  relation between IM2 and IM3, 180
  Intermodulation-free dynamic range, 185, 211, 213
  Intermodulation-limited dynamic range, ILDR, 29, 183–7
International telecommunication union, ITU, 191, 248, 272, 276
  recommendations, 81–2, 136, 191
  RR regions, 272, 276
Interrogator, 56
Intersectional bearing, 84
Inverse
discrete Fourier transformation, IDFT, 78
mixing, 14
I path, 16, 32
IP3 interpretation fallacy, 212
IQ
data, 45
demodulation, 36, 66, 76, 78, 97
mixer, 20
Jitter, 38, 165
Johnson noise, 138
Keying pause, 220
K factor, 232, 275
Knocker, 1
Ladder network, 257–8, 260–1, 263
Land radio, 58
Large-signal behavior, 95, 186, 204, 209, 249
(definition), 209
Latency period, 118
Level
attenuator (switchable), 28
detector (logarithmic), 231
error, 235
measuring uncertainty, 235
specifications (different), 272
tolerance, 235
Limitation, 174, 177, 212, 266, 268
Limiter, 236
Limit values, 228
Line attenuation, 259
Localization results, 96
Localizer, 56
Local oscillator, LO, 4, 8, 10, 30, 33, 149, 166
LO injection signal, 4, 170, 180, 187, 191, 228
Long-term frequency stability, 224
Long-wave time signal receiver, 107
Loop filter, 8, 18
LO/RF isolation (insufficient), 228
Loudspeaker
(installation position), 247, 253
type, 247
Low
noise amplifier, LNA, 228, 260
probability of detection, LPD, 66
probability of intercept, LPI, 66
emission, 71
signal, 68
signal, 66
Luxemburg effect, 201
Main selectivity, 9
Man-made noise, 138
Manual
gain control, MGC, 6–7, 13, 44–5
voltage, 7
Marconi antenna, 1
Marine
navigation, 98
radio frequency bands, 59
Maritime radio service, 56
Marker (aeronautical navigation), 56
Matching pad, 114
Maximum
bandwidth (necessary), 10
bearing, 84
gain (IF amplifier), 6
Measuring
accuracy, 82
detector (spectrum analyzer), 45
error, 115, 121, 133
method (identical), 37, 162
receiver, 49, 64, 151
uncertainty, 119, 235
Medium-wave broadcast band, 101, 248
Mega-samples per second, MS/s, 25–7
Memory (non-volatile), 35
Middle marker, 56
Minimum
bearing, 84
discernible signal, MDS, 129–30, 132
Mismatching, 118–9, 235
Mitola radio, 108
Index

Mixer, 4, 5, 8–9, 15, 168, 210, 271
termination, 191
Mixing, 245
product, 31, 87, 147, 249, 271
Mobile radio equipment, 60
Modulation
frequency response, 137
type recognition, 108
Monitoring, 64
receiver, 39–46, 64, 66, 96–7, 224
Morse telegraphy, A1A, 115
Mother oscillator, 223
Multiband unit, 60
Multi-carrier method, 101
Multi-channel
demodulation, 76
direction finder, 91
receiver, 70, 71, 73, 77–8, 81, 91
Multi-path propagation, 83
Multiple access
method, 66
(uncoordinated), 245
Multiple-conversion
heterodyne receivers, 9, 81
superhet receiver, 8, 11, 24, 39, 60, 168
Multi-signal measurements, 115
Multi-standard platform, 22
Multi-tuned radio frequency receiver, 4

Navigation
radio system, 99
receiver, 56, 99
Near
field (quasi static), 144
selection, 6, 9–10, 36, 151, 156, 168, 227, 250
selectivity, 94, 103, 129, 156, 159
Network (direction finder), 95
Noise
(atmospheric), 138, 141–2
bandwidth (equivalent), 46, 117, 122, 127–9, 131, 140, 143–4, 170, 210
(definition), 127–9
(cosmic), 138
elimination, 115–6
(external), 138
factor, 29, 123–4, 139–40
figure
(definition), 123–6, 139
(external), 140
floor, 27, 46
frequency spectrum, 122
(galactic), 138
generator, 126, 129, 131
(industrial), 138
jacket, 166
(man-made), 138
reduction, 115
shaping, 30
sidebands, 162, 166–8
squelch, 226–7
suppression, 6, 36
suppression (correlative), 115
(technical), 138
temperature, 124–5, 139
(thermic), 138
voltage
(unweighted), 134
(improved), 134
Nominal
load, 114–5, 213, 216
modulation, 115
swing, 115
Non-directional beacon, NDB, 56, 98
Non-linearity, 176, 184, 265
Notch filter, 6, 13, 133, 214, 250
Numerically controlled oscillator, NCO, 34–6
output frequency, 34
Nyquist
bandwidth, 25, 27
frequency, 21
noise, 138
window, 38, 40

Ohmic component, 119
Omnidirectional
radiation pattern (antenna), 141
radio range, VOR, 56
Open-circuit voltage, 131
Operating
  concept, 81, 101, 250, 255
  processor, 11
  temperature, 223–4
  voltage (specified), 114
Operation
  (simplicity of), 253
  (unattended), 83
Operational
  practice, 247, 249, 251–2
  quality, 56, 150
  sensitivity, 132–6, 145–6, 153, 214, 239
  (definition), 133
Orthogonal frequency division multiplexing, OFDM, 101
Oscillation (onset of), 3
Oscillator
  noise, 163, 165, 170
  (numeric controlled), NCO, 34–6
  signal, 4, 7, 14–5, 180
  (voltage-controlled), VCO, 10–1
Outer marker, 56
Output
  intercept point, OPiP, 186
  matching (test transmitter), 235
  voltage indication (test transmitter), 114
Overall
  error, 90, 235–6
  intermodulation performance, 260
  noise performance, 257
Overloading, 6, 171
  point, 172
Oversampling, 30

Panorama
  scan, 46, 75
  (spectral), 42, 46, 70
Passband
  attenuation figure (receiving bandwidth), 157
  (IF stage), 7, 14, 158, 207, 227, 234
  range (receiving bandwidth), 156–7
  tuning, 13–4
Path loss, 50, 234
Pattern-recognizing program, 78
Peak frequency swing, 115
Performance data (receiver), 113, 213, 245, 247
Phantom signal, 19
Phase
  accumulator, 34–5
  control loop, 17
  instability, 164
  jitter, 165
  method, 31
  modulation, G3E, 68, 137
  noise, 12, 38, 165
  resolution
    (achievable), 35
    (possible), 35
  shifter, 32–3
  synchronization, 93
Phase-locked loop, PLL, 10–1
  circuit, 10
Pitch filter, 213
Polarization disturbance, 85
Polynomial term, 267
Polyphase, 77
  filter bank, 67
Portable telephone, 64
Power
  combiner (bridge connection), 196
  flux density level, 277–8
  gain figure (available), 257–8
  level, 276
  matching, 119, 122, 261
  spectral density, PSD, 122
Practical demands, 250
Pre-emphasis, 137, 213
Premixer assembly, 11
Premix system, 10
Preselection, 5, 9, 22, 166, 178, 187, 205, 248, 266, 271
Preselector, 5, 8, 9, 41, 55, 62, 67, 150, 176, 178, 204, 206–9, 266
Price-performance ratio, 255
Principal component analysis, PCA, 91
Problematic areas, 248
### Process
- gain figure (decimation), 27
- recognition (automatic), 78

### Processing steps (A/D converter), 184

### Product detector, 7

### Production (encoded emission), 79

### Professional radio
- service, 214, 217
- surveillance, 248

### Propagation conditions, 226, 247, 249, 253

### Properties (dynamic), 213

### Pseudo-random variation (LPI signal), 68

### Public
- landline network, 63
- radio receiver, ('Volksempfänger'), 3

### Pulse width modulation, 105

### Purity (spectral), 147, 155

### Q channel, 31

### Q component, 15

### Q path, 16, 31–2

### Quadrature
- amplitude modulation, QAM, 22, 101
- LO signal, 31
- mixing, 32
- phase shift keying, QPSK, 101
- principle, 20
- receiver, 15–7
- signal, 15

### Quadrature-phase component, 15

### Quality
- parameters (receiver), 157
- under operating conditions, 204–5, 207

### Quantization
- effect, 18
- noise, 26–7, 30

### Quartz
- bridge, 6
- element, 11
- filter, 6, 8, 12, 156, 182
- resonator, 6

### Quasi receive channel, 45, 70

### Query receiver, 75

### Radiation
- lobe (directional antenna), 84
- (thermal), 138

### Radio
- broadcasting, 101
- broadcast
  - receiver, 8, 101, 103–4, 149, 150
  - reception, 101
  - clock, 104–5
  - (cognitive), 108
  - direction finding, 83, 99
  - method, 83
- frequency, RF
  - frontend, 12, 28, 40, 43, 121, 171, 178, 183, 187, 204, 209, 267
  - input circuit, 4, 204
  - interface, 114
  - preamplifier, 4, 6, 9, 41, 119, 187, 229, 231
  - preselector, 5, 8–9, 41–3, 55, 62, 83, 150, 176, 178, 191, 204–8, 238
  - resources, 107
  - selectivity circuit, 4, 204
- intelligence system, 64
- localization, 83
- location, 93
  - (multi-channel), 93
- receiver, 56
- monitoring, 24, 64
- navigation, 56, 58
- network, 63, 75
- receiver
  - (collective name), 49
  - (digital), 23–5
  - (fully digitized), 22–3, 39
- reconnaissance, 13, 81, 90, 94–5, 191, 249
- remote control, 50
- ripple control receiver, 53
- scenario, 78
- services
  - (non-public), 54
  - (standardized), 245
- surveillance, 64, 81, 85, 94, 122, 248
- equipment, 95
Radiotelephony terminals, 58
Reactive component, 119
Read only memory, ROM, 35
Real component, 15
Real-time
  bandwidth, 66–7, 71–4, 76
  capability, 83
  processing, 33
  spectrum analyzer, 81
Re-broadcast receiver, 103–4
Received signal level measurement, 50
Receive
  field strength, 4, 6, 54, 88, 95, 209, 235
  frequency
    expansion, 37
    range, 20–1, 39–41, 50, 61, 66–7, 76–7, 142, 144, 147, 150–1, 153, 204, 212, 228, 259
  mode, 58, 239, 247
  preamplifier, 119
  signal strength
    (displayed), 191, 230, 233
    (relative), 45, 119
Receiver
  (all-digital), 21, 23, 39
  architecture (possible), 23
  characteristics, 25, 28, 49, 60, 94, 101, 113, 245
  (digital), 23, 25
  factor, 187
  input
    impedance, 101, 118–20
    matching, 118, 235
  noise figure, 27, 116, 123, 125, 129,
    131, 140–1, 143, 167–8, 187, 209
    (definition), 123
    (unreasonably low), 141
  sensitivity, 6, 45, 113, 121–2, 131,
    133–5, 138, 141, 157, 187, 212,
    217, 260
    (definition), 121–2
    (usable), 138–44
  stray radiation, 227–30
  system (most simple), 1
Receiving
  antenna, 4, 86, 101, 118, 144, 232–3,
    253, 259, 275
  bandwidth, 143, 157, 170
  condition, 213, 245
  converter, 258–62
  module, 54, 236
  performance, 15, 204
  range, 38, 58, 248
  resonator (circular), 1
  situation, 43, 144, 201, 209, 247–9,
    252, 263
  system
    (noise-optimized), 143, 260–2
    sensitivity limits, 143
Reception results, 101, 107, 209
Reciprocal mixing, 36, 103, 135, 155,
  162–71, 174, 189, 191, 201, 204,
  206, 210
  (definition), 162
Reconnaissance receiver, 70, 226
Reference
  antenna, 88
  clock, 12, 29
  direction (rotating antenna), 87
  output power, 114
  phase, 87–8
  receiver (wireless), 54
  sensitivity, 133
  temperature, 123
  unit, 81, 252–3
Reflection, 91, 118–9
Regions (acc. to ITU RR), 272
Relay
  receiver, 103
  station, 103
Remote
  control, 52, 95
  parameterizing (radio ripple control
    receiver), 54
  (radio) switches, 52
Reproduction quality, 101, 145, 204,
  214–6
Residual FM, 165
Resistance noise, 138
Resolution
- bandwidth
  - (FFT analysis), 44–5, 71
  - (spectrum analyzer), 229
  - (digital), 12, 26, 30, 33–4
  - (spectral), 45–6
Resonance receiver, 1
Resonator (mechanical), 6
Response threshold, 226–7
Rhythm of modulation, 220
Ripple
  - control receiver (wireless radio ripple systems), 53–4
  - factor, 119
Roofing filter, 12
Rotational
  - direction finder, 84
  - speed (direction finder), 85, 87–8
Same conditions (measurement), 113
Sample data (correlation method), 90
Samples, 27
Sampling
  - frequency, 29, 37
  - rate, 19, 25, 27, 30, 45, 74, 77
  - reduction, 27
  - speed, 21
  - theorem, 37
  - value, 27, 77–8, 83, 92
Scanner receiver, 70, 72, 238
Scanning
  - method, 72
  - rate, 70
  - speed, 238–40
Scan parameter, 239
Screening, 51, 147, 227, 230
  - attenuation, 229, 238
Search
  - coil, 85
  - mode, 238–9
  - (range for range), 70
  - rate, 70–1, 76, 122
  - receiver, 13, 64, 66, 69–70, 75, 95, 122, 226, 240, 245
  - (sequential), 70, 72, 238
  - width, 73–4
Selection
  - filter, 12–3, 239
    - bank (digital), 76
    - gap, 34, 157
    - point, 158–9
  - Selectivity, 2, 155–6, 160
    - (dynamic), 160
    - (near), 94, 103, 129, 156, 159
Self-excitation, 3, 5
Self-location, 98
Self-navigation, 98–9
Sensitivity
  - increase, 258–9
  - limit, 6, 143
    - (operational), 132–6, 145–6, 153, 214, 239
    - (receiver), 6, 45, 113, 121–2 131, 133–5, 138, 141, 157, 187, 212, 217, 260
    - (definition), 121–2
    - (usable), 138–44
    - reduction, 166–7
Set-point
  - frequency, 224
  - receive frequency, 224
Settling time, 72, 238
Shape factor, SF, 14, 128, 157, 158
Shielded room, 229
Shielding, 230
Ship (identification), 100
Short-range device, SRD, 52
Short-term transmit mode, 68
Short-time
  - direction finder, 86
  - frequency instability, 164
Short-wave, SW
  - broadcast bands, 10, 101–3, 178, 199, 248
  - receiver, 50, 189
  - surveillance receiver, 67
Sideband, 17, 31, 44, 56, 60, 76, 101, 115, 131, 153–4, 199
Side lobes (antenna diagram), 85
Sigma delta A/D converter, 30, 38
Signal(s)
  (A/D converted), 183
  analysis
    (automatic), 75
    function, 83
  conditioning, 22, 28
  detection, 69–71, 75
  (digitally processed), 183
  (frequency-agile), 71
  intelligence, 64
  intensity (received), 50
  processing
    (analog), 22, 33, 60, 156
    (digital), 25–6, 39, 42, 77, 89, 93, 185, 253
  quality, 104, 215
  retrieval, 69
  scenario, 31, 113, 133, 166, 204, 210, 247, 254
  tracking, 96
  types, 64, 67
‘(Signal plus noise plus
  distortion)-to-(noise plus
  distortion)’, SINAD, 132
  meter, 115, 133
‘(Signal plus noise)-to-noise’, (S
+N)/N, 117, 132
Signal-to-interference ratio, SIR, 136, 144–6, 213
Signal-to-noise ratio, SNR, 26, 132, 135
  (unweighted), 134
Single
  channel mode, 76
  sideband, SSB, 56, 162
    modulation, J3E, 7, 56, 115, 209
    noise, 144, 155, 161–71, 174, 191, 196, 204
    noise (definition), 162
    noise ratio, 161–2, 164–5, 170, 210
    phase noise, 165
Single-chip receiver, 52
Single-conversion superhet, 4, 13, 62
Single-tone measuring procedure, 115
Sinusoidal
  signal (artificial), 11
  test tone, 171
S meter, 36, 159, 207, 231, 233
S2 method, 190
Software-defined radio, SDR, 22
Software
  demodulator, 76
  radio, 22
Solar noise, 138
Sound
  broadcasting, 103
    frequency bands, 102
    character, 214, 221
    pattern, 157–8, 213
    reproduction, 101, 253
      quality, 101, 242
Source
  (electromagnetic radiation), 138
  encoding, 118
  impedance, 29, 114
  voltage, EMF, 131–2, 258
Span, 45, 75, 96–7
  (spectral), 45
Spark
  gap, 1
  oscillator, 1
Specifications, 113, 119, 145, 189, 210, 239
Spectrum
  analyzer, 81–3, 96, 120–1, 162, 164, 193, 229
  display, 83
  efficiency, 108
  resource management (dynamic), 108
  sampling technique, 108
Spectrum-sensing cognitive radio, 108
Speech reproduction, 158
Spread spectrum emission, 66
Spurious, 29, 36, 166, 168, 170
  emission, 81
  reception, 193, 269
  frequency, 151, 271–2
  signal
    ratio, 34, 170
    reception, 147, 153, 155
Spurious-free dynamic range, SFDR, 30, 36
Square-law detector, 1–2
Squelch (noise), 226–7
  response threshold, 227
S step, 233
Standard reference frequency, 115
Standard/time signal frequencies, 106
Standing
  wave ratio, SWR, 119–21, 235
  waves, 118
Star connection (resistors), 194, 196
Station
  receiver, 15, 58
  search reception (manual), 58, 60
Steady-state control (AGC), 6
Stop-band attenuation, 156
Stream of symbol (classifying), 78
Subjectivity (practical evaluation), 253
Sub-octave
  filter, 28
  width, 29, 176, 206, 265
Subsampling, 38
Subsequent filtering, 10
Substitution method, 148
Sum
  register, 34–5
  signal, 24, 28, 41, 172, 220
S unit, 190, 201, 230–34
Superheterodyne receiver, 3–4, 8–9, 14, 19, 23–4, 39
Superhet
  principle, 19
  receiver, 3, 4, 9–11, 23–4, 60, 62, 81
Supply voltage (varying), 8
Surveillance, 64
  time gap, 74
  window, 74
Sweep speed, 238
Switching
  mixer, 5, 62, 181, 268
  point (squelch circuit), 226
Synchronization
  difference (receive paths), 93
  (electrical), 3
  (receive path), 94
Synchronous receiver, 16–8, 30
Synthesizer, 10, 163
System
  bandwidth, 68–9
  design, 81, 263
  features (computer-aided calculation), 263
Table of operational *PRACTICE*, 247, 251–3
Telecontrol (wireless), 50
Telephony receiver, 101
Temperature
  change, 224
  coefficient, 8
Terrestrial
  audio broadcasting frequency bands, 102
  digital video broadcasting, DVB-T, 103
  standard/time signal frequencies, 106
Test
  conditions, 252
  method (practical), 248
  reception (practical), 245
  report, 113, 247
  series, 252–3
  unit, 148, 253
Testing period, 253
Three-transmitter method, 189
Time
  base, 222–3
  division multiple access, TDMA, 68
    network, 68, 91–2
  division multiplexing, 68
  domain, 17, 236
  frame (time signal transmitter), 105
  information (encoded), 105, 107
  multiplex mode, 78, 91
  signal, 104
    frequency, 107
    receiver, 104–5, 107
    reception, 104
    telegram, 105
    transmitter, 105
  slot, 91–3
    frequency (TDMA), 93
Time-frequency spectrum, 81
Total
harmonic distortion, THD, 215
intercept point, 191, 260–2
noise figure, 258–60, 262
reflection, 118–9
Traffic control
(aeronautic), 55, 98–100
(marine), 100
Transceiver, 8, 54, 58, 60–1
Transducer figure, 232–3
Transfer characteristic, 17
(polynomial), 267
Transit time element, 105
Transmission, 50, 52
capacity, 117
error, 118
(wireless), 49
path (wireless), 50, 236
range (linear), 172
Transmit
signal monitoring, 104
speed, 54
Transmitter
association, 79
classification, 79
Triangulation bearing, 84
Trunked radio, 107
network, 107
system, 108, 116
Tuned radio frequency receiver, TRF
receiver, 3, 107, 117
Tuning
accuracy, 3, 8
increment, 10, 238
oscillator, 8, 238
(synchronized), 4
Two-signal selectivity, 160
Two-tone
beat, 177
measuring method, 37
Undamping, 3
Unweighted
noise voltage, 134
signal-to-noise ratio, 134
Useful
signal-to-interference ratio (definition), 116, 136
signal-to-noise ratio (definition), 135
wave section, 91
Variable frequency oscillator, VFO, 34
Velocity factor, 118
Verification (emission), 78
Very high frequency omnidirectional range, VOR, 56
VHF
broadcast
band, 143, 150, 178, 228
receiver, 149
FM broadcasting (analog), 101
Visual direction finder, 86
VLF/HF receiver, 19, 60
Voice
frequency component, 213
radio, 56, 58, 62, 98, 107, 115, 213,
219, 226, 275
‘Volksempfänger’ (public radio receiver), 3
Voltage-controlled oscillator, VCO, 10–1
Voltage
level, 276
range (VCO), 11
Wagner hammer, 1
Walkie-Talkie, 60
Warm-up
behavior, 225
time, 224–5
Waterfall diagram, 71–2
Watson-Watt principle, 86, 93–4
Wave
field (received), 90
impedance, 258, 278
(standing), 118
Weighted signal-to-noise ratio, 134
Weighting filter, 134, 136
Whistling sound, 13, 168
Wide-area communication (wireless), 54, 62
<table>
<thead>
<tr>
<th><strong>Index</strong></th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Wideband</strong></td>
</tr>
<tr>
<td>monitoring receiver, 39–46, 66</td>
</tr>
<tr>
<td>receiver, 39, 69, 171</td>
</tr>
<tr>
<td><strong>Wireless</strong></td>
</tr>
<tr>
<td>headphones, 52</td>
</tr>
<tr>
<td>local area network, WLAN, 66</td>
</tr>
<tr>
<td>loudspeaker, 52</td>
</tr>
<tr>
<td><strong>World receiver</strong>, 101</td>
</tr>
<tr>
<td><strong>WWV signal</strong>, 225–6</td>
</tr>
<tr>
<td><strong>Zero</strong></td>
</tr>
<tr>
<td>IF receiver, 14</td>
</tr>
<tr>
<td>position, 31</td>
</tr>
</tbody>
</table>