Index

a
Amazon Web Services (AWS) 13
anchor point 105
anomaly detection, SDN 78–80
application programming interfaces (APIs) 37
Asynchronous Transfer Mode (ATM) 25–26

b
base station (BS) 32, 43
basic traffic steering 112–113
binary integer programming (BIP) 127
broadcast domain 29

carrier-grade properties 45
cellular data growth 1
cellular technology evolution 107, 108
Central Office Re-architected as a Data Center (CORD) 150–151
chain-aware service function 110
chain-unaware service function 110
cloud computing 8–9, 13
architecture 13–15
benefits and risks 16–17
challenges 16–18
network function virtualization (NFV) 39–40
types of 15–16
cloud-enabled 5G 3

network functions virtualization 5
benefits 6–7
challenges 7–8
software-defined networking
benefits 6–7
challenges 7–8
network routers and switches 5
technical idea of 4
communications service providers (CSPs) 143
community cloud 15
complex traffic steering 113
consistency models 74
containers, virtualization 21–22
content delivery network (CDN) 44
carrier 45
cellular data growth 1
cellular technology evolution 107, 108
Central Office Re-architected as a Data Center (CORD) 150–151
chain-aware service function 110
chain-unaware service function 110
cloud computing 8–9, 13
architecture 13–15
benefits and risks 16–17
challenges 16–18
network function virtualization (NFV) 39–40
types of 15–16
cloud-enabled 5G 3

controller, SDN (contd.)
  hot-standby model 74
  hybrid model 74
  link failure 86
  network information base (NIB) 73
  node vs. link failure 92–93
  overview of 71–72
  and switch connection 85–86
  switch failure 86
  control node (cNode) design 99–100
  control plane software 67–69
  CORD project see Central Office
  Re-architected as a Data Center (CORD)

D
Data Plane Development Kit (DPDK) 149

data plane software
  control and 67–69
  software-defined networking
    both directions 78
    controller-to-switch 78
    OpenFlow 76–77
    switch-to-controller 78
    ternary content addressable memory 76
  data security and privacy 17
  dense wavelength-division multiplexing (DWDM) 122–123
  deploying multiple controllers 89–92
  digital subscriber line (DSL) 44
  distributed denial-of-service (DDoS) 94
  distributed hash table (DHT) 74
  Docker containers 21–22
  downstream vs. upstream nodes 92–93
  dynamic network virtualization 35

E
European Telecommunications Standards Institute (ETSI) 38, 40, 149

F
failure recovery, SDN 82–84
fat-tree network protection 87–88
Fault Configuration Accounting
  Performance Security (FCAPS)
  network 23
fault tolerance 17–18
5G mobile networks
  advent of 37
  anchor point 105
  architecture 106–108
  macrocell base station 106, 107
  objectives 106
  smallcell base station 106, 107
fixed access network function 44
flexible interface 79
flow-based virtualization 33–34
FlowTags 110
4G technology 2

G
Go language 21
guaranteed performance, cloud computing 16–17

H
Hardware-as-a-Service (HaaS) 14
hardware-level virtualization 20–21
hierarchical control structure 98–99
high-level box view 51
host-based network virtualization 31–32
host operating system 20, 21
host virtualization
  containers 21–22
  hardware-level virtualization 20–21
  java virtual machine (JVM) 21
  overview 18–20
host-standby model 74
hybrid cloud 16
hybrid model 74

I
infrastructure as a service (IaaS) 14, 42
infrastructure layer 14 see also virtualization, layer
infrastructure-level controller 30–31
integer linear programming (ILP) 127
interactive interface 79
inter-data centers 70–71
Internet 1, 3
Internet layer 24
Internet2 network protection 87–88
Internet of things (IoT) devices 2
Internet service provider (ISP) 96
interoperability 18
IP multimedia subsystem (IMS) 43
IP network 1
IPSec 26

j
java virtual machine (JVM) 21

k
Kernel-based Virtual Machine (KVM) 144, 149

l
Layer 2 VPNs (L2VPN) 27
Layer 3 VPNs (L3VPN) 27–28
leased lines 25
link layer technologies 25–26
load balancer code 53–55

m
Machine-to-Machine (M2M) communications 2
management and network orchestration (MANO) 46, 47
middlebox networks 39
mixed integer programming (MIP) 61
mobile core network 43
mobile data traffic 2
mobile network infrastructure 2
mobile virtual network operators (MVNOs) 33
modeling language design 52
multi protocol label switching (MPLS) 26
multitenancy 8

n
network densification process 107
network equipment providers (NEPs) 143
network function (NF) 5
application model 58–60
high-level box view 51
manually generated models 51–52
modeling language design 52
overview of 50–51
source-code-based 56–57 (see also source-code-based modeling)
state analysis 53
network function virtualization (NFV) 5
architecture 38–42
benefits 6–7, 44–45
challenges 7–8, 45–46
cloud architecture 39–40
description 9–10
NF modeling
applications 58–60
source-code-based 52–57
open source projects 144
orchestration
characterization 47–49
improvements 49–50
research problems 151–152
use cases 42–45
VNF placement 60–63
network hypervisor 31
network information base (NIB)
employs distributed system 74
software-defined networking 73
network interface cards (NICs) 19, 34
network measurement, SDN 80–82
network traffic 23
network virtualization 9, 22
host-based 31–32
overlay networks 24
switch-based SDN 29–31
virtual private networks (VPNs) 24–27
virtual sharing networks (VSNs) 27–29
next-generation 5G mobile networks see also service function chaining (SFC)
anchor point 105
architecture 106–108
macrocell base station 106, 107
objectives 106
smallcell base station 106, 107
next-generation memory interconnect (NGMI) 49
NF see network function (NF)
NFV see network function virtualization (NFV)
NFV infrastructure (NFVI) 40
node vs. link failure 92–93

**O**
O/E/O conversion 125, 126
open APIs 69
Open Container Initiative 21
OpenDayLight (ODL) 143
architectural design 146, 147
base network service function 146
platform network service functions 146, 148
service abstraction layer 148
YANG modeling language 148
OpenFlow (OF)
component of 77
control plane 69
protection using 94
protocol 10
SDN data plane 76–77
OpenFlow-based SFC solution
data path lookup diagram 118, 119
dataplane functions 118
direction table 115
metadata 117
Microflow table 115–117
next destination table 116
node ports 114
path status table 116
policy-aware switching layer 111
policy-based routing 111
port direction, illustration of 114
single box running multiple services 110–111
statically configured service chains 111
StEERING components 111, 112
subscriber table 115
traffic steering process 112–113
transit ports 114
OpenFlow-enabled switch 4
Open platform for NFV (OPNFV)
arquitecture 42

Business Board 149
goals of 148
NFV infrastructure 148, 149
project overview 149
Technical Steering Committee (TSC) 149–150
virtualized infrastructure management 148, 149
Open Services Gateway Imitative (OSGi) framework 146
Open source projects see OpenDayLight (ODL); OpenStack
CORD project 150–151
Open platform for NFV 148–149
OpenStack 143
architecture 144–146
Celiometer 146
Clinder 146
description 144
Horizon 146
Keystone 145
Neutron 145
Nova 145
Swift 145
operational support systems (OSS) 41
operation and management (OAM) messages 4
optical SFC
architecture 123, 124
dense wavelength-division multiplexing 122–123
packet/optical hybrid DC architecture 123, 124
service placement, in Optical NFV 125–128
orchestration 46
improvements 49–50
management and network orchestration 46–47
next-generation memory interconnect 49
NFV 41, 46
virtualized network function 47–48
overlay networks 24
overprovisioning 35

**P**
peer-to-peer (P2P) networks 24
physical network 23
platform as a service (PaaS) 43
private cloud 15–16
program slicing 52–53
protocol-based virtualization 34
public cloud 15
public switched telephone network (PSTN) 24

q
quality of service (QoS) 23, 65

r
radio access technologies (RATs) 35
resource management 18
RF frontend 34
router vs. switch 27–28
routing networks 87–89
routing tree controller 91
runC 21

s
sandbox test, security 19
security attack prevention
detection/mitigation interface 96
distributed denial-of-service 94–95
programmable attack 96
software defined security service (SENSS)
architecture 96
victim-oriented 95–96
service function chaining (SFC) 38
chain termination function 109, 110
framework 109
monitoring
inline service chaining 118, 120
monitor point selection algorithm 122
multiple service chains 121–122
OpenFlow-based solution (see OpenFlow-based SFC solution)
optical SFC
architecture 123, 124
dense wavelength-division multiplexing 122–123
packet/optical hybrid DC architecture 123, 124
service placement, in Optical NFV 125–128
service classification function 109
service function forwarder 109, 110
static and dynamic service chain 109, 110
in telecom network 108, 109
verification of 128–131
service-level agreement (SLA) 7
ccontent delivery network 44
guaranteed performance 17
NFV 45
SFC see service function chaining (SFC)
SFC-Checker 58
Software-as-a-Service (SaaS) 14
software-defined networking (SDN)
advent of 23
architecture 67–70
benefits 6–7
challenges 7–8
checkpoint system 84–85
components 77–78
ccontroller
apps on 75–76
deployment 73–74
data plane 76–78
description 10
host-based 31
management
anomaly detection 78–80
controller placement 84–87
downstream vs. upstream nodes 93–94
failure recovery 82–84
network measurement 80–82
node vs. link failure 92–93
switch connectivity 87–92
management and network orchestration 47
motivations 66–67
network routers and switches 5
switch-based 29–31
technical idea of 4
traffic engineering (TE)
design challenges 100–101
TE architecture 98–100
TE solution overview 101–102
use cases of 70–71
software defined security service (SENSS) architecture 96
software-defined TE solution (SdnTE) 97–99
source-code-based modeling extraction 56–57
load balancer code 53–55
models 55–56
NF state analysis 53
program slicing 52–53
symbolic execution 53
spectrum virtualization 34
stand-alone virtual machine 20
stateful forwarding graph (SFG), for SFC verification 130, 131
switch-based SDN virtualization 29–31
switch connectivity, controller deploying multiple controllers 89–92
fat-tree network protection 87–88
Internet2 network protection 87–88
link and node failures 91
routing 87–89
symbolic execution 53

t
ternary content addressable memory (TCAM) 4, 76
3G PC control plane entities 134, 135
total cost of ownership (TCO) 66
traffic engineering (TE) architecture control node design 99–100
hierarchical control structure 98–99
scalability benefit 100
design challenges 100–101
software-defined TE solution 97
solution overview 101–102
traffic flow virtualization 33
traffic steering process 112–113

u
union file system (UFA) 22
user-level controller 30

v
virtual circuits 26
virtual home environment 43–44
virtualization and cloud-assisted PC 134–137
host virtualization containers 21–22
hardware-level virtualization 20–21
java virtual machine 21
overview 18–20
layer 14
network function virtualization (see network function virtualization (NFV))
network virtualization 9, 22
host-based 31–32
overlay networks 24
switch-based SDN 29–31
virtual private networks 24–27
virtual sharing networks 27–29
techniques 20–21
wireless virtualization 32
flow-based 33
interference 35
isolation 35
latency 36
network management 35
overprovisioning 35
protocol-based 34
spectrum-based 34
WLAN card 34
virtualized customer premises equipment (vCPE) advantages 137–138
design 140–142
efficiency 139
elasticity 139
flexibility 139
network underlay awareness 138
openness 139
reliability 139
requirements 138–139
resource defragmentation 138
scalability 139
SLA verification 138
virtualized infrastructure manager 41
virtualized network function (VNF) forwarding graphs 43
management 41
manager 46–47
NFV characterization 47–48
placement problem 61
constraints 62
decision variables 62
mixed integer programming 61
model objectives 62–63
model parameters 61–62
solution procedure 63
virtual network embedding 60
platform as a service 43
type of 39
virtual machine 38
virtualized PC and SDN routing 136
virtual local area networks (virtual LANs) 29
virtual machine (VM)
application migration 19
hiding hardware details 19
host virtualization 18
multiple operating environments 19
sandboxes 19
virtual machine monitor
(VMM) 20–21
virtual network embedding
(VNE) 60
virtual private networks (VPNs)
high-level architecture 25
IP-based 26
layer 2 VPNs 27
layer 3 VPNs 27–28
leased lines 25
link layer 25–26
multiprotocol label switching
(MPLS) 26
wide area network (WAN) 25
virtual sharing networks (VSNs)
broadcast domain 29
virtual LANs 29
Virtual Tunnel End Point (VTEP) 23
VirtualWiFi 34
VMware 9
VNF see virtualized network function
(VNF)
voice over IP (VoIP) 24

W
wide area network (WAN) 25, 70
wireless NIC 34
wireless virtualization 32
flow-based 33
interference 35
isolation 35
latency 36
network management 35
overprovisioning 35
protocol-based 34
spectrum-based 34
WLAN cards 34

X
Xen 149

Y
yet another next generation (YANG) data
modeling language 148