Index

4-point algorithm, see Rainflow

Acausal filter, see Filter
Accelerated test, 283
Aliasing, 127, 394
Amplitude
  domain, 25, 35, 108
  spectrum, 74
Amplitude-based
  editing of a signal, 115
  method, 33
  reconstruction of a signal, 156
Analysis of variance (ANOVA), 301, 316, 318
  interaction effect, 316, 317
  random deviation, 302
  random effect, 316, 317
  systematic deviation, 302
ANOVA, see Analysis of variance
  (ANOVA)
ANSYS Fatigue Module, 408
Anti-aliasing filter, see Filter
ARMA model, 132, 339
Auto-correlation function, 73, 80
Auto-covariance matrix, 80

Back calculation (of loads), 196
Bandwidth, 127
Bandwidth parameters, see Power spectral density (PSD)
Basquin’s equation, 63, 265

Batch, 277
Bayesian test, 378
Beta-norm, 266
Biaxiality
  plot, 105
  ratio, 104
Bin, 39
Binomial distribution, see Distribution
Block averaging, 74
Block length, 78
Bootstrap method, 280, 300, 387
Broad band load, see Load
Bulk modulus, 397
Butterworth filter, see Filter

Car loading standard, see CARLOS
CARLOS, 33, 341
Causal filter, see Filter
Censored data, 368
Characteristic value, 263
Chebyshev filter, see Filter
Class, see Bin
Coefficient of variation, 296
  for damage, see Damage
Coffin-Manson curve, 22
Comparison of markets, 308
Compound Poisson process, 233
Conditional distribution, 260
Consequences of failure, 281
Constitutive law, see Material law
Constraint normal mode, see FEM

Continuum mechanics, 186, 395
Convolution, 75, 392
Cornell reliability index, see Reliability
Correlation, 259
  coefficient, 103
domain, 110
  matrix, 102
Cost of safety, 281
Covariance function, 207
Craig-Bampton approach, 93, 180, 181
Critical plane approach, 92
Cross-correlation function, 79
Cross-periodogram, 74, 81, see also Periodogram
Crossing intensity, see Level crossing
Crossing of interval count, 225
  expected damage, 236
Customer, 277
  distribution, 304
  estimated distribution, 306
  load distribution, 6, 8, 12, 27, 324,
  see also Load distribution
  population, 8, 12
  survey, 303, 308
  usage, 5, 309, 310
  usage profile, 324
Cycle, 40
  amplitude of a cycle, 40
  counting, 17, 35
  full cycle, 40
  half-cycle, 40
  mean of a cycle, 40
  range of a cycle, 40
Damage, 29, see also Expected damage
  accumulation, 16
  average, 210
  coefficient of variation, 210, 230, 232,
  310, 312
  confidence interval, 298, 301
  exponent, 15, 63
  histogram, 20
  intensity, 292, 293, 296, 312, 313
  matrix, 63
  relative error, 210
  standard deviation, 298
  variability, 230
Damage tolerance, 24
Data inspection, 70
Deformed configuration, 395
Design for Six Sigma (DfSS), 7
Design load, 3, 12, 324, 326
Design of experiment, 387
Design plan, 261
Design specification, 287
Design target, 4, 268, 324, 364
Design value, 263
DesignLife, 408
DfSS, see Design for Six Sigma (DfSS)
DFT, 90, 394, see also Fourier transform
Differential algebraic equation (DAE), 197, see also MBS
Digital filter, see Filter
Digital road, 194
Digital sampling, 127
Direct optimal control, 198
Dirlik’s method, 87
Discretization, 35, 39
Displacement (FE), 395
Distribution
  F, 315
  $\chi^2$, 305
  t, 271
  beta, 310
  binomial, 373
  Dirichlet, 310, 311
  exponential, 214, 388
  extreme value, 389
  generalized Pareto, 147, 388
  log-normal, 279, 304, 367, 388
  multidimensional normal, 260
  normal, 279, 304, 305, 387
  parameter estimation, 368
  Rayleigh, 154, 388
  three-parameter Weibull, 279
  two-parameter Weibull, 279
  uniform, 272, 277
  Weibull, 154, 224, 304, 367, 388
Downsampling, 129
Drift, 34, 110, 112, 135
Drive file iteration, see Iterative learning control
Driver’s behaviour, 7, 8
Durability, 3
    assessment, 9
    design process, 284
    load, 7
    load analysis for, 4
Duty value, 71
Effective road profile, 194
Eigenfrequency (of a system), 72, 75, 82, 85, see also FEM
Eigenmode, see Normal mode
Eigenvalue, see FEM eigenvalue problem
Elastic stress, 36
Elasticity tensor, 397
Endurance limit, 267
Engineering judgement, 278
Equivalent amplitude, 29, 64, 295
    confidence interval, 299
Equivalent beta-norm load, 270
Equivalent load, 36, 60, 268, 312, see also
    Equivalent amplitude, see also Load equivalence
Equivalent milage, 64, 65, 296
Equivalent range, 209, see also Equivalent amplitude
    coefficient of variation, 210
Equivalent strength, 268, 275
Ergodic load, 204
ERS, see Extreme response spectrum
Eurocode, 263
Expected damage, 209, 218
    broadband spectra, 220
    crossing intensity, 224
    Gaussian load, 218, 232, 247
    interval upcrossings, 236
    Markov load, 240, 243
    narrow band approximation, 219, 224
    non-stationary Gaussian, 223
Exponential distribution, see Distribution
Extrapolated signal, 126
Extrapolation
    of a rainflow matrix, see Rainflow extrapolation
    of a turning point signal, 125
Extreme response spectrum, 85
    example, 85
Extreme value theory, 125
Fail-safe, 24
Failure mechanism, 359, 365, 383
Failure mode, 265, 267
Failure Mode and Effect Analysis (FMEA), 7
Failure probability, 267, 366
Failure rate, 322
Fatigue, 3, 383
    corrosion, 23
    crack growth, 383, 385
    damage, 3, 35
    defects, 384
    design, 9
    exponent, 265, 271
    high cycle fatigue (HCF), 15, 383
    high temperature, 22
    life, 23
    limit, 15, 23, 384
    load, 265
    load-strength model, 265
    low cycle fatigue (LCF), 22, 383
    metal fatigue, 3
    phenomenon, 5
    regime, 65
    strength, 265
Fatigue damage spectrum, 73, 85, 110
    example, 85
FDS, see Fatigue damage spectrum
fe-safe, 408
FEM, 169, 186, 395
    constraint normal mode, 179, 190
    damping, 191
    damping matrix, 187, 191, 399
    discretization, 397
    dynamic behaviour, 172
    dynamic equations, 399
    eigenvalue problem, 190
    element nodal result, 192
    frequency response approach, 191
    inertia relief, 189
    mass matrix, 187, 399
    material behaviour, 172
<table>
<thead>
<tr>
<th>Term</th>
<th>Page Numbers</th>
</tr>
</thead>
<tbody>
<tr>
<td>FEM (continued)</td>
<td>426</td>
</tr>
<tr>
<td>modal damping</td>
<td>180</td>
</tr>
<tr>
<td>modal matrix</td>
<td>190</td>
</tr>
<tr>
<td>modal superposition</td>
<td>186, 189</td>
</tr>
<tr>
<td>modal transient analysis</td>
<td>191</td>
</tr>
<tr>
<td>mode (mode shape)</td>
<td>178</td>
</tr>
<tr>
<td>node</td>
<td>398</td>
</tr>
<tr>
<td>normal mode</td>
<td>190</td>
</tr>
<tr>
<td>normal mode frequency</td>
<td>190</td>
</tr>
<tr>
<td>orthogonalization</td>
<td>180</td>
</tr>
<tr>
<td>quasi-static superposition</td>
<td>186, 188</td>
</tr>
<tr>
<td>rigid body mode</td>
<td>179</td>
</tr>
<tr>
<td>shape function</td>
<td>398</td>
</tr>
<tr>
<td>static behaviour</td>
<td>172</td>
</tr>
<tr>
<td>static mode</td>
<td>179</td>
</tr>
<tr>
<td>stiffness matrix</td>
<td>187, 398</td>
</tr>
<tr>
<td>unit load case</td>
<td>37, 179, 188</td>
</tr>
<tr>
<td>FEMFAT</td>
<td>408</td>
</tr>
<tr>
<td>FFT, 78, 394, see also Fourier transform</td>
<td></td>
</tr>
<tr>
<td>Filter</td>
<td></td>
</tr>
<tr>
<td>acausal</td>
<td>130</td>
</tr>
<tr>
<td>anti-aliasing</td>
<td>127</td>
</tr>
<tr>
<td>BIBO stable</td>
<td>132</td>
</tr>
<tr>
<td>Butterworth</td>
<td>133</td>
</tr>
<tr>
<td>causal</td>
<td>130</td>
</tr>
<tr>
<td>Chebyshev</td>
<td>133</td>
</tr>
<tr>
<td>digital</td>
<td>127</td>
</tr>
<tr>
<td>FIR, 127, 131</td>
<td></td>
</tr>
<tr>
<td>Fourier, 130</td>
<td></td>
</tr>
<tr>
<td>frequency</td>
<td>130</td>
</tr>
<tr>
<td>high pass</td>
<td>113, 127</td>
</tr>
<tr>
<td>hysteresis</td>
<td>18, 35, 38, 116</td>
</tr>
<tr>
<td>IIR, 127, 131</td>
<td></td>
</tr>
<tr>
<td>low pass</td>
<td>126</td>
</tr>
<tr>
<td>median</td>
<td>114</td>
</tr>
<tr>
<td>min-max</td>
<td>37, 116</td>
</tr>
<tr>
<td>moving average</td>
<td>114</td>
</tr>
<tr>
<td>rainflow</td>
<td>18, 35, 38, 116</td>
</tr>
<tr>
<td>RP, 119, 124</td>
<td></td>
</tr>
<tr>
<td>statistical</td>
<td>113</td>
</tr>
<tr>
<td>turning point</td>
<td>37</td>
</tr>
<tr>
<td>variance</td>
<td>113</td>
</tr>
<tr>
<td>Finite Element Method, see FEM</td>
<td></td>
</tr>
<tr>
<td>Finite Element Model (FE model), 172,</td>
<td></td>
</tr>
<tr>
<td>see also FEM</td>
<td></td>
</tr>
<tr>
<td>FIR filter, see Filter</td>
<td></td>
</tr>
<tr>
<td>Flexible body</td>
<td>169, 395</td>
</tr>
<tr>
<td>kinematics</td>
<td>178, 395</td>
</tr>
<tr>
<td>modal representation</td>
<td>178</td>
</tr>
<tr>
<td>FMEA, see Failure Mode and Effect Analysis (FMEA)</td>
<td></td>
</tr>
<tr>
<td>Force sensor</td>
<td>278</td>
</tr>
<tr>
<td>FORM, see Reliability</td>
<td></td>
</tr>
<tr>
<td>Fourier analysis</td>
<td>73, 391</td>
</tr>
<tr>
<td>Fourier filter, see Filter</td>
<td></td>
</tr>
<tr>
<td>Fourier series</td>
<td>74, 392</td>
</tr>
<tr>
<td>Fourier transform</td>
<td>73, 391</td>
</tr>
<tr>
<td>discrete</td>
<td>74, 394</td>
</tr>
<tr>
<td>fast</td>
<td>394</td>
</tr>
<tr>
<td>inverse</td>
<td>391, 394</td>
</tr>
<tr>
<td>inverse fast</td>
<td>394</td>
</tr>
<tr>
<td>reconstruction</td>
<td>163</td>
</tr>
<tr>
<td>Frame-based averaging</td>
<td>112</td>
</tr>
<tr>
<td>Frequency</td>
<td></td>
</tr>
<tr>
<td>band</td>
<td>109</td>
</tr>
<tr>
<td>behaviour</td>
<td>72</td>
</tr>
<tr>
<td>content</td>
<td>73</td>
</tr>
<tr>
<td>domain</td>
<td>25, 72, 109, 392</td>
</tr>
<tr>
<td>resolution</td>
<td>77</td>
</tr>
<tr>
<td>Frequency-based</td>
<td></td>
</tr>
<tr>
<td>editing of a signal</td>
<td>126</td>
</tr>
<tr>
<td>methods</td>
<td>33, 72</td>
</tr>
<tr>
<td>system analysis</td>
<td>79</td>
</tr>
<tr>
<td>Frequency filter, see Filter</td>
<td></td>
</tr>
<tr>
<td>Frequency response function</td>
<td>79, 80</td>
</tr>
<tr>
<td>simple example</td>
<td>82</td>
</tr>
<tr>
<td>FRF, see Frequency response function</td>
<td></td>
</tr>
<tr>
<td>Gassner line</td>
<td>266</td>
</tr>
<tr>
<td>Gauss approximation formula</td>
<td>253, 264, 273</td>
</tr>
<tr>
<td>Gaussian load</td>
<td>205</td>
</tr>
<tr>
<td>crossing intensity</td>
<td>208</td>
</tr>
<tr>
<td>expected damage</td>
<td>218</td>
</tr>
<tr>
<td>Generalized Pareto distribution (GPD)</td>
<td>214</td>
</tr>
<tr>
<td>Geometric linearity</td>
<td>396</td>
</tr>
<tr>
<td>Geometrical factor</td>
<td>263</td>
</tr>
<tr>
<td>Glyph Works</td>
<td>407</td>
</tr>
<tr>
<td>HALT, see Highly Accelerated Life Testing</td>
<td></td>
</tr>
</tbody>
</table>
Harmonic analysis, see Fourier analysis
Harmonic function, 391
High cycle regime, 65
High pass filter, see Filter
Highly Accelerated Life Testing (HALT), 13, 358
Hooke’s law, 173, 397
Hypothesis testing, 371, 373
  alternative, 373
  consumer’s risk, 373
  error of the first kind, 373
  error of the second kind, 373
  fractional counting, 375, 376
  null hypothesis, 373
  power of a test, 376
  producer’s risk, 373
  significance level, 373
Hysteresis
  branch, 41
  filter, see Filter
  loop, 17, 35
  model, 40
  operator, 41
IDFT, 394, see also Fourier transform
IFFT, 394, see also Fourier transform
IIR filter, see Filter
Indirect measurement, 306
Indirect optimal control, 198
Infinite life, 24
Interval crossing counting, 36, 56
Invariant system load, 169, 193
Inverse Fourier transform, see Fourier transform
Inverse problem, 197
Irregularity factor, 56
Iterative learning control, 81, 197
Joint Committee on Structural Safety, 279
Kowalewski PDF, 247
Kurtosis, 209
Laboratory test, 268
Lamé constant, 397
Leakage, 75, 130
  effect, 75, 78
Least squares solution, 262
Legislation, 7
Level crossing, 18, 20
  counting, 35, 55
  DIN counting, 55
  example, 55
  Gaussian, 208
  intensity, 208
  reconstruction, 162
  symmetric counting, 55
Levels of complexity, 284
Life prediction, 384
Linear elastic behaviour, 172, 397
Linear static elasticity, 36
Linear time-invariant system, 80, 133
LMS Virtual.Lab Durability, 408
Load, 3, 5, 33, 253, 265
  broad band, 17, 58
  customer service, 3
  cycle, 17
  design, see Design load
  distribution, 6, 312
  durability, 3
  environment, 8, 276, 308, 309, 314, 335
  equivalence, 108
  ergodic, 204
  Gaussian, 205, 336
  history, see Signal
  in durability engineering, 5
  influence sphere, 96
  influentials, 7
  lateral, 8, 318
  longitudinal, 318
  Markov, 205, 336
  measured service, 5, 299
  multidimensional, 276
  narrow band, 17, 53, 57, 58
  path, 169
  random, see Random load
  scalar representation, 321
  service, 27
  signal, see Signal
  spectrum, 18, 20, 50
  stationary, 204
  test track, 6
  thermomechanical, 22
Load (continued)
  variability, 253, 254
  variable amplitude, 16, 268
  variation, 7, 277
  vertical, 318
  vertical road input, 8
Load measurement uncertainty, 295
Load severity, 288, 295, 309
  joint analysis, 301
  new market, 306
  pair-wise analysis, 301
Load signal, see Signal
Load-strain
  cycle, 43
  path, 43
Load-strength analysis, 13, see also
  Load-strength model
Load-strength interference, 12, see also
  Load-strength model
Load-strength model, 253, 257, 328
  fatigue, 265
Local extreme value, see Turning point
Local strain history, 36
Local stress history, 36
Log-normal distribution, see Distribution
Low cycle regime, 65
Low pass filter, see Filter

Manufacturing tolerance, 273
Market, 277
Markov
  chain, 53, 239, 240
  counting, 35, 51
  matrix, 51
  reconstruction, 157, 339
Markov load, 53, 147, 205, 235, 242
  crossing intensity, 238
  interval upcrossings, 248
Markov chain of turning points
  (MCTP), 236, 243
  switching Markov chain, 244
  switching Markov chain of turning points, 247
Masing memory model, 41
Masing rule, 41
Material
  brittle, 22
  non-metallic, 22
  rubber, 22
Material law, 37, 41, 173, 397
Material scatter, 273
Mathematical modelling, 284
Maximum likelihood method, 369
MBS, 169, 173, 401
  (outer) load, 403
  absolute coordinates, 404
  built-in-flexibilities, 176
  constraint, 176, 402
  coordinates, 404
  degrees of freedom (DOF), 402
differential algebraic equation (DAE), 403
  drift off, 201
  equations of motion, 403
  Euler-Lagrange equation, 403
  example for force flow, 171
  example for model complexity, 171
  flexible body, 169, 174, 178
    damping, 180
    kinematics, 178
    modal representation, 178
    selection of modes, 180
  force element, 170, 176, 403
  index reduction, 405
  joint, 170, 402
  Lagrange multipliers, 403
  model example, 173
    axle, 173
    damper, 174
    leaf spring, 174
    stabilizer, 174
    steering, 173
    wheel, 173
    wheel hub, 173
  model of a front suspension, 173
  ordinary differential equation (ODE), 404
  reaction forces, 403
  redundant constraint, 171
  relative coordinates, 404
  rigid body, 170, 175
  section forces, 181
Index

Index

429

topology, 404
transfer function analysis, 183
MBS/FEM model, 170
Mean load effect, 116
Measurement campaign, 278, 288
Measurement noise, see Noise
Median filter, see Filter
Memory
effect, 41
rule, 41
MIMO, see Multiple input multiple output system
Min-max cycles, see Markov counting
Min-max filter, see Filter
Mission, 277
Modal damping, see FEM
Modal participation factor, 93, 191
Mode (mode shape), see FEM
Model complexity, 257
Model error, 255, 273, 284, see also Uncertainty
Model uncertainty, see Uncertainty
Modulus of elasticity, see Young’s modulus
Monte Carlo simulation, 215, 253, 257, 259
Moving average filter, see Filter
MPF, see Modal participation factor
MSC Fatigue, 408
Multi-axial cycle counting, 105
Multi-axial rainflow approach, see RP (rainflow projection)
Multi-criteria optimization, 346, 347
Multibody system model (MBS model), 169, 170, see also MBS
Multibody system simulation, see MBS
Multi-input
equivalent load, 99
load, 91, 334, 340
Multiple input multiple output system, 80
Narrow band approximation, 219, 224
Narrow band load, see Load
Neuber rule, 37
Noise, 34, 135

coloured, 81
white, 81
Non-linear behaviour, 172, 397
Non-parametric density, 144, see also Rainflow extrapolation on length
Non-parametric kernel, 144, see also Rainflow extrapolation on length bandwidth, 144
Gaussian kernel, 144
Non-stationary Gaussian load, 223, 224
Normal mode, see FEM
Notional value, 280
Nyquist-frequency, 76, 127, 393
Nyquist-Shannon theorem, 127, 393
O’Connor, Patrick, 358, 363
Offset, 34, 110, 112, 134
Operational environment, 7
Optimized combination of test tracks, see Optimum track mixing
Optimum track mixing, 342
basic track, 343
constraint, 345, 352
distance measure, 343
example, 346
rainflow cluster, 351
repetition factor, 343
target, 342
weighting channels, 344
Ordinary differential equation (ODE), see MBS
Orthogonalization, see FEM
Palmgren-Miner rule, 16, 46, 265, 384–386
Peak over threshold (POT), 125, 213, 389
Peak slicing, 119
Peak value counting, 35, 56
DIN, 56
Percentile, 318
empirical, 260
Periodic function, 392
Periodogram, 72, 73
Phase plot, 101, 102
Phase-shift, 94, 134
Pilot study, 319
Pitting, 70
Planning tests, see Test planning
Poisson's ratio, 397
Popper, Karl, 357
Population, 324
  of outcomes, 259
  of users, 277
  of vehicles, 254
POT, see Peak over threshold
Pot hole, see Road with pot holes
Power spectral density (PSD), 73, 207
  bandwidth parameters, 207
  examples, 87
  function, 72
  ISO 8608 road spectrum, 215
  reconstruction, 163, 339
  spectral moments, 207
Precision in load severity, 295
Prediction interval, 275, 281
Prediction uncertainty, 271
Probabilistic model, 327
Probability, 387
Probability of failure, 258, 281
Proving ground, see Test track
PSD, see Power spectral density
Pseudo damage, 36, 60, 295, see also damage
  number, 62
Pseudo stress, see Elastic stress
Quantile, 324, 332, 364, 373
Quarter-vehicle model, 217

Rainflow
  'min-max'-plot, 50
  'xy'-plot, 49
  4-point algorithm, 17
  4-point counting, 43, 44
  4-point rule, 43, 44
  4-point stack, 44, 47
  clustering, 151
  cycle, 17, 43, 44
  cycle counting, 17, 35, 40, 268
  domain, 109
  editing, 139
  extrapolation on length, 143
  extrapolation to extreme usage, 150
  extreme value extrapolation, 145
  filter, see Filter
  first run (through a signal), 46
  for rotating components, 67
  hanging cycle, 44, 45
  matrix, 18, 20, 43
  matrix cluster, 109
  matrix plot, 48
  matrix resampling, 300
  multiaxial reconstruction, 163
  projection method, see RP (rainflow projection)
  quantile extrapolation, see Rainflow
  extrapolation to extreme usage
  quantile matrix, 152
  range-mean plot, 48
  re-scaling, 139, 140
  reconstruction, 157, 336
  residual, 43–45
  Second run (through a signal), 46, 141
  standing cycle, 44, 45
  Successive run (through a signal), 46
  superposition, 141
Ramberg-Osgood relation, 41
Random load, 203, 335, 387
  ergodic, 204
  Gaussian, 205, see also Gaussian load
    locally stationary, 204
  Markov, 205, see also Markov load
    non-stationary Gaussian, 223, 224
    stationary, 74, 204
Random number, 260
Random process, 203, 206, 265, 384,
  see also Random load
Random variable, 265
Random variation, 271
Range counting, 36, 53
Range-mean pair, 40
Range-pair counting, 17, 20, 35, 49
  ASTM, 51
  cumulative, 50, 51, 212
  DIN, 51
Range-pair reconstruction, 161
Range-pair-range counting, 43
Ratchetting, 41
Rate independence, 40, 116
Index

Rate independent method, 33, 108, see also Amplitude-based method
Referential configuration, 395
Relative Miner rule, 266
Reliability, 6, 253
    assessment, 256
    Cornell reliability index, 267, 279
    first-moment method, 256, 263, 327
    first-order reliability method (FORM), 258
    first-order, second-moment reliability method, 253
    full probabilistic model, 257, 258
    improvement, 6
    index, 256, 264, 266, 280, 327, 371
    load-strength model, see Load-strength model
    measure, 272
    Monte Carlo simulation, 257, 259
    requirement, 12
    second-moment method, 253, 256, 327, 371
    second-moment reliability index, 256
    second-order reliability method (SORM), 258
    statistical distribution, 259
    target, 12, 322, 326, 364, 371
    worst-case approach, 253
Residual, 43, see Rainflow
Residual stress, 276
Resistance factor, 263
Response surface method, 258, 260
Reversal, see Cycle
Rice formula, 87
Rigid body mode, see FEM
Road
    classification, 312, 315, 319
    curviness, 335
    profile, 335
    roughness, 335
    with pot holes, 215, 226, 233, 240
Robustness, 6
Rotating component, 36, 67
Rotational design, 263
Rotational rainflow counting, 68, 70, see also Rainflow
Round Robin project, 272
RP (rainflow projection)
    analysis, 96
    approach, 95
    counting, 95
    direction, 95
    filter, see Filter
    method, 92, 94, 95, 110
RPC pro, 408
Safe-life, 24
Safety critical component, 23, 269
Safety demand, 282
Safety distance, 327
    extra, 282
Safety factor, 12, 255, 269, 326, 366
    central, 326
    empirical approach, 327
    extra, 281
    for design loads, 329
    mixed approach, 327
    partial, 256, 263, 326, 328
    reliability index approach, 327
    statistical approach, 327
Safety margin, 267, 269
Samples, 33
Sampling, 387
    auxiliary variable, 292
    bias, 284
    cluster sample, 289, 290
    corrected variance, 294
    inclusion probability, 291, 293
    mean, 293
    of customers, 278, 303
    population mean, 293
    precision, 290
    proportional-to-size, 292
    quota sample, 289
    random sample, 288
    rate, 33
    simple random sample, 289, 293
    size, 294
    stratification, 289
    stratified random sample, 289, 290
    time, 33
    variance, 293
Sampling (continued)
  with unequal probabilities, 289, 291
  without replacement, 294
Scatter, 27, 271, 313
Sensitivity coefficient, 264, 273, 274
Sequence effect, 334
Sequential test, 377, 378
Service situation, 276
Severity, 253
Severity of a customer, 319
Shear modulus, 397
Shock response spectrum, 85
Signal, 33
  block, 333
  constant amplitude, 333
  digital, 127
  editing, 115, 126, 136, 138
  generation, 156
  periodic, 73
  sinusoidal, 334
  spectral decomposition, 73
  sweep, 333
Significance level, 318, see Hypothesis testing
Significant range, 219
Simultanverfahren, 125
Single input single output system, 75
  simple example, 82
SISO, see Single input single output system
Skewness, 209
SN-curve, see Wöhler curve
Software
  ANSYS Fatigue Module, 408
  DesignLife, 408
  fe-safe, 408
  FEMFAT, 408
  Glyph Works, 407
  LMS Virtual.Lab Durability, 408
  MSC Fatigue, 408
  RPC pro, 408
  TecWare, 407
  WAFO, a Matlab toolbox, 409
SORM, see Reliability
Specification limit, 283
Spectrogram, 79
Spectral analysis, 72
  data-based system analysis, 91
  examples, 87
  signal analysis, 90
Spectral decomposition, 73
Spectral moments, see Power spectral density (PSD)
Spectral properties, 72
Spectral reconstruction, see Power spectral density
Spectrum type, 274
Spike, 34, 110, 113
SRS, see Shock response spectrum
Standard deviation, 296
  common, 283
  prediction, 271
Standard load sequence, 33, 341
Standardized decision matrix, 281
Static mode, see FEM
Stationary load, 74, 204
  locally stationary, 204
Statistical control, 282
Statistical distribution, see Distribution
Statistical filter, see Filter
Statistical modelling, 284
Statistical uncertainty, see Uncertainty
Statistics, 387
Steering arm, 269
Stiff component, 26, 36
Stochastic process, see Random Load
Strain, 396
  tensor, 396
Strain gage, 278
Strength, 253, 265
  distribution, 6, 27, 324, 366
  requirement, 324, 326
Stress, 396
  Cauchy stress tensor, 396
Stress-strain
  curve, 41
  cycle, 43
  path, 41
Structural safety, 263
Structure
  non-stiff, 26
  stiff, 26
Sudden failures, 23
Supplier variation, 273
Survey sampling, see Sampling
System load, 169
Systematic error, 284

Target customer, 12
Target life, 268
Target time of usage, 265
TecWare, 407
Test
  acceleration, 365
  binomial, 374
  by numerical evaluation, 363
  for characterization, 360, 362
  for quantiles, 373
  for verification, see Verification test
Test pre-processing, 121, 124, 337
Test track, 28, 342
  schedule, 342
Time
  domain, 25
  history, see Signal
  series, see Signal
  signal, see Signal
Time-at-level counting, 36, 68
  2-dimensional, 69
  multi-dimensional, 69
  multi-input, 104
Trajectory prescribed path control, 198
Transfer function, 79
  MBS, 183
Transformation of sampling rate, 128
Transition matrix, 53
Truck application, 7
Turning point, 18, 35, 37
  filter, see Filter
Tyre model, 194
  FE model, 194
  flexible ring, 194
  magic formula, 194

Uncertainty, 253, 255, 269, 304, 357
  aleatory, 28
  damage, 297
  epistemic, 28
  lack of knowledge, 271
  load environment, 312
  model, 28, 256, 257, 271, 272
  physical, 255
  scatter, 255
  second-moment approximation, 269
  statistical, 27, 255, 284, 313
Uncertainty measures, 271
Unit load case, see FEM
Upcrossing intensity, see Level crossing
Upsampling, 129
Usage profile, 283

Variability
  controlled, 255
  uncontrolled, 255
Variance filter, see Filter
Variation, 6
Variation Mode and Effect Analysis (VMEA), 7
Vehicle design process, 11
Vehicle dynamics, 5, 7, 8
Vehicle engineering process, 3, 4
Vehicle independent load description, 8, 314, 319
Vehicle usage, 8
Vehicle utilization, 7
Verification, 12
  load, 3, 12, 361, 364
  methods, 321
  of safety factors, 371
  of systems and components, 357
  on component level, 362
  on material level, 362
  on subsystem level, 362
  on vehicle level, 361
  principles, 357
  process, 7
  test, 12, 255, 358, 360
Virtual work principle, 396
VMEA, see Variation Mode and Effect Analysis (VMEA)

WAFO, a Matlab toolbox, 409
Wang-Brown, see Multi-axial cycle counting
Waterfall diagram, 79
Wavelet
  analysis, 86
  base function, 86
  decomposition, 86
Weakest link, 272
Weibull distribution, see Distribution
Wiener-Khinchin theorem, 73

Window function, 75
Windowing, 75, 131
Wöhler curve, 15, 63, 385

Yielding, 37
Young’s modulus, 173, 397