Index

A-law, 156
absorbing state, 476
ad hoc networks, 660
ADC
analog-to-digital converter, 138, 344
additive white Gaussian noise, 217
ALOHA
delay, 626
delay formula, 628
offered traffic, 626
performance of, 626
success probability, 626
throughput, 625
throughput formula, 626
vulnerable transmission period, 626
analog repeaters, 353
analog transmission
output signal-to-noise ratio, 351
antipodal signals, 282
aperiodic state, 455
arc, 8
arrival rate, 522, 531
asymptotic distribution, 457
automatic retransmission request, 662
gap detection, 663
Go Back N, 668
retransmission timeout, 670
sender protocol rules, 669
throughput, 670
in-order delivery, 663
negative acknowledgment, 663
normalized throughput, 665
optimal packet length, 677
out-of-order delivery, 663
outstanding packets, 665
performance evaluation, 675
positive acknowledgment, 663
resequencing delay, 663
selective repeat, 671
sender protocol rules, 672
throughput, 674
sequence numbers, 664
automatic retransmission request (Continued)
- Stop and Wait
  - retransmission timeout, 667
  - throughput, 667
  - throughput performance, 678
  - transmission efficiency, 666
  - window size, 665
- Autonomous System, 747
- average length, 175

- backbone, 742
- backward Kolmogorov equation, 478
- balance equations, 464–5, 486, 492, 503
- baud, 297
- bidirectional links, 710
- bidirectional random walk, 454
- binary channel, 302
- binary modulation
  - antipodal signals, 282
  - basis, 278
  - bit error probability, 280
  - constellation, 278
  - correlation coefficient, 277
  - distance, 278
  - orthogonal signals, 283
  - probability of correct reception, 280
  - probability of error, 280
  - single filter receivers, 286
- birth-death processes, 494
- bit error probability, 259
- bit mapper, 296
  - inverse, 298
- bit rate, 297
- block code, 375
- blocking system, 524
- Boltzmann constant, 204
- BPSK, 283, 325
- bridge, 709
- buffer, 519
- bus, 9

- call-blocking, 524
- call-waiting probability, 557
- capacity, 405
  - of a numerical channel, 405
- channel
  - binary, 302
  - binary symmetric, 303
  - frequency selective, 339
  - M-ary, 303
  - memoryless, 305
  - numerical, 303
- Chapman–Kolmogorov equations, 439
  - continuous-time MC, 476
- class, 751
- closed communication class, 447
- cluster, 743

- code
  - equivalent, 385
  - linear, 384
  - systematic, 376

- code division multiple access, 335
- code rate, 376
- codeword, 375
- companding, 154
- complex Gaussian rv, 98
  - circularly symmetric —, 98

- compression
  - A-law, 156
  - μ-law, 156

- compression-expanding, 154
- connected graph, 712
- conservative, 477
- constant
  - almost surely (a.s.) —, 82
- constellation, 76
- constraint length, 397
- continuous time Markov Chain, 469
- continuous-time MC
  - recurrence, 490

- convolutional codes, 397

- correlation
  - of two rvs, 94

- correlation coefficient, 277
- correlation receiver, 302
- coset, 387
- covariance
  - of two rvs, 94

- CSMA
  - nonpersistent CSMA, 634

- CSMA/CD
  - delay, 654
  - delay formula, 657
  - jamming tone, 650
  - Markov chain, 650
  - performance of, 657
throughput, 650
throughput formula, 653
throughput performance, 654
cycle, 712
cyclic code, 390
cyclic convolution, 390
cyclic shift, 390

DAC
digital-to-analog converter, 138, 140, 344
data compression, 174
data link layer, 597
datagram, 748, 760
decision
probability of correct decision, 262
probability of error, 263
decision regions, 262
optimum regions, 266, 269
decodability, 175
decoder, 140
decoding, 140
deflection routing, 737
delta
Dirac function, 29
demand based protocols
infinite buffer systems, 621
delay, 622
delay formula, 622
performance of, 622
polling cycle time, 621
throughput, 622
throughput formula, 622
one message buffer systems, 613
delay, 615
flow balance equations, 619
packet loss probability, 616
performance of, 617
polling cycle time, 615
throughput, 615
throughput formula, 615–6
stability, 623
switchover time, 613
departure rate, 531
dictionary, 171
digital communication system, 296
digital modulation, 259
digital transmission, 259
analog repeaters, 353
output signal-to-noise ratio, 348
direct sequence, 342
directed graph, 710
dispersion, 236
ECHO, 735
delay, 735
edge, 8
efficiency
of a finite rv, 171
EHF, 239
electrical power
available, 202
average, 198
density, 199
instantaneous, 199
units of measure, 200
Elias code, 184
email address, 772
embedded Markov chain, 582
embedded MC, 480, 584
encapsulation, 16
encoder, 140
encoding, 140
energy
between two signals, 39
energy spectral density, 40
ergodic, 527
Erlang-B formula, 575
Erlang-C formula, 557
expectation
fundamental theorem, 84
FDMA
delay, 606
delay formula, 607
throughput, 606
throughput formula, 606
filter
interpolator —, 51
firewall, 710
flow diagram, 483
forward Kolmogorov equation, 478
Fourier transform, 31
frequency hopping, 333, 343
frequency response
narrowband radio link, 241
optical fiber, 236
transmission line, 225
FSK, 280, 284, 329
full duplex, 710
gamma distribution, 159
gateway, 710
Gaussian
  \( Q \) function, 126
  \( \text{rv}, \) 83
generating matrix, 384
generating polynomial, 391
geographic routing, 746
Gilbert model, 444
Gram-Schmidt orthonormalization, 71
graph, 7
Gray encoding, 311

half duplex, 710
HF, 238
hitting probability, 449
holder, 140
homogeneous, 435, 470
hop, 8
hop count, 735
hub, 709
Huffman coding, 180
hybrid routing, 746
hypothesis testing, 261

impulse, 29
impulse response
  transmission line, 225
indicator function, 265
indicator \( \text{rv}, \) 86
infinitesimal generator matrix, 476
information, 162
information rate, 172, 405
inner product, 68
instantaneous, 477
intensity matrix, 476
interarrival time, 521
interdeparture time, 524
interpolation, 51
intersymbol interference, 301
inverse raised cosine function, 29
inverse square root raised cosine function, 29
irreducible \( \text{MC.}, \) 448
irrelevance principle, 121

joint entropy, 168
Kendall notation, 526
Kraft inequality, 177

LAN standards, 679
  802.11
    basic access, 689
    basic service set, 686
    communication modes, 686
    distributed inter frame space, 689
    extended service set, 687
    first specification, 684
    floor acquisition, 689
    hidden terminal, 689
    independent basic service set, 687
    link layer, 687
    network allocation vectors, 680
    physical layer, 684
    short inter frame space, 689
    virtual carrier sense, 689
  802.11a, 685
  802.11b, 685
  802.11g, 686
  802.11n, 686
Bluetooth, 691
  active mode, 696
  design considerations, 691
  device discovery, 693
  frequency hopping, 692
  hold mode, 696
  link layer, 694
  multi-slot packets, 694
  park mode, 696
  physical layer, 692
  piconet scheduling, 695
  piconets, 693
  power modes, 696
  scatternets, 693
  sniff mode, 696
  special interest group, 691
  standby mode, 696
  transmission rates, 694
  working groups, 691
Ethernet, 679
  1000BASE-LX, 680
  1000BASE-T, 680
  100BASE-FX, 680
  100BASE-TX, 680
  10BASE-2, 680
  10BASE-5, 679
  10BASE-T, 680
bridges, 682
bus topology, 681
CSMA/CD, 681
Fast Ethernet, 680
Gigabit Ethernet, 680
interconnecting network elements, 681
jamming signal, 681
link layer, 681
packet frame, 680
repeaters, 682
star topology, 681
switches, 682
IEEE 802.11, 684
transmission rates, 684
WLAN, 682
benefits of, 683
disadvantages, 683
European Telecommunications Standard Institute, 682
Federal Communication Commission, 682
industrial scientific and medical bands, 682
Laplacian distribution, 159
LF, 238
linear space, 67
continuous time signal space, 70
dimension, 69
Euclidean space, 67
Gram-Schmidt orthonormalization, 71
Hermitian space, 67
inner product, 68, 77
norm, 68
orthogonality, 69
orthonormal basis, 69–70
projection, 80
properties, 67
span, 68
link, 8
link budget, 222
link state packets, 741
Little’s law, 533
load, 198
load factor, 532
low-density parity-check, 406
μ-law, 156
M-ary modulation, 288
bi-orthogonal signals, 295
lower bound, 290
orthogonal signals, 292
upper bound, 288
M/D/1, 589
M/G/1, 581
M/M/1, 542
M/M/1/K, 565
M/M/m, 554
M/M/m/K, 577
M/M/m/m, 573
stability condition, 557
Markov
property, 470
Markov chain
definition, 432, 468
discrete time, 432
ergodic, 457, 491
homogeneous–, 435, 470
Markovian QSs, 526
matrix
transition–, 469
maximum a posteriori, 270
maximum likelihood, 270
mean recurrence time, 453, 490
medium access control, 599
collision, 601
collisions, 599
delay, 602
demand based protocols, 600
ARCNET protocol, 610
decrementing service, 612
exhaustive service, 612
FDDI, 611
gated service, 612
infinite buffer systems, 612
limited service, 612
one message buffer systems, 612
performance measures, 611
polling cycle time, 611
polling systems, 608
queueing delay, 611
system time, 611
token bus, 611
token ring, 609, 611
deterministic protocols, 600, 604
performance of, 607
practical considerations, 607
FDMA, 606
feedback channel, 599
offered traffic, 603
medium access control (Continued)
  packet arrival process, 601
  packet transmission time, 602
  performance measures, 602
  performance of, 659
  processing time, 599
  propagation delay, 602
  queueing delay, 602
  random access protocols, 600, 624
    backoff models, 657
    collisions, 624
    stability, 632
  retransmission delay, 602
  shared channel, 601
  system arrival rate, 603
  system load factor, 603
  system model, 600
  system time, 602
  TDMA, 604
  throughput, 603
  waiting queue, 601
memoryless binary symmetric channel, 345
memoryless source, 172
MF, 238
mid-riser, 143
minimum distance, 288
minimum distance criterion, 271
modulation, 259
  amplitude and phase modulation, 314
  amplitude shift keying, 307
  binary, 260
  differential PSK, 329
  digital, 259
  direct sequence, 342
  frequency hopping, 343
  frequency-shift keying, 329
  M-ary, 260
  orthogonal frequency division multiplexing, 339
  phase-shift keying, 323
  pulse amplitude, 307
  quadrature amplitude, 313
  spread spectrum, 339, 342
  time hopping, 344
multiplexing
  optical frequency division, 235
  wavelength division, 235
mutual information, 405

Nagle algorithm, 766
NAT, 710
neighbor, 711
network, 710
Network layers, 707
node, 8
noise figure, 211–12
noise temperature, 206, 209–10
nominal information, 171
non-uniform quantizer
  signal-to-quantization noise ratio, 157
nonblocking systems, 525
nonpersistent CSMA
  channel busy probability, 639
  delay, 639
  delay formula, 640
  performance of, 640
  throughput, 634
  throughput formula, 637
normal
  rv, 83
normalization condition, 463, 492, 505
normalized rv, 83
null recurrent, 453
numerical channel, 303
Nyquist criterion, 301
occupancy, 528
offered traffic, 531
one message buffer systems
  polling cycle, 613
one persistent CSMA
  balance equations, 644
  channel busy probability, 647
  delay, 647
  delay formula, 648
  Markov chain, 642
  system state, 642
  throughput, 641
  throughput formula, 643, 645
open communication class, 447
optical fiber
  glass fiber, 234
  graded-index fiber, 234
  laser diode, 235
  light emitting diode, 235
  plastic fiber, 234
  step-index fiber, 234
orthogonal
  rp with its conjugate, 116
  rps, 115
orthogonal signals, 283
orthogonal frequency division multiplexing, 339
PAM, 307
parity symbols, 373
parity-check matrix, 386
PASTA property, 549
path, 711
PBX, 521
PCM
  2-PAM output signal-to-noise ratio, 352
  output SNR, 348
PDF, 82
perfect channel, 407
periodic state, 455
pipe capacity, 665
Planck constant, 204
Pollaczek–Khintchine (P-K) mean-value formula, 586
port, 761
positive recurrent, 453
power
  average, 42
  cross, 42
  instantaneous, 42
power gain, 207
power spectral density, 111
prefix code, 175
private branch exchange, 521
proactive routing, 745
probability
  a priori, 260
  maximum a posteriori criterion, 270
  maximum likelihood criterion, 270
  minimum distance criterion, 271
  of correct decision, 262
  of error, 263
  of transition, 302, 304
  stationary transition →, 435
  transition →, 435
probability mass distribution, 81
probability-flow balance equations, 464
proxy, 710
PSD of thermal noise, 204
PSK, 74, 283, 323
pure-birth process, 497
pure-death process, 516
pure-loss QS, 573
Q function, 126
QAM, 313
QPSK, 74, 326
quantization error, 145
  granular, 146
  overload region, 146
  saturation region, 146
quantization noise, 147
  granular, 147
quantizer
  loading factor, 149
  mid-riser characteristic., 143
  mid-tread characteristic., 145
  non-uniform, 150
  performance, 148
  quantization step size, 143
  quantizer characteristic, 142
  saturation value, 143
  signal-to-quantization error ratio, 148
  uniform, 143
quantizer characteristic, 142
quantizer dynamic range, 144
queue capacity, 524
queueing discipline, 525
queueing system, 517
queueing system stability, 528
queueing theory, 517
  arrival process, 521
  arrival rate, 522, 531
  Kendall notation, 526
  Little’s law, 534
  M/D/1, 589
  M/G/1, 581
  M/M/1, 542
  M/M/1/K, 565
  M/M/m, 554
  M/M/m/K, 577
  M/M/m/m, 573
Markovian queueing models, 537
offered traffic, 531
performance characterization, 527
service process, 523
throughput, 531
useful traffic, 532
radio link
  directional antenna, 240
  free space path loss, 240
  frequency ranges, 238
  Friis transmission equation, 240
radio link (Continued)
    horn antenna, 240
    isotropic antenna, 239
    narrowband channel model, 239
    parabolic antenna, 240
    raised cosine function, 29

random access protocols
    ALOHA, 625
    backlogged users, 625
    backoff time, 625
    carrier sense multiple access, 633
    CSMA, 633
    CSMA/CD, 650
    one persistent CSMA, 641
    \( p \) persistent CSMA, 648
    slotted ALOHA, 629

random processes
    point, 101

rare events
    law of, 94, 104

reactive routing, 746

receiver
    minimum distance implementation, 273
    rect function, 29
    recurrent, 449
    redundancy, 171
    reflecting barrier, 506
    regenerative repeaters, 352
    repeater, 708
    repeater sections, 215

response
    frequency —, 48
    impulse —, 47

round trip time, 665
route discovery, 746
router, 709
routing algorithms, 714
routing strategies, 714
routing table, 737

\( r_p \)
    orthogonal with its conjugate, 116

rv, 81

sampling, 50
sampling theorem, 62
saturated, 532
Schwarz inequality, 39
segment, 760, 763
servers, 519
service capacity, 523

service discipline, 525
service rate, 523
Shannon–Fano code, 180
SHF, 238
sign function, 28

signal
    basis, 81
    constellation, 76
    continuous time —, 27
    discrete time —, 36
    distance, 78
    energy, 78
    energy of a —, 39
    graphical representation of a —, 28
    inner product, 77
    projection, 80
    real-valued —, 28
    vector representation, 76

signal-to-noise ratio, 218
electrical, 218
statistical, 218
sinc function, 29

slotted ALOHA
    delay, 630
delay formula, 631
performance of, 631
success probability, 629
throughput, 629
throughput formula, 629
vulnerable transmission period, 628

socket, 761
sojourn time, 437, 471
source, 198
source coding, 173
source routing, 737
spanning tree, 712
specific attenuation, 226
spectral density
    energy, 40
    power —, 111

spectral efficiency, 337

speech
    unvoiced, 159
    voiced, 159

speech coding, 158
coding by modelling, 161
frequency domain coding, 161
waveform coding, 161
spread spectrum, 339, 342

square root raised cosine function, 29
standard room temperature, 204
state
  aperiodic, 455
  periodic, 455
state probability vector, 441, 484
state space, 432
state transition probabilities in $k$ steps, 435
stationary, 435, 527
statistical multiplexer, 513
step function, 28
stochastic matrix, 437
strictly concave, 165
strictly convex, 165
subgraph, 711
subnet, 753
subnet mask, 754
subnetwork, 742
subtree, 712
sufficient statistics, 261
switch, 709
symbol error probability, 377
symbol rate, 297
syndrome, 387
decoding, 387
system
  linear, 46
  time-invariant, 47
system stability, 528
system storage capacity, 524
systematic code, 376
TCP window, 765
TDMA
  delay, 605
  delay formula, 606
TDMA frame, 604
TDMA schedule, 604
throughput, 605
  throughput formula, 605
the Internet, 747
theorem
  of irrelevance, 276
theorem of irrelevance, 261
thermal noise, 203
  noise temperature, 206
  power spectral density, 204
throughput, 531
time, 528
time hopping, 344
topology, 5, 710
traffic, 528
traffic intensity, 532
transient, 449
transition intensities, 477
transition matrix, 436, 470
transition matrix in $k$ steps, 435
transition probabilities, 436
transition probability, 302, 304
transmission lines
  attenuation, 226
  attenuation constant, 224
  characteristic frequency, 225
  characteristic impedance, 224
crosstalk, 228
far-end crosstalk, 228
gauge, 225
near-end crosstalk, 228
phase constant, 225
propagation delay, 225
specific attenuation, 226
transmission medium
  coaxial cable, 223
  optical fiber, 234
  radio link, 237
shielded twisted-pair cable, 224
twisted-pair cable, 223
unshielded twisted-pair cable, 224
transmission system
  AWGN model, 217
  narrowband model, 220
transmission system model, 217
tree, 712
trellis diagram, 398
triang function, 29
turbo codes, 406
two-port linear network, 206
  cascade of, 213
Friis equation, 214
load matching, 208
matched, 209
noise figure, 211
noise temperature, 209–10
passive, 212
power gain, 207
signal-to-noise ratio, 218
two-terminal device, 198
  absence of distortion, 202
active, 198
available power density, 202
load matching condition, 201
<table>
<thead>
<tr>
<th>Term</th>
<th>Page(s)</th>
</tr>
</thead>
<tbody>
<tr>
<td>UHF</td>
<td>238</td>
</tr>
<tr>
<td>uncorrelated</td>
<td></td>
</tr>
<tr>
<td>rps</td>
<td>115</td>
</tr>
<tr>
<td>undirected graph</td>
<td>710</td>
</tr>
<tr>
<td>uniform quantizer</td>
<td></td>
</tr>
<tr>
<td>signal-to-quantization error ratio</td>
<td>149</td>
</tr>
<tr>
<td>unit</td>
<td>760</td>
</tr>
<tr>
<td>universal mobile telecommunications system</td>
<td>335</td>
</tr>
<tr>
<td>useful traffic</td>
<td>532</td>
</tr>
<tr>
<td>useless channel</td>
<td>407</td>
</tr>
<tr>
<td>utilization factor</td>
<td>532</td>
</tr>
<tr>
<td>vacation</td>
<td>519</td>
</tr>
<tr>
<td>vertex</td>
<td>8</td>
</tr>
<tr>
<td>VHF</td>
<td>238</td>
</tr>
<tr>
<td>video coding</td>
<td>161</td>
</tr>
<tr>
<td>Viterbi algorithm</td>
<td>401</td>
</tr>
<tr>
<td>vocoder</td>
<td>161</td>
</tr>
<tr>
<td>Voronoi cells</td>
<td>271</td>
</tr>
<tr>
<td>Voronoi regions</td>
<td>271</td>
</tr>
<tr>
<td>waiting queue</td>
<td>519</td>
</tr>
<tr>
<td>waiting time</td>
<td>520</td>
</tr>
<tr>
<td>walk</td>
<td>711</td>
</tr>
<tr>
<td>Walsh codes</td>
<td>333</td>
</tr>
<tr>
<td>word error probability</td>
<td>377</td>
</tr>
<tr>
<td>work-conserving</td>
<td>519</td>
</tr>
<tr>
<td>workload</td>
<td>531</td>
</tr>
</tbody>
</table>