INDEX

Advanced product quality planning (APQP), 422, 431, 439–444, 480, 488
coupling, 179, 183, 187
checklist, 486
functionality, 275
design, 177
coupled, 181, 270
defaulted, 181
parameters, 185
uncoupled, 181
AHP (analytical hierarchical process), 162, 488
cases example, 193–197
cases requirements, 184
design fundamentals, 179–183
hierarchy, 178
interface management, 492, 180, 181, 92
mapping process, 180
physical, 181
process, 74–75, 151, 181, 185, 494
principle, 178
Black belts, 90, 94–95, 100–136
process variables, 185
theories and corollaries, 189–193

Benchmarking, 102, 116, 148, 488
Beta prototype, 409
Beta risk, 489
Bill of material, 273

Medical Device Design for Six Sigma: A Road Map for Safety and Effectiveness,
By Basem S. El-Haik and Khalid S. Mekki
Copyright © 2008 John Wiley & Sons, Inc.
Block diagram, 213, 486, 489
Box-Behnken design, see Design of experiments
BPMS (business process management system), 76, 86
Business excellence, 17

CAD, see Computer aided design
CAPA (corrective action/preventive action), 19, 91, 94–95, 105, 108, 116, 119
Capability, 78–88
Capability flow up, 489
Cascading, 489
Cause-and-effect diagram, 85, 87–88
Cause-consequence analysis (CCA), 247
Center points, see Design of experiments
Central composite design, see Design of experiments
Central limit theorem, 489
CFR, 4, 32, 194, 406, 419, 432, 446, 447, 449, 452, 453, 454, 455, 458, 459, 460
cGMP, see Good manufacturing practice
Change management, 104, 109, 132–135, 489
tools, 489
Chi-square analysis, 489
CMMI, 156
Code of federal regulations, see CFR
Communication plan, 489
Complexity, 129, 130, 141, 178
common range, 186
probability of success, 186
system range, 186
Computer aided design, 415
Concurrent engineering, 178, 489
Confidence interval, 418, 489
Configuration management, 490
Continuous flow production, 490
Contradiction, 198, 200
inherent, 210
trade-off, 210
Contradiction table, 205
Control chart, see Statistical process control
Control plan, 85, 153–154, 490
CTQ (critical to quality), 490
CTS (critical to satisfaction), 490
tree, 490
Customer delighter, 490
Customer voice, see VOC (voice of the customer)
Complaint, 119
Concept development, 8, 148
Concept selection, 97
Cross-functional, 142
CTQ (critical-to-quality), 56, 146, 159, 168–171
CTS (critical-to-satisfaction), 145–146, 162–171
Customer needs, 145, 161–162
Customer satisfaction, 89–100, 117, 160
Customer service, 141
Customer wants, 139
Customer voice, see VOC (voice of the customer)
Cycle time, 104
Defect per million, 309
Defect per million opportunity, 274
Deliverables, 490
Deployment, 101–158
Derating, 263
Descriptive statistics, 490
Design and development plan, 36–37
Design axioms, 293
Design change control process, 454, 455–457
Design changes, 38–41, 50
Design controls, 5, 193, 256
Design embodiment, 294
Design for assembly (DFA), 259, 270, 272
maintainability, 281
manufacturing and assembly, 269–280, 282, 490
best practices, 274
case study, 276
packaging, 265
reliability, 262, 490
serviceability, 282–291
case study, 285
Design for assembly, see Design for manufacturing and assembly
Design for six sigma
case study, 462–487
company, 101–158
definition, 491
deployment, strategy, 101–158
roadmap, 137–158
Design history file (DHF), 37–41, 50–51, 454, 455, 459, 460
Design input, 37–39, 42
Design optimization, 9
Design output, 39, 44–46
Design mapping, 292
functional, 293
process, 294, 295–297
Design of experiments, 69–70, 126,152, 298, 311–352, 409
INDEX

alias, see confounding
Box-Behnken, 350, 363
center points, 342, 489
central composite design, 489
coding, 333
confirmation, 319, 323
confounding, 345
degrees of freedom, 329
effects pareto, 351
equal variance, 339
factorial, 324, 332, 491
fractional factorial, 343, 491
full factorial, 321, 488
interaction plot, 352
Latin square, 321, 363
layout, 333
measurement strategy, 319
mixture design, 321
normal probability, 340
one-factor-at-a-time, 312
Placket-Burman design, 318, 343–350
replicate, 324
residual plots, 351, 373
resolution, 346
screening, 318
Design review, 37–41, 46–47, 149, 151, 457–459
Design scorecards, 151–152, 297, 299, 431–453
planning, 432
Design transfer, 39–41, 49–50, 138
Design validation, see Verification and validation
Design verification, see Verification and validation
DFMA, see Design for manufacturing and assembly
DFMEA, see Failure mode and effects analysis
DFSS, see Design for six sigma
DMAIC (define-measure-analyze-improve-control), 84, 90, 92, 108–109, 145
DMR (device master record), 43, 45, 49, 422, 431, 432, 433, 446–453, 454, 455, 460
DOE, see Design of experiments
DOF, see Degree of experiments
EN, 868–1, 267
Entropy, 185
Euclidean distance, 382
Event tree analysis (ETA), 246
Experimentation, see Design of experiments
Factors
categorical, 317
control, 317, 361
continuous, 317, 318
unconfounded, 320
Failure effects, 255
detection ratings, 256
risk priority number (RPN), 245, 246
Failure reporting, analysis and corrective action system (FRACAS), 264
Fault tree analysis (FTA), 246, 247, 265
FDA, see Food and Drugs Administration
Finite element analysis, 415
FMEA, see Failure mode and effects analysis
Food and Drugs Administration, 28, 31, 105, 137, 146, 265, 266, 269, 405, 406, 408, 420, 428, 431, 432, 453
FR, see Functional requirement
Fractional factorial designs, see Design of experiments
Full factorial designs, see Design of experiments
Functional analogy, 224
analysis, 204, 491
definition, 202
harmful, 212
requirements, 96, 104, 146, 149, 150, 171, 184
Functional mapping, see Axiomatic design
Gage R&R, see Gage repeatability and reproducibility
Gage repeatability and reproducibility, 116–117, 423, 425
Gap analysis, 106
GD&T, see Geometric dimensioning and tolerancing
Geometric dimensioning and tolerancing, 380
GHTF, see Global harmonization task force
Global harmonization task force, 26, 29, 248, 420
GMP (good manufacturing practice), 27, 32–33, 447
Green belt, 90, 94–95, 100–136
HALT, see Highly accelerated life testing
Hard savings, 128
House of quality, 43, 145, 147, 151, 159–177.  
See also Quality function and deployment
Hypothesis testing, 492
ICAM, 293
Ideal function, 252
IDEF, 293
Identify-characterize-optimize-verify/validate, 405, 428
IEC/TR 60513, 248
Innovation, 86, 96, 116, 146
Interactions, 304, 325–326
International Standards Organization
    ISO 9001, 3, 454, 460
    ISO 11607, 266, 267
    ISO 14971, 155, 248
    ISO 13485, 4, 32, 419
    ISO 12207, 155
In vitro diagnostics, 26
ISO, see International Standards Organization
IVD, see In vitro diagnostics
Kano analysis, 145, 165–170, 492
Key life test, 410, 411
KLT, see Key life test
Larger-the-better, see Robust design
Launch, 10
Leadership, 103, 106
Lean methodology, 15, 492
Life cycle, 6–11, 16, 97
Malcolm Baldrige, 2, 82
Management oversight risk tree (MORT), 247
MANCOVA, 302
MANOVA, 302
Markov models, 263
Matrix review, 196–197
Mean, 58–60, 292, 306, 354
Measurement system analysis, 77, 85, 104, 106, 109, 116–117, 130, 151, 492
Medical device classification, 28–30
Military procedure MIL-P-1629, 245
Mistake proofing, 152, 276, 492
Modular design, 274
Monte-Carlo simulation, 308, 417, 492
MSA, see Measurement system analysis
Muda, 269
Multigenerational planning, 122–125, 146–147, 492
Multiple regression, 492
Noise factors, 97–98, 253, 317, 354, 361, 493
Noise management, 493
Nominal-the-best, see Robust design
Normal distribution, 70–72, 389
NPV (net present value), 104, 127
Orthogonal array, 314, 363, 369, 401
outer array, 365
output, 365
P-diagram, 252, 313, 316, 318, 369, 468, 469, 470, 493
Piloting, 493
Plan-do-check-act, 493
Poka-yoke, 85, 276, 283, 493. See also Mistake proofing
PPAP (production part approval process), 431, 433, 444–446, 447, 448
Probability distributions, 53–56
Process
    control plan, 433, 495
design, 493
    statistical control, 85, 264, 434, 446
    charting methods, 435
    interpreting charting methods, 437
    voice of, 438
Process capability indices, 152, 389, 390, 392, 424, 425, 438, 439, 493
Process modeling, 74
Proportion, 494
Prototype, 494
Pugh, 494
Pugh concept selection, 97, 151
PV, see Process variables
QFD, see Quality function deployment
QSR (quality systems regulation), 31–34, 194, 406, 408, 455
Quality definitions, 2–5
Quality loss, see Quality loss function
Quality loss function, 354, 356, 394, 395, 411
    larger-the-better, 360
    nominal-the-best, 357
    smaller-the-better, 360
Quality system, 446, 448, 449, 452
Regression, 494
Requirement flow down, 89, 494
Response surface methodology, 319, 495
Response variable, 495
Risk, 240
assessment, 244
business, 240, 241, 243
control, 250
failure mode and effect analysis (FMEA), 245
hazard and operability study (HAZOP), 245
preliminary hazard analysis (PHA), 245, 470
evaluation, 241
acceptance, 249
acceptance, as low as reasonably practical (ALARP), 249
classification, 249
qualitative, 244
quantitative, 244
occurrence, 249
severity rating, 248, 255
hazard, 240
ratings, 248
management, 242, 495
planning, 241
residual, 244
safety, 240, 243
Robust design, 151–152
case study, 368–376
confirmation, 479
dynamic response, 357
failure mode effect analysis, 251
optimization, 493
optimized design, 493
parameter design, 353–376, 493, 495
response graphs, 478
response tables, 478
signal, 361
static response, 357
larger-the-better, 357
nominal-the-best, 357
smaller-the-better, 357
tolerance design, see Tolerance design
two step optimization, 370
Risk assessment, 144, 149–154
Root cause analysis, 13

Safety, 30
Sampling, 390
Signal-to-noise ratio, 354, 357, 358–361, 367, 368, 476, 477, 479
fraction defective, 363
larger-the-better, 362
nominal-the-best, 352
smaller-the-better, 362
Simulation, 308, 495
SIPOC, 74–75, 77, 495
Soft savings, 128
Software development, 149–157
Software safety, 155
Software validation, 153
SPICE, 156
Standard deviation, 320, 439
Statistical analysis, 12
Statistical process control, see Process
Supply chain, 495
Survey, 495
Taylor series expansion, 302, 381–382
Technology assessment, 495
Technology road map, 494
Test method development, 411
Test plan, 413
W model, 414
Theory of inventive problem solving (TRIZ/TIPS), 198
Tolerance, 378, 391
customer, 378, 395
producer, 395
statistical, 388
linear, 389
nonlinear, 391
scaling factor, 390
worst case, 382, 388
Tolerance design, 354, 377–404, 495
case study, 402
experiments, 400
high versus level, 398
in DFSS, 378
larger-the-better, 397
multiple parameters, 399
nominal-the-best, 394
safety factor, 394, 395
smaller-the-better, 396
tolerancing case study, 383–388
Tolerance limits, 359
Tolerancing, 92
Tollgate, 496
TQM (total quality management), 2, 13, 74
Trade-off, 148
Transfer function, 85, 101, 152, 291–310, 325, 340, 343, 379, 380, 391, 400, 496
life cycle, 299
linear, 303
mathematics, 302
optimization, 306
INDEX

TRIZ, 126, 149, 151, 198–239, 409, 496
analytical, 204
correlation matrix, 234
defibrillator case study, 225
detection and measurement concepts, 219
effects, 208
evolution trends, 221
functional analysis, 224
ideal final result, 210, 492
ideality checklist, 211
ideality equation, 211
innovation, 198
invention principles, 213
inventive principles, 205
itself method, 210
knowledge-based, 204
problem solving process, 209
root cause, 220
separation principles, 207
standard solutions, 208

Value stream mapping, 75, 297
Verification and validation, 405–430
validation, 9, 40–41, 47–49, 138, 152–153
design, 429
installation qualification, 420
master plan, 422
operational qualification, 420
performance qualification, 420
process, 494
production process, 419–427
software, 428
verification, 9, 40–41, 47–49, 138, 152–153
analysis, 427
functional performance, 412
maintainability, 413
operation environment, 412
process, 138, 153, 408–415
prototype, 416–419
reliability, 412
safety, 412
sample, 418
user requirement, 412
VOC (voice of the customer), 7, 76, 146, 162–171, 438, 496
VOP (voice of the process), 76
Waste elimination, 496
Waterfall model, 155
Zigzagging, 188, 195, 269, 422, 468
z-score, 81–82, 183