Index

2-ray model, 26
3GPP long-term evolution (LTE), 183, 224, 417
3GPP MIMO channel model, 94
3GPP2 MIMO model, 99

a posteriori probability decoder, 262
above-roof-top (ART), 11
acquisition mode, 174
adaptive bit loading, 142
adaptive equalizer, 115
adaptive modulation and coding (AMC), 139
adaptive predistortion technique, 224
additive white Gaussian noise (AWGN), 126, 258
adjacent cell, 146
adjacent channel interference (ACI), 117, 132
advanced cellular internet service (ACIS), 257
Alamouti code, 294
analog-to-digital converter (ADC), 209
angle diversity, 282
angle-of-arrival (AoA), 20, 71
angle-of-departure (AoD), 92
angular spread (AS), 56, 72
antenna diversity technique, 281
antenna gains, 4–5, 8
  BS antenna gain, 55
  MS antenna gain, 55
antenna height, 8
antenna radio pattern, 92
antenna selection technique, 383
  complexity-reduced antenna selection, 386
  optimum antenna selection technique, 384
antenna spacing, 75, 90
arithmetic mean, 279
array steering vector, 72
arrival time, 31, 35
asymmetric digital subscriber line (ADSL), 117
attenuation factor, 8
autocorrelation function, 21
automatic gain control (AGC), 381
average arrival rate, 31
average cluster power, 32
average power delay profile (PDP), 96
average ray power, 32
average SNR, 284
azimuth angle, 71
azimuth spread (AS), 72
azimuth-delay spectrum (ADS), 72
azimuth-delay spread (ADS), 72
band matrix, 203
band pass filter (BPF), 119
band type, 145
band-AMC subchannel, 146, 148
base station (BS), 180
Bayes’ theorem, 362
below-roof-top (BRT), 11
bessel function, 23, 193
bit-level LLR, 358, 363–364
blind channel estimation, 206
block code, 231
block diagonalization, 404
block interleaving, 142
block-by-block operation, 204
block-diagonal matrix, 204
block-scaling technique, 224
block-type of pilot arrangement, 187
Index

block-type of resource allocation, 145, 148
broadband MIMO channel, 85
broadcast channel (BC), 395
broadcast control channel, 184
broadside, 71, 92
burst error, 142
Bussgang algorithm, 206
candidate value, 331
candidate vector, 340, 365
capacity reduction, 278
carrier frequency, 5–7, 9–13
carrier frequency offset (CFO), 153, 156
CFO estimation technique, 170
CFO synchronization, 173
estimation range of CFO, 172
fine CFO, 174
fractional CFO (FFO), 158
integer CFO (IFO), 158, 174
normalized CFO, 153
carrier-to-interference and noise ratio (CINR), 181
case A Rayleigh uncorrelated, 95
case B macrocell, 95
case C macrocell, 95
case D microcell/bad-urban, 95
Cauchy-Schwartz inequality, 284
CAZAC sequence, 181
cdma2000 1x EV-DO, 139
cell boundary, 147, 251
cell ID, 180
cell loading factor, 147
cell searching, 180
cell-specific interleaver, 257, 262
cell-specific scrambling, 258
central limit theorem, 21
channel capacity, 140, 263
channel coefficient, 104
channel condition, 374
channel condition number, 231
channel correlation matrix, 279
channel estimation, 187
channel gain matrix, 87
channel impulse response (CIR), 18, 203
channel inversion, 401
channel reciprocity, 374
channel state information (CSI), 268, 373
  CSI feedback, 374
  full CSI, 373
channel variation, 19
Chernoff bound, 291
chi-square, 22
Cholesky decomposition, 89, see also square-root decomposition
choodal distance, 377
Chu sequence, 220–221
circular convolution, 130
circular symmetric, 266
Clarke/Gans model, 41
Clarke’s channel model, 73
Clarke’s model, 19
Classen, 173, 175–176
classical Doppler spectrum, 21, 97
clipping and filtering technique, 224
clipping distortion, 222
clipping level, 222, 225
clipping ratio (CR), 225
clipping technique, 224
closed loop control mechanism, 183
closed-loop (CL) system, 273
cluster, 31
  cluster arrival rate, 36
  cluster attenuation constant, 36
cluster type, 145
co-channel interference, 146, 181, 251
code division multiple access (CDMA), 143
codebook design method, 375
codebook design parameter, 378
codeword error probability, 293
codeword selection criterion, 376
coding rate, 299
coding technique, 224
coherece bandwidth, 16–17, 188
coherece time, 18, 374
cohereent detection, 169
collision (hit), 147
column norm-based ordering, 324
comb type of resource allocation, 145
combing technique, 283
comb-type of pilot arrangement, 188
complex baseband impulse response, 20
complex field pattern, 72
complex Gaussian random process, 48
complex Gaussian random variable, 22, 28
complex orthogonal space-time code, 294
complex radiation pattern, 93
complex space-time block code, 301
concatenated code, 142
condition number, 345
conditional differential entropy, 267
conjugate symmetric, 41
constant modulus algorithm (CMA), 206
constructive interference, 15
convolution operation, 130
convolutional code, 142
convolutional encoder, 308
convolutional interleaving, 142
correlated MIMO channel coefficient, 88
correlated MIMO fading channel, 84
correlation coefficient, 9
correlation matrix, 84
correlation-shaping matrix, 88
cosine function PAS model, 76
COST 207 model, 61
cost function, 190
CP-based STO estimation, 167
CQI information, 225
crest factor (CF), 211
cubic spline interpolation, 193
cumulative distribution function (CDF), 212
complementary CDF (CCDF), 212
cyclic prefix (CP), 117, 128
cyclic suffix (CS), 128, 131
decision feedback equalization (DFE), 413
decision statistic, 305
decision-aided reconstruction technique, 224
decision-directed (DD) channel estimation, 199
decision-directed EM (DEM) channel estimation, 206
decoding delay, 148
delay spread (DS), 72
descrambling code, 257
destructive interference, 15
determinant criterion, 294
deterministic channel, 266
deterministic MIMO channel, 268
deterministic channel capacity, 278
deterministic matrix, 265
DFT-based channel estimation technique, 195
DFT-spreading technique, 224, 242
diagonal matrix, 264
difference matrix, 300
differential entropy, 267
differential space-time code, 287
diffraction, 1
digital audio broadcasting (DAB), 180, 417
digital phase locked loop (DPLL), 178
digital video broadcasting – handheld (DVB-H), 181, 417
digital video broadcasting – terrestrial (DVB-T), 181
digital-to-analog converter (DAC), 209
Dirac delta function, 20
direct realization, 119
direction of travel (DoT), 104, 106
direction-of-arrival (DoA), 49, 92–94
mean DoA, 92
direction-of-movement (DoM), 49, 92
dirty paper coding (DPC), 401, 408
discrete Laplacian method, 56
discrete multi-tone (DMT), 117
discrete wavelet multi-tone (DWMT), 120
discrete-frequency Doppler spectrum, 44
discrete-time oversampling, 44
distortionless transmission, 115
distributed FDMA (DFDMA), 242
diversity gain, 144, 295
diversity order, 293
diversity subchannel, 146
diversity technique, 263, 281–282
DL_permbase, 147
DMB, 417
Doppler filter, 41, 45
Doppler frequency, 157
Doppler frequency shift, 156, 178
Doppler power spectrum (PSD), 65
Doppler shift, 18
Doppler spectrum, 41, 91
Doppler spread, 2, 16, 18
Doppler-shifted Gaussian noise, 41
Doppler-shifted sinusoid, 51
double exponential sinusoid, 51
double exponential delay model, 32
double sliding window, 162
down-conversion, 36
downlink channel, 397
downlink preamble, 180
downlink synchronization, 180
downsampler-filter, 119
duplexing, 150
dynamic channel allocation (DCA), 256
centralized DCA, 256
distributed DCA, 256
eigen-decomposition, 270, 292
eigenvalue, 264, 292
eigenvector, 265, 292
equal gain combing (EGC), 283, 285
equalizer, 112
ergodic capacity, 273–274, 279, see also ergodic channel capacity
ergodic channel capacity, 272
ergodic process, 272, see also random MIMO channel
error floor, 137
error matrix, 376, 390
error propagation, 412
Euclidean distance, 115, 327
Eureka-147-based DAB, 143
excess delay, 15
expectation (E) step, 205
expectation-maximization (EM) algorithm, 204
exponential model, 26
exponential PDP, 28
extrinsic information, 262
fading, 1
depth fading, 142
frequency-non-selective fading, 17
large-scale fading, 2, 4
log-normal fading, 35
long-term fading, 32
multi-path fading, 2
Rayleigh fading, 19
Rician fading, 91, 97
short-term fading, 2
slow fading, 2, 18
small-scale fading, 2, 15
time-selective fading, 16
fast fading, 2, 18, 188
fast time-varying, 201
feedback loop, 142
filtered multi-tone (FMT), 119
filtered white Gaussian noise (FWGN) model, 41
frequency-domain FWGN model, 44
modified frequency-domain FWGN model, 44–45
modified time-domain FWGN model, 45
time-domain FWGN model, 48
fine symbol synchronization, 169
finite impulse response (FIR) filter, 28, 48, 63, 115
FIR interpolating filter, 179
flat Doppler spectrum, 48
flat interval, 165
forward error correction (FEC) code, 142
Fourier projection technique, 224
Fourier transform, 21, 113
discrete Fourier transform (DFT), 117
fast Fourier transform (FFT), 117, 125
inverse DFT (IDFT), 117
inverse fast Fourier transform (IFFT), 117
fractional frequency reuse (FFR), 252
free-space path loss model, 5
free-space propagation model, 4
frequency dispersion, 16, 18
frequency diversity, 150, 282
frequency division duplexing (FDD), 150, 180
frequency division multiple access (FDMA), 117, 143
frequency flat, 2
frequency reuse factor (FRF), 181, 251
frequency-domain correlation, 192
frequency-domain equalizer (FEQ), 240
frequency-domain interpolation, 188
frequency-domain spreading, 150
frequency-hopping OFDMA (FH-OFDMA), 258
frequency-nonselectivity, 115
frequency-reuse, 251
frequency-selective fading channel, 2, 16, 61
frequency-selectivity, 29, 115
frequency-shifted sinc function, 132
Friis equation, 4
full rank condition, 301
full usage sub channel (FUSC), 146
Gaussian distribution, 216
Gaussian random variable, 6, 22
general indoor channel model, 26
generator polynomial, 309
geometric mean, 279
GI insertion, 139
GI removal, 139
Givens rotation, 346–348
Godard algorithm, 206
Golay complementary sequence, 224, 231
Gold sequence, 181
Grassmannian subspace packing, 377
guard band, 117, 132, 151
guard interval, 117, 126
guard time, 151
Hadamard code, 224
handoff, 184
handover, 181
hard-decision detection, 352
Hartly-Shannon channel capacity, 140
Hata model, 8, see also Okumura model
Hermitian symmetric matrix, 264
Hermitian transpose, 296
hexagonal cellular configuration, 253
high power amplifier (HPA), 209
high rate space-time block code, 303
higher-order diversity, 305
hit distribution, 147
hybrid division duplexing (HDD), 150, 257

ICI-free condition, 191
IDMA multiuser detection, 262
IEEE 802.11 channel model, 28
IEEE 802.11a, 181
IEEE 802.11a/n, 48, 417
IEEE 802.16d channel model, 65
IEEE 802.16d model, 10
modified IEEE 802.16d model, 12
IEEE 802.16e, 220, 378
IEEE 802.16m, 181
IIR filter, 48
I-METRA channel model, 71, 98
I-METRA MIMO channel model, 84, 90
impinging field, 93
in-band ripple, 226
incomplete data, 205
independent and identically distributed (I.I.D), 84
independent channel, 187
indoor channel model, 25
indoor environment, 76
initial radius, 334
initial ranging preamble, 184
inner code, 143
input back-off (IBO), 209
instantaneous SNR, 283
inter-antenna interference, 404
inter-carrier interference (ICI), 115, 178, 187
inter-cell interference cancellation
  technique, 251, 260
inter-cell interference coordination
  technique, 251
inter-cell interference mitigation technique, 251
inter-cell interference randomization
  technique, 251, 257
inter-channel interference (ICI), 153
inter-cluster arrival time, 31
interference rejection combining (IRC)
  technique, 260
interference-free channel, 400
interference-free detection, 411
interference-free transmission, 405
interleaved division multiple access (IDMA)
  technique, 258
interleaved FDMA (IFDMA), 242
interleaving technique, 143
interpolation, 45, 219
inter-ray arrival time, 31
inter-symbol interference (ISI), 17, 112, 153
ISI-free condition, 113
ITU-R, 15, 61
ITU-R pedestrian A model, 97
Jakes model, 50–54

Kronacker product, 88

Lagrange multiplier, 140
Laplacian distribution, 73, 81, 99–100
Laplacian Doppler spectrum, 48, 97
Laplacian PAS, 58
lattice reduction technique, 345
lattice reduction-aided detection, 344
lattice-type pilot arrangement, 189
LDPC code, 142
least-square (LS) channel estimation, 190
length reduction, 345
Lenstra-Lenstra-Lovasz (LLL) algorithm, 345
likelihood function, 164
linear interpolation, 193
linear pre-equalization, 381
linear processing, 305
linear signal detection, 319, 358
line-of-sight (LOS), 1, 4, 21, 104
link adaptation, 139, 145, 151
link budget, 3
link-level simulation, 98
local scatter, 86
localized FDMA (LFDMA), 242
localized type, 145
log-distance path loss model, 5
log-likelihood function, 205
log-likelihood-ratio (LLR), 353, 362
log-normal distribution, 4
log-normal random variable, 32
log-normal shadowing model, 6
lower-triangular matrix, 409

matched filter, 114, 119
maximal ratio combining (MRC), 283–285
maximization (M) step, 205
maximum a posteriori (MAP) detection, 327
maximum achievable diversity gain, 293
maximum achievable transmission speed, 264
maximum correlation, 164
maximum delay of multipath channel, 130
maximum delay spread, 188
maximum Doppler frequency, 45
maximum excess delay, 26
maximum likelihood (ML) decoder, 294
maximum likelihood (ML) detection, 327
complexity-reduced ML detection, 364
ML signal detection, 327
modified ML (MML) detection, 328
maximum-likelihood estimation, 163
maximum-likelihood sequence detector (MLSD), 115
MB-OFDM, 417
MC-CDMA (OFDM-CDMA), 144
mean excess delay, 15, 26, 36
mean path loss, 3
measurement-based DCA, 257
MIMO channel capacity, 269, 272, 278
deterministic MIMO channel capacity, 265
ergodic MIMO channel capacity, 279
MIMO channel model, 71
minimum chordal distance, 377
minimum ML metric, 329
minimum rank, 295, 300
minimum-squared difference, 164
MISO channel, 271
ML metric, 339
ML metric calculation, 327–328, 335
MMSE channel estimation, 191
MMSE pre-equalization, 381
MMSE signal detection, 321
MMSE-OSIC, 324
mobile speed, 41, 109
mobile station (MS), 206
mobile WiMAX, 146, 181, 378, 417
modal decomposition, 268, 381
modulo operation, 412–413
Moose, 173, 175–176
MS velocity vector, 55
M-sequence, 224
multi-carrier transmission, 111
multi-path channel, 61
multi-path delay spread, 16, 154
multipath power delay profile (PDP), 192
multi-path propagation, 15
multiple access channel (MAC), 395
multiple access interference (MAI), 144, 183
multiple cluster, 31, 90
multiple input multiple output (MIMO), 2, 282
multiple input single output (MISO), 283
multiuser demodulator, 262
multiuser detector, 258
multi-user diversity gain, 144
multi-user MIMO, 395
mutual information, 266
Nakagami distribution, 35
narrow band MIMO channel, 85
narrowband signal, 115
noise enhancement effect, 322
noise enhancement problem, 344
non-coherent detection, 170
non-Hermitian matrix, 265
non-isotropic antennas, 4
nonlinear distortion, 209
nonlinear receiver technique, 322
non-line-of-sight (NLOS), 21, 104
non-singular matrix, 89
non-square space-time block code, 300
non-synchronous sampling, 178
normal sampling, 44
n-th power of a cosine function, 76
number of clusters, 90
Nyquist bandwidth, 113
Nyquist criterion, 113
Nyquist rate, 113
OFDM transmitter, 124
OFDM-FDMA (OFDMA), 144
OFDM/OQAM-IOTA, 120
OFDM-TDMA, 144
offset angle, 56
Okumura model, 8
omnidirectional antenna, 100
one-dimensional horizontal mapping, 149
one-dimensional vertical mapping, 149
one-tap equalizer, 130, 201
open-loop system, 272
optimum codebook, 377
optimum detector, 115
optional full usage subchannel (OFUSC), 146
ordered successive interference cancellation (OSIC), 322
orthogonal frequency division multiplexing (OFDM), 117
orthogonal rotation matrix, 346
orthogonal STBC (OSTBC), 390
orthogonality, 115, 121, 154
OSIC signal detection, 322
outage channel capacity, 273
outage probability, 273
outage rate, 4
outdoor channel model, 40
outer code, 143
out-of-band interference, 224
out-of-band output, 132, 224
out-of-band radiation, 117, 226
output back-off (OBO), 209
oversampling factor, 45, 48, 217, 225, 248
pair-wise codeword error probability, 376
pairwise error probability, 287, 376, 390
PAPR reduction code, 231
partial transmit sequence (PTS), 224, 234
partial usage subchannel (PUSC), 146
PAS model, 76
path delay, 20
path loss exponent, 5
peak cancellation technique, 224
peak envelope power (PEP), 211
peak reduction tone (PRT), 238
peak regrowth, 225
peak windowing technique, 224
peak-to-average power ratio (PAPR), 209
peak-to-mean envelope power ratio (PMEPR), 210
pedestrian channel model, 15
permutation formula, 147
phase difference, 168
phase factor, 237
phase noise, 158
phase offset, 177
phase rotation, 168, 177
physical layer cell-identity, 183
pilot symbol, 169
pilot symbol period, 188
pilot tone, 174, 190
planewaves, 19
PN sequence, 181
Poisson process, 30–31
polarization diversity, 282
polyphase filter bank, 119
post-cursor ISI, 412
post-detection SINR, 323, 358
power allocation problem, 269
power angular spectrum (PAS), 72
power azimuth spectrum (PAS), 25, 54, 72, 99
power constraint, 140
power consumption, 149
power delay profile (PDP), 15, 25, 62
power delay spectrum (PDS), 72
power margin, 3
power spectral density (PSD), 21, 226
preamble period, 173
preamble sequence, 181, 220
precoded OSTBC, 375
precoded spatial-multiplexing, 381
precoding matrix, 375
pre-compensation, 151
primary synchronization channel (P-SCH), 182
primary synchronization signal (PSS), 181–182
probabilistic (scrambling) technique, 224
propagation delay, 183
pulse shaping, 248
Q-function, 136
QPSK modulation, 158
QR decomposition, 331, 339
QRM-MLD, 339
quantization noise, 222
quasi-static channel, 26
radiation pattern, 86
radio propagation 1
raised cosine (RC) windowing, 133
raised-cosine (RC) filter, 113, 248
square-root raised cosine filter, 114
random access preamble, 180
random MIMO channel, 272–273
random subcarrier allocation technique, 260
random type of resource allocation, 145
rank, 264
rank criterion, 293
rank-determinant criteria, 310
ray, 31–32, 35–36
ray arrival rate, 36
ray attenuation constant, 36
ray-based channel model, 54, 105
ray-based MIMO channel model, 55
ray-based SCM angle parameter, 103
ray-based SCM model, 102
Rayleigh distribution, 51, 216
Rayleigh random variable, 22
real space-time code, 299
receive diversity system, 283
receive filter, 112
received signal-based ordering, 324
reciprocity, 374
reduced radius, 332
reduced set of candidate vectors, 365
Reed Muller code, 224, 231
Reed-Solomon (RS) code, 142
reflection, 1
regularized channel inversion, 401
relative delay, 15
repetition period, 164
repetitive pattern, 172
repetitive structure, 164
resolvable path, 73
resource allocation, 145
rich-scattering, 78
Rician distribution, 21
Rician factor, 21
Rician K-factor, 23
right-singular vector, 264
RMS angular spread, 99–100
RMS delay spread, 17, 27, 36
roll-off factor, 113, 248
root-power correlation matrix, 88
rounding, 86
round-trip propagation delay, 183
Saleh-Valenzuela (S-V) channel model, 30, 35
sampled Laplacian method, 58
sampling clock offset, 177
sampling frequency offset (SFO), 178
Sato algorithm, 206
scalable adaptive/advanced modulation (SAM), 120
scattering, 1
scattering component, 21
SCM ad-hoc group (AHG), 56
SCM link-level channel model, 98, 103
SCM MIMO channel model, 97
scrambling code, 257
S-curve, 171
searching procedure, 332
secondary synchronization channel, 182
secondary synchronization signal (SSS), 181–182
second-order polynomial interpolation, 193
sector antenna, 99
segment, 181
segment ID, 181
selection combining (SC), 283
selective mapping (SLM) technique, 233
serial-to-parallel (S/P) conversion, 124
shadowing, 2
short/long preamble, 181
side information, 235
signal bandwidth, 16
signal-to-quantization noise ratio (SQNR), 209, 222
SIMO channel, 271
sinc function, 113, 117, 132
single carrier-FDMA (SC-FDMA), 224
single input multiple output (SIMO), 283
single input single output (SISO), 2
single-carrier transmission, 111
single-user MIMO, 395
singular value, 263
singular value decomposition (SVD), 405
SINR-based ordering, 323
SISO channel model, 56
skip/duplication/interpolation, 179
sleep mode, 184
slicing function, 296
smart antenna, 151
SNR-based ordering, 324
soft frequency reuse (SFR), 254
soft output, 262, 354
soft-decision detection, 353
space diversity, 281
space-time block codes (STBC), 294
space-time coding (STC), 287
space-time trellis code (STTC), 294, 307
space-time trellis encoder, 307
sparse matrix, 201
spatial channel model (SCM), 55, 71
spatial correlation, 56, 73, 75, 105
spatial correlation coefficient, 81
spatially multiplexed (SM) MIMO, 319
spatial-multiplexing technique, 263
spatio-temporal correlation, 54
spectral efficiency, 135
specular component, 21
sphere decoding (SD) method, 329
spreading factor, 248
square space-time code, 299
squared Euclidian distance, 309
squared Frobenius norm, 265
squared singular value, 264
square-root decomposition, 89
S-SCH1, 182
standard deviation, 36
Stanford university interim (SUI) channel model, 65
static channel, 18, 25
steering diagonal matrix, 93
steering matrix, 93
subband, 252
subblock partitioning, 235
subcarrier, 115
subcarrier collision, 146, 260
subcarrier spacing, 157, 182
subchannel, 115
subchannel allocation type, 145
subchannel offset, 150
subchannelization, 146
subray, 56
subray angle, 56
subspace-based channel estimation, 206
sum rate capacity, 399, 401
superimposed signal, 199
symbol offset, 150
symbol period, 16–17
symbol synchronization, 163
symbol time offset (STO), 153
symmetric mapping matrix, 89–90
symmetric modulo operation, 412
synchronization procedure, 181
synchronous sampling, 178
tap adjustment, 63
tap interpolation, 63
tap re-sampling, 63
tapped delay line (TDL) model, 63, 85
temporal correlation, 109
terrestrial trunked radio (TETRA) II, 120
time dispersion, 16–17
time diversity, 282
time division duplexing (TDD), 150, 180
time division multiple access (TDMA), 143
time variation, 2, 41
time-correlated channel variation, 41
time-domain correlation, 41, 193
time-domain interpolation, 188
time-domain shaping function, 133
time-domain spreading, 150
time/frequency-domain interpolation, 189
time-varying channel, 188, 201
time-varying channel coefficient, 97
timing advance (TA), 183
timing error detector (TED), 179
timing misalignment, 183
Tomlinson-Harashima precoding (THP), 401, 417
tone injection (TI) technique, 224, 239
tone reservation (TR) technique, 224, 238
total power constraint, 269
total transmit power constraint, 405
trace criterion, 309
tracking mode, 174
training symbol, 163
transmission time, 149
transmit diversity, 287
transmit filter, 111
trellis-coded modulation (TCM), 142–143
triangular matrix, 345
truncated Gaussian PAS, 82
truncated Laplacian PAS model, 80
turbo code, 142
two-dimensional mapping, 148
ultra wide-band (UWB), 132
unconstrained LS solution, 370
unconstrained solution, 330
uniform distribution, 100
uniform linear array (ULA), 71
uniform PAS, 102
uniform power subray method, 56
uniform random variable, 58
uniform subray method, 56
uniformly-distributed phase, 41
unitary matrix, 264
unresolvable signal, 71
uplink synchronization, 183
uplink timing acquisition, 184
upper-triangular, 346
upsampler-filter, 119
urban environment, 86
UWB channel model, 35
virtual carrier (VC), 117, 135
virtual SISO channel, 268
Viterbi algorithm, 309
voltage controlled crystal oscillator (VCXO), 178
water-filling algorithm, 139
water-pouring power allocation, 270
wave number, 55
wave-front, 106
well-conditioned, 349
wideband signal, 116
zero padding (ZP), 128, 132, 225
zero-mean circular symmetric complex Gaussian (ZMCSCG), 266, 397
ZF pre-equalization, 381, 401
ZF signal detection, 320
Zipper, 131, 150
Zipper-based very high-rate data digital subscriber line (VDSL), 117, 131–132