3D models, 59

A
access
disability, 38–9
firefighting, 216
scaffolding, 227–31
aggregates, reinforced concrete, 202
air intake, gas boilers, 34
alkali-aggregate reaction, concrete, 134, 203
alteration, building, 14–15, 134–6
see also material alterations; structural alterations
Anerley, Swedenborgian New Church, 193–4
appraisal, see structural assessment
Approved Documents, 19–21
departures from, 25
see also Building Regulations 2000
Archer Pavilion, Wrest Park, 60
arches
cast iron, 177
composite elements, 187
masonry, 118
steel, 186
wrought iron, 182
assessment, see structural assessment
Attleborough, St Mary’s Church, 61
autoplumb, 72

B
balustrades, health and safety, 39
Bath, 106–108
Great Pulteney Street, 30–31, 162–70
beams
cast iron, 176
steel, 184
timber
bearings, 14
strengthening, 27, 141
trussed, 187
wrought iron, 180–81
see also floor joists; girders
bed joints (masonry)
reinforcement, 109, 160, 162
case study, 169
Boat Store, Sheerness, 181
bolts
high-strength friction grip (HSFG), 146, 187
wrought iron, 178
bonding, 152
un-bonded masonry, 130–31, 142, 144
‘bookend effect’, 119
‘bouncy’ floors, 13, 128
bowing, masonry, 116–18, 129
box-frame construction, 198
brick cladding, reinforced concrete, 120, 121, 208
brickwork, see masonry
bridges, iron, 173–4, 179–80
British Standards
BS 2750:1980, 31
BS 5036 Part 3, 216
BS 5821:1980, 31
BS 5839 Part 1: 2002, 212
BS 5839 Part 6, 212
BS 5930:2002, 83
BS 5839, 212
BS 7913:1988, 211
BS 7913:1998, 6, 77
BS 8000 Part 7:1990, 36, 37
BS 8300:2001, 38
Brynmawr rubber factory, 198
buckling, see bowing, masonry
building control, 21–2, 24–5
exemption, 66
Building Regulations 2000, 19–40
application to historic buildings, 25–40
justifying departures from, 25
material alterations, 22, 24
material change of use, 22–4
Part A: Structure, 25–8
Part B: Fire Safety, 28–9
Part C: Site preparation and resistance to contaminants and moisture, 29–30
Part E: Resistance to the passage of sound, 30–33
Part F: Ventilation, 33–4
Part H: Drainage and waste disposal, 34
Part J: Combustion appliances and fuel storage systems, 34
Part L: Conservation of fuel and power, 34–5
building works, fire safety during, 220
bulging, masonry, 116–18
C
CAD surveys, 51, 52, 56–7
carbonation, reinforced concrete, 201
cast iron, 173–8
  applied loading, 127
  beams, 176
  columns, 175–6
  composite elements, 187–8
  connections, 178
corrosion, 134
  framed buildings, 177, 188–90
  non-structural uses, 178
  other uses, 177–8
  cavity wall ties, 118, 131, 134, 152
  cementitious materials
    cement content of concrete, 200
    creep, 128
    high alumina cement (HAC), 203–204
    sulphate attack, 132, 134
    see also mortar
central-heating systems, see heating systems
Centrepoint, London, 199
change of use, see material change of use
chlordes, corrosion of reinforced concrete, 202
churches and chapels, building control, 66
clay soils, 86
columns
  cast iron, 175–6
  load-bearing, removal, 136
  steel, 185
  wrought iron, 181
compaction, soil, 89–96
compartmentation (fire separation), 213
compression, soil, 89–96
computer aided design, see CAD surveys
concrete, 192–210
  alkali-aggregate reaction, 134
  embedding of joists, 188
  finishes, 202
  precast, 199
  prestressed, 198–9
  shrinkage, 124
un-reinforced, 192–4, 198
durability, 200
see also reinforced concrete
condensation, control, roof spaces, 30, 37
conservation engineering, 1–11, 15, 17–18
defined, 6
  repair techniques, 17
  see also repairs
conservation officers, 66
conservation philosophy, 15–16, 18
conservation principles, 6, 16
‘conserve as found’, 16
consolidation, soil, 89–93
consolidation work, 143–4
  construction joints
    reinforced concrete, 202
    structural steelwork, 145–6
    trussed roofs, 132
    see also reinforcement; strengthening measures
conversions, see flat conversions
Co-operative Wholesale Society warehouse, Newcastle upon Tyne, 195
coordinate systems, 44–5
corrosion
  iron and steel, 134
  reinforced concrete, 200–201, 202
    treatment and repair, 208–209
crack damage, 112–14
  reinforced concrete, 201
  repair, 105–109, 138–9
  settlement, 101–102, 104
crack monitoring, 69, 70–72
creep, materials, 127–8
crosswall construction, 198
Crystal Palace, 181
D
damage control (fire salvage), 219
damp mitigation, 29–30
  French drains, 147–50
  ventilation, 33
damp-proof course (dpc), 29–30
dangerous structures, 18
  see also safety standards
data logging, 55–6
demountable mechanical strain gauge (DEMEC), 70
Dennett floor, 192–3
diagnostic methods, see numerical modelling; structural assessment
differential movement, see settlement; structural movement
Disability Discrimination Act 1995 (DDA), 38
disabled access, 38–9
distortion, masonry, 116–18, 129
Ditherington Mill, Shrewsbury, 174–5
double glazing, 36–7
drainage systems, 34
French drains, 147–50
draughtproofing, windows, 37
drawings, surveys, 59
see also measured drawings; metric surveys
Duff Abrams’ ‘law’, 200

E
EDM, see electromagnetic distance measurement (EDM)
electrical safety, 222
electromagnetic distance measurement (EDM), 42, 46, 54–9
products, 62
energy conservation, 34–6
English Heritage, 6
Metric Survey Specification, 62
road traffic vibration research, 224
events, fire safety, 219
excavations, near foundations, 136, 148–9
exploratory work, 65–6
expressed joints, 202
extensions, building control, 24
external walls, see walls
extract ducts, 34

F
‘filler joist’, 188, 193
finite element analysis, 157–9
fire extinguishers, 216–18
Fire Precautions Act 1971, 214
fire protection, iron and steel framed buildings, 190
fire safety, 28–9, 153, 211–22
damage control and salvage, 219–21
during building work, 219
fire detection and alarm systems, 212–14
fire precautions, 214–16
fire separation and compartmentation, 213
firefighting equipment, 216–18
justifying work to existing fabric, 221
legislation, 214–16
staff fire-training, 218
fire safety engineering, 28–9
firefighting equipment, 216–18
‘fire-proof construction’, 174, 187–8
flat conversions, sound insulation, 30, 31, 32
flat slab construction, 197
flexible structure, 13, 14
floor joists
concrete-embedded, 188
inspection, 67, 68
notching, 135
strengthening, 128, 141
floors
additional, 136
‘bouncy’, 13, 128
concrete, 192–3
flat slab, 197
hollow-tile floors, 204–205
woodwool formers, 204
floorboard removal, 67
insulation, 37
loadings, 76–80, 128, 135
strengthening, 128, 141
flue terminals, 34
foundations
excavation, 136
loading, 98–100
repairs, 100–101, 146–7
scaffolding, 229
settlement, see settlement
soil mechanics, 96–100
structural intervention, 13
Fox and Barrett, concrete floor, 192
framed buildings
cast iron, 177
conservation, 188–90
reinforced concrete, 197–8
steel, 185–6
wind resistance, 127
wrought iron, 181
French drains, 147–50
fuel conservation, 34–6

G
gas boilers, 34, 37
gas protective measures, 29
girders, wrought iron, 180–81
glazing, 36–7
Global Positioning System (GPS), 52–4
Great Pulteney Street, Bath, 30–31, 162–70
Greyfriars Tower, Kings Lynn, 54
ground movement, 100
monitoring, 73
see also settlement
groundwater, 88
influence on soil strength, 95–6
grouting
prestressed concrete work, 206
stone walls, 143
guarding, health and safety, 39
HAC (high alumina cement), 203–204
hazards, see fire safety; health and safety requirements; natural hazards
heating systems, 35, 37
inspection and maintenance, 222
pipework, 135
Hennebique, François, 194
high alumina cement (HAC), 203–204
Highpoint 1, Highgate, 197–8
high-strength friction grip (HSFG) bolts, 146
historical perspective, 2–5
historical records, 65, 74
hollow-tile floors, 204–205
HSFG, see high-strength friction grip bolts
Huddersfield Station, 182
Huddersfield, 182
Huddersfield, 194

I
ICOMOS (International Council on Monuments and Sites), 5
inspection, 13
key questions, 64
non-destructive techniques, 68
opening-up works, 65–6, 67
records, 71–2
see also structural assessment
insulation, see sound insulation; thermal insulation
International Council on Monuments and Sites (ICOMOS), 5
International Scientific Committee for the Analysis and Restoration of Structures of Architectural Heritage (ISCARSAH), 8
interventions, see repairs; structural intervention
intumescent coatings, 190
iron, see cast iron; wrought iron
Iron Bridge, Telford, 173–4
ISCARSAH (International Scientific Committee for the Analysis and Restoration of Structures of Architectural Heritage), 8

J
joints, see construction joints
‘joist-concrete’, 188, 193
joists, see floor joists
junctions
braced frames, 127
flat slab construction, 197
masonry, 131, 142, 152

K
Kings Lynn, Greyfriars Tower, 54

L
leaning structures, 72
level and plumb monitoring, 72–3
life cycle, interventions, 9–10
lightning protection, 222
‘like-for-like repairs’, 16
Liverpool, Royal Liver Building, 196
load testing, 17, 74–6
see also structural monitoring
loadbearing columns and walls, removal, 136
loading, 125–8
floors, 76–80, 128, 135
foundations, 98–100
roof coverings, 26–7
structural alterations, 25–6
variability, 9–10
London, Centrepoint, 199

M
Malmaison Hotel, Newcastle upon Tyne, 195
Management of Health and Safety at Work Regulations 1999, 39
masonry
applied loading, 127
crack monitoring, 69, 70–72
creep, 128
fixing of scaffolding, 228
inadequate restraint or continuity, 129–30
moisture movement, 124–5
numerical modelling, 154–70
out-of-plane movement, 116–18
pointing, 142
repairs, 142–3
settlement deformation and cracking, 101–102, 104
repair, 105–109
structural performance, 152–4
thermal movement, 122–4
un-bonded, 130–31, 144
material alterations
building control, 22, 24
see also structural alterations
material change of use, 22–4, 24–5
implications of Building Regulations, 29
measured drawings, 45, 51, 59
Menai Bridge, 179–80
metric surveys, 41–63
control methods, 44–54
products and procurement, 59–62
techniques, 42–4, 54–9
‘minimal intervention’, 16
modelling, see numerical modelling
moisture content (soils), 88, 91–3
moisture control, 29–30
ventilation, 33
moisture movement, 124–5
monitoring, see structural monitoring
Moreland, Richard, concrete floor, 193
mortar, 151–2
sulphate attack, 134
mosaic-clad reinforced concrete, 120, 122, 205
repair, 208
movement, see structural movement

N
natural hazards, 9–10
Newcastle upon Tyne, Co-operative Wholesale
Society warehouse, 195
non-destructive techniques, 68
numerical modelling, 8–9, 147–50
masonry structures, 154–72

O
opening-up works, 26, 65–6, 67
orthophotography, 43

P
parallel plate micrometer, 73
partitions, trussed timber, new openings, 135
patress plates, 97, 130
permeability, soils, 88–9
philosophical issues, 12–18
photogrammetry, 42, 43, 62
photographic surveys, 42, 49–50, 62
photographs, historical, 74
piling, repair, 101
pipework, joist notching, 135
Pisa, Leaning Tower, 114, 116
Planning Policy Guidance Note 15: Planning and
the Historic Environment (PPG15), 28, 38
plumb, see tilt
pointing, masonry, 142
power conservation, 34–6
precast concrete, 199
prestressed concrete, 198
see also reinforced concrete
principles of conservation, 6, 16

R
racking, timber frames, 119
real-time survey methods, 56–7
records
fire precautions, 222
historical, 65, 74
inspection, 71–2
rectified photography, 42
reflectorless EDM (REDM), 42, 46, 55
products, 62
Regulatory Reform (Fire Safety) Order (RRO)
2005, 214
reinforced concrete, 194–209
brick cladding, 120, 121, 208
conservation and repair, 206–209
corrosion, 200–201, 202
treatment and repair, 208–209
durability problems, 200–206
early uses, 194–5
reinforcement
masonry walls, 109
case study, 162–71
simulation, 161
reinforced concrete, 201, 205
steelwork for, 144–6
remedial treatment, see repairs
repair vs strengthening, 7–8
repairs, 140–50
alternative approaches, 18
building control, 27
congrate structures, 207–209
fire safety during, 220
foundations, 100–101, 146–7
movement damage, 105–109, 138–9
principles, 16–17
techniques, 17
walls, 142–3
replacement work, 18
restrained movement, 119–22
reversibility, 10, 16
risks
assessment, fire safety, 217
see also natural hazards; safety
standards
riveting
steel, 186–7
wrought iron, 183
road traffic vibration, 223–5
Ronan Point, 206
roof coverings
load changes, 26–7
waterproofing, 29–30
roof spaces
insulation, 37
ventilation, 29, 30
roofs
load changes, 26–7
temporary, 230
rooftop features, wind loading, 128
Royal Liver Building, Liverpool, 196
RRO (Regulatory Reform (Fire Safety) Order)
2005, 214
rubble-filled stone walls, 130
repair, 143
Ruskin, John, 4–5
Index

S
safety standards, 6–7, 8
see also fire safety; health and safety requirements
salvage (fire damage), 221
scaffolding, 227–31
Scott, Sir George Gilbert, 5
secondary glazing, 37
settlement
case study, 162–4
deformation and cracking of masonry, 101–102
modes of settlement, 102–104
monitoring, 73
repairs to foundations, 100–101, 146–7
soil mechanics, 98–100
Sheerness, Boat Store, 181
shell roofs, concrete, 198
shoring, temporary, 226, 227, 230
Shrewsbury, Ditherington Mill, 174–5
site grids, 45
smoke detectors, 213
Society for the Protection of Ancient Buildings (SPAB), 5, 6
principles of conservation, 6
soils, 82
basic composition and character, 83–6
compression and consolidation, 89–93
ground support, 96–101
groundwater, 88–9
soil model, 86–7
strength and deformation under loading, 93–6
unit weights and densities, 87–8
sound insulation, 30–33
products, 31
standards and tests, 30–31, 32
SPAB, see Society for the Protection of Ancient Buildings (SPAB)
St Mary’s Church, Attleborough, 61
stability, see structural stability
standards, see British Standards; Building Regulations 2000; safety standards
steelwork, see structural steelwork
stiffness, masonry, 153, 161
stone walls
rubble-filled, 130
repair, 142–3
strain gauges, 70
strengthening, vs repair, 7–8
strengthening measures, 26–7
for extra floors, 15
floors, 128, 141
timber beams, 27, 141
see also reinforcement
structural alterations, 14–15, 25–8, 134–6
structural analysis, see numerical modelling
structural assessment, 8–9, 26–7, 66
concrete structures, 207
numerical modelling, 154
structural movement, 136–8
time intervals, 9
see also inspection
structural collapse
high alumina cement beams, 203
Ronan Point, 206
structural flexibility, 13, 14
structural intervention, 7–8
historical perspective, 2–5
time frame, 9–10
see also repairs
structural models, see numerical modelling
structural monitoring, 10, 17, 68–70, 137–8
crack monitoring, 69, 70–72
level and plumb monitoring, 72–4
photographic records, 74
structural movement, 69–70, 111–39
causes and effects, 122–32
cracking, 112–14
in-plane distortion, 116–18
investigation and diagnosis, 136–8
out-of-plane movement, 116–18
repair, 138–9
restrained movement, 119–22
tilt, 72–3, 114–16
see also settlement
structural stability, 12–13
structural alterations, 25
structural steelwork, 184–8
beams, 184
in building repairs, 144–6
columns, 185
composite elements, 188
connections, 186–7
corrosion, 134
framed buildings, 185–6, 188–9
other uses, 186
subsidence, see settlement
sulphate attack, 132, 134
supporting structures, 143–4
see also shoring, temporary
surface finishes, concrete, 202
surveys, see inspection; metric surveys
Swansea, Weaver’s Mill, 194–5
Swedenborgian New Church, Anerley, 193–4
T
telescopic props (scaffolding), 230
Telford, Iron Bridge, 173–4
Index

temporary works, 226–31
  building control, 27–8
Terzaghi, Karl, 82
theodolites, 72
thermal insulation
  ground floors, 37
  roof spaces, 29, 37
thermal movement, 122–4, 125, 137–8
ties
  scaffolding, 229–30
  wrought iron, 183
  see also wall ties
tilt, 114–16
  monitoring, 72–3
timber
  beams
    bearings, 14
    strengthening, 27, 141
  creep, 128
decay, 132, 133
drying shrinkage, 124
floors
  flexibility, 13
  loadings, 128
  strengthening, 141
  racking of frames, 119
  repairs, 140–41
  structural movement monitoring, 70
  trussed partitions, new openings, 135
time frame, 9–10
total station theodolite (TST), 42
training, fire, 218
traversing (metric surveys), 46–9
trial holes, 67
triangulation, 45, 52
trusses
  cast iron, 177
  composite elements, 187
  new openings in timber partitions, 135
  steel, 186
  wrought iron, 182
TST (total station theodolite), 42

U
un-bonded masonry, 130–31, 142, 144
underground drainage, 34
underpinning foundations, 100–101, 146–7

V
vaulting, 118
  composite elements, 187
Venice Charter, 5
ventilation, 33–4
  extract ducts, 34
  roof spaces, 29, 30
  trickle vents, 33
ventilation systems, 35
vibration, road traffic, 223–5
Viollet-le-Duc, 4
voids ratio (soils), 86–7, 88, 91–3

W
wall anchors, 130, 142, 143
wall plates, 97, 130
wall ties
  brick cladding of reinforced concrete, 206, 208
cavity walls, 118, 131, 134, 152
corrosion, 134
reinforcement, 142, 144
walls, see also masonry
  insulation, 37
  load-bearing, removal, 136
  reinforcement, case study, 162–71
  repair, 142–3
  rubble-filled, 130, 142–3
  stabilisation, 130
  wind resistance, 127
waterproofing, see moisture control
Weaver’s Mill, Swansea, 194–5
welding, steel, 186–7
wind loading, 126–7
windows, 36–7
  double glazing, 36–7
  draughtproofing, 37
  ventilation, 33
wireframe fitting (survey techniques), 49–51
wood, see timber
woodwool formers, 204
Workplace (Health, Safety and Welfare) Regulations 1992, 39–40
Wrest Park, Archer Pavilion, 60
wrought iron, 178–83
  arches and trusses, 182
  beams and girders, 180–81
  columns, 181
  composite elements, 187–8
  connections, 183
  corrosion, 134
  framed buildings, 181, 188–9
  non-structural uses, 183
ties, 183
other uses, 183