Index

2G, 4
3D games, 224
3G, 4
4G, 5
ad hoc monitor, 79
ad hoc WLAN, 236
A-GPS, 192
application management system (AMS), 228
application wizard, 35
arcade-style game, 231
BitTorrent, 81, 104
peer, 130
Bluetooth, 7
authentication, 55
authorization, 55
client application, 56
port, 48
power, 42
server application, 55
ultra-low-energy (ULE), 11
ultra-low-power (ULP), 11
ultra-wideband (UWB), 11
BSSID, 68
butterfly example, 144
Cactive, 83
Carbide.c++ Help, 35
Carbide.c++ IDE (Integrated development environment), 32

Carbide.c++ Workbech, 34
CBluetoothSocket, 55
cellular networks, 12
client–server architecture, 90
collective intelligence, 24
connected limited device configuration (CLDC), 225
coopetration, 147
cooporative networks, 14
cooporative wireless networks, 16
CSdpAgent, 53
CSdpAttrIdMatchList, 53
CSdpAttrValue, 50
CSdpSearchPattern, 53
Ctelephony, 82, 194
data element alternative (DEA), 50
data element sequence (DES), 50
DataInputStream, 242
DataOutputStream, 242
distance, 198
double buffer, 233
dual-radio mesh, 64
emulator, 36
error correction, 158
etel3rdparty, 195
first-person shooter (FPS), 231
Forum Nokia, 68
GameCanvas, 233
global positioning system (GPS), 191
Gnutella extension protocol (GGEP), 163
Gnutella, 163
GridTorrent, 108, 141
HomeWoRPG, 163
host cache, 165
HTTP, 133, 207
    Client API, 213
    request, 212
    request–response, 90
IEEE802.11, 9, 59
    DCF, 9
image comparison algorithm, 245
IMEI number, 207
interactive game, 225
internet access point (IAP), 67, 116
Java ME networking, 230
Java, 34
JSR, 226
JVM (Java Virtual Machine), 223
L2CAP, 57
lightweight thread, 227
limited capabilities, 223
linear network coding, 158
LocationProvider, 199, 200
low-end mobile phones, 225
low-level functionality, 230
LSE, 80
mainstream phone, 227
massive multiplayer online games
    (MMOG), 21
maximum receive unit (MRU), 57
maximum transfer unit (MTU), 57
MBluetoothSocketNotifier, 55
meshed networks, 13
MHFRunL, 219
MHTTTPDataSupplier, 213
MIDlet, 224
mobile ad hoc network (MANET), 62
mobile digital age, 25
mobile information device profile
    (MIDP), 225
MobSensor, 225
MobTorrent, 227
Moore’s law, 4
motion detector, 242
mp3 player, 247
MSdpAgentNotifier, 53
multiplayer games, 232
multiradio mesh, 65
multitasking, 226
Myth (MeetYouThere), 162
NetBeans, 236
network coding, 143
network connectivity method, 90
network games, 223
network limitations, 230
noise detector, 242
NotifyPositionUpdate, 197
operator name, 89
Perl, 34
PHP-based web application, 207
pixelDifference, 247
PLATSEC capability, 197
Point-to-point, 12
principle of sharing, 22
processing power, 229
protocol descriptor list, 51
PyS60, 163
Rconnection, 92, 118
real-time strategy, 231
record handle, 49
RFCOMM, 57
RHostResolver, 45
RHTTPHeaders, 213
RHTTPSession, 213
RNotifier device selection, 44
RNotifier power toggle, 42
Rpositioner, 196
RPositionServer, 196
RSdp, 50
RSdpDatabase, 50
<table>
<thead>
<tr>
<th>Index</th>
</tr>
</thead>
<tbody>
<tr>
<td>Rsocket, 54</td>
</tr>
<tr>
<td>RSocketServ, 95</td>
</tr>
<tr>
<td>RSS, 98</td>
</tr>
<tr>
<td>S60, 65</td>
</tr>
<tr>
<td>SDK API plug-in, 43</td>
</tr>
<tr>
<td>SDP (Service Discovery Protocol), 47</td>
</tr>
<tr>
<td>self-repairing cluster, 158</td>
</tr>
<tr>
<td>serial port profile, 51</td>
</tr>
<tr>
<td>ServerSocket, 238</td>
</tr>
<tr>
<td>service attribute, 49</td>
</tr>
<tr>
<td>service discovery database (SDDB), 49</td>
</tr>
<tr>
<td>service record, 49</td>
</tr>
<tr>
<td>signal strength, 88</td>
</tr>
<tr>
<td>single-radio mesh, 64</td>
</tr>
<tr>
<td>singleton, 111</td>
</tr>
<tr>
<td>smartphones, 221</td>
</tr>
<tr>
<td>Smiwele, 162</td>
</tr>
<tr>
<td>SMS, 206</td>
</tr>
<tr>
<td>social mobile networks, 15</td>
</tr>
<tr>
<td>social network, 161</td>
</tr>
<tr>
<td>social object, 19</td>
</tr>
<tr>
<td>Socket, 71, 128</td>
</tr>
<tr>
<td>software development kit (SDK), 32</td>
</tr>
<tr>
<td>SSID, 66</td>
</tr>
<tr>
<td>Symbian installation source (SIS), 38</td>
</tr>
<tr>
<td>Symbian OS, 224</td>
</tr>
<tr>
<td>Symbian R class, 92</td>
</tr>
<tr>
<td>Symbian, 71</td>
</tr>
<tr>
<td>Symbian-based mobile client, 204</td>
</tr>
<tr>
<td>Symella, 163</td>
</tr>
<tr>
<td>SymTorrent, 107</td>
</tr>
<tr>
<td>TCP/IP, 73</td>
</tr>
<tr>
<td>telephony subsystem, 82</td>
</tr>
<tr>
<td>thick client, 89</td>
</tr>
<tr>
<td>thin client, 89</td>
</tr>
<tr>
<td>tracker, 106, 133</td>
</tr>
<tr>
<td>transspatial perspective, 24</td>
</tr>
<tr>
<td>transtemporal perspective, 24</td>
</tr>
<tr>
<td>TSdpServRecordHandle, 50</td>
</tr>
<tr>
<td>turn-based games, 232</td>
</tr>
<tr>
<td>UDP/IP, 75</td>
</tr>
<tr>
<td>user interface, 206, 249</td>
</tr>
<tr>
<td>UTF-8, 76</td>
</tr>
<tr>
<td>web cache, 164</td>
</tr>
<tr>
<td>webshop, 82</td>
</tr>
<tr>
<td>WidSets, 162</td>
</tr>
<tr>
<td>Wi-Fi, 59</td>
</tr>
<tr>
<td>WIMAX, 65</td>
</tr>
<tr>
<td>wired equivalent privacy (WEP), 62</td>
</tr>
<tr>
<td>wireless application protocol (WAP), 70</td>
</tr>
<tr>
<td>wireless local area network (WLAN), 59</td>
</tr>
<tr>
<td>wireless mesh network, 64</td>
</tr>
<tr>
<td>XOR, 145</td>
</tr>
</tbody>
</table>