Index

Note: page numbers in *italics* refer to figures and in **bold** refer to tables.

<table>
<thead>
<tr>
<th>Term</th>
<th>Page Numbers</th>
</tr>
</thead>
<tbody>
<tr>
<td>abrasion</td>
<td>41–2</td>
</tr>
<tr>
<td>acetic acid</td>
<td>8–9, 76–7</td>
</tr>
<tr>
<td>acid cleaning</td>
<td>235–6</td>
</tr>
<tr>
<td>acids</td>
<td>138, 152, 154–5</td>
</tr>
<tr>
<td>gaseous</td>
<td>165</td>
</tr>
<tr>
<td><em>see also</em> hydrochloric acid; pH control; polythionic acid; sulfuric acid</td>
<td></td>
</tr>
<tr>
<td>acmite</td>
<td>222, 240</td>
</tr>
<tr>
<td>acoustic emission monitoring</td>
<td>252, 253</td>
</tr>
<tr>
<td>adsorption, organic inhibitors</td>
<td>135</td>
</tr>
<tr>
<td>air</td>
<td>6, 6–7, 176</td>
</tr>
<tr>
<td><em>see also</em> carbon dioxide; oxygen</td>
<td></td>
</tr>
<tr>
<td>alkylation</td>
<td>10</td>
</tr>
<tr>
<td>alloy</td>
<td>400, 7</td>
</tr>
<tr>
<td>alpha quartz</td>
<td>240</td>
</tr>
<tr>
<td>aluminum</td>
<td>95, 113, 371, 388–9</td>
</tr>
<tr>
<td>as alloying element</td>
<td>111</td>
</tr>
<tr>
<td>bonging</td>
<td>307</td>
</tr>
<tr>
<td>coatings</td>
<td>354, 363</td>
</tr>
<tr>
<td>erosion-corrosion</td>
<td>35</td>
</tr>
<tr>
<td>handling and storage</td>
<td>436–7</td>
</tr>
<tr>
<td>inhibitor</td>
<td>144–5</td>
</tr>
<tr>
<td>napthenic acid corrosion</td>
<td>15–16</td>
</tr>
<tr>
<td>aluminum alloys</td>
<td>111, 114–15, 324, 371, 388–9</td>
</tr>
<tr>
<td>welds</td>
<td>405–6, 412–13</td>
</tr>
<tr>
<td>aluminum chloride</td>
<td>9–10</td>
</tr>
<tr>
<td>American Boiler Manufacturers’ Association</td>
<td>222</td>
</tr>
<tr>
<td>American Society for Testing and Materials (ASTM)</td>
<td>147</td>
</tr>
<tr>
<td>amines</td>
<td>11–12, 25, 75, 76, 134, 162, 226</td>
</tr>
<tr>
<td>boilers</td>
<td>232</td>
</tr>
<tr>
<td>scale control</td>
<td>191</td>
</tr>
<tr>
<td>ammonia</td>
<td>8, 77, 141, 215, 225, 226, 232–3, 418</td>
</tr>
<tr>
<td>ammonia cracking</td>
<td>23–4</td>
</tr>
<tr>
<td>amphibole</td>
<td>240</td>
</tr>
<tr>
<td>analcite</td>
<td>222, 240</td>
</tr>
<tr>
<td>anhydrite</td>
<td>222, 240</td>
</tr>
<tr>
<td>anodic inhibitors</td>
<td>126–7, 128–30, 360, 367</td>
</tr>
<tr>
<td>anti-foulants <em>see</em> fouling control</td>
<td></td>
</tr>
<tr>
<td>anti-freeze</td>
<td>281</td>
</tr>
<tr>
<td>antimonial lead</td>
<td>119</td>
</tr>
<tr>
<td>aqueous environments, drilling fluids</td>
<td>161–2</td>
</tr>
<tr>
<td>aragonite</td>
<td>222, 240</td>
</tr>
<tr>
<td>atmospheric environment</td>
<td>41</td>
</tr>
<tr>
<td>austenitic stainless steel</td>
<td>48, 77, 433–4</td>
</tr>
<tr>
<td>crevice corrosion</td>
<td>400</td>
</tr>
<tr>
<td>welds</td>
<td>398, 444–8</td>
</tr>
<tr>
<td>austenitic stainless steels, caustic</td>
<td></td>
</tr>
<tr>
<td>cracking</td>
<td>22</td>
</tr>
<tr>
<td>autoclaves</td>
<td>290</td>
</tr>
<tr>
<td>automated systems</td>
<td>270</td>
</tr>
<tr>
<td>bacteria <em>see</em> microbial corrosion</td>
<td></td>
</tr>
<tr>
<td>barium ions</td>
<td>186</td>
</tr>
<tr>
<td>barium sulfate</td>
<td>186, 187–8, 204</td>
</tr>
<tr>
<td>batch treatment</td>
<td>139, 178, 180</td>
</tr>
<tr>
<td>benefit-cost ratios</td>
<td>102</td>
</tr>
</tbody>
</table>

beryllium-copper 118  
bicarbonate 152  
biofilms 57  
biphasic systems 148, 284  
blowdown 219  
boilers 142, 220–1  
carryover 221–3, 230  
cleaning 241  
corrosion reactions 230–1  
deposit 227–8  
deposits 221  
erosion-corrosion 223  
filming inhibitors 233–4  
pH control 225–6, 231  
postboiler corrosion 224–5, 232–4  
preboiler systems 220–1  
pretreatment 225  
stress corrosion cracking 223  
borosilicate glass 389  
brasses 52, 113, 117, 145  
brazing 415, 415–16, 417–18  
filler choice 418  
brighthray 119  
brines 142, 153  
bronzes 117  
brucite 222, 240  
bubble caps 15  
cadmium 363, 372  
calcite 222  
calcium carbonate 131, 186–7, 229, 245  
calcium hydroxide 165  
calcium plumbate 364  
calcium sulfate 187, 203–4, 245  
cancrinite 222  
capronickels 114  
carbide precipitation, welds 401  
carbolic acid 12  
carbon dioxide 62, 76, 163, 186–7  
boilers 224  
corrosion rates 62–4  
stress corrosion cracking and 397  
carbon steel 10, 16, 78–9, 81, 105–6, 388  
alloying elements 110–11  
carburized 107  
chemical analysis 86–7  
fabrication requirements 88  
galvanic corrosion and 396  
high-alloy 106  
high-strength low-alloy 106  
low-alloy 106  
manufacture 86  
nitrided 107  
stress corrosion cracking 397  
surface hardening 106, 107–9  
weld ability tests 87  
weld corrosion 393, 409–10  
welds 393, 409–10, 438–42  
carbon tetrachloride 144  
carbonic acid 224, 233  
carbonitriding 108  
carryover 221–3, 230  
cartridge brass 117  
cascade cleaning 243–4  
case histories 42  
cast iron 91, 105  
alloys 112–13  
malleable 112  
catalyst particles, entrainment 36  
cathodic inhibitors 127, 360–1, 367, 369  
cathodic poisons 131  
cathodic precipitates 131–2  
cathodic protection 2  
cation-exchange resins 225  
caustic cracking 21–2, 278, 447–8  
boilers 231  
caustic solutions 10–12  
cavitation 35, 364  
ceramics 90, 120, 122–3  
chelating agents 189, 229  
chemical environments 41  
chloride cracking 18–21  
chloride ion 152, 153, 213  
chloride salts 7  
chlorides 18–21, 446–7  
chromate 129, 162  
chromium 110  
chromium alloys 95  
circulation cleaning 243  
cleaning 235–6  
boilers 241–2
circulation 243
cleaning solutions 244–6
columns 239
deposit identification 239–40
fill and soak 243
foam 244
furnaces 242
glass-lined vessels 239
heat exchangers 236, 241
oil-well acidizing 236
process equipment 237
welds 401, 409, 450–1
coatings 2, 3, 92, 140, 210–11, 366
application 390
electrical circuits 373
metal 353–7
paints 357–60
cobalt 111
columns, cleaning 241
combined action 5
composite materials 123
computers 270–1
concentration cell corrosion 4, 55
cement 58–9, 365
wire-stressed 365–6
condensation 75
condensers 320
continuous injection 139, 178
conversion coatings 309–10
cooling water systems 218–19
Cooper-Gorman curves 13
copper 113–14, 240, 389
copper alloys 35, 77, 91, 111, 113–14,
117–18, 207, 324, 389
copper ion displacement test 277
Corrater 277
corrcoupons 175, 187, 249, 253, 255,
271–2, 287
field testing and 279
corrosion allowance 100
corrosion by-products 162
Corrosion Data Survey Handbook 98
corrosion engineers 39
corrosion fatigue 5, 33
corrosion inhibitors see inhibitors
corrosion monitoring see monitoring
corrosion process overview 1–2
corrosion rate 97, 97–8
Corrosometer 276
costing personnel 38
costs 103, 377–80
appraisal methods 380–1
structure design 382
coupons 175, 187, 249, 253, 255, 271–2,
287
cracking
chlorides and 18–20
see also stress corrosion cracking
crevices 46–7, 292
welds 399–401
crude distillation units 7
cuprite 240
cupronickel 118
current-voltage measurement 277
cyanides 26
cyclohexylamine carbonate 136, 137,
233
damage prevention 435
data loggers 270
deaerator vessels 225, 440, 440–2
decarbonization 31, 54–5
dehumidification 362
density 284
designers 38–9
development engineers 38
dezincification 49
dicyclohexylamine nitrite 137
discounted pay back (DPB) 102
disodium arsenite 126
dispersants 216
boilers 229
dissolved gas monitoring 262–3
dissolved solids monitoring 267
dissolved species 151–5
monitoring 262–3
double-layer capacitance 277
down-hole pumps 170, 178–9
draughtsmen 39
drilling fluids 161, 166
water-based 161–2
Index

538

drilling operations 163–7
gas contamination 163
duplex alloys 404–5
echometers 180
ecological effects 286
economic evaluation 102–3, 376–7
    appraisal methods 380–1
    chemical inhibition 210
    cooling water control 219
    direct costs 377
    indirect costs 377
    life expectancy 379
    microbial control 184–5
    overheads 377–8
    structure design 381–2
    economists 38, 150–1
    eddy current testing 250
effluent coolers 36
elastomers 122
electrical equipment 306–7, 334–5, 350, 370–3
    electrical potential monitoring 260–1
    electrical resistance monitoring 252, 257–8, 287–8
    electrochemical attach 164, 206
    electrochemical noise monitoring 258–9
    electrochemical probes 258
    electrophoresis coating 354
    emf series 45
    emulsion formation 148
    encapsulation 306
    environmental conditions 41–2, 362–3
    refineries 211
    equipment 345–6, 367–8
    costs 382–3
    Erdco CFR Coker test 217
    erosion-corrosion 35, 50–1, 52
    boilers 223–4, 232
    estimators 38
    ethylene glycol 144
    ethylenediaminetetraacetic acid 229
    expansion joints 31
    fabrication 88, 389–90
    failure reports 42
    fasteners 96, 305, 414
    fatigue 53
    feedstock contaminants 6
    ferrite 48
    ferrocyanides 26
    fiber-reinforced materials 123
    field tests 148–9, 279
    simulated 279–80
    fill and soak cleaning 243
    filler metals 398–9
    filming inhibitors 140, 208, 334
    boilers 233–4
    fire-side deposits 237
    flame hardening 108
    flare systems 82
    flow see hydrodynamics
    flow lines 169
    flow parameters 171
    fluodynamics 71–2, 71–4
    fluttering 322
    flux 416
    foam cleaning 244
    foaming 148, 173, 210, 212–13
    fouling
        fire-side 237–8
        water-side 237
        see also scale
    fouling control 214–18
    cleaning 237–9
    evaluation 216–18
    fire-side 237–8
    inorganic deposits 215
    water-side 237
    fractionation towers 10
    fragile materials 96
    free-radical oxidization 216
    fretting corrosion 5, 52, 326
    fuel ash 16, 77
    additives 16
    furnaces 242
    cleaning 242
    fusion bonding 354
galvanic corrosion 3, 45, 52, 296, 300, 311, 386, 394–5
  prevention 46
  welds 394–5
galvanic probes 260
gas lift wells 179
gas pipelines 180–1, 182
  see also pipes
gas plating 354
gas treatment plants 212–13
gas tungsten arc (GTA) welds 398–9, 444
gas wells 168–9
gaseous environments 138, 155–7, 206
  closed 156
  inhibitors 155–7
  temperature 156–7
geometry 313–17
glass reinforced plastics (GRP) 81
glasses 389
  gliding metal 118
glycol-water mixtures 153
  gold coating 372
  graphitization 49–50
  grounding 307
  gunmetal 117–18
  gypsum 240

  halogen ions 134
  hard chromium plating 109
  hard lead 119
  hardness testing 88
  hardness tests, welds 425
  hastelloys 95, 119, 457–9
  heat exchangers 17–18, 79–80, 206, 313
    cleaning 236, 241
  heat treatment
    casing and tubing 427
    dissimilar materials 430–1
    stainless steels 428–9
  heat-affected zone corrosion 393–4
  heat-tint oxides 444–5
  hematite 240
  hermetic sealing 371
  high-pressure systems 272–3

  high-temperature corrosion 12–16
  high-temperature hydrogen attack (HTHA) 30–3
  high-temperature systems 234–5
  hot wire testing 217–18
  humidity 41
  hydrazine 212, 226, 226–7
  hydrocarbons
    corrosion inhibition 64–5
    inhibitors in 138
  hydrochloric acid 138, 142
  hydrocracking 212
  hydrodesulfurizer units 213–14
  hydrodynamics 71, 338, 365
  hydrofluoric acid 76
  hydrogen attack 30–3, 75, 164–5
    prevention 32–3
  hydrogen blistering 28–9, 211–12
  hydrogen chloride 7
  hydrogen damage 5–6, 54–5
  hydrogen evolution 276–7
  hydrogen fluoride 10, 76
  hydrogen peroxide 144
  hydrogen sensing 250
  hydrogen stress cracking 29–30, 323
  hydrogen sulfide 6, 7, 13, 68–74, 76, 154, 163
    hydrogen-induced cracking 68–9
    stress corrosion cracking 70–1
    uniform corrosion 68
  hydrogen embrittlement 27–8, 325
  hydroxyapatite 240
  hygroscopic materials 96, 373

  immersion plating 355
  impingement 52
  inconel 119
  induction hardening 108
  inhibitors 2, 65–7, 92–3, 126, 171–2
    anodic 126–7, 128–30
    application 177–9
      batch treatment 139
      continuous injection 139
      squeeze treatment 139, 177–8
inhibitors (continued)
  tubing displacement 178
  volatilization 139–40
  cathodic 130–2
  concentration 209
  density 284
  environments 137–8
  aqueous 151
  evaluation tests 147–8, 174–5, 274–5
    corrosion detection 275–7
    field testing 279
    film measurements 277–8
  filming 172–3, 208
  gas pipelines 180–1
  liquid 149
  mechanisms of action
    filming 140
    neutralizing 140
  neutralizing 207–8
  ohmic 127, 132
  organic 126, 132–3, 154, 162
    halogen ions and 134
    molecular structure 134
  oxygen scavengers 132, 140–1, 173
  polarization diagrams 127–8
  precipitation-inducing 127, 285–6
  residual 287
  selection 143–9, 173–4
    cooling water systems 219
    refineries 214–18
  solubility 284
  storage tanks 181–3
  surface-active characteristics 285
  surfactant properties 209–10
  system condition 141–2
  temperature and 66, 209
  vapor-phase 126, 136–7, 173
  wells 179–80
  injection systems 170
  inspection 437
  insulation materials 96
  intergranular corrosion 4, 451
  internal combustion engines 281
  internal rate of return (IROR) 102
  iron 1, 388
  see also cast iron
  iron bacteria 183, 448
  iron hydroxide 2
  iron sulfide 238
  Jet-Fuel Thermal Oxidation Tester 217
  joining 339, 413–4, 414, 414–15
    soldered joints 416–17
  knifeline attack 49
  labor costs 377, 380
  lead 95, 111, 116, 324, 355
    alloys 119
    coatings 363
  life expectancy 379, 382
  limestone 131
  linear polarization resistance (LPR) 249, 258
  liquid-metal embrittlement 33–4
  literature surveys 98
  localized corrosion 3
  low-pressure systems 271
  low-temperature systems 6–12
    process chemical 8–12
  magnesium alloys 91, 145
  magnesium chloride 18
  magnesium phosphate 228, 240
  manganese 110
  materials 96–7
    compatibility
      chemical 310–11
      stray currents 311
    costs 103
    electrical and electronic equipment 334–5
    mechanical properties 322
    product geometry and 314–15
    requirements 323–4, 323–6
    selection 93–6
      alloys 100–2
      compatibility 295–6
      economics 102
      heat exchangers 79–80
      pipes 80–1, 83–4, 302 3
    refineries 210
storage tanks 79
valves 81–2
structure design 327–9
materials and treatment records 42
mechanical breakdown 322
mechanical properties 91
mercaptans 13
metal ion concentration 55
metal loss 275–6
metallic coatings
electrical equipment 371
pipelines 368
metals 90
methane 30
micro-fissures 399–400
microbial corrosion 4, 57–8, 160, 164, 172, 448
chemical control 184–5
monitoring 265
resistance 185
slime formers 183
mixed-phase flow 35–6
molybdenum 110
monel, 118, 324
monitoring 98–100, 98–9
automated 270
computers 270–1
corrosion coupons 175, 187, 249, 253, 255, 271–2, 287
corrosion detection 275–7
data analysis 271
data loggers 270
design requirements 268–9
access fitting design 268–9
access fitting location 268
dissolved solids 267
field tests 279–80
guidelines, high-pressure systems 272–3
inhibitor residuals 287
low-pressure systems 271–2
pipeline inspection tools 263–4
results reporting 100
suspended solids 267
techniques 249–50, 254–5
dissolved gases 262–3
electrical potential monitoring 260–1
electrical resistance 257–8, 287–8
electrochemical noise 258–9
electrochemical probes 258
field signature method 256–7
pH measurement 261–2
radiography 264–5
selection 251–4
side stream 265
solid particle impingement probes 259
spool pieces 256
ultrasonic thickness measurement 264
weight loss coupons 255–6
test methods 98–9
transmitter units 270
water samples 286–7, 287
monoethanolamine 11–12, 438
Muntz metal 117
naptha 206
napthenic acids 14–15, 75, 211
neutralizers 7–8, 207–8, 213, 215
nickel 110, 116
alloy 119
nickel alloys 16, 110, 116, 119, 324, 405, 417–18, 457
welds 412
nitric acid 144
nitrilotriacetic acid (NTA) 229–30
nitrites 141
nitrogen compounds 6, 8
non-aqueous systems 155
inhibitor tests 148
normalizing 426
noselite 240
notches 327
nozzles 88
nucleating agents 190
octadecylamine 233
offshore production 169
ohmic inhibitors 127, 132
oil mud drilling fluids 165–6
Index

oil wells 167–8, 175–7
- acidizing, cleaning 236
- inhibitor application 177–9
- on-line monitoring 247–8
organic chloride 10
organic fouling 215–16
organic inhibitors 132–3, 154, 281, 334
- adsorption 135
- halogen ions and 134
- molecular structure 134–5
organophosphates 191
orthophosphate 221
overheads 377–8
oxidation 16–17
oxidizing agents 246
oxygen 151–2, 262–3
- aerated drilling fluids 161–2
- dissolved, monitoring 262
- see also air
- oxygen concentration cells 55
- oxygen scavengers 132, 173
packer fluids 161
- testing 281
paints 357–8, 380
- see also coatings
Pairmeter 277
paraffins 201, 215
parting see selective attack
passivation 433
pectolite 240
peen plating 355
petrochemical plants 82
pH control
- boilers 225–6, 232–3
- see also neutralizers
pH measurement 175, 261–3
phenol 12
phosphates 135–6, 221, 334
- in boilers 228
phosphonates 191
pickling 27, 138, 235
pigs 263–4
pilot plants 99
pipes 81, 83–5, 169, 331–2, 368–70
- bending 418
- brazing 415–16
- buried 369
- cleaning 242
- costs 382–3
- design 331–2
- forming 421
- gas 180–1
- geometry 317–21
- handling and storage 436–7
- heat treatment 427
- inspection tools 263–4
- radiography 264
- side stream monitoring 265
- ultrasonic measurement 264
- materials selection 80–1, 302–3
- metallic coatings 368
- oxygen, chlorine, fluorine 239
- pipes, electric-welded 427
- pressure differences 319
- seamless 427
- streamlining 318
- surfaces 346
- transportation 435
- pitting corrosion 3, 14–15, 47–9, 161, 172, 451–2, 455
- inhibition 129–30
- welds 398–9
- tantalum 407
- plasma spraying 355
- plastic clads 365
- plating 341
- plywood 123
- poly vinyl chloride (PVC) 120
- polyamides 230
- polyethylene 120
- polymers 90, 116–21
- elastomers 120
- piping 320–1
- thermoplastics 116, 120, 121, 389
- polyoxyalkene glycols 144, 146
- polyphosphates 227
- polyproylene 120
- polysulfides 13
- polythionic acid 6, 8, 25–6, 26, 75
- potassium ions 152
- potential measurement 253
potentiodynamic tests 290
precipitate formation 152, 285–6
inhibitors 135–6
preheating 429–30
present worth of future revenue requirements (PWRR) 102
pressure 62, 171
pressure vessels 78
preventative control 37, 43–4
process chemicals 8–12
product geometry 313–17
profile flow 338–9
pulsating pipes 331
pumps, cleaning 242
radiography 249, 252, 264–5
record keeping 279
reference files 42
refineries 209–10, 438
gas processing 212–13
riveted assemblies 327, 386
rivets 414
rotating machinery 82
rubber 122
rust 157
rust formation 1, 245
sacrificial coatings 2, 360–1, 366, 369
salts 75, 152–3
sandwich structures 123
saturation index 194
scale 162, 222, 237–9, 238
asphaltene 203
barium sulfate 187–8, 199–201, 204
calcium carbonate 186–7, 192–6
calcium phosphate 203
calcium sulfate 187–8, 203–4
formation 185–6
identification 191–2
inhibitors 189–90
chelating agents 189
nucleating agents 190
iron oxide 203
prediction 192–3
barium sulfate 199
sample calculation 196–9
saturation index 194
solvents 245
strontium sulfate 204
testing 201–4, 202
see also fouling; precipitate formation
scavengers 140–1
season cracking 52
seawater 41, 161
selective attack 3–4, 49–50
selective leaching 49–50
sentinel holes 250, 252
serial dilution 265–6
serpentine 228, 240
sherardizing 355
side stream monitoring 265
silica 221
silicates 135
silicon 110
siliconizing 109
slags 399
slime formers 183
sludge 221, 285–6
sodalite 240
sodium chloride 129, 146
sodium chromate 153
sodium hydroxide 165, 231
sodium hypochlorite 239
sodium ions 152
sodium metavanadate 213
sodium silicate 135
sodium sulfate 129
sodium sulfide 144
sodium sulfite 212, 226, 227
soils 41
solder 119, 371, 416–17
solid particle impingement probes 259
solubility 284
solubilization 29
sour water 6, 8, 82–4
hydrogen stress cracking and 29–30
spool pieces 256
squeeze treatment 139, 177–8
stainless steels 78, 87, 213, 324, 388,
402–4, 411–12
austenitic 8–9, 22, 48, 48–9, 77, 398,
400, 444–8
stainless steels (continued)
  compositions 403
  duplex 404–5
  heat treatment 428–9
  inhibitor selection 145–6
  welds 404–5
    welding procedure 408–9
Standard Hydrogen Electrode (SHE) 22
static charges 389
steam 16
steam condensates 224, 232
steam-injected cleaning 244
steel 1, 388
  acids and 207
  heat exchangers 79–80
  low-alloy 292
  mechanical properties 91
  pressure vessels 78
  storage tanks 79
  see also carbon steel; stainless steel
storage 436–7
storage tanks 79–80, 181, 182, 386
  design 321
  inhibitors 181–3
stray current corrosion 4, 311–12
stress corrosion cracking 5, 17–18,
  52–4, 165, 278, 323, 323–4, 438
amines 25
ammonia 23–5
boilers 223
carbide precipitation 401
caucistic 21–2, 447–8
chlorides 446–7
  crack morphology 52–3
environments 324
  hydrogen 26–7, 29–30
  hydrogen damage 26–7
  hydrogen sulfide 70–1
  polythionic acid 25
  polythionic acids 75
  prevention 53–4
  welds 397
strontium sulfate 187–8, 204
structures 327–9, 342–3, 385–7
  coatings 363–7
  economics 381–2
  materials selection 300–1, 387
submerged arc welds 453
sulfate ion 152, 153
sulfate-reducing bacteria (SRB) 183
sulfides, see also hydrogen sulfide
sulfur compounds 13, 13–14, 74–5, 206
sulfur recovery unit 438–9
sulfuric acid 10, 76, 142, 407
sulfurous acid 26
superheaters 224, 232
surface equipment 170
surface films 51
surfaces
  electrical and electronic equipment 350
  equipment 345–6
  films 51, see also filming inhibitors
  flow 338–9
  pipes 346
  preparation 337, 347–50
  protection 350–2
  structures 342–3
surfactants 246
swab plating 355
sweet corrosion 62
tantalum 389, 408
  welds 407–8
tapes 365
teamwork 38
tender process 378
terne plating 355
test solutions 289–90
testing 386
  anti-foulants 216–18
  corrosion rates see corrosion tests
  inhibitors see inhibitors, testing
  scale 191–2, 201, 202
tests, laboratory 99
tetrahydrofurfuryl alcohol 145
thermogalvanic
thermography 253
thermoplastics 116, 120, 121, 389
thermosetting materials 120, 121–2
thiocyanate 28
thiophenes 13
timber 123
tin 95
titanium 27, 95, 116, 324, 389
  alloying with 111
  heat exchangers 79
titaniuim tubes 7
transmission lines 182
  oil 182
transport, coated metalwork 434–5
tubing displacement 178
tungsten 457
two-metal corrosion see galvanic corrosion
ultrasonic testing 250, 252, 264
carbon steel 87
  pipelines 263–4
uniform corrosion 2–3, 44
  hydrogen sulfide 68
  prevention 2–3, 44
  unmixed zones 446
  utility location 315–16
vacuum deposition 355
valves 81–2, 272
vanadium 110–11
vanadium pentoxide vapor 16
  vapor streams 35–6
  vapor-phase cleaning 244
  vapor-phase inhibitors 126, 136, 136–7, 173
ventilation 362
venturi tubes 319
vibration 5, 322, 327, 332–3
visual inspection 265
volatilization 139
water 6, 7
  cooling 142
  see also aqueous environments; sour water; sweet water
  water samples 286–7
  water stain 436
  weird 317
  weld ability tests, carbon steel 87
  weld decay 49
welded joints 414–15
welds 77, 344, 391–2
  aluminium alloys 405–6
  austenitic stainless steel 398, 444–8
  backing rings 401
  carbide precipitation 401
  carbon steel 393, 409–10, 438–42
  cleaning 409
  crevice corrosion 399–401
  defects 409–10
  design 409
  dissimilar materials 426
  galvanic corrosion 394–5
  governing thickness 424
  hardness tests 425
  heat treatment 426–9
  heating and cooling 424–5
  hydrogen attack 31
  modified steels 402
  nickel 405
  nickel alloys 412
  normalizing 426
  pitting corrosion 398–9
  postweld cleaning 401
  preheating 430
  solidification 392–3
  stress corrosion cracking 397
  tantalum 407–8
  unlisted materials 430
  welding procedure 408–9
  welding techniques 323
wells
  gas lift 179
  pumping 179–80
  wet corrosion 205
  wheel test 281–2
  Woods alloy 119
xonotilite 240
zero resistance ammeter monitoring 250, 252
zinc 310, 363, 372
  coatings 367
  sulfate 131, 154
  zirconium 389