Index

address-bus, 2
address decode, 11
analogue to digital converter (ADC), 69
  binary search ADC, 70
  STM32F4 ADCs, 74
  support functions, 168
  switched capacitor ADC, 72
timing, 73
ARM architecture, 14
arrays, 19
assembler language, 16
asynchronous, 91

baud rate, 92
binary search, 70
break-point, 164
bus matrix, 119
bus timing, 28

C language revision, 19
  arrays, 19
  functions, 19
capture/compare, 48

case studies, 135
character generator, 125
checksum, 154
clock, 50
compass module, 135

D-type, 7
data structures in C, 21
  arrays, 19
  structures, 21
debounce, 42
debug tools, 164
delay function, 39
  software, 40
timer, 60
digital camera interface (DCMI), 133
digital compass, 135
digital to analogue converter (DAC), 67
  binary weighted network, 67
  programming, 75
  transfer characteristic, 69
  triggering, 77
  waveform generation, 76

© 2015 John Wiley & Sons, Ltd. Published 2015 by John Wiley & Sons, Ltd.
direct memory access (DMA), 118
ADC using DMA, 85
DAC using DMA, 79
discovery support library, 168
display (LCD), 121
driver, 10

driver
-edge-triggered, 7
embedded system, 1
event
timer, 55
interrupt, 115
exceptions, 117

flags (status)
ADC, 83
USART, 94
timer, 59
flip-flop, 5
frequency (clock), 48
function examples, 18
bcd_add(), 152
BCD_PRINT, 151
char_print(), 152
day_name(), 151
decode_MSFdata(), 147
EXTI4_IRQHandler(), 144
get_NMEA_char(), 155
MAG_read_sixbyte(), 138
month_name(), 151
printMSF_ydt(), 150
setup_Compare(), 146
setup_EXTI(), 142
setup_TIM3(), 146
STRING_PRINT(), 152

general purpose input and output (GPIO)
pin circuit, 33
pin programming, 34
global variables, 143
GPS navigation, 153

HDLC, 105
control byte, 106
frame structure, 106
header files, 21
high level C language, 18
hyper terminal, 95
I2C, 95
read and write modes, 96
temperature gauge, 98
touch screen interface, 96
I/O pins, 31
inputs, 29
integrated development environment (IDE), 18
interface software, 14
interrupt mask register, 143
interrupt pending register, 143
interrupt service routine (ISR), 113
interrupts, 112

keyboard, 41

latency, 113
libraries, 18
light emitting diode (LED), 27
linking, 164
liquid crystal display (LCD), 121
logic elements, 5
loops (poling), 113

machine instructions, 2
magnetometer, 135
masking (interrupt), 143
master-in-slave-out (MISO), 101
master-out slave-in (MOSI), 101
memory map, 3
motor, 61
MSF time signal, 140

naming (ISR), 117
Nested Vectored Interrupt Controller (NVIC), 115
networking protocols (HDLC), 105
Nyquist sampling, 72

open drain, 10
open loop, 135

outputs, 26

peripheral driver, 16
phase-locked loop, 47
pointers, 30
polling, 113
prescaler, 85
priority (interrupt), 114
processor architecture, 2
    ARM, 14
project build report, 164
project file structure, 164
pull-down, 10
pull-up, 10
pulse-width-modulation (PWM), 61
push-pull, 10

quantization, 68
receiver (MSF), 141
receiver (RS232), 91
register, 9
resolution, 69
RS232, 91
data format, 92
sample and hold, 71
sampling, 70
sensor (temperature), 88
serial communication, 90
    Manchester coding, 91
    RS232, 91
serial peripheral interface (SPI), 101
    ADC interface, 103
servo, 63
    compass servo, 140
software architecture, 4
software program design, 18
start and stop bits (RS232), 91
status registers
    ADC, 83
    USART, 94
timer, 59
structures, 21
successive approximation, 70
system clock, 48
system viewer window, 166
target system, 2
temperature sensor, 88
template (ISR), 117
timeout, 101
timer, 45
    count modes, 48
    STM32F4 timers, 47
programming, 51
time-base, 55
time measurement, 56
triggering, 55
transmitter (RS232), 91
typedef, 21
universal asynchronous
    receiver/transmitter
    (UART), 91
universal I/O, 31
universal serial bus (USB), 107
    connections, 107
    protocol, 110
universal synchronous/
    asynchronous receiver/transmitter
    (USART), 92
uVision4, 14
    getting started, 161
vectors, 113
voltage reference, 67
watch window, 167