INDEX

Note: Underlined page numbers emphasize the index topic.

Absorption coefficient, 565, 705–706, 711–721
Absorption loss, 703, 710–711
atmospheric, 499, 553, 558
ionospheric, 702–703, 711
in natural environment, 711–712
in nuclear environment, 712
Acceptance probability, 311, 537–538
Accuracy of estimate see estimation
Acknowledgement (ACK), 55–57
Acquisition and detection, 91
Acquisition and tracking, 119, 134, 164, 213, 375, 390, 396, 413–415, 418, 438, 442, 450, 472, 488, 733
Acquisition preamble, 271, 360, 370, 410, 414, 443–445, 597
Adaptive antenna null steering, 584
Adaptive equalization see adaptive processing
Adaptive interference cancellation see adaptive processing
Adaptive processing
adaptive equalization, 23, 176, 672
adaptive interference cancellation, 23, 463, 469, 472–479, 617, 676
backward linear prediction (BLP), 471
blind (self-recovering) equalizer, 463, 472
decision directed, 470, 472–473, 480
decision feedback equalization (DFE), 471, 722
forward-backward linear prediction (FBLP), 471
forward linear prediction (FLP), 471
fractionally spaced equalizer (FSE), 471–472
least mean-square (LMS) (algorithm), 23, 369, 463, 468–469
linear feedbackforward equalizer (LFFE), 470–471, 474–479
linear mean-square estimation (LMSE), 464–465
minimum mean-square error (MMSE), 48–49, 378, 471, 646
nonlinear decision directed equalizer, 471–472
recursive least-squares (RLS) (algorithm), 463, 473–474, 480–482
self-recovering (blind) equalization, 463, 473
symbol-spaced equalizer (SSE), 471
symbol-spaced linear equalizer, 369
zero-forcing equalizer (ZFE), 471–472
Add-compare-select (ACS) algorithm, 287
Add compare select plus correction: max* (max-star) algorithm, 305
Additive APP algorithm, 304–307
Additive white Gaussian noise (AWGN), 28, 31, 83, 85, 134, 209, 252, 263, 339, 388, 531, 674, 719
Adjacent channel emission, 368
Adjacent channel interference (ACI), 21, 57, 153, 168, 179, 188, 199, 341, 362, 586, 588, 592, 597–598
Aliasing distortion see sampling
All-pass filter see filters
AM-AM transfer function, 585–586, 588, 590
American Ephemeris Almanac, 606
American Standard Code for Information Interchange (ASCII) (start/stop bits), 81, 280
Amplitude modulation (AM) see modulations
Amplitude probability distribution (APD) see distributions
Amplitude PSK (APSK) see modulations
Amplitude resolution see sampling
Amplitude response, 19, 212–213, 733, 737, 744
Amplitude shaping function, 228
Amplitude shift keying (ASK) see modulations
AM-PM transfer function, 585–586, 588
Analog filter, 24, 733
Analytic function, 438, 488, 512, 547, 620, 667, 746
Analytic modulated waveform, 228
Analytic signal (Complex envelope), 546, 619
Angle-of-arrival diversity see diversity combining
Angle-of-arrival variance, 707
Angle-of-incidence, 652
Antenna beam angle, 569
Antenna boresight see Longley-Rice
Antenna efficiency see antennas
Antenna feed see antennas
Antenna mismatch factor see antennas
Antenna noise temperature see antennas
Antenna pointing error, 657
Antennas
antenna efficiency, 562, 568, 654–655
antenna feed, 523, 568, 596
antenna mismatch factor, 576–578
antenna noise temperature, 562–568
antenna system temperature, 596
aperture efficiency, 558, 562, 568, 571
aperture illumination, 568
axial ratio, 574, 576–578, 596
boresight, 559, 662
circular aperture patterns, 564, 568, 570–571, 654
copolarization loss, 578
cosine weighted aperture, 569
cross-polarization discrimination, 578
cross-polarization loss, 578
cross-polarized state, 576
directive antenna gain, 569, 710
dual polarization, 564
effective antenna feed temperature, 567
effective antenna reflector temperature, 567
effective aperture, 564, 568
effective area, 558, 575, 654
effective isotropic radiated power (EIRP), 500, 559, 567–568, 596, 721
effective noise temperature (antenna feed), 566
efficiency, 659
efficiency, 659
field of view (FOV), 606, 685
gain, 499, 502, 523, 558–559, 562, 568–571, 583–585, 596, 654–656, 693, 710, 721
gain-temperature ratio (G/T) (receiver), 567
horizontal polarization (HP), 575, 662–663
ideal dipole antenna, 558
isotropic antenna, 559
isotropic antenna gain, 559
isotropic radiated power, 559
left-hand circular polarization, 653
linear polarization, 573, 575, 712
offset-feed, 569
omnidirectional antenna, 655, 663
orthogonal polarized states, 576
physical aperture, 568
polarization ellipse, 574
polarization isolation, 578
polarization loss, 574–578, 596
polarization mismatch factor, 575–576
power-aperture, 559
radiation efficiency, 562, 568
radome loss, 562, 596
reflector surface and feed efficiency, 568
right-hand circular polarization, 653
scalloping loss (SL), 585
shaping loss, 585
single polarization, 564
spillover efficiency, 568
spillover loss, 562, 568
spot beam radiation patterns, 568
tilt angle, 574
triangular weighted aperture, 570
uniform aperture weighting, 568
vertically polarization (VP), 575, 662–663
Antenna sidelobes, 472, 567, 655
Antenna system temperature see antennas
Anti-aliasing see filters
Anti-jam, 23, 149, 485–488, 499, 524
Anti-jam (AJ) communications, 23, 270, 449, 485, 499
Antipodal bit-error performance, 165
Antipodal signaling, 137, 156, 161, 189, 201, 207, 209, 228, 230, 243, 280–281, 297, 504, 535, 552, 595, 674
Anti-scintillation (AS) systems, 713
Aperture efficiency see antennas
Aperture illumination see antennas
Apheleion, 604
Apogee, 604, 611
A posteriori pdf, 48, 49
A posteriori probability (APP), 26, 47, 135–136, 139, 311
A posteriori probability (APP) algorithm, 304
Appleton’s index of refraction (or refractive index), 704
Application-specific integrated circuits (ASICs), 299, 325
A priori knowledge, 47–49, 136
A priori mark and space source data, 230–231
A priori pdf, 77
A priori probability (probabilities), 26, 46, 48, 135–137, 140, 143, 228, 397, 690, 756
ARDC model atmosphere, 700, 705
Area prediction mode, 661 see also Longley-Rice
Arithmetic mean, 73, 618
Ascending node, 596, 604, 606, 611–613
Astronomical zenith angle, 608
Asymmetrical sampling see sampling
Asynchronous randomizer, 276
Atmospheric noise, 547, 567, 669, 674–676
Atmospheric noise temperature (effective), 565, 567
INDEX 771

Atmospheric turbulence, 633
Atmospheric winds, 703
Attack time (AGC), 419
Autocorrelation processing (function), 40, 42–43, 68–69, 183
Autocorrelation response, 6, 40, 46, 541–542, 640, 642
Autocovariance, 20, 41, 42
Automatic gain control (AGC), 23, 82, 85, 133, 276, 378, 414, 416–420, 548
Automatic gain controlled power, 474
Automatic repeat request (ARQ), 2, 55–57, 273, 431, 634, 671, 721
Auxiliary random variable, 31
Average distortion, 144
Average Earth radius, 649
Average excess mean-square error (MSE), 469
Average mean-square error (MSE), 468, 469
Average mutual information, 140–141, 143–144, 148
Average sampling see sampling
Average self-information or source entropy, 140, 141
Average signal power, 233–234
Average wave height, 676, 678
Axial ratio see antennas
Background-induced noise see photomultiplier tube
Background noise temperature, 567
Backoff, 82, 178, 182, 362, 369
input/output, 585, 588–590, 592–593
power, signal, 169, 175, 227
Backoff loss, 154
Backward linear prediction (BLP) see adaptive processing
Backward recursion, 306–309
Bahl-Cocke-Jelinek-Raviv (BCJR) algorithm, 304
Ballistic missile
communication, 606
trajectories, 603
Band-edge phase error, 743
Bandlimited channel, 625
Band-limited region, 228
Band multitone jamming see jamming
Bandpass impulse response, 418
Bandpass limiter, 377–378, 390, 672
Bandpass sampling see sampling
Band-reject frequency (PLL loop filter), 579
Bandwidth efficient modulations, 179, 189
Bandwidth limited regime capacity, 144
Barker codes, 415, 432, 434–435
Bartlett’s procedure, 15, 370
Bartlett (triangular) window, 58–61 see also windows
Barts and Stutzman see mobile radio propagation models
Baseband filters, 38, 208–209, 474, 618–619
Baseband sampling see sampling
Baseband (analytic) signal, 99, 211
Bayes criterion (Bayes rule), 26, 46–49, 136, 139, 282, 396
BCH generator polynomials, 318, 329
Berlekamp’s iterative algorithm, 324
Bernoulli trials, 532, 541
Bessel filter see filters
Bessel functions, 3, 18, 30–31, 34, 36, 65, 187, 215, 551, 570, 634vb–635, 639, 717
Bessel transfer function, 736
Bias (known), 48
Bias (unknown), 48
Bias of estimate, 48, 50 see also estimation
Bilinear transform, 748
Binary antipodal ASK modulation see modulations
Binary cyclic codes see channel coding
Binary hypothesis test, 137
Binary minimum distance (Hamming), 290
Binary notation, 240, 242, 247, 288
Bipolar NRZ-L (PCM) see modulations
Bipolar return to zero (RZ-L) (PCM) see channel coding
Bi-static radar, 606
Bit count integrity (BCI), 452, 721
Binary (PCM) see modulations
Bit-error probability bounds on memoryless channel, 298, 312, 521–522, 533, 542
Bit-mapping conventions, 252
Bit rate estimation see estimation
Bits and nats, 140, 151
Bit-to-symbol mapping, 515, 517–518
Bivariate distribution see distributions
Blackman-Harris window see windows
Blackman window see windows
Blackout regime, 709, 712
Blind (self-recovering) equalizer see adaptive processing
Blind spots (shadow region), 251, 262, 283, 314–315, 336, 722, 725
Block codes see channel coding
Block (row-column) interleavers see interleavers
Boltzmann’s constant, 559, 564
Bore sight see antennas
Bose-Chaudhuri-Hocquenghem (BCH) codes (binary, nonbinary)
see channel coding
Bounded bandwidth, 192
Bounded likelihood ratio, 538
Branch metric, 307–308
Brewster angle, 653
Brightness (radiation intensity), 564
Brightness temperature, 564–565
Broadband noise jamming see jamming
Bumped oscillator, 400
Burst-error correcting codes see channel coding
Butterfly element, 426
Butterworth filter see filters
Cauer (or elliptic) filter
Catastrophic error propagation, 165, 239, 269, 289
Cascaded integrate and comb (CIC) filter
Cascaded impulse response, 470
Cascade of noiseless attenuators, 561
Cascade of synchronously tuned single-pole filters, 386, 418, 750–751
Case Studies
ADC quantization of direct-sequence spread-spectrum waveform, 83–87
16-ary QAM performance evaluation, 236–237
bandpass sampled AGC performance evaluation, 418–420
bit-error performance with baseband mixer imbalance, 105–106
BPSK and DCBPSK performance in rayleigh fading channel, 722–723
BPSK and QPSK performance with phase-noise, 582–583
BPSK and QPSK phase lock loop performance, 408–410
BPSK bit-error evaluation with PLL tracking, 551–552
BPSK monte carlo simulation, 548–550
BPSK phase tracking performance of a disadvantaged transmit
Terminal, 410
cohort and noncoherot BFSK performance simulation, 211–214
DCBPSK performance with sea-state, 682–684
detection, bit-rate, and frequency estimation using BPSK, 439–445
discriminator frequency estimation, 427–432
eample satellite encounters, 612–614
FFT signal detection and frequency estimation, 422–424
Filter application, 743–746
2-h 4-ary 1REC CPM, 350–362
Hilbert filtering, 97–98
LEO satellite multi-path propagation, 654–656
LMS linear feedforward equalization, 474
minimum shift keying (MSK) performance with lognormal impulse
noise, 672–676
narrowband interference cancellation, 474–479
performance simulation of SRRC-QPSK with SSPA nonlinearity, 592–593
performance using independent signal and noise power estimation, 456–458
PMT demodulator performance of M-ary PPM waveform, 691–692
PMT demodulator performance using OOK modulation, 690–691
polarization characteristics for a LHCP antenna, 576–578
QPSK bit-error evaluation with PLL tracking, 553
recursive least squares processing, 480–482
sample-rate conversion filter design, 111–112
second and fourth order moments (M2M4) SNR estimator, 454–456
spectral and bit-error performance of SRRC, 200–202
4-State BPSK-TCM performance over satellite repeater, 367–371
terrestrial jammer encounter and link standoff ratio, 522–524
Catastrophic error propagation, 165, 239, 269, 289
Cauchy’s inequality, 72
Cauer (or elliptic) filter see filters
Causal impulse response, 44
Causality, 73, 111, 238, 747
CCIR model see mobile radio propagation models
Celestial equator, 604
Celestial point-of-reference, 604
Cell under test, 422
Celsius (Centigrade) (degrees conversions), 557–559
Center-of-radiation height (antenna) see Longley-Rice
Central chi-square distribution see distributions
Central limit theorem, 1, 28, 35–36, 455, 505, 542, 661, 667, 761
Central moment (k-th order), 24, 36
Central, or main, lobe, 58
Channel burst-error length, 274
Channel capacity, 139–145, 147–148, 302, 314, 362–363
BSC channel, 140–141, 143–145, 147–149
Channel capacity for constrained data source, 143
binary cyclic codes, 261, 273–274, 315
bipolar return to zero (RZ-L) (PCM), 264–265
block codes, 251, 262, 283, 314–315, 722, 725
Bose-Chaudhuri-Hocquenghem (BCH) codes (binary, nonbinary), 261–262, 315–319, 323, 329, 722
burst-error correcting codes, 510, 722, 725
code concatenation, 134
concatenated convolutional (CC) codes, 296
converse noisy-channel coding theorem, 143–144
convolutional codes, 262, 283, 289, 292
cyclic code-block, 284–285, 291
cyclic codes, 261, 273–274, 315
cyclic redundancy check (CRC) codes, 55–56, 264, 273–276, 311
delay modulation (DM) or miller code (DM-M.-S) (PCM), 266
differential coding, 168, 240, 244, 247, 261, 269–270, 280
double serial concatenated convolutional code (DSCCC), 261, 303
dual code, 274, 314
dual-k, dual-3 convolutional codes, 293, 295–296
eor detection and correction (EDAC), 262, 643
frank codes (polyphase, nonbinary), 433
Frequency modulated (FM) PCM (PCM/FM), 267–268
gray coding, 156, 166–167, 236, 261, 268–270, 285
Hadamard sequences (or Walsh codes), 251, 258
Huffman codes (polyphase, nonbinary), 433
hybrid codes, 261, 304, 486, 499
hybrid concatenated convolutional codes (HCCC), 261, 303
low-density parity-check (LDPC) (regular, irregular), 144, 147, 261, 313–315, 722
Manchester coded PCM, 265, 267
nonreturn to zero (NRZ) (NRZ-L.,-M.-S) (PCM), 179, 243–244, 247, 262–268
parallel concatenated convolutional codes (PCCC), 261, 302, 306
parity-check codes, 144, 261, 313–315
phase modulated (PM) PCM (PCM/PM), 366–367
product, turbo product (TP) codes, 261, 313–315
pseudo-random noise (PRN) codes, 83, 127, 251, 259, 261, 270–271, 276, 541
Reed-Solomon (RS) codes, 261–262, 271, 277, 296, 315, 317–328
Reed-Solomon Viterbi (RSV) codes, 261, 299, 327–328
repetition coding, 495, 510–512, 519
self-concatenated codes (SCCs), 261, 302, 304
serially concatenated convolutional codes (SCCCs), 261–262, 299, 303–305, 308–309, 311–313
t-error correcting code (RS code), 318, 321, 326
turbo code (TC), 144, 146–147, 261–262, 299–300, 304, 309–311, 313, 315, 410, 448, 597
unipolar return to zero (RZ) (PCM), 262, 264–265, 267
Wagner coding, 261–262, 279–283
Walsh codes (or Hadamard sequences), 251–252, 259, 433
Willard codes, 432–433
Channel coherence bandwidth, 633, 643, 645–646, 703
Channel conditioning, 617, 627–628
Channel dispersion, 480, 488
Channel efficiency, 145–146, 156–157
Channel frequency response, 96, 216, 247, 629, 641, 712
Chapman electron density profiles, 700, 711
Chapman’s analytic model, 660
Character-error probability, 280–283
Characteristic function, 1, 28, 31–38, 220, 757–763
Characteristic values (or eigenvalues), 69, 470
Characteristic vectors (or eigenvectors), 68–69, 479
Chebyshev filter see filters
Chebyshev-Laguerre polynomial, 551
Chebyshev polynomial of the first kind, 550–551
Chebyshev polynomial of the second kind, 551
Chernoff bound, 521–522
Chi-square characteristic function, 38
Chi-square distribution see also Distributions
nomogram, 766
Chi-square fading, 755, 761
Chi-square random variable, 38, 765
CIC filter decimation, 107–108, 112–115
CIC filter gain compensation, 115
Circular aperture patterns see antennas
Circularly polarized waves, 573–577, 653
Classical filter theory, 617, 733
Clipping (mitigation) see Lognormal impulse noise
Clock accuracies, 413
Closed-loop frequency response (PLL), 376
Closed-loop noise bandwidth (PLL), 582
Closed-loop response, 380, 390–392, 579
Closed-loop tracking, 157, 410
Closed-loop transfer function, 380, 382–383, 390, 392
Cloud albedo, 687
Cloud extinction coefficient, 687
Cloud geometric thickness, 687
Cloud mean scattering angle, 687
Cloud optical thickness, 687
Cloud pulse dispersion, 687
Coarse-frequency estimation see estimation
Co-channel interference (CCI), 540, 541, 586, 598
Code concatenation see channel coding
Code concatenation (inner and outer codes), 296, 302
Code division multiple access (CDMA), 433, 486
Code puncturing, 285, 296
Code synchronization, 258, 287
Code tree decoding structure, 283, 287
Coding interval (block code length), 283–284
Coding theorem, 143–144, 253
Coherence bandwidth, 633, 643, 645–646, 703
Coherence time, 642–643
Coherent BPSK (CBPSK) (detection) see modulations
Coherent carrier tracking, 263, 408–410, 416, 450, 669, 721–722
Coherent combining (or pre-detection integration), 755
Coherent integration loss, 445
Co-located terminals, 368, 655
Comb filter, 112–115
Combining gain see diversity combining
Common logarithm, 74, 577
Communication link budgets, 413, 597
Communication platform motion, 633, 641–642, 718, 721
Communication range equation, 2, 557, 559
Communication security (COMSEC), 486
Compatible shift keying (CSK) see modulations
Complementary error function, 139, 151, 209, 257
Complementary orthogonal (CO) see modulations
Complement of the probability integral, 231
Complex conjugate
pair, 6, 75
symmetry, 466
transposition, 66, 466
Complex dielectric constant, 653
Complex envelope see analytic signal
Complex Gaussian random variable, 678, 715
Complex number relationships, 73
Complex reflection coefficient, 652, 654–655
Component interface loss, 557
Component interface loss, 557
Computational cutoff rate, 22, 149–150
Computer generated scintillation records, 718, 720, 722
Concatenated convolutional (CC) codes see channel coding
Concave downward (frowning) characteristic, 126
Concave upward and downward (parabola), 126
Concave upward (smiling) characteristic, 126
Concave downward (frowning) characteristic, 126
Conditional distribution see distributions
Conditional entropy, 141–143
Conditional-error probability, 138, 233
Conditional expectation, 24–25, 27
Conditional Gaussian distribution see distributions
Conditional joint distribution, 281
Conditionally stable (PLL), 269
Conditional mean, 49
INDEX

Conditional or transition probabilities, 46–47, 135, 141, 148, 150, 491, 690–691
Conditional pdf, 23, 25, 640
Conditional pmf, 26
Conditional probability, 23, 26–27, 139–140, 241, 398
Conditional random variable, 407–408
Conditions for stationarity, 43
Confidence level(s), 17, 39, 433, 452, 533–538, 542, 583, 711
Convergence method, 540
Consistent estimate, 15
Constant-coefficient difference equation, 747
Constant false alarm rate (CFAR), 41, 415–416, 420, 422–425, 449–452, 490
Constant of gravitation, 605
Constraint length (convolutional code), 149, 283
Constant-parameter estimation in Gaussian noise, 50
Continuous-time, 133, 251, 382, 493, 748
Continuous-RQ, 55
Continuous random variables, 20
Continuous joint.

Continuous-phase BFSK (CPBFSK)
Continuously variable digital delay (CVDD), 118
Continuous joint
Continuous-RQ, 55
Continuous-time, 133, 251, 382, 493, 748
Continuous wave (CW), 39, 207, 359, 472, 488, 552, 663, 748
jamming (see jamming)
Convergence in probability, 42
Convergence time, 469, 473, 477
Converse noisy-channel coding theorem see channel coding
Convex upward function, 470
Convolutional codes see also Channel coding
state diagram, 294
transfer function, state diagram, 294
Convolutional interleaver see interleavers
Convolution, convolution integral, 4, 15–16, 18, 28, 32, 34–35, 40–41, 43, 46, 73, 77, 87, 89–92, 169, 196
Convolution sum, 746–747, 750
Coordinate transformations (geographic and geomagnetic), 704, 708, 727
Copolarization loss see antennas
Correct acquisition probability, 597
Correction matrix, 100
Correct message detection probability, 433
Correct synchronization probability, \( P_s(\text{sync}) \), 448
Correlated channel errors, 277
Correlated Ricean random variables, 543
Correlation (lag-correlator), 217, 437
Correlation coefficient, 25, 40–41, 139, 252, 542–543, 640, 716
Correlation despreading, 85
Correlation distance (), 710, 717–718
Correlation functions (properties), 20, 40–41
Correlation lag, 41, 43, 433, 435–436, 446, 489, 543
Correlation matrix, 68–69, 466–469, 473, 479
Correlation processing, 19, 40, 85, 348, 356, 415, 445, 447, 450, 452
Correlation sidelobes, 415, 432–435, 486
Correlative coding, 238–239
Cosine-squared (or Hanning) window \( (k = 2) \) see windows
Cosine weighted aperture see antennas
Cosine window see windows
Cosine window \( (k = 1) \) see windows
Cosine window \( (k = 3 \) and 4) see windows
Cosmic noise power, 565, 567
Costas phaselock loop, 620, 674
Cost functions, 46, 49
Counter jamming strategies, 149
Covert communication, 432, 485
Cramér-Rao bound, 49–50
Cramér-Rao equality condition, 49–50
Cramér-Rao inequality, 48
Crane model (rain), 517
Critical angle of incidence, 657
Critical signal-to-noise ratio, 389, 431, 675
Cross-channel distortion, 100
Cross-correlation vector, 19–20, 40–41, 46, 251, 292, 466
Cross-polarization discrimination see antennas
Cross-polarization loss see antennas
Cross-polarized state see antennas
Cryptographic security, 486
Cubic phase (quadratic delay) function, 361, 370, 617, 627, 631
Cumulative distribution function \( (cdf) \) see distributions
Cutoff frequency \( (\Omega_c) \), 96, 184, 238, 734, 737, 739, 742–743, 752
Cycle skipping, 387, 389, 414–415, 448
Cyclic code-block see channel coding
Cyclic codes see channel coding
Cyclic correlation response, 433
Cyclic redundancy check (CRC) codes see channel coding
Damping factor (PLL), 359, 361, 377, 382–388, 579
Dark noise see photomultiplier tube
Dart leader see Lightning strikes
Data compression, 133, 261
Data encryption, 276
Data interleavers see interleavers; Rayleigh fading
Data randomizing, or scrambling (synchronous, asynchronous), 276–277
Data sink, 98, 139–140, 531–532
Data source (source data), 139–140, 142–143, 147, 241, 245, 247, 320–321, 531–532
DCBPSK see modulations; Rayleigh fading
DCQPSK see modulations; Rayleigh fading
DEBPSK see modulations; Rayleigh fading
Decay time (AGC), 417, 419
Decimation (down-conversion) see sampling
Decimation-in-time, 10–11
Decision directed equalizer see adaptive processing
Decision directed phaselock loop, 396
Decision-directed synchronization, 450
Decision feedback equalization (DFE) see adaptive processing
Decision threshold, 46, 138, 229, 490, 585
Decoding with erasures (RS decoding), 319, 322–325, 452
Degrees of freedom, 36–38, 145, 147, 645, 647, 755, 761, 765–766
Delay dispersion, 643
Delay estimation error based on effective bandwidth, 51
Delay estimation error of DSSS Waveform, 53
Delay function, 627–628, 631, 713, 735, 742
Delaylock loop (DLL), 490–492
Delay measurement accuracy, 51
Delay modulation (DM) or Miller code (DM-M, -S) (PCM) see channel coding; modulations
Delay rate (Doppler frequency), 413
Delay spread, 19, 643, 645–646
Delta function, 8
Delta function sifting property, 89
Determinant and matrix inverse, 66–67, 69
Deterministic block (non-random) interleaver see interleavers
Deterministic signals, 40
Dicke radiometer, 498, 504
Dicke radiometer, 498, 504
Diode, 8
Digital-to-analog converter (or conversion) (DAC), 81, 93, 127, 134, 299, 325, 393, 546
Digital-to-analog converter (or conversion) (DAC), 81, 93, 127, 134, 299, 325, 393, 546
Digital frequency synthesizer (DFS), 486, 493, 495
Digital frequency synthesizer (DFS), 486, 493, 495
Digital signal processing (or processor) (DSP), 81, 93, 127, 134, 299, 325, 393, 546
Digital-to-analog converter (or conversion) (DAC), 81, 93, 127, 134, 299, 325, 393, 546
Digital-to-analog converter (or conversion) (DAC), 81, 93, 127, 134, 299, 325, 393, 546
Digital-to-analog converter (or conversion) (DAC), 81, 93, 127, 134, 299, 325, 393, 546
Digital-to-analog converter (or conversion) (DAC), 81, 93, 127, 134, 299, 325, 393, 546
Digital-to-analog converter (or conversion) (DAC), 81, 93, 127, 134, 299, 325, 393, 546
Direct current (DC), 183, 264, 750
loop gain, 376
offset, 92
offset distortion, 102, 105
offset imbalance, 99, 105
Direct-form implementation, 750
Direct current antenna gain see antennas
Direct probability, 47
Direct-sequence spread-spectrum (DSSS) see modulations
Disadvantaged terminals, 154, 339
Discrete-amplitude (quantization), 81, 83, 121–122, 133, 585
Discrete amplitude sampling, 81, 83–85
Discrete Fourier transform (DFT), 9, 240, 433, 678, 748, 751
Discrete-frequency sample, 1
Discrete memoryless channel (DMC), 139–140, 151
Discrete memoryless source, 144
Discrete noise background, 563
Discrete noise sources, 563
Discrete random variables, 1, 20–22, 25–26
Discrete-time Ricean distributed random variables, 18
Discrete-time sampled data, 546, 733
Discrete-time sampling see sampling
Discriminator function, 121, 357, 437, 492
Disjoint S-curve, 418
Distributed noise sources (background noise sources), 156, 563
Distribution-free (nonparametric) see distributions
Distributions
amplitude probability distribution (APD), 668–672, 692
binomial distribution, 280, 532, 536, 538, 541, 554
bivariate distribution, 25, 640
central chi-square distribution, 761
chi-square distribution, 36–38, 502, 645, 761, 765–766
conditional distribution, 25, 28, 232, 542, 640
conditional Gaussian distribution, 25, 542
cumulative distribution function (cdf), 23–24
distribution-free (nonparametric), 1
distributions (relationships between), 36
exponential distribution (exponentially distributed), 38, 544
Gaussian distribution, 25, 30, 35–36, 39, 75–76, 138, 150–151, 230, 253, 505, 532, 536, 542, 552, 582, 635, 766
generalized distribution, 38
Hancock distribution (or phase function), 39–31, 154, 156
lognormal distribution, 545
marginal distribution, 28, 30
Nakagami n-distribution, 37, 686, 707
n-distribution, 39
non-central chi-square distribution, 38, 761
normal distribution, 1, 137, 173, 282, 545, 661
Poisson distribution, 49, 536–538, 544, 686, 691, 694
Rayleigh distribution, 30, 38, 210, 635, 712, 758, 762, 764
Rayleigh power distribution, 83
Rayleigh distribution, 30, 210, 635, 712, 758, 762, 764
Ricean cumulative distribution (cdf), 635
Ricean or Rice distribution, 30, 210, 255, 634–635, 758, 764
Tikhonov phase distribution, 551–553
uniform distribution, 21, 32–33, 278, 540
uniform phase pdf, 30, 706
Weibull distribution, 40
Distributions (relationships between) see distributions
Diversity combining
angle-of-arrival diversity, 634, 643
combining gain, 643, 724
equal gain diversity (EGD), 645, 722
frequency diversity, 722
maximal ratio combining diversity, 644–645
polarization diversity, 634
### Diversity combining (cont’d)

- Selection diversity combining, 644, 722
- Spatial diversity, 712, 721–722
- Temporal combining, 716

### Doppler frequency

- 52, 107, 413, 421, 426, 433, 612–614, 641–642, 658

### Doppler frequency error

- 658–659

### Doppler rates

- 380, 390, 603, 609, 612–614

### Doppler shift

- 197

### Doppler spread

- 642–643, 649, 712

### Double-dither loop

- 492

### Effective area

- 325, 364, 366

### Effective aperture

- 50, 60, 217, 451, 453

### Effective antenna feed temperature

- 65

### Effective antenna reflector temperature

- 65

### Effective aperture

- 64, 467–469, 479

### Effective area

- 64, 467–469, 479

### Effective bandwidth

- 51, 53–55

### Effective Earth radius

- 23, 649, 662

### Effective height (antenna)

- 523, 572, 660, 662–663, 665

### Effective isotropic radiated power (EIRP)

- 65

### Effective noise temperature

- 65

### Eight phase shift keying (8PSK) trellis coded modulation

- 65

### Electric field intensity

- 569

### Eigenvalues

- 64, 467–469, 479

### Eigenvalue spread

- 467, 469

### Eight phase shift keying (8PSK) trellis coded modulation

- 65

### Electric field intensity

- 569

### Eigenvalues

- 64, 467–469, 479

### Eigenvalue spread

- 467, 469

### Eight phase shift keying (8PSK) trellis coded modulation

- 65

### Electric field intensity

- 569

### Eigenvalues

- 64, 467–469, 479

### Eigenvalue spread

- 467, 469

### Eight phase shift keying (8PSK) trellis coded modulation

- 65

### Electric field intensity

- 569

### Eigenvalues

- 64, 467–469, 479

### Eigenvalue spread

- 467, 469

### Eight phase shift keying (8PSK) trellis coded modulation
INDEX

second and fourth order moments (M2M4) estimation (algorithm), 452–457
signal power estimation, 454
signal-to-noise ratio (baseband M2 estimators) (algorithm), 453, 456–458
signal to variation ratio (SVR) estimation (algorithm), 453–454
split-symbol moments estimator (SSME) (algorithm), 453
squared signal-to-noise variance (SNV) estimation (algorithm), 453–454
start-of-message (SOM) estimation, 276, 287, 358, 414–416, 432–435, 446–452
symbol frequency error estimation, 494
symbol rate estimation, 438, 442
symbol time error estimate, 357, 360, 450
symbol timing estimation, 358, 414, 448
unbiased estimate, 217, 451
Estimation variance, 48
Euclidean distance, 341–344, 348, 354, 356, 362
Euler angles, 607
Euler’s integral, 74
Euler’s phi function, 272
Euler’s transformation, 607
Event probabilities, 25
Exact sampling see sampling
Exact sampling with finite window see sampling
Excess bandwidth, 63, 111, 116, 502–504, 592
Excess bandwidth (factor or parameter), 54–55, 63, 111, 116, 177, 181–182, 196, 199–202
Excess delay, 643
Excision (mitigation) see Lognormal impulse noise
Exclusive-or, 269–270, 273, 284
Expected value, 533
Exponential distribution see distributions; random number generation
External observations (or inputs), 304, 306
Extra-ionspheric, 703
Extremely high frequency (EHF), 2, 417, 707, 709
Extrinsic information, 303–304
Eye opening, 243
Factorial, 36, 74, 532
Fade level, 641
Fahrenheit (degrees conversions), 557–558
False-alarm number, 758, 761, 764–765
False-alarm probability ($P_{fa}$), 756
False-decoding probability (RS decoding), 325
False-detection, 40, 421
False-lock condition, 269–270
False message acceptance probability, 311
Faraday rotation, 574, 667, 712
Far field see antennas
Farrow filter see filters
Fast amplitude quantization, 121–122
Fast Fourier transform (FFT), 1, 9, 70, 91, 188, 493, 593, 677, 678
Fast Fourier transforms (FFT)
Filters (cont’d)
rate conversion filter, 22, 110–111
sequential filter (SF), 747
single-pole lowpass filter (PLL), 750
sliding window (filter), 188, 200, 431, 445
symmetry property, 618
synchronously tuned filters (PLL), 386, 418, 750–751
tapped delay line (TDL) filter (or FIR filter), 11–12, 747, 751
transversal filter (TF) (or FIR filter), 12, 111, 747, 751
Wiener estimation filter, 388, 390, 463–465
Wiener FIR adaptive filter, 468
zonal bandpass filter, 377
zonal filter (or ideal filter), 5, 229, 358, 361, 377, 546
Filter simulation, 737, 742
Final value theorem, 383
Fine-frequency estimation see estimation
Finite and Infinite Sums, 2, 8, 71, 763
Finite geometric series, 113
Finite impulse response (FIR) filter see filters
Finite sample population size, 422
Finite-state trellis detector, 190
FIR adaptive filter see filters
Fire-ball, 711–712
First and second moments, 25, 33
First-order CIC filter, 113
First-order filter (PLL)
First-order recursive filter response, 466
First-order phaselock loop, 380
Flaring (irreducible degradation), 190, 305–307, 312–313, 507, 550, 645
Flat-Earth, 650
Flat (nonselective frequency) fading, 633, 644
Flicker noise, 579
Floor function, 94, 174, 190–191, 311
Flash bits (convolutional code), 284, 291, 301, 306
Folded spectral sidelobes, 60
Forward and backward iterations (recursions), 299
Forward-backward linear prediction (FBLP) see adaptive processing
Forward error correction (FEC) see channel coding
Forward indexing, 470
Forward linear prediction (FLP) see adaptive processing
Forward recursion processing, 307
Fourier coefficient, 75, 748
Fourier series, 1, 19, 748
Fourier transform, 5–11, 14–16, 36, 40, 43, 45, 60, 87, 88, 90, 91, 173, 183, 187, 196, 200, 238, 345, 439, 493, 541, 595, 621, 642, 643, 677, 679, 714, 748, 757, 758
Fourier transform (time-frequency duality), 88
Fourier transform pairs, 16, 32, 36, 77, 87, 758
Fractional delay, 118
Fractionally spaced equalizer (FSE) see adaptive processing
Frame check sequence (FCS), 275–276
Frame synchronization, 278, 691
Frank codes see channel coding
Fraunhofer region, 569
Free-distance, 362
Free-electrons, 649, 657
Free-space loss, 558, 612
Frequency and time estimation errors using DSSS waveform, 52
Frequency band designations, 2
Frequency discriminator, 210, 214, 217, 219, 420, 427, 429, 431
Frequency diversity see diversity combining
Frequency division multiple access (FDMA), 93, 127, 179, 184, 202, 416, 585–586, 592, 595
Frequency division multiplex (FDM), 95, 168, 502, 585
Frequency domain sampling see sampling
Frequency estimation see estimation
Frequency estimation error based on effective signal duration, 51
Frequency hopping, 486, 495, 720
Frequency-hopping spread-spectrum (FHSS) see modulations
Frequency interpolation, 14, 127
Frequency modulated (FM) PCM (PCM/FM) see channel coding
Frequency modulation (FM) see modulations
Frequency-nonselective fading, 633, 644, 710
Frequency precorrection, 413–414
Frequency-ramp, 380, 384–385, 394
Frequency-rate, 361, 382, 389–390, 427–428, 445, 491, 545, 547
Frequency resolution, 10, 57, 60, 91, 121, 127, 421–423, 425, 435, 440–442, 448, 593, 752
Frequency selection see sampling
Frequency-selective bandwidth ($f_b$), 707, 709
Frequency selective fading, 471, 644–646
Frequency shifts, 219, 702
Frequency-step, 384–389, 394
Frequency tracking, 107, 199, 256, 276, 414, 425, 432, 452, 579, 724
Frequency transfer function, 736
Frequency uncertainty range, 93, 415, 449
Fresnel diffraction pattern, 661
Fresnel-Kirchoff diffraction parameter, 661
Fresnel zones, 661
Full-duplex, 55–56
Full response, 339–341, 345, 351, 453
Full response CPM see modulations
Functions of one random variable, 27
Functions of two or more random variables, 27
Fundamental theorem (Papoulis), 27
Gain see antennas
Gain compression
point, 585, 589, 593
power, 585
Gain roll-off, 115
Gain-temperature ratio (G/T) (receiver) see antennas
Galois field: GF(2), GF(2^m), 261, 271–273, 283–284, 315–321, 323–324
Gamma function, 31, 36, 668
Integer argument, 36
Gardner’s approximate atmospheric noise temperature, 567
Gaussian approximation to Tikhonov phase distribution, 552
INDEX 779

Gaussian distribution see also Distributions; Random number
generation
ray scattering, 710
Gaussian fading channels, 25
Gaussian minimum shift keying (GMSK) see modulations
Gaussian number generator, 324, 531
Gaussian phase function, 169, 187
Gaussian random variables, 25, 29, 31, 36, 38, 397, 453, 533,
542–543, 555, 640, 678, 716
Generalized distribution see distributions
Generating uncorrelated record samples, 720
Generator matrix (coding), 291, 364
Generator polynomials, 273, 277, 311, 318, 324
Geocentric longitude, 606
Geometric mean, 73
Geometric series (finite and infinite), 71, 113
Geostationary orbit (GEO) see satellite orbits
Geosynchronous orbit (GSO) see satellite orbits
Global positioning system (GPS), 487, 611
Global system for mobile communications (GSM), 646
Go-back-N protocol (ARQ), 35
Gold codes, 432–433, 486
Gram-Schmidt orthogonalization, 251
Gray coding see channel coding
Grazing angle, 563–564, 650–651, 653, 657
Greatest common divisor (GCD), 70, 74, 107
Greatest common factor (GCF), 2, 70
Greenwich meridian, 607–608, 727
Ground noise temperature, 563, 567
Ground reflections coefficient, 633, 652
Reserved minimum distance, 315
Hadamard matrix, 252, 256, 259, 433
Hadamard sequences (or Walsh codes) see channel coding
Half-band (FIR) decimation filter see filters
Half-band sampling see sampling
Half-duplex, 21, 55
Hamming distance, 288, 292–294, 296
binary, 290
maximum, 362
minimum, 314, 362
nonbinary, 291
Hamming weight, 274
Hamming window see windows
Hancock distribution (or phase function) see distributions
Hanning (or Cosine \( k = 2 \)) window see windows
Hard decision detection (hard-limiting), 156, 314
Hardlimiter (HL), 185–186, 351, 361, 369, 407, 588
Hardlimiting channel, 153, 339
Hardlimiting PA, 178, 183, 386
Heaviside’s expansion theorem, 393
Hermite integration, 407–408, 531, 551–552
Hermite polynomial, 533, 551–553
Hermitian matrix, 66, 69, 466–467
Hermitian transposition, 66, 466
Heterodyning, 1, 4–5, 42, 157, 208, 357, 403, 580, 582, 618, 620, 747
HF fading, 38
High-altitude nuclear detonation, 703
Highly elliptical orbit (HEO) see satellite orbits
High-power amplifier (HPA), 23, 523, 558, 590–592, 596
Hilbert transform, 1, 2, 4–5, 75, 81, 93, 95–99, 122
coefficients, 122
sampling (see sampling)
Histogram, 424, 430, 554
 Hole-punching (mitigation) see Lognormal impulse noise
Homodyne, 42, 545–546
Horizontal eye opening, 243
Horizontal polarization see antennas
Huffman codes see channel coding
Huygens’ Principle, 652–653, 656, 693
Hybrid codes see channel coding
Hybrid concatenated convolutional codes (HCCC’s) see
channel coding
Hybrid (DS/FH/TH) spread-spectrum (DSSS,FHSS,THSS)
see modulations
Hypothesis testing, 135
Hysteresis, 418, 451
I channel (or rail), 165, 169, 203, 402
Ideal bandlimited filter see filters
Ideal delay transfer function (Bessel filter), 736
Ideal dipole antenna see antennas
Ideal sampling see sampling
Identically distributed, 29, 35, 281, 678
Identically distributed (iid) (random variables), 32, 35, 678
Idle repeat request (Idle-RQ), 55–57, 265
Image reject filter see filters
Implementation efficiency, 107
Impulse-invariant transformation (IIT), 748–749
Impulse-invariant \( z \)-transform, 109, 381, 733
Impulse spread, 480
Impulsive noise channels, 150, 667, 671, 673–675
Impulsivity, 545, 668, 676
Impulsivity measure \( V_\alpha \), 667, 670, 672 see also lognormal
impulse noise
Incident light waves, 684
Incomplete gamma function, 231, 760, 763
Incomplete Toronto function, 760
Independent Gaussian noise random variable, 288, 548
Independent-identically-distributed (iid) (random variables), 28,
31, 33–34, 36, 40, 46–47, 55, 252–253, 257, 281, 357, 377,
397, 400, 402, 406–407, 453, 540, 543, 555, 640, 716–717,
757, 760
Independent random variables, 23–24, 29, 38, 510, 542, 665
Indeterminate form(s), 71, 177
Index of refraction, 649, 656–657, 706
Indirect path, 653
Inequalities, 2, 73
Infinite impulse response (IIR) filter see filters
Information bandwidth, 93, 95, 485, 504
Information security (INFOSEC), 486
Information sink, 133–134
Information source, 133–134, 261
Inhomogeneous medium, 649, 702–704
Index

Irreducible polynomial, 272–274, 277
Irreducible degradation (flaring), 645
Irreducible bit-error probability, 190, 724
Ionospheric turbulence, 633
Ionosphere, 557, 633, 642
Ionized plume, 703
Ion-free region, 649
Inverse probabilities, 47, 544
Inverse Laplace transform, 380, 383, 384, 393, 394
Inverse interleaver, 303
Inverse discrete Fourier transform (IDFT), 10, 111, 748
Inverse distortion matrix, 100
Inverse fast Fourier transform (IFFT), 11, 678, 716
Inverse Fourier transform (IFT), 4, 5, 8, 11, 18, 19, 43, 45, 173, 177, 196, 203, 569, 618, 621, 677, 714, 715
Inverse interleaver, 303
Inverse Laplace transform, 380, 381, 383, 384, 393, 394
Inverse probabilities, 47, 544
Ion-free region, 649
Ionospheric turbulence, 633
Irreducible bit-error probability, 190, 724
Irreducible degradation (flaring), 645
Irreducible polynomial, 272–273, 317
Jern, 385, 388, 393–396
Jerk, 385, 388, 393, 396
Jitter (or dither), 82–83, 85, 87, 492, 582, 704, 709
Joint cdf, 22–23, 28
Jointly continuous random variables, 23
Jointly Gaussian distributed random variables, 24–25
Jointly stationary random variables, 42
Joint probability density function (multiple continuous random variables), 23, 48
JPL interleaver see interleavers
JPL spread interleaver (semi-random or S-interleaver) see interleavers
Kaiser-Bessel (or Kaiser) window see windows
Kaiser (or Kaiser-Bessel) window see windows
Kasami codes (or sequences), 432–433, 486
Kelvin (degrees), 521, 557–559, 700
Kepler’s equation, 606
Kepler’s laws of planetary motion, 603
Kepler’s second and third laws, 603
Knife-edge diffraction, 660–661
Kronecker delta function, 483, 717
Lagrange interpolation, 117–118
Land mobile satellite propagation (mobile radio) see mobile radio propagation models
Laplace transform, 109, 380–381, 383, 393–384, 733, 748
Laser dead-time, 689
Latus rectum (Parabola), 126
Law of sines, 572
Law of universal gravitation, 603
Lead-in correlation, 433, 435, 452
Minimum free distance \((d_{min})\), 289
Maximal free distance \((d_{max})\), 289
Maximal length sequences, 251
Maximal linear PRN sequences \((m\text{-sequences})\), 83, 251, 261, 270–271, 276–277
Maximally flat delay response, 735
Maximal ratio combining diversity see diversity combining
Maximum a posteriori probability (MAP), 48, 49, 304, 357, 396
detection (decoding, decision), 136–137, 303–304, 396, 404
estimation, 50, 349, 357, 396–397, 406 (see also estimation)
phase detector, 396, 409
Maximum average mutual information (or maximum entropy), 140–141
Maximum communication range, 559, 661
Maximum excess delay, 643
Maximum-likelihood (ML) estimate
decision/detection, 138–139, 149, 174–175, 180, 188–191, 243, 371
decision rule, 136, 690–691
decoding, 149, 286
estimation (see estimation)
Schwarz’s equality condition, 49
standard deviation of carrier frequency (Hz), 50–52
standard deviation of carrier phase (radians), 50–52
standard deviation of frequency rate (Hz/sec), 50–52
variance evaluation, 50–52
Maximum likelihood sequence estimation (MLSE) see estimation
Mean angular velocity, 606, 612
Mean anomaly, 606, 612
Mean-square error (MSE), 48, 444, 452, 464, 466–469, 479
Mean tap weight values, 469
Measurement accuracy, 51, 101, 103, 105, 202, 533–535
and confidence, 549
Median excess propagation loss, 664
Median signal loss, 663
Medium Earth orbit (MEO) see satellite orbits
Memoryless AWGN channel, 190, 683
Memoryless transition probability diagram, 150
Message header detection, 414
Message piecing, 722
Message preamble, 414, 420
Message repetition, 643, 710, 722
Message synchronization, 134
Method of steepest-descent, 466, 468
Metric accumulation overflow, 289, 307, 347, 356
Metric quantization, 201
Midamble, 375, 493, 617
Mid-to-Low latitude region, 583, 701–702, 712
Miller code or delay modulation (DM), 266
Minimum and maximum sampling frequency see sampling
Minimum distance (restricted, unrestricted), 289
Minimum free distance \((d_{min})\), 289, 296, 299
Minimum mean-square error (MMSE) see adaptive processing
Minimum polynomial, 272, 318
Minimum received power, 568
Minimum root-mean-square \((rms)\) error, 51
Minimum shift keying (MSK) see modulations
Minimum squared decision distance, 228
Minimum stopband attenuation \((A_{min})\), 110, 739, 752
Misadjustment parameter, 469, 474
Miscellaneous system losses, 557, 585
Mixed radix FFT, 9, 12, 70, 421, 423, 445
Mixed random variables, 22, 27
Mobile radio communications, 633
Mobile radio propagation models
Barts and Stutzman, 556–666
CCIR model, 666–667
Erceg, 664–665
Jakes multipath model, 542
land mobile satellite propagation, 663–665
modified exponential decay, 665–666
Okumura, 663–664
percentage availability, 666
rural, 633, 642, 664–667
suburban, 644, 664–667
urban, 633, 642, 646, 649, 663–667
Modem acquisition link budget, 597
Modem configurations, 55
Modem detection link budget, 597
Modem link budget, 359, 596, 597
Modified Bessel function, 30–31, 34, 36, 65, 551, 634–635, 717, 757
Modified duobinary see modulations
Modified exponential decay see mobile radio propagation models
Modulation efficiency, 284, 301
Modulations
amplitude modulation (AM), 2, 154, 207
amplitude PSK (APSK), 227
amplitude shift keying (ASK), 227–228, 232
binary antipodal ASK modulation, 232
orthogonal M-ary coded waveform, 256–258
biphase (Bi-p-L., M, S) (PCM), 265
bipolar NRZ-L (PCM), 244, 249, 263–264, 267–268
biterror coding (PCM), 238
carrier modulation, 1–4, 379
coherent BPSK (CBPSK) (detection), 167, 636–637
compatible shift keying (CSK), 165, 280
complementary orthogonal (CO), 256
continuous-phase frequency modulation (CPFM), 153–154
continuous phase BFSK (CPBFSK), 222, 672
continuous phase FSK (CPFSK), 340
continuous phase modulation (CPM), 163, 170, 172, 222, 277, 339, 340
DCQPSK modulation, 161, 168, 725–727
Delay modulation (DM) or Miller code (PCM), 266
DEQPSK modulation, 161, 270–271
differentially coherent MPSK (DCMPSK), 166, 721
differentially coherent FSK (DCPSK), 165–166
differential PSK (DPSK), 165
differential pulse interval modulation (DPM), 689–690
double sideband (DSB), 3
duobinary modulation, 238–239, 243–247
eight phase shift keying (8PSK) trellis coded modulation (TCM), 139, 180, 363–364, 366–371
fast frequency hopping (FFH), 493, 495–496, 504
fast FSK (FFSK), 493, 495–496
filtered BPSK (FBPSK), 54
filtered MSK (FMSK), 186–187
frequency-hopping spread-spectrum (FHSS), 23, 487, 493–499, 502–505, 515–517, 519, 522, 645, 693
frequency modulation (FM), 3
full response CPM, 339, 343, 350, 355
hybrid (DS/FH/TH) spread-spectrum (DSSS, FHSS, THSS), 261, 304, 486, 499
linear frequency modulation (LFM) or CHIRP spread spectrum (SS), 486
M-ary FSK (or MFSK) modulation (NC detection), 12, 488, 493–495, 512, 514, 516, 518, 520–522, 721–722, 726
M-ary FSK or multitone FSK (MFSK), 12, 187, 460, 488, 493–495, 510, 512–514, 516, 518, 520–522, 526, 721, 726
M-ary multi-h CPM, 170, 339, 340
M-ary PAM, 227–228, 233–234
M-ary pulse position modulation (PPM) (M-ary PPM), 252, 685–691
M-ary QAM, 4, 144, 148, 227, 234–235, 296, 578
minimum shift keying (MSK), 58, 118, 153, 161, 281, 375, 488, 669, 672
modified duobinary, 243–244, 247
multilevel duobinary, 22, 244–247
multilevel pulse amplitude modulation (MPAM), 144, 146–147
multilevel quadrature amplitude modulation (MQAM), 144, 146–147
multiphase shift keying (MPSK), 145, 269, 339, 362–365, 375, 493, 578
multitone FSK (MFSK) or M-ary FSK, 12, 493, 504, 516, 726
noncoherent (NC) binary frequency shift keying (NCBFSK) (detection), 721–722, 726
non-return to zero (NRZ) (PCM), 179, 243–244, 247, 262–265, 267
OOK (coherent detection), 229–232
OOK (NC detection), 229–232
orthogonal M-ary coded modulation, 252–256, 258
orthogonal pulse amplitude modulation, 235
partial response CPM, 339–340
partial response modulation (PRM), 180, 237–244, 277, 340
phase-shaped BPSK (S-BPSK), 153, 175, 184, 192–193
phase-shaped M-ary MSK, 171
phase-shaped MPSK (S-MPSK), 153, 170, 183, 190–191
π/2-BPSK modulation, 157–160
π/4-QPSK modulation, 160–161
polar NRZ (PCM), 243, 263–264
polybinary (or ternary) (PCM) coded modulation, 238
pulse code modulation (PCM), 140, 179, 237, 243, 246–247, 261–268
pulse compression (PC) modulation, 485
pulse position modulation (PPM), 252, 685–687, 689–692
quadrature amplitude modulation (QAM), 4, 148, 227, 234–235, 296, 578
serial MSK, 171
sinusoidal FSK (SF SK), 170–172, 187–188
sinusoidal MSK (SMSK), 153, 169–173, 175, 183, 187–188
SRRC-BPSK, 178, 196, 200–202, 594–596
SRRC-QPSK, 178, 196, 200–202, 589, 592–594
timed frequency modulation (TFM), 277, 346
time-hopping spread-spectrum (THSS), 487, 496, 498–499
trellis coded modulation (TCM), 180, 311, 313, 339, 362–371
unbalanced QPSK (UQPSK), 406
unipolar non-return to zero (NRZ) (NRZ-L, M, S) (PCM), 263–264
Modulator DC offset measurement, 101
Modulator gain imbalance measurement, 101, 103
Modulator phase imbalance measurement, 101, 103
Modulo function, 11, 74, 121, 240, 246, 300, 320, 340, 345, 347, 354, 366, 488, 612
Modulo two addition (summation), 239, 244, 279–280, 283, 318, 332, 345, 364, 371
m-of-n decision rule or criterion (majority logic), 512
Molniya orbit see satellite orbits
Moment generation (or generating) function, 24, 38
Moment theorem, 24
Mono-static radar, 606
Monte Carlo trials, 191, 409, 431, 441, 532–533, 548–549
Most significant bit (MSB) see sampling
MS and MAP parameter estimation see estimation
M-sequences: maximal length sequences, 251, 271–273, 277, 415, 433, 541
MSK performance with lognormal impulse noise, 674–675
Mth Order CIC filter see filters
Multilevel duobinary see modulations
Multilevel pulse amplitude modulation (MPAM) see modulations
Multilevel quadrature amplitude modulation (MQAM)  see modulations
Multipath communication links, 39
Multipath delays, 19, 461, 467, 641, 643, 646
Multipath delay spread, 467
Multipath factor, 583, 655–656
Multipath fading, 82, 597, 652
Multipath interference, 30, 471, 574, 611, 649
Multipath loss, 583–584, 656
Multipath reflections, 642, 646
Multipath signal rays, 708
Multipath signals, 633
Multipath spread, 643, 646–647
Multiphase shift keying (MFSK) or
see modulations
Network entry protocol, 414, 438
Network configuration management, 47, 452
Network security, 414, 438
Newtonian-Hofman codes, 415, 432–433, 435–436, 460
Newton energy density spectrum, 676, 681
Newton’s laws of motion, 603
Newton’s method, 70, 512, 533, 535
Newton’s rule, 606
Neyman-Pearson criterion (test or observer), 756
Noble identities, 108
n-of-decision rule, 512
Noise bandwidth, definition, 7
Noise figure (receiver), 23, 419, 499, 501, 557, 559–563, 565–568, 585, 596, 721
Noise figure (system), 562, 565, 568, 721
Noise floor, 315, 498, 559, 562
Noise-free worst-case jamming performance, 517
Noise jammers, 504
Noise power spectral density (PSD), 144, 363, 453
Noise temperature
antenna, 563, 565–567
atmospheric, 563, 567
receiver, 521, 561, 567
standard, 559
system, 521–562, 565, 596
Noisy attenuator, 561
Nomogram (chi-square probability function), 502–503, 765–766
Nonbinary, high rate (n-1)/n, convolutional codes; 291
Nonbinary minimum distance, 291
Nonbinary PRN generators, 276
Non-central chi-square distribution see distributions
Noncoherent (NC) binary frequency shift keying (NCBFSK)
detection see modulations
Noncoherent combining, 445, 448, 642, 757, 764
Noncoherent integration loss, 597, 761, 764
Non-constant envelope PSK waveforms, 175–178, 196–202
Nonfluctuating noise see photomultiplier tube
Nonfluctuating signal, 758, 764
Nonhomogeneous medium, 699
Non-ideal demodulator corrections, 99, 102–105, 105–106
Non-ideal modulator corrections, 99–102, 105–106
Non-ideal time-domain sampling, 88–91 see also sampling
Nonlinear amplifier modeling, 557, 588–590, 590–592
Nonlinear decision directed equalizer, 471 see also adaptive processing
Nonlinear power amplifiers, 161, 369, 545, 585–589
Nonrecursive convolutional (NRC) codes, 299, 302, 304, 310
Nonrecursive encoders, 302, 306
Non-return to zero (NRZ) (NRZ-L,-M,-S) (PCM) see channel coding
Non-return to zero (NRZ) (PCM) see modulations
Nonselective frequency (flat) fading, 633, 636–639
Nonstationary random process, 568, 670
Nonsystematic codes, 284, 306
Nonsystematic codes, 284, 306, 312, 364–367
binary codes, 284, 286, 289–291, 301
nonbinary codes, 291–292, 301
Normal distribution see distributions
Normalized correlation response (coefficient), 40, 139, 252, 434, 679
Normalized cross-correlation, 251
coefficient, 41
Normalized gain, 392, 395, 570, 655
Normalized second moment, 51–52
Normally distributed random variable, 36, 545, 670
North American direct sequence CDMA (DS-CDMA), 289
North Pole, 604, 607, 727
Nuclear-disturbed environment, 660, 699, 703–704, 715
Nyquist band, 42, 112, 115, 244, 428, 440
Nyquist channel spacing, 592
Nyquist criterion, 89, 114–115, 182, 204, 212, 244, 247, 392, 624
Nyquist filter see filters
Nyquist impulse response, 144, 176, 238
Nyquist sampling frequency see sampling
Nyquist signaling, 180, 182
Occupied bandwidth, 189, 192, 268, 340, 502, 592, 633
Octal notation, 272, 275–277, 289, 292–293, 310, 312, 318, 328–329, 332, 363
Offset-feed see antennas
Offset QPSK (OQPSK) or staggered QPSK (SQPSK) see modulations
OGO-6 satellite, 701
Okumura see mobile radio propagation models
Omnidirectional antenna see antennas
One-dimensional CFAR, 452
OOK (coherent detection) see modulations
OOK (NC detection) see modulations
Open loop (OL), 415
pole, 413
precorrection, 413
transfer function, 376
Optical frequency (filter), 684
Optimum decision rule, 135–137
Optimum filter, 117, 134, 464–466
Optimum jammer parameter \( u_o \) (graphical method), 512, 514, 524
Optimum matched filter sampling see sampling
Optimum threshold (fixed-sample testing), 537
Orbital parameters, 603, 612
Ordered sample, 39
Order statistics, 39–40
Ordinary and extraordinary waves, 706
Ordinary dielectric constant, 653, 662
Orthogonal Gaussian distributed noise, 156
Orthogonality principle, 463–464, 466
Orthogonal M-ary coded modulation see modulations
Orthogonal polarized states see antennas
Orthogonal polynomials, 550–551
Orthogonal pulse amplitude modulation see modulations
Orthogonal random variables, 24
Orthogonal tone spacing (signaling), 14, 211–213, 494
Orthonormal vectors, matrices, signals, 69, 251
Oscillator accuracies, 413–414, 420, 426, 448, 452, 578–580, 582
Oscillator phase noise, 540, 578
Outer scale size, 715
Out-of-band spectral energy, 158, 161, 163, 196, 207, 369
Output noise power, 13, 44, 560
Overdamped, 467
Oversampling see sampling
Over-the-horizon, 649, 652
Paired echoes, 17–19
Papoulis’ most important example, 28
Parabolic interpolator estimation see estimation
Parallel concatenated convolutional codes (PCCCs) see channel coding
Parameter estimation see estimation
Parameter normalization, 547, 623
Parity-check calculations, 322
coefficients, 363–364, 366
coefficient, 364
matrix, 363–364
vector, 366
Parseval’s theorem, 5, 15, 57, 73
Partial-band noise see jamming
Partial derivatives, 29, 50, 349
Partial fraction expansion, 394
Partial pressure (water vapor), 657
Partial response CPM see modulations
Partial response modulation (PRM) see modulations
Passband (inband) ripple, 110
Pass-fail decision, 536, 538
Path history storage (trellis), 289
Peak distortion, 470
error, 122
Peak-to-average power ratio, 228, 234
Peak-to-rms level, 585
Penetration angle, 708
Phase constant, 705, 712
Phase delay compensation, 735
Phase-equalized channel or filter see filters
Phase constellation, 133, 146, 155, 158, 269, 285
Phase delay compensation, 735
Phase detector, 166, 349, 357, 375–376, 379, 385,–386, 389, 396, 399–403, 405–409
Phase detector constant, 376
Phase distortion, 1, 18–19, 122, 184, 340, 586, 684, 707, 714
Phase-equalized channel or filter see filters
Phase-error transfer function, 383–384, 579
Phase imbalance, 99–101, 103–106
Phase detector, 349, 357, 386
Phaselock detector, 349, 357, 386
Phaselock loop (tracking), 157, 166, 408–410, 414, 715, 721
Phase modulation (PM) PCM (PCM/PM) see channel coding
INDEX

Phase-noise, 578–583
  loss, 578
    oscillator, 375, 388, 396, 410, 413–414, 426, 448, 452, 540, 578–580, 582
  PSD, 578–579, 581
    specifications, 540, 578–583, 596–597
    variance, 578, 580–582
Phase-only affects (following severe scintillation), 712
Phase power spectral density (PPSD), 715–718
Phase response, 16, 110–111, 341, 370, 384, 392, 474, 586, 617, 622, 624–625, 628, 733, 735–736
Phase rest-states, 186
Phase-shaped BPSK (S-BPSK) see modulations
Phase-shaped M-ary MSK see modulations
Phase-shaped MPSK (S-MPSK) see modulations
Phase-step, 359, 380, 384–387, 394
Phase-to-amplitude converter (PAC), 169–170, 208
Photoelectron count see photomultiplier tube
Photomultiplier tube
  background-induced noise, 685
  dark noise, 685
  nonfluctuating noise, 685
  photoelectron count, 686, 691–692
  responsivity, 685–686
  thermal noise, 685–686
Physical and effective height (antenna) see Longley-Rice
Physical aperture see antennas
Physical temperature, 560–563, 565–567
π/2-BPSK modulation see modulations
π/4-QPSK modulation see modulations
Pierson-Moskowitz theory, 676
Pierson-Neumann theory, 676
Pipeline FFT, 1, 11, 12, 424, 425, 429
Pipeline Fourier transform, 12
Planck’s constant, 564, 685
Planck’s law, 564
Planetary Ephemeris Program, 612
Plasma frequency, 704
Plasma exchange, 708–709
Point-to-point link (C/No), 658
Point-to-point mode see Longley-Rice
Poisson distributed see random number generation
Poisson distribution see distributions
  atmospheric, 574
  Omni, 564
  wave, 573–578, 653, 699, 702, 712
Polarization diversity see diversity combining
Polarization ellipse see antennas
Polarization isolation see antennas
Polarization loss see antennas
Polarization mismatch factor see antennas
Polarization rotation, 374, 396, 649, 699, 702
Polarizing angle (Brewster angle), 653
Polar NRZ (PCM) see modulations
Polar region, 701–702, 711
Polar region (electron density), 701–702, 711
Pole locations (filters), 733–737, 749, 752
Polybinary (PCM) coded modulation see modulations
Polyphase codes, 433
Polyphase down-sampled sequence, 116
Polyphase filter see filters
Polyphase interpolation, 115
Polyphase representations, 108
Polyphase timing adjustment, 117
Post-detection filter, 691
Post-detection integration, 496
Post-symbol interference, 473
Power amplifier (PA), 133, 147, 153–154, 161, 175, 182, 184, 227, 488, 523, 545, 557, 585
Power-aperture see antennas
Power backoff, 154, 169, 585, 590, 592
Power control, 416, 418, 485
Power delay profile, 643
Power density (receiver antenna), 564
Power efficient (efficiency), 99, 169, 175
Power gain, 114, 407, 720
Power limited regime (capacity), 144–145
Power limit for constrained coded waveform modulation, 143–144, 147
Power limit for unconstrained coded waveform modulation, 143–145
Power series, 33–35, 381, 713
Poynting vector, 574–575
PPM frame, 686
PPM slot duration, 685–687, 689
Pragmatic trellis codes, 296
Preamble, 414–416
Preamble segments
  continuous wave (CW), 414–432
  start-of-message (SOM), 414, 432, 452
  symbol synchronization, 432–452
Precorrection, 413–414
open loop (OL), 413
  pseudo-closed loop (PCL), 413, 414
  pseudo-open loop (POL), 413, 414
Predetection integration (coherent combining), 755
Predistortion, 99, 743
Pre-envelopes, 618
Presymbol interference, 629
Primary input signal, 469, 472
Prime Factorization, 70
Primitive element, 272, 301, 316–318, 320
Principal diagonal, 66–67
Principal Nyquist frequency band, 748
Principal spectral lobe, 114
Probability density function (pdf), 28, 48, 634, 757
Probability function, 20–22, 766
Probability integral, 30, 138, 150–151, 173, 231, 241, 282, 491
Probability integral complement, 151, 231, 241, 266
Probability mass function (pmf), 21
Probability of correct signal detection, 422
Probability space, 24, 141
Probability state transition diagram, 26
Product, turbo product (TP) codes see channel coding
Propagation delay, 55–57, 413
Propagation factors, 654
Prototype filter, 111–112
Pseudo-Brewster angle, 53
Pseudo-closed loop (PCL), 413–414
Pseudo-noise (PN) sequence, 52, 270, 414, 486, 531 see also random number generation
Pseudo-noise (PN) spread-spectrum coding, 133, 643
Pseudo-open loop (POL), 413
Pseudo-random noise (PRN) codes (see channel coding)
sequences (binary, nonbinary), 270–273, 276
Pull-in range, 345, 358, 375, 409, 415, 450
Pull-in time, 387
Pull-out frequency, 380–381, 387–388
Pulse amplitude modulation (PAM) see modulations
Pulse code modulation (PCM) see modulations
Pulse combining, 755–756
Pulse compression (PC) modulation see modulations
Pulsed noise see jamming
Pulse position modulation (PPM) see modulations
Pulse repetition frequency (PRF), 507, 685, 756
Pulse repetition interval (PRI), 9, 485, 507, 762
Pulse-to-pulse fluctuations, 755
Punctured codes, 296, 328
Push-broom acquisition, 424
Q-ary symbols, 315, 317
Q channel, 2, 147, 159, 270, 352
Q-function, 150, 219, 231, 243, 548
Q-function (Marcum), 211, 217, 231–232, 764–765
Quadratic delay (cubic phase), 624, 627–629, 712
Quadratic equation (solutions), 57, 74
Quadratic phase function, 383, 743
Quadratic transformation, 68
Quadrature amplitude modulation (QAM) see modulations
Quadrature baseband sampling see sampling
Quadrature baseband signals, 99
Quadrature Gaussian random variables, 29
Quadrature integration, 550–553, 555, 582, 587
Chebyshev-Hermite polynomial, 551
Gauss, 550, 582
Laguerre-Gauss, 550–551, 587, 760
Legendre polynomial, 551
Quadrature integration using Chebyshev-Hermite polynomial, 551
Quadrature integration using Legendre polynomial, 551
Quadrature phase shift keying (QPSK) see modulations
Quadrature rail DC offset imbalance, 105
Quadrature rail gain and phase imbalance, 99
Quantization noise power (or variance), 83
Quasi bandpass filter, 247
Queueing line, 49
Queueing theory, 49
Radiated flux density per steradian, 564
Radiation efficiency see antennas
Radiation intensity (Brightness), 564
Radio line of sight, 650
Radix-2 FFT, 9–10, 41, 91, 421–422, 440, 716
Radome loss see antennas
Rain attenuation (exceedance percent-of-time), 572
Rain attenuation models, 571, 573
Rain height (effective), 571–572
Rain loss, 499, 523, 558, 571
Rain models, 571
Rain-rate, 572–573
Rain rate map, 572
Raised-cosine (phase shaping), 170, 175, 192–196
RAKE correlator, 646
Ramsey interleavers see interleavers
Random-bit mapping conversion, 253
Random chips, 35, 488
Random event, 20, 42, 544
Random (non-deterministic block) interleaver see interleavers
Random number generation
binary source data, 540
exponentially distributed, 544
Gaussian distributed, 541
lognormally distributed, 545
Poisson distributed, 544
pseudo noise (PN) sequence, 540
Rayleigh distributed, 543
Ricean distributed, 543
uniformly distributed, 540
Random processes, 1, 41–43, 400, 531, 541
Random scatter returns, 30
Random signal component, 637
Random variables and probability, 20–39
Range-delay detection, 54
Range delay error, 657
Range-delay estimation see estimation
Rate conversion see sampling
Rate conversion filter see filters
Rate conversion filter specifications see sampling
Rate-distortion function, 144
Rate-distortion theory, 143
Rate down-conversion (decimation) see sampling
Rate-matching, 284–285, 301–302, 312
Rate 1/3 PCCC (turbo code) performance see channel coding
Rate reduction (RR), 91, 107, 109, 114–115, 209, 237, 490
Rate up-conversion (interpolation) see sampling
Rational numbers, 341, 352
Ray bending see diffractive ray bending
Rayleigh distributed see random number generation
Rayleigh distribution see distributions
Rayleigh fading, 293, 298, 543, 634, 640–641, 677, 699, 707, 709, 720, 722–727, 729, 755, 761–764 See also Interleaving
DCBPSK (see modulations)
DCQPSK (see modulations)
DEBPSK (see modulations)
M-ary FSK (or MFSK) (NC detection) see modulations
Reed-Solomon Viterbi (RSV) (see channel coding)
Rayleigh fading multipath, 640
Rayleigh fading regime (scintillation), 707
Rayleigh-Jeans approximation, 564
Rayleigh power distribution see distributions
Rayleigh scintillation, 706, 709, 715–720
Real number, 20
Real random process, 42
Receiver antenna loss, 558
Receiver degradation with matched filter quantization, 150
Receiver operating characteristic (ROC), 757–758
Receiver signal-to-noise ratio, 47, 670, 720
Receiver system temperature, 565, 568
Rectangular decision matrix, 234
Rectangular (or rect(t/τ₀)) window see windows
Recursive encoders, 302, 306
Recursive least-squares (RLS) (algorithm) see adaptive processing
Recursive systematic convolutional (RSC) constituent codes, 299
Redundant phase states, 339
Reed-Solomon (RS) code see channel coding
Reed-Solomon Viterbi (RSV) coding see channel coding; Rayleigh fading
Reference input, 418, 469, 472, 477
Reflected wave, 652
Reflection coefficient (ρ), 584, 652–654, 737, 739
Reflection region, 652
Reflector surface and feed efficiency see antennas
Refractive bending, 657, 699
Refractive index, 649, 656–658, 699, 704–705, 707, 712–713
Rejection probability, 536–537
Reliability and confidence see Longley-Rice
Reliability input, 304, 307
Remez algorithm, 111
Repeat message intervals, 716
Repeat request, 2, 35, 55, 273, 431, 634, 721
Repetition coding see channel coding
Responsivity see photomultiplier tube
Rest-points, 232, 234–236, 248, 277, 470
Return loss (mismatch loss), 584
Return strokes see Lightning strikes
Ricean cumulative distribution (cdf) see distributions
Ricean distributed see also Random number generation integrated distribution, 255
random variable, 639, 640
Ricean fading, 30, 636–639, 644
Ricean or Rice distribution see distributions
Ricean random variable generation, 543, 639–640
Ricean scintillation, 709
Right-and left-hand thumb rules, 575
Right-half-plane (rhp), 734
Right-hand circular polarization, 575–576, 653 see also antennas
Ripple attenuation (R.), 739
Risk minimization, 48, 135
Robust symbol modulations, 676, 721
Root-raised-cosine (RRC), 111, 154, 180, 416, 450, 453
Root-sum-square (RSS), 52
Round-off errors, 255, 381, 467
Row-column (block) interleaver see interleavers
Rule of thumb, 310, 416, 642
Run length properties (random sequences), 271
Rural see mobile radio propagation models
Rytov parameter, 707
Sample-and-hold (S/H), 64, 488–489
Sampled Population, 2, 70
Sampled waveforms, 10, 93, 547
Sample rate conversion, 106–108, 416
Sampling
aliasing distortion, 88, 93, 107, 409, 544, 669, 683
amplitude resolution, 99
asymmetrical sampling, 58
average sampling, 88–90
bandpass sampling, 81, 92–97, 209, 623
baseband sampling, 92
decimation (down-conversion), 109
discrete-time sampling, 8, 41, 57, 81, 87–91, 99, 367, 381, 585, 751
exact sampling, 88–91
exact sampling with finite window, 91
frequency domain sampling, 10
frequency selection, 10, 134, 546, 721
half-band sampling, 181
Hilbert transform sampling, 81, 95
ideal sampling, 87–89, 91
interpolation (up-conversion), 109
least significant bit (LSB), 83, 85, 269, 274, 284, 289, 292–293, 310, 312, 320, 352, 366
minimum and maximum sampling frequency, 95
most significant bit (MSB), 82, 180, 284–285, 293, 303, 366, 407
non-ideal time-domain sampling, 88
Nyquist sampling frequency (criteria), 50, 60, 87, 110, 185, 547, 593, 623, 672, 719–720
optimum matched filter sampling, 163
oversampling, 91, 94, 112, 116–117, 417
quadrature baseband sampling, 44, 82, 92, 99, 117, 396, 548
rate conversion filter specification, 110–112, 449
rate conversion sampling, 106–107, 113, 416, 547, 683, 720, 735
rate down-conversion (decimation), 107–109
rate up-conversion (interpolation), 99, 102–103, 107–110
Shannon’s sampling (theorem, theory), 10, 87–88, 91
sign-magnitude (amplitude sampling), 81, 83, 121–122
sub-carrier sampling, 81, 93–95
time interpolation, 107
uniform sampling, 83, 87, 381, 526, 677
up-converter imbalances, 100
Sampling see sampling
Satellite links, 179, 413, 703, 706
Satellite Orbit Analysis Program (SOAP), 606
Satellite orbit position estimation, 611
Satellite orbits
    elliptical orbit, 603–606, 610
    geostationary orbit (GEO), 611, 721
    geosynchronous orbit (GSO), 610, 721
    highly elliptical orbit (HEO), 611, 721
    low Earth orbit (LEO), 56, 583, 611, 654–655, 721
    medium Earth orbit (MEO), 611
    Molniya orbit, 611
Satellite orbit selection, 610–721
Satellite orbit simulation code, 612
Satellite system link budget, 956
Satellite viewing, 609, 612, 614, 665
Saturation level, 297
Saturation point, 585
Scallop loss (frequency), 57–58, 585
Scallop loss (SL) see antennas
Scallop sidelobe, 585
Schwarz inequality, 49
Scintillation index, 706–707
Scintillation loss, 583–584
Scintillation mitigation techniques, 721
Scintillation record
    sampling frequency, 719–720
    signal-to-noise ratio, 720
    verification, 720
Sea-state conditions, 676, 678–679, 683–684
Sea-state number, 676, 681
Second and fourth order moments (M2M4) estimation see estimation
Secondary wavelets see knife-edge diffraction
Second central moment, 24, 36
Second-order phase-lock loop, 223, 381–390
    acquisition, 388–389
    loss, 389–390
Selection diversity combining see diversity combining
Self-concatenated codes (SCCs) see channel coding
Self-information, 139–142
Self-recovering (blind) equalization see adaptive processing
Self-synchronizing (decoder, data randomizer), 276
Semi-major axis (ellipse), 603, 605–606, 612
Semi-random (JPL spread) interleaver see interleavers
Sequential decoding, 283, 299
Sequential filter (SF) see filters
Sequential test, 537–539
Serially concatenated convolutional codes (SCCCs) see channel coding
Serial MSK see modulations
Set partition, 363, 366, 368
Shadow region (blind spots), 656, 660–661
Shannon capacity curve, 228
Shannon’s capacity curve (power-limited region), 146, 251
Shannon’s capacity limit (or theorem), 144–145, 147, 253, 299, 302
Shannon’s error-free coding limit, 146, 254, 299
Shannon’s sampling (theorem, theory) see sampling
Shannon’s unconstrained maximum capacity, 143–145
Shaping loss see antennas
Shortened RS codes, 322
Side information, 507
Sidereal or Solar Day, 604–605
Sigmoid functions, 405–406, 409–410, 588
Signal acquisition, 6, 10, 41, 51, 107, 134, 360, 425, 446, 448–449, 456, 491
Signal amplitude quantization (overflow saturation, underflow rounding), 83, 121–122, 537
Signal constellation, 146, 234–236, 269, 363
Signal decorrelation, 642, 699, 707–710
Signal decorrelation time (τs), 699, 708–709
Signal delay (time) estimation, 51–53, 55, 60, 121
Signal dispersion, 633, 705
Signal fading, 419, 452, 706
Signal-plus-noise power, 82, 456, 501
Signal power estimation see Estimation
Signal presence detection, 23, 41, 414, 755
Signal processing losses, 87–121, 585
Signal reconstruction, 91–92
Signal refraction, 649
Signal-to-interference ratio, 19
Signal-to-noise ratio, 13, 30, 44
Signal-to-noise power, 82, 456, 501
Signal-to-variation ratio (SVR) estimation
Sin(x) function, definition, 7, 8
Sine integral, definition, 17
Single and multiple-pulse thresholds, 758–761
Single carrier per channel (SCPC), 21
Single-dwell, 491
Simplex, 21, 55
Simpson’s law, 656, 658
Soft-decision decoding, 362, 452
detection, 149, 512, 522
estimation, 157
Soft-decisions, 280, 511, 522
Soft-in soft-out (SISO) decoding module, 299, 302–309, 313
Soft limiter model, 590
Solar or Sidereal Day, 604–605
Solid angle, 564, 567, 569
Solid-state power amplifier (SSPA), 161, 557, 585, 588–589, 592–594
Source coding techniques, 261
Source entropy, 139, 141–143
Spatial correlation, 707, 716, 718
Spatial correlation parameter, 707
Spatial diversity see diversity combining
Spatial electric field strength, 716
Spatial frequency, 569, 715–717
Spatial sampling frequency, 716
Spectral containment (efficiency), 189, 192–195, 353
Spectral estimation, 14, 353
Spectral folding, 60
Spectral raised-cosine (SRC) window see windows
Spectral re-growth, 153, 158, 160, 175, 179, 183–186
Spectral root-raised-cosine shaping, 144 see also modulations
Spectral shaping (factor), 12, 63, 154, 200, 369
Spectral sidelobes, 8, 10, 60–61, 114, 154, 168, 174–176, 183, 185–188, 190, 196–197, 213, 236, 421–422, 544, 622, 683
Spectrum aliasing, 88, 95
Specular signal, 634–636
Specular-to-random signal power ratio, 637
Spherical Earth, 571, 609, 654, 658, 727
Spillover efficiency see antennas
Spillover loss see antennas
S-plane, 380–381, 391–392, 625, 733–734, 748–752
transfer function, 749
Split-symbol moments estimation (SSME) see estimation
Spot beam radiation patterns see antennas
Spread spectrum (SS) see also modulations
signal detection, 755
Squared Euclidean distance (,), 343, 348
Squared signal-to-noise variance (SNV) estimation see estimation
Square-law detector, 216–217, 254, 503, 757–758, 764
Square-law envelope detector, 214, 216
Squaring loss, 406–408, 532, 551–553
SRRC-BPSK see modulations
SRRC-QPSK see modulations
\( \Omega \) scintillation index, 706
Standard atmosphere, 657–659
Standard deviation (sampled population), 2, 70
Standard frequency functions (dupăt) (CPM), 340
Standard noise power, 559
Standard temperature, 559–560, 657
Standing wave ratio, 584
Starting edge (trellis), 306
Start-of-message (SOM) estimation see estimation
State metric quantization, 201
State transition diagram, 26
State vectors, 287
Stationarity, 42–43, 464, 466, 471
Statistical (fixed) equalizers, 627
Statistical independence, 25–26, 510
Step-size parameter, 112, 466–467
Stochastic processes, 6, 20, 40–42, 69, 640, 681
Stopband attenuation (\( A_{sb} \)), 92, 112, 737–739, 748, 752
Stopband frequency (\( \Omega_s \)), 112, 737–739, 742
Strict-sense stationary, 471
Sub-carrier sampling see sampling
Subgenerators, 284, 286, 289–293, 295–296, 309–310
Suburban see mobile radio propagation models
Sufficient statistic, 46–47, 136, 306
Summation of independently distributed random variables, 35
Sun’s noise power, 565
Sun’s noise temperature (dependence on frequency), 565, 568
Superbaud timing, 358
Suppressed carrier modulation see modulations
Surface conductivity, 523, 662–663
Surviving metrics, 289
Swerling’s Case 0 (Constant signal in Gaussian Noise), 755, 758–761
Swerling’s Case 1 (scan-to-scan slow Rayleigh fading), 755, 758, 761–762, 764
Swerling’s Case 2 (pulse-to-pulse fast Rayleigh fading), 755, 761–762
Swerling’s Case 3 (scan-to-scan slow chi-square fading), 755
Swerling’s Case 4 (pulse-to-pulse fast chi-square fading), 755
Symbol alphabets, 325, 340, 346
Symbol dispersion, 649
Symbol energy loss, 55, 107
Symbol erasures (RS decoding), 319
Symbol frequency error estimation see estimation
Symbol rate estimation see estimation
Symbol shaping function, 4, 58, 171, 176–177, 180, 183, 196, 236, 454
Symbol spaced equalizer (SSE) see adaptive processing
Symbol-spaced linear equalizer see adaptive processing
Symbol synchronization segment, 415, 432, 438
Symbol time error estimation see estimation
Symbol timing adjustment, 117, 361
Symbol timing estimation see estimation
Symbol tracking, 60, 91, 99, 107, 134, 158, 191, 351, 358–362, 432, 435, 450, 454, 495, 497, 597
Symmetry property see filters
Synchronization slot, 685–686, 689
Synchronous and asynchronous data randomizers, 276–277
Synchronously tuned filters (PLL) see filters
Systematic code(s), 273, 274, 284–285
Systematic cyclic codes, 273
System clock(s), 413–414, 423, 450, 452, 489, 494, 496–497
System error probability, 136
System noise figure, 559–562, 565–568
System noise temperature, 565, 567, 596
System nonlinearities, 557
System oscillator, 106, 413–414, 448
System performance specification(s), 1, 41, 557, 560

TACSAT (tactical satellite), 701

tuned frequency modulation (TFM) see modulations
Tapped delay line (TDL) filter see filters
Tap weight convergence, 469, 479
Target filter, 752
Tau-dither loop, 492
Taylor series, 629, 713, 736
T-1-Carrier System, 265
Temporal combining see diversity combining
Temporal raised-cosine window (TRC) see windows
Terminal velocity, 658, 709
Termination state (trellis), 305–307, 354, 356–357, 366, 386–388
Termination state (trellis) see channel coding
Test statistic, 136–137
Thermal noise see photomultiplier tube
Thermal noise floor (receiver), 562
Third-order phase lock loop, 390–395
Threshold closed-loop transfer function, 391
Threshold factor, 422–424
Throughput delay (latency), 44, 278, 285, 289, 294, 415, 431
Tikhonov phase distribution see distributions
Tilt-angle see antennas
Time after blast (TAB), 703–704, 707
Time and location availability see Longley-Rice
Time-bandwidth product (PLP), 51, 65, 112, 174, 360, 390, 414, 486, 552, 582, 674–675
Time between stokes see lightning strikes
Time delay variations, 699
Time division multiple access (TDMA), 414, 416
Time division multiplex (TDM), 590
Time-domain symbol shaping, 153
Time hopping spread-spectrum (THSS) see modulations
Time interpolation see sampling
Time invariant, 627
Time-invariant linear channels, 19, 464, 617–630
Time-of-arrival (TOA), 487
Time precorrection, 413
Time-varying channels (fading), 467, 622, 641, 703
Time-varying inhomogeneous medium, 703
Time-varying multipath, 643, 663
Total electron content (TEC or NT), 699, 702–704, 707, 712, 714–715, 764
Total-energy radiometer, 501–503
Total-error probability, 138, 241
Total probability law, 24, 136, 140, 232, 397
Total-to-average power ratio, 177
Trace-back (trellis decoding), 289
Training sequence, 463, 472, 474, 480–481, 646
Transient behavior, 467
Transition bandwidth, 88, 93–94, 110–112, 184, 440, 737, 748, 752
Transition probability, 47, 140, 144, 150
Transmission efficiency, 55–57
Transmission security (TRANSEC), 486
Transmitter antenna, 584, 655–656
Transmitter symbol span, 200
Transparent convolutional codes, 289
Transversal filter (TF) see filters
Traveling wave tube (TWT), 358, 361, 586, 588
Traveling wave tube amplifier (TWTA), 161, 368–369, 557, 585–587, 588–592
Trellis coded modulation (TCM) see modulations
Trellis flushing, 287
Trellis state decoder, 243
Triangle inequality, 73
Triangular weighted aperture see antennas
Trigonometric functions, 3, 6, 43
Trigonometric identities, 72
Tri-level code, 263
Tri-Tone band, 462
Troposphere, 649
Tropospheric refraction, 658, 659
Truncation errors, 381
Turbo code (TC) see channel coding
Turbo decoder input, 46
Turbo interleaver see interleavers
Turbo-like codes, 144, 261, 277, 296, 299, 301–303
Two-dimensional CFAR, 449
Two parameter censored CFAR threshold, 422
Two-sided noise bandwidth, 95
Two-tone intermodulation noise, 593
Type I error (error of the first kind), 491
Type II error (error of the second kind), 537

Unbalanced QPSK (UQPSK) see modulations
Unbiased estimate see estimation
Unconditionally stable, 380–381, 392
Uncorrelated random variables, 24–25
Underdamped, 467
Undetected-error probability, 274–276
Uniform aperture weighting see antennas
Uniform distribution see distributions
Uniformly distributed see also Random number generation
Uniformly distributed see also Random number generation phase, 28, 30, 34, 542, 669, 712
random variables, 32, 540
Uniform phase pdf see distributions
Uniform sampling see sampling
Unimodal function, 49
Union bound, 294, 521, 692
Unipolar non-return to zero (NRZ) (NRZ-L, M, S) (PCM) see modulations
Unipolar return to Zero (RZ) (PCM) see channel coding
Unipolar-to-bipolar mapping, 288
Unit circle, 363, 733–734, 748, 750–751
Unit delay operator, 273, 364, 749
Unit gain response, 82–83, 114, 360, 392, 451–452, 488, 518, 570, 591, 708, 747, 750
Unit pulse (input), 115, 283, 743
Unit sample delay, 273, 300, 321, 364, 465, 749
Unit-step function, 22, 393, 518, 751
Unknown parameters, 47–48, 481–482, 580
Up-converter imbalances see sampling
Upper bound, 149, 155, 180, 257, 293, 343–344, 483, 509, 521–522, 533–534, 538, 726
Upper bound performance DS-BPSK see jamming
Upper bound performance FH-MFSK see jamming
Urban see mobile radio propagation models
Varying step-sizes, 467
Vector channel, 137
Vector operations, 2, 67
Vectors, definition and types, 67
Vector transpose (column), 68, 292
Vernal Equinox (First Point of Aries), 604, 606, 608
Vertical eye opening, 243
Vertical polarization (VP), 653 see also antennas
Very low frequency (VLF), 2, 134, 219, 345, 624–625, 676, 692
Viterbi decoding algorithm, 283, 287, 289, 307, 310
Voice-coding algorithm, 133
Voltage controlled amplifier, 417
Voltage controlled oscillator (VCO), 163–164, 375–376, 391, 398–400, 417
Voltage reflection coefficient, 584
Voltage standing wave ratio, 584
Voltage transfer function, 82–83, 588
Wagner coding see channel coding
Walsh codes (or Hadamard sequences) see channel coding
Wave energy, 562, 677–679
Waveform acquisition, 2, 40, 106, 345, 358, 375, 389, 413–452, 486, 496, 559, 669, 688, 755
Waveform equalization, 643
Waveform identification, 470, 486, 643
Wave height energy density spectrum (EDS), 677–680
Wave reflection, 652, 656
Weak scintillation, 707
Weak stationarity, 42, 69
Weibull distribution see distributions
Weight error, 479
Weight precision, 467
Welch-Costas interleaver see interleavers
Welch’s method (spectral estimation using modified periodograms), 15, 353
Wide-sense stationary (WSS), 42–43, 471
Wiener estimation filter see filters
Wiener filter criterion, 388, 390
Wiener FIR adaptive filter see filters
Wiener-Khinchin theorem, 43
Willard codes see channel coding
Windows
Bartlett (triangular), 58–61
Blackman, 58–59, 63–64
Blackman-Harris, 58–59, 64, 168
cosine, 58, 61–62, 159, 354, 593
cosine (k = 1), 61–62
cosine (k = 3 and 4), 62
cosine-squared (Hanning) (k = 2), 62, 188, 423–425
Hamming, 58–59, 65, 752
Kaiser (or Kaiser-Bessel), 65–66, 111–113, 129
rectangular (or rect(Tw)), 57, 60–61, 197–198, 422–424, 593
spectral raised-cosine (SRC), 53–54, 63, 176
temporal raised-cosine (TRC), 62–63, 196–197
Wind velocity, 676, 678
Wind waves, 676, 682
Wireless communications, 463, 627, 642
Wireline channels, 617
Wireline telephone networks, 463
Wittwer’s model ionosphere, 702
Woodward’s repetition function, 438
Worst-case ranges (\(\tau_o\) and \(f_o\)), 709
Zero-forcing equalizer see adaptive processing
Zero-lag correlation, 41, 83, 490
Zero locations, 391, 393, 733, 737, 739, 742, 748–750
Zero-mean Gaussian pdf, 36, 253
Zero-mean Gaussian phase pdf, 31
Zero-order modified Bessel function, 30, 351
Zero padding, 121, 422–425, 441
Zonal bandpass filter see filters
Zonal filter see filters
Z-plane, 381, 748–752
Z-plane transfer function, 113, 748–749
Z-transform, 381, 748