Index

Note to the Reader: Throughout this index boldfaced page numbers indicate primary discussions of a topic. Italicized page numbers indicate illustrations.

1U rack mount servers, 4, 7, 25, 32
10 Gbps NICs, 275
10/100/1000 Mbps NICs, 275
110V voltage, 31
120V voltage, 31
208V voltage, 31
220V voltage, 31
277V voltage, 31
2N redundancy, 32
2U rack mount servers, 4, 25, 32
3U rack mount servers, 4
480V voltage, 31
48V voltage, 31
4U rack mount servers, 4, 5, 32
568A/568B wiring standards, 279–280, 280
802.1ax-2008 standard, 269
802.1q standard, 234
802.1x standard, 226–227
802.3ad standard, 269

AMD-V (AMD Virtualization), 78
amperage, 29–30, 31
anomaly-based intrusions, 189
answer files, 64
anti-malware software, 190, 404
antistatic bags, 206
mats, 208, 208
wrist straps, 207, 207
APIPA (Automatic Private IP Addressing), 258, 367
application servers, 94, 95, 163
application-level proxy, 224
applications compatibility lists, 103
disabling, 188
hardening, 188
installing, 60
shutdown, 119–120
updates, 102
architecture diagrams, 125–126, 126
archives, 164
ARM processors, 15
array controllers, 171–172
array rebuild, 422
array-based replication, 295–296
asset management, 123
inventory, 124–125
labeling, 123
licensing, 123
life-cycle management, 124
warranty information, 123
authentication
IEEE 802.1x standard, 226–227
multifactor, 180–181
mutual, 232
protocols, 229–230

A

AAA service, 230
access control lists (ACLs), 235–236
groups, 236–237
resources, 237–240
users, 236
access lists, 183–184
active/active clusters, 120, 121
active/passive clusters, 120–121, 121
Add Roles And Features Wizard, 60
administrative rights, 239–240
Administrator account, 236
AH (Authentication Header), 232
air flow, 34, 119, 212–214
allow permissions, 243
Authentication Header (AH), 232
authorization, 226–227
auto duplexing, 274
Auto-MDI-X, 280
auto-MDIX network cards, 22
Automatic Private IP Addressing (APIPA), 258, 367

biometrics, 181, 183
BIOS (Basic Input/Output System), 26–27
BIOS Setup, 27
disabling USB ports, 192, 193
disabling Wake on LAN, 195, 195
flashing, 28
incompatible, 329–330
power-on self-test (POST), 333–334
setting password, 194
bit rates, of buses, 19
BitLocker, 244
blackouts, 332
blade servers, 7–10
blade fillers, 10, 10
capsules, 8–10
canopy, 9
power connector, 9
power consumption, 32
riser cards, 25
blanking panels, 214, 214
Blue Screen of Death (BSOD), 336
Blue Screen of Death (BSOD), 336
boot
BIOS password, changing, 194
order, changing, 195, 195–196, 196
BOOTP (Bootstrap Protocol), 258
bridging, 82
brownouts, 332
BSOD (Blue Screen of Death), 336
burned-in addresses (BIAs), 267
buses
bit rate differences, 19
height differences, 19
PCI (Peripheral Component Interconnect), 19–20, 20, 21
PCI-X (PCI-eXtended), 20, 21
PCIe (PCI Express), 20, 21
width, 145
business continuity plan (BCP), 298
business impact analysis (BIA), 298
bypass cabinet, 200
C

CA (certificate authority), 231

cabinets, locking, 184, 185

cable management arms, 5, 5

cabling
  bend radius, 287
  cable channels, 285, 285
  cable ties, 288, 288
  cable trays, 285–286, 286
  connectors, 282–284
  copper, 278–281
  fiber-optic, 281–282
  labeling, 286–287
  patch cables, 279–281
placement and routing, 285–286

twisted pair
  bend radius, 287
  CAT5, 281
  CAT5e, 281
  CAT6, 281
  connectors, 282, 284, 284
interference, 279
  STP (shielded twisted pair), 279
  T568A, T568B wiring standards, 279–280, 280
  UTP (unshielded twisted pair), 279

Cach
  battery failure, 424
  failure, 417–418
  write-back cache, 424–425

cache on a stick (COAST), 13

capacity planning, 160–164, 203–204

capacity, of disks, 145

CAS latency values, 18

CAT5 cabling, 281

CAT5e cabling, 281

CAT6 cabling, 281

categories, of cables, 279

CCTV (closed-circuit television) systems, 184
certificate authority (CA), 231
certificates of destruction, 246–247

change management, 101
change management policies, 128
channels, cable, 285, 285
chassis locks, 196
checksums, 402
chip creek, 323
chkdsk command, 423
CHS (cylinders/heads/sectors), 23, 23
CIA (confidentiality, integrity, and availability), 180

CIDR (Classless Interdomain Routing), 257

Cipher utility, 402
circuit-level proxy, 224
classful subnetting, 257

Classless Interdomain Routing (CIDR), 257
classless routing, 257
classless subnetting, 257
click of death, 326
clock ticks, 14
closed-circuit television (CCTV) systems, 184

clustering, 120–121

CMOS (complementary metal oxide semiconductor), 27
CMOS battery, 27, 27–28
CMOS Setup program, 27

COAST (cache on a stick), 13
cold pluggable devices, 146
cold sites, 295
cold spares, 171

command-line interfaces, 72–73

Compact Flash, 144
compact component store folder, 161
compressed air, 119, 331–332, 334
compression, 160

connectors
  blade power connectors, 9
cable, 282–284
loose, 419

PCI-X, 20
twist-locking, 33, 33
containers, 75
continuity of operations, 297–298
controllers
  failure, 419
  RAID, 26, 26
cooling
  airflow, 34, 119, 212–214
  baffles, 35, 35
  fans, 34, 35–36, 36
  liquid cooling, 36–37, 37
  shrouds, 35
  thermal dissipation, 34, 34
copper cabling, 278–281
copy backups, 299
copy-on-write backups, 300
cores, 13
corrupted
data, 415–416
files, 344
CPU (central processing unit), 11
  architecture, 15
  cache levels, 13
  CPU time, 14
  failure, 324
  replacing, 15–16
server socket types, 11–13
speeds, 13–14
stepping levels, 14
utilization, 105–106
  application servers, 94
  database servers, 96
  DHCP servers, 99
  directory services servers, 96
  DNS servers, 100
  file servers, 97
  mail servers, 98
  messaging servers, 98
  print servers, 97
  RRAS servers, 99
  web servers, 94
critical power, 204
crossover cables, 279–280
crosstalk, 279
cylinders/heads/sectors (CHS), 23, 23

D
DAS (direct attached storage), 136
data at rest, 243
data corruption, 415–416
“data not available” message, 413
Data_Bus_Error message, 323
database servers, 96
datacenter floor load limitations, 211
dataflow diagrams, 126, 127
DDR2/DDR3 memory, 12–13, 19
default gateway, 256, 258
  misconfigured, 377
defragmentation tools, 354
degaussing, 124, 246
deluge fire suppression systems, 209
demilitarized zone (DMZ), 234–235
deny permissions, 243
device drivers. See drivers
Device Manager
  disabling network adapters, 193–194
  disabling ports, 192, 192
  setting duplexing, 274
DHCP (Dynamic Host Configuration Protocol), 99, 258–259
  failures, 382–383
  port number, 278
  relay agent, 258–259, 259
differencing disks, 80–81
differential backups, 299–300
digital certificates, 230–231
DIMMs (dual inline memory modules), 17
direct access VM connections, 82
direct attached storage (DAS), 136
directory services servers, 95–96
disable by default policy, 187
disabling
  applications, 188
  network adapter, Windows Server 2012 R2, 193–194
  ports, 192–193
  services, 58, 59–60, 187
  SSID broadcast, 371
  WOL (Wake on LAN), 195
disaster recovery
  backup site types, 294–295
  disaster recovery plan (DRP), 297–298
  continuity of operations, 297–298
  replication methods, 295–296
disk duplexing, 168
disk IOPS (Input/Output Operations per Second), 107
Disk Management utility, 354–359, 428–435
disk mirroring (RAID 1), 50, 165, 165
disk quotas, 159–160
disk striping (RAID 0), 49, 165, 165
disk utilization, 107–108
  application servers, 94
  database servers, 96
  DHCP servers, 99
directory services servers, 95–96
DNS servers, 100
file servers, 97
mail servers, 98
messaging servers, 98
print servers, 97
RRAS servers, 99
web servers, 94
disk-level encryption, 234
disk-to-disk replication, 295–296
Diskpart utility, 356, 357, 359, 426–427
disposal stage, life-cycle management, 124
distribution lists, 240
dm-crypt, 244
DMZ (demilitarized zone), 234–235
DNA scanners, 183
DNS (Domain Name Service), 100, 259
  failures, 382–383
  FQDNs (fully qualified domain names), 260
  port, 278
  suffix search lists, 260–264
  unqualified hostnames, 260
documentation, 125
  architecture diagrams, 125–126, 126
  business continuity plans, 298
  business impact analysis, 298
change management policies, 128
dataflow diagrams, 126, 127
disaster recovery plans, 297–298
network diagrams, 125
performance baselines, 127
recovery, 127
server configuration, 128–129
service manuals, 125
SLAs (service level agreements), 128
storage considerations, 129
do double tagging, 234
downtime, 104
“drive not available” message, 414
drivers
  installing, 60
  troubleshooting, 338
  updates, 102–103
DRP (disaster recovery plan), 297–298
dry pipe fire suppression systems, 209, 209
DTP (Dynamic Trunking Protocol), 233–234
dual inline memory modules (DIMMs), 17
dual-channel RAM, 18
dual-homed firewalls, 224
dumbing down arrays, 170
duplexing, 274
dust, 119, 331–332
dynamic RAM, 17
Dynamic Trunking Protocol (DTP), 233–234

E

eavesdropping, 400
ECC (error correction code) memory, 16
Edison plugs, 33, 33
EEPROM (Electrically Erasable Programmable Read-Only Memory), 27, 28
electromagnetic interference, 279
email failure, 374
EMI (electromagnetic interference), 279
enabling services, 58
Encapsulating Payload (ESP), 232
enclosures, blade, 8, 8–10
encryption
   PKI (public key infrastructure), 230–231
   SSK/TLS, 231–232
   storage encryption, 243–244
   VPN connections, 232
end of life stage, life-cycle management, 124
endpoint security, 189–190
environmental controls
   HVAC system, 211–215
      power concepts/best practices, 197–205
      safety procedures, 206–211
error codes, 109–110
ESD (electrostatic discharge), 206–208
ESD mats, 208, 208
ESD straps, 207, 207
ESP (Encapsulating Payload), 232
EUI-64 MAC address format, 267–268
  event subscriptions, 108
  Event Viewer, 349–351
  expansion slots, 19–21
  ext2/ext3/ext4 filesystems, 52–53
  Extended TACACS (XTACACS), 230
  extending partitions, 357

F
fabric switches, 139
false negatives, 395
false positives, 395
fans, 34, 35–36, 36
   replacing, 112–113
FAT32 filesystem, 53
fault tolerance, 120, 120–122
   clustering, 120–121
   load balancing, 121–122
RAID. See RAID
FCoE (Fibre Channel over Ethernet), 141, 142
fdisk command, 427–428, 428
features, installing, 60
fiber-optic cables, 281–282
   bend radius, 287
Fibre Channel, 138, 139
   fabric switches, 139
   FCoE (Fibre Channel over Ethernet), 141–142
   host bus adapters, 139
   LUN masking, 139–140
   tape library connections, 143
Fibre Channel over Ethernet (FCoE), 141, 142
FIFO (first in, first out) backup rotation
   scheme, 306
file servers, 96–97
   capacity planning, 163–164
File Transfer Protocol (FTP), 276
File Transfer Protocol over TLS/SSL
   (FTPS), 278
file-level encryption, 234
files
   archives, 164
   corrupted, 344
   slow access, 412
   swap files, 54
   temporary directories, 162–163
filesystems, 52–54
   permissions, 240–243
FileZilla, 276
filler panels, 213, 213–214
fingerprints, 181, 183
fire suppression, 208–209
firewalls
   host-based, 225–226
   network-based, 222–225
   troubleshooting, 380–382
firmware updates, 28, 29, 46, 102
flash memory, 144
flashing the BIOS, 28, 329
floor load limitations, 211
FM-200 fire suppression system, 209
form factors, 3
   blade servers, 7–10
rack mount servers, 3–6
tower servers, 6, 6–7, 7
FQDNs (fully qualified domain names), 260–264
fragmentation, 347
fseck command, 415–416
fstab file, 422
FTP (File Transfer Protocol), 276
FTPS (File Transfer Protocol over TLS/SSL), 278
full backups, 299
Full Control permission, 241, 242
full duplexing, 274
fully qualified domain names (FQDNs), 260–264

G
GFS (grandfather/father/son) backup rotation scheme, 306, 307
GHz (gigahertz), 13
gigabyte, 159
gigahertz (GHz), 13
gigatransfers per second (GT/s), 13
grounding, 208
group accounts, 236–237
GRUB bootloader, 337–338, 421–422
GT/s (gigatransfers per second), 13
Guest account, 236
guest operating systems, 73, 74
hypervisors, 74–76
resource allocation, 78–85

H
half duplexing, 274
Halon gas, 209
hard drives, 22
  failure, 419
  hot-swappable, 24
  hybrid, 24–25, 25
  magnetic, 22–24
  mounting, 430
  replacing, 113–114
  SSDs (solid-state drives), 14, 144
  status, 429–430
  troubleshooting, 325–327
hard reboots, 120
hard wipes, 245
hardware
  compatibility lists, 103
  hardening, 192–196
  local administration, 66–68
  maintenance, 108
    preventative, 119
    replacing failed component, 112–119
    shutdown procedures, 119–120
    system health indicators, 109–111
  network-based administration, 69–71
  troubleshooting
    boot sequence, 324
    causes of common problems, 328–331
    CPUs, 324
    environmental issues, 331–333
    expansion cards, 324–325
    hard drives, 325–327
    I/O errors, 327–328
    memory failure, 323
    on-board components, 323
    overheating, 323
    POST, 322
    power supply, 327
    tools, 333–334
hardware RAID, 167–169
hash values, 231
HBAs (host bus adapters), 139, 139, 419
heartbeat connections, 122, 122
HIDS (host-based intrusion detection system), 189
high availability, 120–122
horizontal cable management trays, 286
host bus adapters (HBAs), 139, 139, 419
host-based firewalls, 225–226
host-based intrusion detection system (HIDS), 189
host-based replication, 296–297
hostnames, 259
hosts, 73, 74
  administration consoles, 68
  hardware compatibility, 77–78
  hypervisors, 74–76
  resource allocation, 78–85
  unknown, 377
Hosts file, misconfigured, 383
hot aisle containment (HAC), 214, 215
hot sites, 294–295
hot spares, 171
hot-swap disks, 146
hot-swappable components, 29
hot-swappable drives, 24
HTTP (Hypertext Transfer Protocol), 277
HTTPS (Hypertext Transfer Protocol over SSL), 277
humidity, 211–212, 322
HVAC (heating, ventilation, and air conditioning) systems, 211
  airflow, 212–214
  hot aisle/cold aisle arrangement, 214–215
  humidity, 211–212
hybrid drives, 24–25, 25
hybrid hypervisors, 75–76
Hypertext Transfer Protocol (HTTP), 277
Hypertext Transfer Protocol over SSL (HTTPS), 277
hypervisors, 73, 74–76

I

I/O errors, 327–328
ID cards, 182–183
iDRAC, 70, 70, 71
IDS (intrusion detection systems), 189, 229, 395
IEEE
  802.1ax-2008 standard, 269
  802.1q standard, 234
  802.1x standard, 226–227
  802.3ad standard, 269
ifconfig command, 386, 387
IKE (Internet Key Exchange), 233
iLO (Integrated Lights-Out), 70, 70
IMAP (Internet Message Access Protocol), 277
impact analysis, 104
inactive services, 394
incremental backups, 299
initializing disks, 356–357, 430–431
Input/Output Operations per Second (IOPS), 107, 145–146
installing
  applications, 60
drivers, 60
operating systems, 45
  BIOS/UEFI configuration, 46–49
disk preparation, 49–54
  enabling services, 58–60
  features and roles, installing, 60
  firmware updates, 46
  hostname configuration, 54–55
  joining domains/directories, 56–57
  local account setup, 55–56
  network connections, 56
  performance baseline, 60–63
  security concerns, 57–58
  server roles, determining, 45–46
  unattended/remote installations, 63–65
rail kits, 6
integrated components, 323
Integrated Lights-Out (iLO), 70, 70
Intel Virtual Technology, 78
Internet Key Exchange (IKE), 233
Internet Message Access Protocol (IMAP), 277
Internet Protocol Security (IPSec), 232–233
intrusion detection systems (IDS), 189, 229, 395
inventories, 124–125
IOPS (Input/Output Operations per Second), 107, 145–146
IP addressing
CIDR (Classless Interdomain Routing), 257
conflicts, 369–370
DHCP (Dynamic Host Configuration Protocol), 258–259
DNS (Domain Name Service), 260–264, 278
IPv4 vs. IPv6, 255–256
NAT (Network Address Translation), 82, 267
NetBIOS, 265
PAT (Port Address Translation), 267
private addresses, 256, 257–258, 267
public addresses, 255, 257, 267
static, 258
subnetting, 256–257
WINS (Windows Internet Name Service), 265–267
ipchains package, 225
ipconfig command, 386
IPSec (Internet Protocol Security), 232–233
iptables firewall, 225
IPv4, 255–256
misconfigurations, 383–384
IPv6, 255–256
EUI-64 MAC address format, 267–268
link local addresses, 258, 367
misconfigurations, 383–384
iSCSI, 140–141, 141, 142, 143

J–K
JBOD (just a bunch of disks), 142
key fobs, 182
keypads, 183
kilobyte, 159
KVM (keyboard, video, and mouse)
switches, 66, 67, 69, 69

L
L1/L2/L3 caches, 13
labeling
backup media, 306
bottles, 286–287
LACP (Link Aggregation Control Protocol), 269
latency, 18, 23–24, 146
LC (local connector), 283
LCD messages, 110–111
LDAP (Lightweight Directory Access Protocol), 229–230, 278
least privilege principle, 237
LEDs, 109, 110, 413
licenses, software, 123
life-cycle management, 124
lifting techniques, 210
Lightweight Directory Access Protocol (LDAP), 229–230, 278
linear access backup media, 304–305
Linear Tape File System (LTFS), 143
Linear Tape Open (LTO) standard, 143, 244
Link Aggregation Control Protocol (LACP), 269
link local address, IPv6, 258, 367
liquid cooling, 36–37, 37
List Folder Contents permission, 241
load balancing, 121–122
heartbeat connections, 122, 122
round robin allocation system, 122, 122
local connector (LC), 283
locking NEMA devices, 33
locks
cabinet locks, 184, 185
cabinet locks, 186
rack mount locks, 185, 185
server locks, 185–186, 186
log files, 161–162
system logs, 348–351, 436–437
log forwarding, 108, 109
log monitoring, 108
LTFS (Linear Tape File System), 143
LTO (Linear Tape Open) standard, 143, 244
LUN masking, 139–140

M
MAC (Media Access Control) addresses, 267–269, 268
MAC-48 format, 267
magnetic hard drives, 22–24
mail servers, 98
maintenance bypass (MBP), 204
malware, 190, 404
management modules, blade enclosures, 9, 10
mantraps, 181, 181
MBP (maintenance bypass), 204
MBSA (Microsoft Baseline Security Analyzer), 190, 191
mean time to repair (MTTR), 105
Media Access Control (MAC) addresses, 267–269, 268
“media test failure” messages, 418
megabyte, 159
megahertz (MHz), 13
memory. See also RAM
  bandwidth, 19
  cache levels, 13
  failure, 323
  firmware. See firmware
  flash memory, 144
  leaks, 336
  RAID cards, 171
memory utilization, 106
  application servers, 94
  database servers, 96
  DHCP servers, 99
  directory services servers, 96
  DNS servers, 100
  file servers, 97
  mail servers, 97
  messaging servers, 98
  print servers, 97
  RRAS servers, 99
  web servers, 94
  messaging servers, 98
  MHz (megahertz), 13
Microsoft Baseline Security Analyzer (MBSA), 190, 191
midplanes, 8, 8
Modify permission, 241
mount command, 388, 437
mounting hard drives, 430
MTTR (mean time to repair), 105
multifactor authentication, 180–181
multimeters, 333
multimode fiber-optic cable, 281
multiple-barrier systems, 184
multiple-core processors, 11
multiplier, 14
mutual authentication, 232

N
N+1 redundancy, 32
NAC (Network Access Control), 227–228
NAP (Network Access Protection), 227, 228
NAS (network-attached storage), 136–137
NAT (Network Address Translation), 82, 267
NBT (NetBIOS over TCP/IP) protocol, 265
nbtstat command, 390
NEMA plugs, 33
Nessus vulnerability scanner, 191, 191
net command, 388
net use command, 388, 437
NetBIOS (Network Basic Input/Output System), 265
NetBIOS over TCP/IP (NBT) protocol, 265
netstat command, 391
Network Access Control (NAC), 227–228
Network Address Protection (NAP), 227, 228
Network Address Translation (NAT), 82, 267
Network Admission Control, 227
Network Basic Input/Output System (NetBIOS), 265
network diagrams, 125
network interface cards (NICs), 21–22
duplexing, 274
misconfigured, 382
speeds, 274–275
teaming, 269–273
Network Mapper, 399–400, 400
network modules, blade enclosures, 9
network services servers, 99–100
Network Time Protocol (NTP), 100, 277
network-attached storage (NAS), 136–137
network-based firewalls, 222–225
network-based IDS (NIDS), 229, 395
network-based intrusion detection systems, 189
network-based replication, 297
networking
access control, 226–228
cabling. See cabling
IP addressing
CIDR (Classless Interdomain Routing), 257
conflicts, 369–370
DHCP (Dynamic Host Configuration Protocol), 258–259
DNS (Domain Name Service), 260–264, 278
IPv4 vs. IPv6, 255–256
NAT (Network Address Translation), 82, 267
NetBIOS, 265
PAT (Port Address Translation), 267
private addresses, 256, 257–258, 267
public addresses, 255, 257, 267
static, 258
subnetting, 256–257
WINS (Windows Internet Name Service), 265–267
network utilization, 106–107
application servers, 94
database servers, 96
DHCP servers, 99
directory services servers, 96
DNS servers, 100
file servers, 97
mail servers, 98
messaging servers, 98
print servers, 97
RRAS servers, 99
web servers, 94
protocols, 275–278
troubleshooting
causes of common problems, 378–384
common problems, 366–377
tools, 384–391
NICs. See network interface cards
NIDS (network-based IDS), 229, 395
Nmap, 399–400, 400
normal backups, 299
not allow permissions, 243
nslookup command, 387
NTFS (NT Filesystem), 53
permissions, 240–243
NTP (Network Time Protocol), 100, 277
NVRAM (nonvolatile RAM), 27

O

offsite storage of backup media, 308
onsite storage of backup media, 308
open files, backing up, 300
“operating system not found” message, 325, 413
operating system virtualization, 75–76
operating systems
capacity planning, 160–162
compatibility lists, 103
hardening, 58, 187–188
network-based administration, 71–73
route tables, 380
slow performance, 340
swap files, 54
updates, 101–102
optical drives, 144, 305
OUI (Organizationally Unique Identifier), 268, 268–269
out-of-band management, 70
outages, 104–105
overcommitting memory, 81, 82
overheating, 323

P

packet filter firewalls, 223–224
Page_Fault_in_nonpaged_area message, 323
pagefile optimization, 63
pairing memory, 19
paper shredders, 245
parallel redundancy, 32
partitions
corrupted, 423
extending, 357
partitioning tools, 426–428
shrinking, 357–358
splitting, 357
passwords
BIOS password, setting, 194, 194
Microsoft Baseline Security Analyzer
scans, 190–191
multifactor authentication, 181
smart cards, 183
PAT (Port Address Translation), 267
patch cables, 279–281
patch management, 101–103
patches, 188
PCI (Peripheral Component Interconnect)
buses, 19–20, 20, 21
PCI-X (PCI-eXtended) buses, 20, 21
PCle (PCI Express) buses, 20, 21
PDU (power distribution unit), 202–203
ratings, 204
redundant rack PDUs, 203, 203
performance
CPUs, 14
baseline, 60–62s
documentation, 127
Performance Monitor, 352–343
permission creep, 393
permissions, 240–243
misconfigured, 397
phases of power, 30–31
physical addresses, 267–269
physical security
access lists, 183–184
biometrics, 181, 183
ID cards, 182–183
keypads, 183
locks and keys, 184
mantraps, 181, 181
multifactor authentication, 180–181
RFID chips, 182
security cameras, 184
security guards, 184
pinch points, 211
ping command, 384–385, 385
pins, memory modules, 17
PKI (public key infrastructure), 230–231, 230–232
POP (Post Office Protocol), 277
Port Address Translation (PAT), 267
ports
disabling, 192–193
port scanners, 399–400
of protocols, 275–278
port security, 226, 378–379
USB ports, 28–29, 192, 193
POST (power-on self-test), 322, 333–334
Post Office Protocol (POP), 277
power distribution unit (PDU), 202–203
power issues
amperage, 29–30, 31
capacity planning, 203–204
consumption, 32
failures, 332–333
multiple circuits, 204–205
PDU (power distribution unit), 202–203
ratings, 204
redundant rack PDUs, 203, 203
plug types, 32–33
redundancy, 32
UPS (uninterruptible power supply), 197
automated graceful shutdown of devices, 198
battery testing, 198–199
bypass procedures, 200
maximum load, 199
ratings, 204
remote management, 200–201
runtime, 197–198
voltage, 29–30
wattage, 29, 30, 31–32
power supply
sockets, 9
testers, 333
troubleshooting, 327
power usage effectiveness (PUE), 32
power-on self-test (POST), 333–334
preaction fire suppression systems, 209
print server drivers, 347
print servers, 97
print spoolers, 348
printing, troubleshooting, 342
private IP addresses, 256, 257–258, 267
procurement stage, life-cycle management, 124
protocols, 275–278
analyzers, 400–402
authentication protocols, 229–230
proxy firewalls, 224
public IP addresses, 255, 257, 267
public key infrastructure (PKI), 230–232
PUE (power usage effectiveness), 32
PXE Boot option, 65

R
rack fillers, 213, 213–214
rack mount servers, 3–6
cable management arms, 5, 5
dimensions, 4–5
locks, 185, 185
power consumption, 32
rail kits, 6, 6
riser cards, 25, 25
rack units (U), 4
radio frequency identification (RFID) chips, 182
RADIUS (Remote Authentication Dial-In User Service), 230
RAID
array controller considerations, 171–172
array management, 436
bus types, 170
capacities, 169–170
controllers, 26, 26
drive RPM, 170
hot vs. cold spares, 171
hot-swap support, 171
improper configuration, 425
RAID 0 (disk striping), 49, 165, 165
RAID 1 (disk mirroring), 50, 165, 165
RAID 10 (RAID1+0), 167
RAID 5 (striping with parity), 50, 166, 166
RAID 6, 166, 166
software vs. hardware RAID, 167–169
rail kits, 3, 5, 6, 6
RAM, 16. See also memory
CAS latency values, 18
DDR2/DDR3, 16–17
dual-channel, 18
ECC vs. non-ECC, 16
memory pairing, 19
module placement, 18
number of pins, 17
replacing, 114–115
SDRAM, 16, 19
single-channel, 18
static vs. dynamic, 17
timing measures, 18–19
random-access backup media, 305
RDCMan, 71, 72
RDP (Remote Desktop Protocol), 71, 277
Read & Execute permission, 241
Read permission, 241
read/write failures, 325
rebooting servers, 119–120
recovery documentation, 127
redundancy, 32
ReiserFS, 53
relay agent, DHCP, 258–259, 259
Remote Authentication Dial-In User
Service (RADIUS), 230
Remote Desktop Connection Manager
(RDCMan), 71, 72
Remote Desktop Protocol (RDP), 71, 277
Remote Framebuffer (RFB) protocol, 72
remote
installations, 63–65
shells, 73
wipes, 247
replication, 295
disk-to-disk, 295–296, 296
server-to-server, 296, 296–296
site-to-site, 296, 296
resolv.conf file, 264
Resource Monitor, 351, 351–352
resources, 236–237
access problems, 335–336
unavailable, 366
retina scans, 181, 183
revolutions per minute (RPM), 145
RFB (Remote Framebuffer) protocol, 72
RFID (radio frequency identification)
chips, 182
riser cards, 25, 25
RJ-11 connectors, 284, 284
RJ-45 connectors, 284, 284
role-based groups, 237
rollover cables, 281, 281
round robin load balancing, 122, 122
route command, 388–390
router access lists, 228–229
Routing and Remote Access (RRAS)
servers, 98–99
RPM (revolutions per minute), 145
RRAS (Routing and Remote Access)
servers, 98–99
runaway processes, 338–339

S
safes, 187
safety issues, 206
electrostatic discharge (ESD), 206–208
fire suppression, 208–209
floor load limitations, 211
lifting techniques, 210
pinch points, 211
rack stability, 210
sags, 333
SANs (storage area networks), 137,
137–138
advantages/disadvantages, 137
Fibre Channel, 139
LUN masking, 139–140
SAs (Security Associations), 232
SAS (Serial Attached SCSI) drives, 49
SATA drives, 147, 148
installing, 150–152
SC (subscriber connector), 283
scheduled downtime, 104
SCP (Secure Copy), 276
scripted installations, 64
scrubbing drives, 245
SCSI interfaces, 148, 148–149
SDRAM, 16, 19
sectors, bad, 423–424
Secure File Transfer Protocol (SFTP), 276
Secure Shell (SSH), 72, 276
Secure Sockets Layer (SSL), 231–232
SecurID, 183
security
authentication
IEEE 802.1x standard, 226–227
multifactor, 180–181
mutual, 232
protocols, 229–230
backup media, 308
causes of common problems, 393–398
common problems, 391–393
encryption
PKI, 230–231
SSK/TLS, 231–232
storage encryption, 243–244
VPN connections, 232
environmental controls
HVAC system, 211–215
power concepts/best practices, 197–205
safety procedures, 206–211
firewalls
host-based, 225–226
network-based, 222–225
troubleshooting, 380–382
physical security
access lists, 183–184
biometrics, 181, 183
ID cards, 182–183
keypads, 183
locks and keys, 184
mantraps, 181, 181
multifactor authentication, 180–181
RFID chips, 182
security cameras, 184
security guards, 184
port security, 226
router access lists, 228–229
server hardening
application hardening, 188
endpoint security, 189–190
hardware hardening, 192–196
OS hardening, 58, 187–188
vulnerability scans, 190–191
tools, 399–404
Security Associations (SAs), 232
security groups, 240
Security Parameter Index (SPI), 232
security zones, 234–235
seek time, 146
selective backups, 300
self-grounding, 208
Serial Attached SCSI (SAS) drives, 49
serial connections, 66–67
server administration, 66
local hardware, 66–68
network-based hardware, 69–71
network-based operating system, 71–73
server blades, 7
server hardening, 187
application hardening, 188
endpoint security, 189–190
hardware hardening, 192–196
OS hardening, 187–188
vulnerability scans, 190–191
server locks, 185–186, 186
server maintenance
change management, 101
fault tolerance, 120–122
hardware maintenance, 108–120
outages, 104
patch management, 101–103
performance monitoring, 105–108
preventative, 119
shutdown procedures, 119–120
SLAs (service-level agreements), 104–105
Server Manager
Add Roles And Features Wizard, 60
NIC teams, configuring, 269–272
suffix search lists, configuring, 262–264
server optimization, 62–63
server roles, 93
application servers, 94, 95
database servers, 96
determining, 45–46
directory services servers, 95–96
file servers, 96–97
installing, 60
mail servers, 98
messaging servers, 98
network services servers, 99–100
print servers, 97
Routing and Remote Access (RRAS) servers, 98–99
web servers, 93–94
server rooms, floor load limitations, 211
server-to-server replication, 296–297
service manuals, 125
service packs, 161
service-level agreements (SLAs), 104–105, 128
services
   disabling, 58, 59–60, 187
   enabling, 58
   failure, 340–341
   monitoring, 108
   rogue, 397–398
   shutdown, 119–120
   updates, 102
SFC (System File Checker), 344
SFP (small form factor) connectors, 283, 283, 284
SFTP (Secure File Transfer Protocol), 276
shells, 72–73
shielded twisted pair (STP) cabling, 279
   bend radius, 287
   connectors, 282, 284
shredders, 245
shrinking partitions, 357–358
shrouds, 35
shutdown procedures, 119–120
signature-based intrusions, 189
SIMMs (single inline memory modules), 17
Simple Mail Transfer Protocol (SMTP), 276
Simple Network Management Protocol (SNMP), 276
single inline memory modules (SIMMs), 17
single-channel RAM, 18
single-mode fiber-optic cable, 281
single-phase power, 30–31
site-to-site replication, 297
SLAs (service-level agreements), 104–105, 128
small form factor (SFP) connectors, 283, 283, 284
smart cards, 182–183
SMTP (Simple Mail Transfer Protocol), 276
snapshot backups, 300
sniffers, 400–402
SNMP (Simple Network Management Protocol), 276
sockets
   CPUs, 11–12
   power supply sockets, 9
   soft reboots, 119–120
   soft wipes, 245
software RAID, 167–169
software troubleshooting
   causes of common problems, 343–348
   common problems, 334–342
   tools, 348–359
Solarwinds Storage Manager, 437–438, 438
solid-state drives (SSDs), 14, 144
solid-state hybrid drives (SSHDs), 24–25, 25
Spanning Tree Protocol (STP), 269
SPI (Security Parameter Index), 232
spikes, 333
split mirror backups, 300
splitting partitions, 357
square connector, 283
SSDs (solid-state drives), 14, 144
SSH (Secure Shell), 72, 276
SSHDs (solid-state hybrid drives), 24–25, 25
SSL (Secure Sockets Layer), 231–232
ST (straight tip) fiber-optic connector, 282
standard user accounts, 236
stateful inspection firewalls, 225
stateful packet filtering, 225
static IP addresses, 258
static RAM, 17
stepping levels, 15
storage area networks. See SANs
storage encryption, 243–244
storage spaces, 434–436
storage-based replication, 295–296
STP (Spanning Tree Protocol), 269
STP. See shielded twisted pair (STP)
cabling, 279
straight through cables, 279–280
straight tip (ST) fiber-optic connector, 282
straight-blade NEMA devices, 33
striping with parity (RAID 5), 50, 166, 166
su command, 344
subnetting, 256–257
improper, 379
subscriber connector (SC), 283
sudo command, 343
suffixes, domains, 260
superuser, 242
surges, 333
swap files, 54
swappiness parameter, Linux, 63
switch modules, blade enclosures, 9
switches, troubleshooting, 382
System File Checker (SFC), 344
System log, writing to, 339
system logs, 348–351, 436–437

T

T568A wiring standard, 279–280, 280
T568B wiring standard, 279–280, 280
TACACS (Terminal Access Controller Access Control System), 230
TACACS+, 230
tape drives, 143
tape encryption, 244
tape libraries, 143
Task Manager, 397–398
TCP/IP
APIPA (Automatic Private IP Addressing), 258
FTP (File Transfer Protocol), 276
gateways, 256
IP addresses. See IP addressing
MAC (Media Access Control)
addresses, 267–269
NBT (NetBIOS over TCP/IP)
protocol, 265
subnetting, 256–257
transport layer protocols, 275–276
teams, network interface cards, 269–273
Telnet, 72, 277
client, 402–404
temporary directories, 162–163
Terminal Access Controller Access Control System (TACACS), 230
TFTP (Trivial File Transfer Protocol), 65
thermal dissipation, 34, 34
Thick Provision Eager Zeroed virtual disks, 80
Thick Provision Lazy Zeroed virtual disks, 80
Thin Provision virtual disks, 80
three-phase power, 30–31
ticks, 14
timing, memory, 18–19
TLS (Transport Layer Security), 231–232	tokens, 183
top command, 416–417
tower servers, 6–7
airflow, 35
locks, 185–186, 186
TPM (Trusted Platform Module)
chips, 244
traceroute command, 385
tracert command, 385
transport layer protocols, 275–276
Transport Layer Security (TLS), 231–232
transport mode, IPSec, 232
trays, cable management, 285–286, 286
Tripwire utility, 344
Trivial File Transfer Protocol (TFTP), 65
troubleshooting hardware
  boot sequence, 324
causes of common problems, 328–331
CPUs, 324
environmental issues, 331–333
expansion cards, 324–325
hard drives, 325–327
I/O errors, 327–328
memory failure, 323
onboard components, 323
overheating, 323
POST, 322
power supply, 327
tools, 333–334
methodologies, 317–321
networking
  causes of common problems, 378–384
common problems, 366–377
tools, 384–391
security issues
  causes of common causes, 393–398
common causes, 391–393
tools, 399–404
software
  causes of common problems, 343–348
common problems, 334–342
tools, 348–359
storage
  causes of common problems, 418–426
common problems, 412–418
tools, 426–438
TrueCrypt, 244
trunk links, 378
trunk ports, 233
Trusted Platform Module (TPM) chips, 244
tunnel mode, IPSec, 232
twist-locking connectors, 33, 33
twisted pair cabling, 278–279, 279
  bend radius, 287
CAT5, 281
CAT5e, 281
CAT6, 281
connectors, 282, 284, 284
interference, 279
STP (shielded twisted pair), 279
T568A, T568B wiring standards, 279–280, 280
UTP (unshielded twisted pair), 279
Type I hypervisors, 74, 75, 76
Type II hypervisors, 75, 76

U

U (rack units), 4
UAA (Universally Administered Address), 268, 268–269
UDP (User Datagram Protocol), 275–276
UEFI (Unified Extensible Firmware Interface), 26–27, 46–49, 77
UFS (Unix filesystem), 54
UL (United Laboratories) safe ratings, 187
unattended installations, 63–65
Unexpected_Kernel_Mode_Traps message, 323
Unified Extensible Firmware Interface (UEFI), 26–27, 46–49, 77
uninterruptible power supply. See UPS
Universally Administered Address (UAA), 268, 268–269
Unix filesystem (UFS), 54
unqualified hostnames, 260
unreachable devices, 374–377
unscheduled downtime, 104
unshielded twisted pair (UTP) cabling, 279
    bend radius, 287
    connectors, 282, 284, 284
updates
    application, 102
    device drivers, 102–103
    firmware, 28, 46, 102
    operating system, 101–102
    security system, 102
UPS (uninterruptible power supply), 197
    automated graceful shutdown of devices, 198
    battery testing, 198–199
    bypass procedures, 200
    capacity, 197–198
    maximum load, 199
    ratings, 204
    remote management, 200–201
    runtime, 197–198
usage stage, life-cycle management, 124
USB ports, 28–29
    disabling, 192, 193
user accounts, 236
User Datagram Protocol (UDP, 275–276
UTP cabling. See unshielded twisted pair (UTP) cabling

virtualization
    administration consoles, 68
    hardware compatibility, 77–78
    hosts and guests, 73, 74
        resource allocation, 78–85
    hypervisors, 74–76
    management interfaces, 74
    operating system virtualization, 75–76
    VMFS (VMware filesystem), 54
    VLAN hopping, 233
    VLANs (virtual local area networks), 233–234
    VMFS (VMware filesystem), 54
    VNC (Virtual Network Computing), 72
    vNICs (virtual NICs), 82–83
    voltage, 29–30
    Volume Shadow Copy Service (VSS), 300
    VOM (voltmeter, ohmmeter, ammeter), 333
sVirt (vSphere), 54
VSS (Volume Shadow Copy Service), 300
vulnerability scans, 190–191

W

warm aisle containment, 214, 215
warm sites, 295
warranty information, 123
wattage, 29, 30, 31–32, 31–32
WDS (Windows Deployment Services), 64
web servers, 93–94
wet pipe fire suppression systems, 208, 209
wevtutil command, 162
while command, 417
Windows Deployment Services (WDS), 64
Windows Internet Name Service (WINS), 265–266
Windows Server 2012 R2
    disabling
        network adapter, 193–194
    services, 59–60
Microsoft Baseline Security Analyzer scan, 190–191, 191

V

validation, 103
vertical cable management trays, 285–286, 286
VFAT (Virtual File Allocation Table), 53
virtual disks, 80–81
virtual environments, 75
Virtual File Allocation Table (VFAT), 53
virtual local area networks (VLANs), 233–234
Virtual Network Computing (VNC), 72
virtual NICs, 82–83
virtual private servers, 75
virtual resources, 78
NIC teams, configuring, 269–272
suffix search lists, configuring, 262–264
WDS (Windows Deployment Services), 64
Windows Update, 101–102
windowswinx folder, 161
Wins (Windows Internet Name Service), 265–266
Wireshark, 375–377, 401
WOL (Wake on LAN), 195
Write permission, 241
write-back cache, 424–425

X
x64 processors, 15
x86 processors, 15, 32
XTACACS (Extended TACACS), 230

Z
Zenmap, 399, 399
zero-day threats, 395
ZFS (Zettabyte filesystem), 54