Index

absorption area, 10.75
absorption coefficient, 10.73
access
  fire service, 7.28
  maintenance, 15.2, 15.6.5, 15.7, 15.9, 15.11
  safe access for cleaning surfaces, 15.17
  in use, 15.1
access points, 13.28
  construction, 13.32–13.34
  sanitary pipework, 13.15
  siting and spacing, 13.31–13.32
access routes, 17.2, 17.5.2
  hazards, 17.5.1
  indoor access (see chapter 15)
  sources of further guidance, 17.8
  steps, stairs, 17.1.1, 17.2, 17.4.2, 17.5.1, 17.5.4
Access Strategy, 17.1.5
  access statement, 17.1.4, 17.1.5
  alternative proposal, accessibility issues, 17.1.5, 17.5.2
  concept of, 17.1.4, 17.1.5
  developing access strategies, 17.1.5
  guidance, 17.1.5
  Part M application stage, 17.1.5
  use of guidance, 17.1
access to and use of buildings, Chapter 17
accommodation stair, 7.7
acoustic ceiling tiles, 10.77
aggregate notional areas, 7.25.6 (fig. 7.58)
agricultural buildings, 2.17
airborne sound insulation, 10.5, 10.89
air conditioning services, 7.15.8
air permeability, 11.2, 16.2, 16.4, 16.7, 16.33
air supply, combustion appliances, 14.13
air tightness, 11.2
alterations and extensions, 17.1.1, 17.1.2, 17.1.5, 17.3.2
  see also material alteration
alternative approaches, 15.10
alternative escape routes, 7.7, 7.8.1, 7.14.2, 7.21.3,
  (Fig. 7.22)
alternative exits, 7.13.4
aluminium, 6.5
amendment notice, 2.10
anchors, cladding panels, 6.49
ancillary buildings, 2.17
annexes, external walls, 6.40
appeals
  notice of contravention, 2.31
  relaxation of requirements, 2.26–2.27
  to Secretary of State, 1.10, 2.27
appliance
  chamber, prefabricated, 14.9
  combustion, 14.4
  compartment, 14.3
  flueless, 14.7
appliance ventilation ducts, 7.20.2, 7.22.3
application, relaxation of requirements, 2.26–2.27
approaches, 17.5.1
  building (other than dwellings), 17.1, 17.5
  buildings (dwellings), 17.1, 17.3.1
  optional/enhanced requirements, 17.2, 17.4
approval by stages, 1.9
approval, designated bodies, 4.5
Approved Document K (AD K), chapter 15
Approved Document M (AD M)
  alterations and extensions, 17.1.1, 17.1.2, 17.1.5, 17.3.2
  2015 edition brief, 17.1
  volume 2-buildings other than dwellings, 17.5
  volume 1-dwellings, 17.4
  interpretation, buildings to which rules apply, 17.1
  revisions, context, 17.1
approved document, status and use, 1.1, 1.4–1.5, 1.8,
  2.6–2.10
approved inspectors, 1.2, 1.3, 1.5, 1.7, 2.10, 3.1, 4.1–4.21
  functions of, 4.16–4.19
  independence, 4.9
  relaxations, 2.26
area, buildings, 7.4

K.T. Bright and A. Crooks.
© 2017 John Wiley & Sons Ltd. Published 2017 by John Wiley & Sons Ltd.
<table>
<thead>
<tr>
<th>Page</th>
<th>Reference</th>
</tr>
</thead>
<tbody>
<tr>
<td>I.2</td>
<td>Index</td>
</tr>
<tr>
<td>11.14</td>
<td>area of ventilator</td>
</tr>
<tr>
<td>7.30.5</td>
<td>as-built drawings</td>
</tr>
<tr>
<td>7.16.5</td>
<td>assembly buildings</td>
</tr>
<tr>
<td>4.2</td>
<td>Association of Consultant Approved Inspectors</td>
</tr>
<tr>
<td>7.7, 7.19.3, 7.20.2</td>
<td>atria</td>
</tr>
<tr>
<td>17.5.5</td>
<td>audience/spectator seating</td>
</tr>
<tr>
<td>2.28</td>
<td>authorised officer</td>
</tr>
<tr>
<td>11.24</td>
<td>automatic control of ventilator</td>
</tr>
<tr>
<td>15.14.1</td>
<td>avoiding projecting parts</td>
</tr>
<tr>
<td>11.4, 11.13</td>
<td>background ventilator</td>
</tr>
<tr>
<td>14.3</td>
<td>balanced compartment</td>
</tr>
<tr>
<td>6.13, 6.21</td>
<td>balloons, ceiling joists</td>
</tr>
<tr>
<td>6.12.1, 7.12.2, 7.13.2, 7.13.5</td>
<td>balconies</td>
</tr>
<tr>
<td>11.2</td>
<td>basement for dwellings</td>
</tr>
<tr>
<td>7.14.9</td>
<td>basement stairs, fire precautions</td>
</tr>
<tr>
<td>7.2</td>
<td>basement storey</td>
</tr>
<tr>
<td>7.28.14, 7.28.15</td>
<td>smoke and heat venting</td>
</tr>
<tr>
<td>16.5</td>
<td>building classes</td>
</tr>
<tr>
<td>16.2, 16.61</td>
<td>building emission rate (BER)</td>
</tr>
<tr>
<td>17.4</td>
<td>buildings (dwellings)</td>
</tr>
<tr>
<td>2, 3, 17.4</td>
<td>accessible and adaptable dwellings</td>
</tr>
<tr>
<td>16.31</td>
<td>calculation tools for dwellings</td>
</tr>
<tr>
<td>1.2</td>
<td>British Standards Institution (BSI)</td>
</tr>
<tr>
<td>2.24</td>
<td>builders, requirements</td>
</tr>
<tr>
<td>2.2</td>
<td>breach of statutory duties</td>
</tr>
<tr>
<td>10.16</td>
<td>butterfly ties</td>
</tr>
<tr>
<td>6.26–6.28</td>
<td>buttressing walls</td>
</tr>
<tr>
<td>10.86</td>
<td>calculation of mass</td>
</tr>
<tr>
<td>6.14–6.17</td>
<td>design requirements</td>
</tr>
<tr>
<td>16.2, 16.61</td>
<td>emission rate (BER)</td>
</tr>
<tr>
<td>2.10</td>
<td>erection or extension</td>
</tr>
<tr>
<td>2.2–2.19</td>
<td>notice</td>
</tr>
<tr>
<td>3.1–3.4</td>
<td>proportions</td>
</tr>
<tr>
<td>2.10</td>
<td>regulations</td>
</tr>
<tr>
<td>2.19–2.24</td>
<td>application</td>
</tr>
<tr>
<td>18.9</td>
<td>compliance certificate</td>
</tr>
<tr>
<td>2.28</td>
<td>continuing requirements</td>
</tr>
<tr>
<td>2.10–2.17</td>
<td>definitions</td>
</tr>
<tr>
<td>1.6–1.7</td>
<td>exemptions</td>
</tr>
<tr>
<td>2.26–2.28</td>
<td>relaxation of requirements</td>
</tr>
<tr>
<td>2.24–2.25</td>
<td>requirements</td>
</tr>
<tr>
<td>13.66–13.69</td>
<td>on top of drain or sewer</td>
</tr>
<tr>
<td>2.2</td>
<td>control of</td>
</tr>
<tr>
<td>2.10</td>
<td>defined</td>
</tr>
<tr>
<td>2.28</td>
<td>testing</td>
</tr>
<tr>
<td>2.30–2.31</td>
<td>unauthorised</td>
</tr>
<tr>
<td>2.31–2.32</td>
<td>works, contravening</td>
</tr>
<tr>
<td>1.4–1.5</td>
<td>calculation tools for dwellings</td>
</tr>
<tr>
<td>16.31</td>
<td>Canopy structures</td>
</tr>
<tr>
<td>1.2</td>
<td>Caravan Sites Act 1968</td>
</tr>
<tr>
<td>1.2</td>
<td>Caravan Sites and Control of Development Act 1960</td>
</tr>
<tr>
<td>1.2</td>
<td>car-parking and setting down</td>
</tr>
<tr>
<td>17.11</td>
<td>car-parking and setting down</td>
</tr>
<tr>
<td>7.26, 7.28.18</td>
<td>car parks, PG 7(b)</td>
</tr>
<tr>
<td>17.4.2</td>
<td>visitable dwellings</td>
</tr>
<tr>
<td>17.4.4</td>
<td>wheelchair user dwellings</td>
</tr>
<tr>
<td>5.8</td>
<td>Building Engineering Services Competence Assessment Ltd (BESCA)</td>
</tr>
<tr>
<td>1.2</td>
<td>Building (Approved Inspectors, etc.) Regulations 2010</td>
</tr>
<tr>
<td>4.1, 4.21–4.22</td>
<td>definitions, provisions</td>
</tr>
<tr>
<td>10.16</td>
<td>butterfly ties</td>
</tr>
<tr>
<td>6.26–6.28</td>
<td>buttressing walls</td>
</tr>
<tr>
<td>6.8</td>
<td>definitions</td>
</tr>
<tr>
<td>18.1, 18.4, 18.9</td>
<td>cables, electrical</td>
</tr>
<tr>
<td>10.86</td>
<td>calculation of mass</td>
</tr>
<tr>
<td>16.31</td>
<td>calculation tools for dwellings</td>
</tr>
<tr>
<td>7.25.7</td>
<td>Canopy structures</td>
</tr>
<tr>
<td>1.2</td>
<td>Caravan Sites Act 1968</td>
</tr>
<tr>
<td>1.2</td>
<td>Caravan Sites and Control of Development Act 1960</td>
</tr>
<tr>
<td>17.11</td>
<td>car-parking and setting down</td>
</tr>
<tr>
<td>7.26, 7.28.18</td>
<td>car parks, PG 7(b)</td>
</tr>
<tr>
<td>7.21</td>
<td>cavities</td>
</tr>
<tr>
<td>7.21</td>
<td>cavities</td>
</tr>
<tr>
<td>7.21.3–7.21.4</td>
<td>subdivision</td>
</tr>
<tr>
<td>7.2</td>
<td>cavity barriers</td>
</tr>
<tr>
<td>7.20.3, 7.21</td>
<td>construction</td>
</tr>
<tr>
<td>10.17, 10.18, 10.23, 10.26, 10.43</td>
<td>cavity masonry separating wall</td>
</tr>
</tbody>
</table>
cavity wall insulation, 2.11, 8.47–8.52, 9.1

cavity walls, 6.39–6.40
  external, 8.47

cavity width, defined, 6.8

celings, 7.2 see also suspended ceilings, fire protection
  construction, 7.215, 10.39
  fire resisting, 7.19.2, 7.21, 7.21.4
  flame spread classification, 7.17.6

cellar see basement for dwellings

CE mark, 8.2–8.4, 8.6–8.7

cement, high alumina, 8.7

Certass, 4.8, 5.4, 5.5, 5.10

certificates
  completion, 3.6–3.9
  final, 4.20
  plans, 4.19
  public bodies, 4.22

certification by a registered third party, 18.8

certification, private see private certification

Certisecure, 19.4

cesspools, 13.49–13.51
  maintenance, 13.50

change of use see material change of use

to a building’s energy status, 16.11

changes, 6.30–6.31

chimneys, 6.30, 6.42, 6.44, 14.4, 14.12, 14.24,
  14.58–14.60
  combustible material, proximity to, 14.47

cladding
  external, 6.2, 6.48–6.51, 7.171, 8.44–8.45, 8.49–8.53
  panels
    concrete, 6.48
    glass, 6.50

Class 0 materials, 7.115

Clean Air Acts 1956–1993, 14.2

clear spans, 6.9

closable opening, 11.2

closets see water closets

collapse, 6.1, 6.52–6.55

collision with open windows, skylights or ventilators,
  protection from, 15.14

combustibility, 7.15.3, 7.17.5, 7.25.1

combustion appliances and fuel storage systems, 2.4
  air supply, 14.13
  balanced-flued or room-sealed, 14.3

Clean Air Acts 1956–1993, 14.2

discharge, products of combustion, 14.22–14.46

protection of the building, 14.47

commissioning and operation of building services, 16.3,
  16.19, 16.44–16.56

commissioning, operating and maintenance, heating and hot water systems, 2.3

common balcony, 7.29

common escape routes, 7.13.5, 7.14.2

common rafters, 6.10–6.11, 6.52

common spaces, 11.3

common stairs, 7.13.5

communication aids, 17.5.5

compartment, 7.19.1, 7.19.3, 7.20

floors, 7.3.1, 7.3.2, 7.15.1, 7.16.3

volume limits, 7.19.3

walls, 7.3.1, 7.3.2, 7.14.8, 7.16.1, 7.16.3

compartmentation, 7.19.3

competent person, 4.8, 5.1–5.16

  scheme, 4.8, 5.1

completion certificate, 3.8

composite steel and concrete construction, 6.7, 6.54

concealed space, 7.2, 7.21

concrete
  beam with infilling block floor, 10.22
  ground floor, 10.35
  plank floor, 10.22
  prestressed, 6.5
  strip foundations, 6.44–6.47
  structural work, 6.5

suspended floors, 8.26, 8.33, 8.40

condensate
  from boilers, 13.14–13.15
  in flues, 14.24

condensation
  interstitial, 8.32, 8.35, 8.41, 8.43, 8.52, 8.55, 8.57–8.58
  in roofs, 8.57–8.60
  surface, 8.33, 8.35–8.36, 8.41, 8.43, 8.56–8.57, 8.61

consequential improvements, 16.16

conservation, fuel and power see fuel and power conservation

conservatories and substantially glazed spaces, 11.39,
  16.3, 16.10, 16.22, 16.29, 16.52

conservatory, 2.18–2.19

constructional hearths, 14.47

Construction Products Directive (CPD), 8.3

Construction Products Regulations 2011, 8.1–8.4, 8.6

The Construction (Design & Management) Regulations 2015, 7.6.4

consultation, 2.2, 3.6, 4.18–4.19

containment, 15.15

contaminants, 8.9–8.11, 8.13–8.32

contaminated runoff, 13.62

continuing requirements, 1.10, 2.28

continuity of insulation, 16, 16.42, 16.76, 122

continuous operation, 11.3

contravening works, 2.31–2.32

contravention, notice of, 4.15

controlled services and fittings, 2.10–2.11

controls for ventilation devices, 11.24

conversion of roof space, 7.12.10, 7.23, 15.6.7,
  15.6.9, 15.8
co-ordinating area, 10.86
‘corduroy’ tactile warning surfaces, 17.5.1
corridor, 7.2, 7.13.5, 7.14, 10.36, 10.55, 10.67, 10.73
access, 7.2
width, 17.4
Council for Registered Gas Installers (CORGI), 5.7
coupled assembly, 19.3
cracking, external walls, 8.44, 8.53
Crown building, 1.6
Crown immunity, 1.6
damage, defined, 1.11
dangerous and offensive substances, 8.11–8.23
dangerous structures, 1.10–1.12
dark smoke, 14.2
datum line, 7.25.6
dead ends, 7.2, 7.7, 7.8.2
decibel, 10.90
decorative fuel effect fire, 14.4
definitions, regulations, 2.11–2.17
deflection, 6.1
deflection, 6.1
demolition, 1.11–1.12
deposit of plans, 2.2–2.6, 3.1, 3.4–3.6
design
requirements, buildings, 6.14–6.20
wind speed, 6.14–6.20
design air permeability, 16.2
designated bodies, approval of inspectors, 4.2
designation system, 14.5
detached buildings, 2.17–2.18
detention ponds, 13.65
direct distance, 7.7, 7.14.2, 7.16.8
direct transmission, 10.4
disabled people, access, 17.1, 17.2 see also access to and use of buildings
discharge pipes, 12.19
discharge, products of combustion, 14.1, 14.23–14.46
discharge stacks, 13.5, 13.14–13, 17
display lighting, 16.4
display window, 16.4
disproportionate collapse, 2.4, 2.7, 6.52–6.56
doors, 10.36, 10.55, 10.67
door and gate safety, 15.19.1
fire, 7.20.3, Table B1
glass doors, 17.5.1, 17.5.3
hazards, 17.5.1
internal, 17.4, 17.5.3, 17.5.5
limitation and caller identification, 19.8
lobbies, 17.4.3, 17.5.2, 17.5.3
means of escape (see final exits)
opening/closing forces, 17.5.2
powered entrance doors, 17.5.2
Protected shafts, 7.2, 7.15.1, 7.15.7, 7.20.4
revolving doors, 17.5.2
safe use of, 15.19
thresholds, 8.59–8.60
viewers and chains, 19.5
vision panels, 17.5.2
width, 17.4.2–17.4.5, 17.5.1–17.5.3
doorset, 10.62, 19.2
secure, 19.2
bespoke timber, 19.6
installation and fixing, 19.5
double triangle ties, 10.16
drainage, 1.2–1.5, 1.8, 2.4, 2.8, 13.4–13.5
alterations and discontinued use, 13.1–13.4
blockages, 13.22
buildings in combination, 1.4
cesspools, septic tanks and settlement tanks, 3.38–13.51
condensate from boilers, 13.14–13.15
construction over drains, 13.66–13.69
foul, 12.4, 13.4
above ground, 13.5–13.19
below ground, 13.19–13.38
infiltration, 13.63–13.64
layout, 13.22
paved areas, 13.57–13.60
pumping installations, 13.37–13.38
rainwater, 13.52–13.57
sanitary pipework and drainage, 13.4–13.5
above ground foul drainage, 13.5–13.19
access points, 13.15
alternative method of design, 13.18–13.19
branch discharge pipes, 13.5, 13.11–13.14
discharge stacks, 13.5, 13.14–13, 17
dry ventilating stacks, 13.16
fire safety, 7.22
flexible pipes, 13.25
materials for above ground drainage systems, 13.17–13.18
pipe sizes, 13.7–13.10
rigid pipes, 13.23–13.25
rodent control, 13.36–13.37
separate systems, 13.70–13.72
special protection for drains adjacent to or under buildings, 13.34–13.35
special protection to pipes, 13.25–13.26
stub stacks, 13.6, 13.16
surcharging, 13.35–13.36
test for airtightness, 13.18
test for watertightness, 13.33–13.34
trap water seals, 13.7–13.10
soakaways, 13.63–13.64
subsoil, 8.32–8.33
testing, 13.18
draught, 14.5  
break, 14.5  
diverter, 14.5  
stabiliser, 14.5  
drylining, 10.15  
dwelling, 10.89  
defined, 2.11, 7.2  
dwelling emission rate (DER), 16.4, 16.31  
dwelling fabric energy efficiency rate (DFEE), 16.4, 16.29, 16.30, 16.34–16.47, 16.80  
dwellinghouse, 2.11  
defined, 2.11  
means of escape, 7.10.1, 7.12  
dynamic stiffness, 10.84  
easily accessible, 19.2  
eaves, strapping, 6.32  
educational buildings, 7.3.2, 7.16.6  
Education (School Premises) Regulations 1999, 1.7  
Education (Schools and Further and Higher Education) Regulations 1989, 1.7  
Education (Schools and Higher and Further Education) (Amendment) (Wales) Regulations 2001, 1.7  
electrical installation, 2.11, 18.3–18.4, 18.9  
appliances, 17.4.2, 17.5.5  
sockets/switches, 17.4.2  
work on existing, 18.4  
electrical safety, 2.5, 2.9, 18.1–18.9  
application, 18.4–18.6  
certification, 18.6–18.8  
design and installation, 18.3–18.4  
inspection and testing, 18.6–18.7  
interpretation, 18.8–18.9  
elements of structure, 7.2  
fire resistance, 7.19  
emergency escape lighting, 16.5  
emergency lighting, 7.2, 7.7, 7.15.6  
enclosing rectangles, 7.25.6  
enclosures, pipes, 7.22.1  
energy efficiency requirements, 2.11, 16.6, 16.10  
energy meters, 16.70  
energy performance certificate (EPC), 2.11, 16.6  
energy status, change of, 2.11  
extrance hall, 10.67  
extrance doors, 17.4.2  
lobbies, 17.4.3, 17.5.2, 17.5.3  
not segregated facility, 17.5.2, 17.5.5  
powered, 17.5.2  
environmental protection, 7.6.5  
Environmental Protection Act 1990, 13.73  
Equality Act 2010, 17.12  
equipotential bonding arrangements, 18.4  
equivalent area of ventilation opening, 11.3  
erection buildings, 2.10, 2.18  
escape corridors, 7.14.2  
escape lighting, 7.2, 7.7, 7.15.6  
escape routes, 7.2, 7.7, 7.8.1  
glazing, 7.17.4, 7.17.7, 7.20.3  
escape stairs, 7.9, 7.14.5–7.14.10, 7.15.3, 7.15.4  
Essential Requirements (ERs), 8.3  
European Standards, 8.3  
European technical approval, 8.5–8.7  
evacuation lift, 7.15.7  
exempt buildings, 2.2, 2.5, 2.17–2.19  
exemptions, regulations, 1.7–1.9  
extensions, 2.20  
external cavity wall, starting 10.15 and throughout,  
Chapter 10  
external cladding, 6.2, 6.48–6.51, 7.25.1–7.25.2, 8.44–8.45, 8.49–8.53  
external escape stair, 7.13.6, 7.14.10  
external fire spread, 2.4, 7.24  
external walls, 6.9, 6.38, 6.40–6.42, 7.25  
cladding, 6.2, 6.48–6.51, 8.44–8.45, 8.49–8.53  
constructional requirements, 7.25.1  
fire resistance, 7.25.1  
openings, 7.25.3–7.25.6  
weather resistance, 8.44–8.45, 8.49–8.53  
exttract ventilation, 11.3  
extra-low voltage, 2.11, 18.9  
facilities, 17.1  
an audience/spectator, 17.5.5  
lectures/conference, 17.5.5  
restaurant/bar/refreshment, 17.5.5  
sleeping accommodation, 17.5.5  
factories, 7.3.2, 7.14.2, 7.29  
factor ‘X’, 6.30  
factory-made metal chimneys, 14.56  
failure of tests, 10.13  
Fenestration Self-Assessment Scheme (FENSA), 5.2, 5.4  
filter drains, 13.65  
final certificate, 4.20–4.21  
final exits, 7.30  
fire, Chapter 7  
alarm, detection, 7.10  
authorities, 4.10, 4.18, 7.1  
brigade access to, 7.28  
car parks, PG 7(b), 7.26, 7.28.18  
compartmentation, 7.19.3  
concealed spaces, 7.2, 7.21  
decorative fuel effective, 14.4  
doors, 7.20.3, Table B1  
fighting shafts, 7.28  
hazards, 7.30.4  
hazard, special, 7.2, 7.5.2  
hydrants, 7.28.7
I.6  Index

fire, Chapter 7 (cont’d)
  inclusive design, 7.8.5
  inset live fuel effect, 14.8
  insulating core panels, 7.29
  introduction, 7.1
  mains, 7.28.5–7.28.5, 7.28.13
  means of warning and escape, 7.8
  assembly buildings, 7.16.5
  building other than dwellinghouses, flats and maisonettes, 7.13
  dwellinghouses, 7.10.1, 7.11
  flats and maisonettes, 7.13
  health care premises, 7.1.1, 7.16.2
  hospitals, 7.1.1, 7.10.1, 7.14.2, 7.16.2, 7.19.3
  residential care homes, 7.10.1, 7.16.3
  schools and other educational buildings, 7.16.6
  sheltered housing, 7.16.4
  shops and shopping complexes, 7.16.7
  small premises, 7.16.8
  mechanical ventilation and air-conditioning services, 7.15.8
  pathways, 7.12.1
  precautions, 7.1.1, 7.30.5
  garages, 7.19.3
  high buildings, 7.14.7
  protection, 7.20
  suspended ceilings, 7.17.6
  radiant convect gas, 14.9
  refuse chutes and storage, 7.15.10
  resistance, 7.2
  ceilings, 7.19.2, 7.21, 7.21.4
  common elements, 7.19.2
  doors, 7.20.3, Table B1
  elements of structure, 7.2
  periods of, 7.19.1
  security, 7.8.4
  firefighting
    access for, 7.28.9
    appliance access, 7.28.4
    facilities, 7.28
    lobbies, lifts, 7.28.2
    shafts, 7.28.10–7.28.12
    vehicle access routes, 7.28.8
  shopping complexes, 7.16.7
  smoke outlets, 7.28.15
  space separation, 7.25.3
  canopy structures, 7.25.7
  roofs, 7.25.9
  unprotected areas, 7.25.3–7.25.6
  spread
    external, 7.24
    internal, 7.17
  stops, 7.22
  thermoplastic materials, 7.17.7
  varying the provisions
    conversion to flats, 7.23.3
    dwellinghouses, 7.23.2
    raised storage areas, 7.23.1
  Wales, 7.1.2
  wall, 7.25, 14.75
  walls and ceilings, 7.25
  fire escapes, 17.5.3, 17.5.4, 17.6
  fireplace
    opening
      calculating size, 14.33
      dry lining round, 14.30
    recess, 14.6, 14.50
  fit-out work, 16.6
  fittings
    controlled, 2, 10–2.11
    defined, 2.11
  fixed building services, 2.12, 16.6
  fixings, cladding panels, 6.50
  flame spread
    inhibiting, 7.11
    internal surfaces, 7.17.2–7.17.4
    roofs, 7.25.9
    walls and ceilings, 7.16.7
    flanking laboratory, 10.85
    flanking transmission, 10.13
    flat, defined, 2.12
    flat roofs
      loading, 6.10
      means of escape, 7.13.4, 7.14.4
  flats
    common access stairs, 17.1.2, 17.2
    conversion to, fire safety, 7.23.3
    general access stair, 15.4, 15.5.2, 15.6.4, 15.6.6
    lifts, 17.4, 17.4.2–17.4.5, 17.5.4
    floating floor, 10.37, 10.67
    floating layer, 10.39, 10.44, 10.49
  floor area
    defined, 2.13, 7.4
    means of escape, 7.9.1
  floorboards, 6.11
  floor, defined, 8.34
  floor joists, 6.10–6.12
  floor lateral support, 6.32
  floors
    compartment, 7.3.1, 7.3.2, 7.15.1, 7.16.3
    fire resistance, 7.104–7.113
    ground support, 8.36–8.38
    protection against moisture, 8.36–8.37
    suspended
      concrete, 8.40–8.41
      timber, 8.38–8.40
  floor spans, 6.26
  floor treatment 1, 10.55
Index

floor treatment 2, 10.58
flue
  balanced, 14.3
  box, 14.7
  for gas appliances, 14.36
  inspection and testing, 14.29
  liners, 14.24
  for oil-burning appliances, 14.41
  outlet, 14.7, 14.33, 14.38, 14.42
  pipe, 14.7
  plastic, 14.26
  size, 14.30, 14.37, 14.41
  for solid fuel appliances, 14.31
flueblock chimney, 14.7, 14.25, 14.41, 14.46, 14.53
flues, 7.22, 7.22.3, 14.63
  existing, repair and re-use, 14.63
  relining, 14.63
  testing, 14.29, 14.65–14.69
forms, prescribed, 4.21
foul drainage
  above ground, 13.5–13.19
  below ground, 13.19–13.38
foul water, 13.5
  outfall, 13.5
foundations, 6.3, 6.42–6.47
  drains passing through, 13.34–13.36
  ground movement, 6.3
  trench fill, 6.46–6.47
framed with absorbent material separating wall,
  10.44–10.49
free area of ventilator, 11.3
frequency, 10.89
fronting, 3.3
fuel and power conservation, 2.5, 2.9
  insertion of insulating material into a cavity,
    2.11, 2.21
fuel factor, 16.34
full plans see plans
gallery, 7.2, 7.12.2
garages, fire precautions, 7.19.3
gas appliances
  air supply, 14.19
  flues, 14.36
  hearths, 14.56
gas, landfill, 8.26–8.32
Gas Safety (Installation and Use) Regulations 1998,
  14.29
glazing, safety, 15.13
  safe access for cleaning, 15.17
  safe use, 15.16
  security, 19.8
grade, timber, 6.9–6.10
gratings for foul drains, 13.26–13.28
  greenhouses, 2.17
  greywater recovery systems, 13.17–13.18
    storage tanks, 13.51
  gross internal volume, 11.3
ground
  conditions and percolation, 13.43–13.44
  contamination, 8.11–8.23
  movement, 2.4, 6.3
  water, 8.33–8.35
  guarding, 2.9, 15.4, 15.8, 15.11, 15.12.2
  guards, 15.1, 15.4, 15.8, 15.11, 15.12.2
  gullies, 13.11, 13.13
  gutters, 13.53–13.55
habitable rooms, 7.2, 7.10, 7.13, 7.23.2, 11.3
hallway, 10.12, 10.73
handrails, 15.5.2
  to steps and ramps, 15.5.2, 15.7
  harmonised standard, 8.2
hazards
  on access routes, 17.5.1
  corduroy tactile warnings, 17.5.1
headroom, 15.6
Health and Safety at Work Act 1974, 7.8
health care premises, 7.1.1, 7.16.2
hearth, 14.7
  gas (see gas)
  oil (see oil)
  protection of building against fire and
    heat, 14.47
  solid fuel (see solid fuel)
Heating Equipment Testing and Approval Scheme
  (HETAS), 5.3–5.5
height
  building, 7.4
  defined, 2.13
  disproportionate collapse, 6.52–6.56
  limits, 6.14–6.15
  walls, 6.21
helical stairs, 15.6.8
high alumina cement, 8.7
high-usage entrance door, 16.6
historic buildings, 11.3, 16.23
holes, floor and roof joists, 6.11–6.12
hotel, 2.8, 2.14, 2.16, 2.22–2.23
hotel/motel, bedrooms/sleeping accommodation,
  17.1.1, 17.2, 17.3, 17.5.5, 17.5.6
hot water storage, 12.4, 12.15
House Longhorn Beetle infestation, 6.13
houses in multiple occupation, 7.6.2
Housing Act 2004, 7.6.2
hygiene
  sanitary conveniences and washing facilities,
    12.2, 12.24

impact sound insulation, 10.5, 10.89
impact sound pressure level, 10.90
imposed loads, 6.2–6.4, 6.8, 6.10–6.12, 6.14–6.15
snow, 6.4–6.5, 6.8, 6.11
independent access, 2.13
indoor access see chapter 15
infiltration, 11.3
infiltration basins, 13.65
information, provision of, combustion appliances, 14.69
initial notice, 4.10–4.16
cancellation, 4.15–4.16
private certification, 4.1–4.41
inland freshwaters, 14.78
Inner London, 3.1, 3.2
inner room, 7.2, 7.12.2, 7.14.3
inspectors, approved see approved inspectors
institutional buildings, 7.8, 7.10.2, 7.14, 7.21.3, 7.21.4
institution, defined, 2.13
insulating core panels, 7.29
insulation see fuel and power conservation
insurance schemes, private certification, 4.1–4.4
intermittent operation of ventilator, 11.3
internal concrete floor, 10.22, 10.23, 10.27, 10.32, 10.35
internal diameters, pipes, 7.22.1
fire resistance, 7.19
interruption, lateral support, 6.35
interstitial condensation, 8.32, 8.35, 8.41, 8.43, 8.52, 8.55, 8.57–8.58
joints, between walls and door or window frames, 8.34–8.55
joists see also ceiling joists; floor joists; roofs
strutting, 6.12–6.13
junctions, compartment walls and floors, 7.20, 7.21.1, 7.21.5, 7.22.4
key elements, 6.53
kitchens, 17.4.2, 17.5.5, 18.5
ladders, 7.8.3, 7.13.1, 7.15.4, 7.28.8, 15.2, 15.6.6, 15.9, 15.17
landfill gas, 8.26–8.32
landings, 15.5.1, 15.8
large extension, 16.7
lateral support, 6.8–6.9, 6.21–6.22
lateral thrust, 6.26
Legionella, 11.29
legislation, local, building control, 4.12
legislative control, 7.11
length, walls, 6.20–6.21, 6.25–6.26, 6.31–6.35
letter plates, 19.5
level difference, 10.90
lifting platform, 17.5.4
lifts, 7.8.3, 7.12.9, 7.15.7, 7.15.9, 7.16, 7.28.10
AD M, 17.10, 17.14, 17.36, 17.38–17.39
stairlifts, 17.39
lighting
buildings other than dwellings, 16.64
diffusers, 7.17.7
dwellings, 16.34
emergency, 7.9
limitation on requirements, 2.2
limited combustibility materials, 7.17.2
linked powers, 1.3–1.4, 4.11
liquid fuel storage systems, 14.72
liquefied petroleum gas installations, 14.74–14.77
loading, 2.4, 6.2–6.4
bays, 15.12.2
walls, 6.14
lobbies
entrance, 17.5.2
internal, 17.5.3
Fire precautions, 7.1.3, 7.28.1
local authorities
building control, 1.2, 3.1–3.8
contravening works, 2.31–2.32
final certificates, rejection, 4.20
plans certificates, rejection, 4.19
rejection of initial notice, 4.13
relaxation of requirements, 2.26–2.28
statutory public health functions, 1.3
testing building work, 2.3, 2.28
local legislation, building control, 3.3, 4.12
locks, hinges and letterplates, 19.7
loft apartment, 17.5.2
fire precautions, 7.12.10, 7.23.2
London Building Acts, 3.1
Loss Prevention Certification Board, 19.4
low and zero carbon energy, 16.31, 16.95
low voltage, 2.13, 18.9
maisonettes, 7.13, 7.14
manifestation, 15.13, 15.15
mansard roofs, 7.4
manual control of ventilator, 11.3
masonry, 6.6, 6.9, 6.14, 6.21–6.23
mass per unit area, 10.15, 10.86
material alteration, 2.13, 2.20–2.21
defined, 2.13
material change of use, 1.5, 2.13, 2.21–2.23, 4.15
defined, 2.13
requirements, 2.21–2.23
materials, 2.2, 2.8–2.9, 2.25, 7.8, 7.15.3, 7.17.3, 7.17.5, 8.1–8.3
access points, 13.32–13.33
drainage system, above ground, 13.17–13.18
drainage system, below ground, 13.28–13.29
fitness, 8.5–8.7
influence of European standards, 8.2–8.5
inhibiting flame spread, 7.15.3, 7.21.4
insulating (see fuel and power conservation)
limiting combustibility, 7.17.2, 7.17.5
sanitary pipework, 13.4
short-lived, 1.9–1.10, 8.6–8.7
suitability, 1.9–1.10
walls, 6.13, 6.20–6.21
means of access, 17.1
means of escape, 7.12–7.16.8 see also fire, means of
warning and escape
commercial buildings, 7.14
means of warning, 7.5
measurement rules, 2.14, 6.22–6.24, 7.4
mechanical ventilation, 11.3, 11.24
metal joist, 10.63, 10.65
Metropolitan Police Authority, 1.7, 2.2
minor works, 4.8–4.9
mist systems, 7.11.2, 7.12.10
mixed-mode ventilation, 11.3
moisture, defined, 8.35
moisture, resistance to, 2.4, 2.8, 8.33–8.51
monopitch roofs, 7.4
mortar, 6.21, 6.23, 6.25
mould growth, 8.56–8.57, 8.61
NAPIT, 5.3–5.5
national calculation method (NCM), 16.7
National Health Service and Community Care Act
1990, 1.6
National House Building Council
building control service, 3.1
National Rivers Authority, 1.9
natural ventilation, 11.3
NICEIC, 5.3–5.5
non-combustibility
compartment walls and floors, 7.2
materials, 7.17.5, 7.22.1, 7.25.9
non-notifiable work, 18.6
non-notification, 5.12
non-residential purpose groups, 7.3
notches, floor and roof joists, 6.11–6.12
notices
approval or rejection of plans, 3.4–3.7
appointment of initial notice, 4.15
appointment of contravention, 2.26–2.27, 4.15
initial, 4.10–4.16
to local authorities, 3.1–3.8
public bodies, 4.21
notifiable work, 18.5
notional boundaries, 7.2, 7.25.4
occupancy, occupant capacity, 7.3
occupiable room, 11.3
octave, 10.74
oil-burning appliances
air supply, 14.21
flues, 14.41
hearth, 14.60
Oil Firing Technical Association Limited (OFTEC), 5.9
oil separators, 13.62–13.63
oil storage tanks, 14.72–14.73
openings, 6.20, 6.26–6.27, 6.29–6.30
cavity barriers, 7.15.3, 7.21
compartment walls and floors, 7.21
eexternal walls, 7.1.2
open spatial planning, 7.14.3, 7.14.7
overhanging, walls, 6.31
parapets, 6.40
parking and setting down, 17.5.1
Part N see Approved Document K (AD K)
passive stack ventilation (PSV), 11.16
paved areas, 13.57–13.60, 17.5.1
design of freedraining surfaces, 13.58–13.59
paving connected to drainage system, 13.59–13.60
pervious paving, 13.59
width and passing places, 17.5.1, 17.5.3
percolation, 13.43–13.45
performance-based ventilation, 11.30
permanent ventilation opening, 11.39
piers, 6.9, 6.25–6.28
pipes, 7.22
branch
discharge, 13.5, 13.14–13.16
ventilating, 13.6, 13.11–13.12
flexible, 13.25
flue (see flue, pipes)
protection for, 13.25–13.26
rainwater, 13.52–13.67
rigid, 13.23–13.25
sizes and gradients, 13.7, 13.26–13.28
stack, 12.20, 13.5, 13.8
trap and branch, 12.23
pipework, sanitary, 13.4–13.5
airtightness, test for, 13.18
materials for, 13.17–13.18
watertightness, test for, 13.33
plans, 2.2, 2.13, 3.4–3.7
approval by stages, 1.9
certificate, 4.19
plasterboard, 10.15
plastic materials, 7.17.7
platform floor, 7.8
pollution
  oil pollution, protection against, 14.78–14.79
  watercourses and groundwater, 13.4
Post Office, 1.9
power
  see fuel and power conservation
precipitation, 8.33
pre-completion testing, 10.2, 10.9
prescribed forms, 4.1, 4.10, 4.13, 4.15, 4.19–4.21
pressure tests, 16.43, 16.76
pressurisation, 7.13.5, 7.14.7, 7.20.3, 7.20.4
prestressed concrete, 6.5
principal entrance, defined, 7.2
principal works, 16.3, 16.8
private certification, 1.2, 3.1, 4.1–4.21
  function of approved inspectors, 4.16–4.19
  initial notice, 4.10–4.16
  cancellation, 4.15
products of combustion, discharge, 14.23
progressive horizontal evacuation, 7.16.3
projecting parts, avoiding, 15.14.1
protected circuits, 7.15.9
protected entrance hall/landing, 7.2, 7.7, 7.13.3–7.13.5, 7.20.3
protected shafts, 7.2, 7.14.8, 7.15.1, 7.15.7, 7.19.3, 7.20.4
protected stairways, 7.14.8
protection
  from falling, collision and impact, 15.11, 15.14
  against impact (with glazing), 15.13
  proven, 19.3
provision of information, fire precautions, 7.1.1, 7.8, 7.30
public bodies, self-certification, 4.1, 4.9, 4.21
public buildings, defined, 2.16
public health, local authorities, statutory functions, 1.3–1.4
pumping installations, 13.37–13.38
purge ventilation, 11.4, 11.12
purlins, 6.10–6.11, 6.52
purpose groups 7.3.2
purpose-provided ventilation, 11.4
radon gas contamination, 8.8, 8.23–8.27
rafters, 6.10–6.11, 6.52
rain screen cladding, 7.25.1
rainwater drainage, 13.52–13.67
  eaves drop systems, 13.56
  materials, 13.57
recovery systems, 13.57
siphonic, 13.56–13.57
raised storage platforms/areas, 7.23.1
ramped provision
  internal (see chapter 15)
  outdoor, external, 17.4.2, 17.5.1
ramps, 2.5, 2.9, 15.7, 17.4.2, 17.5.1
reception/desk areas, 17.5.3
recesses, walls, 6.29–6.30
reconstruction, 1.5
reedbeds, 13.42–13.47
refuse chutes, 7.15.10, 13.74–13.77
regulation 41, 10.2, 10.9
Regulation 38, provision of information, fire safety, 7.1.1, 7.8, 7.30
regulations, 1.4–1.5
  application, 2.19–2.24
  continuing requirements, 2.28
  division, 2.1–2.3
  relaxation of requirements, 2.26–2.28
  requirements, 2.24–2.26
Regulatory Reform (Fire Safety) Order 2005, 3.2, 3.8, 7.1, 7.6.1, 7.30
reinforced concrete, 6.5, 7.138
relaxation of requirements, 1.10, 2.2, 2.22–2.24
relevant boundaries, 7.2, 7.24, 7.25
renovation, 2.16
  of a thermal element, 16.8
replacement floorboards, 10.55
residential purpose groups, 7.3.2
resilient bar, 10.40, 10.43
resilient channel, 10.40
resilient layer, 10.44, 10.49
resistance to contaminants, 2.4, 2.8, 8.9–8.11, 8.13–8.32
resistance to moisture, 2.4, 2.8, 8.33–8.51
restaurant/bar/refreshment facilities, 17.5.5
reverberation, 10.8, 10.73
reverberation time, 10.79, 10.83
revolving doors, 17.5.2
rodent control, 13.36
roller shutter, 15.19.1
Ronan Point, 6.52
rooflights, 7.2, 7.17.7
roofs
  condensation, 8.57–8.60
  conversion, 7.12.10, 7.23.2
  coverings, 6.51–6.52, 8.37
drainage
  eaves drop systems, 13.56
  fire exposure, 7.25.9
  height, 7.2
  joists, 6.11–6.12
  lateral support, 6.9, 6.21, 6.31–6.32
  room, 7.12.10
  siphonic, 13.56–13.57
  space conversion, 15.6.7, 15.6.9, 15.8
  spans, 6.1
  thatch and wood shingle, 7.25.10
  weather resistance of, 8.56–8.58
room-sealed appliances, 14.9
rooms for residential purposes, 10.2, 10.3, 10.66, 16.8
ruinous and dilapidated buildings, 1.11
rules of measurement, 7.4, 7.9

safe breakage, 15.13.2
safety glazing, 15.13
sampling, 2.3, 2.28
sanitary accommodation, 11.2, 17.2
buildings (dwellings), 17.4
buildings (other than dwellings), 17.5.6
shower room, 17.5.6
unisex, 17.5.6
WC compartment, 17.4, 17.5.6
wheelchair accessibility, 17.4, 17.5.6
sanitary conveniences, 12.2, 12.24
sanitary pipework see under drainage
SAP see Standard Assessment Procedure
SBEM and iSBEM, 16.8
school acoustics, 10.79
schools, 1.7–1.8, 7.87, 10.8
Seasonal Efficiency of a Domestic Boiler in the UK
(SEDBUK), 16.5
secondary heating, 16.35
security, Chapter 19
security measures, 7.33
self certification, 4.8, 5.1–5.16, 16.2, 16.20, 16.23, 18.7
self-closing doors, 7.20.3
separated part, 7.7
separating floors, 10.5, 10.37
  type 1, 10.37
  type 2, 10.37
  type 3, 10.37
separating walls, 6.38–6.39, 7.9, 10.5, 10.14 see also compartment, walls
  type 1, 10.14
  type 2, 10.14
  type 3, 10.14
  type 4, 10.15
septic tanks, 13.40–13.41
  maintenance, 13.40
services
  controlled, 2.10–2.11, 2.20
  defined, 2.11
sets of tests, 10.10
settlement, 6.1, 6.2
settlement tanks, 13.40–13.41
sewers
  construction over, 13.21
  testing, 13.33
sheltered housing, 7.10, 7.16.4
shop, defined, 2.16
shopping centres, 7.16.7, 7.16.8, 7.26, 7.27, 7.28.10
short-lived materials, 1.9, 8.6–8.7
simple payback, 16.8

single occupancy dwelling, structural work
  timber, 6.9–6.13
single room heat recovery ventilator, 11.16
single storey building, 9.19.3
site
  investigation, 8.9–8.11, 8.17
  preparation, 2.4, 2.8, 8.8, 8.11–8.13
sleeping accommodation, 17.5.5
small buildings, external walls, 6.18, 6.26, 6.40–6.42
small detached buildings, 2.18
small premises, 7.16.8
smoke alarms, 7.2, 7.7, 7.10
smoke control areas, 14.2
smoke outlets, 7.28.14–7.28.17
snow loads, 6.5, 6.8
soakaways, 13.63–13.64
soil contaminants, 8.11–8.20
solid fuel appliances
  air supply, 14.18
  flues, 14.31
  hearths, 14.47
solid waste storage, 13.4, 13.72–13.77
sound absorption, 10.73, 10.89
sound reduction index, 10.90
space separation, 7.25.3
  canopy structures, 7.25.7
spacing, defined, 6.8
span, defined, 6.8
specialist process lighting, 16.6
special location, 18.6
species/grade combinations, timber, 6.10
spectrum adaptation term, 10.14, 10.80, 10.86
spiral stairs, 7.99, 15.6.8
spray, 8.35
sprinkler systems, 7.11
stack effect, 11.4
stack pipes, 7.22, 13.5
  discharge, 13.5, 13.11–13.14
  stub, 13.6, 13.11–13.17
  ventilating, 13.5, 13.16
stairlifts, 17.5.4
stairs/stairways, 2.5, 2.9, Chapter 15
  additional rules, 15.6.2
  alternating tread, 15.6.9
  application, 15.3
  assembly buildings, 15.6.6, 15.8
  common access, flats, 15.5.2, 15.6.2, 15.7, 17.5.1
  (see also common stairs)
  construction, 15.6
  definition, 15.4
  escape stairs, 7.9, 7.14.5–7.14.10, 7.15.3, 7.15.4, 15.5, 15.6.5, 15.6.7, 15.18
gangways, 15.6.6
general requirements (including ramps and stepped ramps)
I.12 Index

barriers, vehicles, 15.18
guarding, 15.20
handrails, 15.5.2, 15.7, 17.5.1
headroom, 15.5.3, 15.6.7, 15.6.9
landings, 15.5.1, 15.5.2, 15.7, 15.8
rise/going, 15.6
width, 15.3–15.5, 15.5.4, 15.6.2, 15.6.6, 15.6.9, 15.7, 15.13.2, 15.18
handrails, 15.5.2, 15.7
helical, 15.6.8
internal, 15.7 (see chapter 15)
interpretation, 15.4
private, 15.6.3
protection from falling, 15.11
ramps, 15.7
tapered treads, 15.6.2–15.6.4
utility, 15.6.5
stair treatment, 10.58
stairwell, 10.74
Standard Assessment Procedure (SAP) 2012, 3.8, 16.8, 16.30
standardised impact sound pressure level, 10.80
standardised level difference, 10.79
statutory duties, breach of, 1.10
statutory undertakers, 1.8–1.9
steel portal frames, 7.25.2
steel, structural, 6.5
stepped access, 17.1.1, 17.2, 17.4.2, 17.5.1, 17.5.4
steps, outdoors, 17.1.1, 17.2, 17.4.2, 17.5.1, 17.5.4
storage areas, raised, 7.23.1
‘storey’, change of definition, 17.2
storey exit, 7.2, 7.9.3, 7.14.2
storeys, number of, 4.1, 7.2, 7.4
storeys, plan area, 6.14–6.15, 6.20
storeys, top, 7.2, 7.4
strapping, walls, 6.32–6.33
strip foundations, 6.44–6.47
structural advice, 10.54
structural members, design, 6.2, 6.8
structural stability, 6.1–6.2
structural steel, 6.5
structural work
  bricks, blocks and plain concrete, 6.13
  timber, single family houses, 6.9–6.13
structure, requirements, 2, 2.4, 7
strutting of joists, 6.12–6.13
stub stacks, 13.6, 13.11–13.17
student accommodation, 17.5.5
subsoil drainage, 8.32–8.33
supported walls, 6.9
surface spread of flame, 7.17
suspended ceilings, fire protection, 7.2
suspended floors
concrete, 8.40–8.41
timber, 8.38–8.40
swales, 13.65
tactile pavings
  blister patterns, 17.5.1
colour, 17.5.1
  ‘corduroy’ tactile warnings, 17.5.1
target emission rate (TER), 16.9, 16.29, 16.31
target fabric energy efficiency (TFEE), 16.9, 16.29, 16.30, 16.34–16.47, 16.80
technical requirements, 2.25–2.26
temperature relief valves, 12.18
temporary buildings, 2.19
testing drains and sewers, 13.19, 13.33
testing programmes, 10.12
thatch and wood shingle roofs, 7.25.10
thermal cut-outs, 12.17
thermal element, 2.16, 16.9
thermoplastic materials, 7.121
thickness, walls, 6.18, 6.35–6.39
third octave, 10.74
thresholds, 8.54–8.55, 17.29
throat, 14.10
timber
doorsets, secure, bespoke, 19.6
  single family houses, structural work, 6.9–6.13
  species/grade combinations, 6.10
  structural, 6.6
timber floors, 8.38–8.40
  suspended, 8.38–8.40
total useful floor area, 16.7, 16.9, 16.16, 16.22, 16.60
toxic substances, 2.4, 2.8, 9.1
TRADA, 6.9–6.11
Transport Act 2000 (air traffic services), 1.9
  trap water seals, 13.7–13.8
travel distance, 7.7, 7.9.2, 7.14.2, 7.16.8, table 7.2
type relaxations, 1.10, 2.27–2.28
unacceptable means of escape, 7.8.3
unauthorised access, 19.3
unauthorised building work, 2.2, 2.30–2.31
underpinning, 2.24
unprotected areas, 7.2
calculation of limits, 7.25.6
  external walls, 7.25
urea-formaldehyde foam, 9.1
urinals, 12.4
utility room, 11.3
U-values, 16.97
calculation methods, 16.99
  limiting values, 16.38, 16.43, 16.71
  standards, 16.50, 16.86
windows, roof windows and rooflights, 16.119
vapour control layer, 8.60
varying the requirements, 7.23
vehicle barriers, 15.12
ventilating stacks, 13.5, 13.16
ventilation, 2.4, 2.8
of buildings other than dwellings, 11.29
of car parks, 11.29
controls, 11.13
definition of, 11.4
ducts, 7.22.2
of dwellings, 11.11
using background ventilators, 11.13
using continuous mechanical extract, 11.18
using continuous mechanical supply and extract with MVHR, 11.20
using passive stack ventilation, 11.16
fire safety, 7.13.5, 7.15.8, 7.20.2, 7.22.2, 7.26.4, 7.28.16–7.28.18
opening, 11.2
rates, 11.12, 11.25
through a room or conservatory, 11.26
ventilation devices, location of, 11.22
vertical datum, 7.187
vertical loading, walls, 6.28
vision panels, 7.14.2, 7.15.2, 7.16.8, 7.20.3
wall cavities, 7.21
walls, 6.13–6.44
block and brick dimensions, 6.21
buttressing walls, piers and chimneys, 6.25–6.29
cavity walls, 6.39–6.40
chases, 6.30–6.31
cladding, 6.48–6.51
compartment, 6.8, 6.13, 6.26, 6.32, 6.38–6.39, 7.3.1, 7.3.2, 7.14.8, 7.16.1, 7.16.3
dimensions of chimneys, 6.25–6.26, 6.28, 6.42–6.44
external cladding, 6.48–6.51
external walls of small buildings and annexes, 6.40–6.42
fire resistance, 7.2, 7.19
flame spread classifications, 7.17
foundation recommendations, 6.44–6.47
height and length, 6.20–6.25
lateral support, 6.31–6.38
loadbearing, nominal length, 6.53
loading conditions, 6.20, 6.26
thickness, 6.38–6.39
wall ties, 6.39–6.40
wall treatment 1, 10.55
warning, means of, 7.5
warranty link rule, 4.2
washbasins, 12.27
washing facilities, 12.2, 12.24
waste disposal, 2.3, 2.5, 13.1, 13.72–13.77
solid waste storage, 13.72–13.77
wastewater treatment systems, 13.38–13.51
capacity, 13.40
primary treatment systems, 13.42
siting and construction, 13.40
secondary treatment systems, 13.42–13.43
constructed wetlands and reed beds, 13.47–13.50
design and construction, 13.46–13.47
siting, 13.43–13.44
water closets, 12.6, 13.7–13.11
notice from local authority, 12.9
Water Industry Act 1991, 1.3
water seals, trap, 13.8–13.9
water supply, 1.4
preventing waste, 1.1
weather, resistance to, external walls, 8.43–8.53
weighted sound reduction index, 10.8, 10.67
weighted standardised impact sound pressure level, 10.79
weighted standardised level difference, 10.80
wetlands and reed beds, 13.47–13.50
design and construction, 13.46–13.47, 13.48
horizontal flow systems, 13.49
maintenance, 13.49–13.50
siting, 13.43–13.44
vertical flow systems, 13.47
wet room, 11.5
wheelchair, 15.6.6
wheelchair platform lifts, 17.5.4
hazards to other users, 17.5.4
wheelchairs see disabled people, access
whole building ventilation, 11.5
width limitations
means of escape, 7.9, 7.14.2–7.14.7
stairways, 15.2
wind loads, 6.2–6.4, 6.8, 6.40, 6.48
window
emergency egress, 7.12.2
loft conversions, 7.53
Part Q, 19.2
secure, 19.2
design, 19.6
installation and fixing, 19.6
unprotected area, permitted limits, 7.25.3–7.25.6
wind speeds, 6.14
work, exempt, 1.6–1.9, 2.2, 2.5, 2.17–2.19
workmanship, 2.2, 2.9, 8.1, 8.4, 8.7–8.8
adequacy, 8.7–8.8
influence of European standards, 8.23–8.7