INDEX

3rd Generation Partnership Project (3GPP), 14, 78
calibration, 128
carrier frequency, 12
carrier recovery, 138
carrier recovery algorithms, 118
center frequency, 120
central channel, 121
central frequency, 120
central point, 22
centralization, 22
classification, 34
classification, 34
independently faded, 31
narrowband, 23
path, 29, 31
slow-fading, 27
static, 26
time-dispersive, 22
time-invariant, 21
channel capacity, 160
ergodic narrowband, 160
instantaneous, 160
instantaneous narrowband, 160
instantaneous wideband, 161
channel sounder, 111, 118
calibration, 118
SISO, 136
switched array, 136
switched array sounder, 158
time-invariant, 21
true MIMO, 135
channel sounding, 111, 117
narrowband, 118
narrowband MIMO, 121
narrowband SISO, 121
sampled spectrum, 134
wideband, 122
Channel State Information (CSI), 160

Bartlett spectrum, 46
exponential, 46
signal, 46
SISO, 111
switched array, 111
true MIMO, 135

Bell Labs layered Space–Time
(BLAST), 8
Bello’s model, 23, 51
Binary Phase-Shift Keyed (BPSK), 133
BPSK constellation, 154
Brigham Young University (BYU), 158, 159
experimental results, 171
MIMO sounder, 167, 184–185

Multiple-Input, Multiple-Output Channel Models: Theory and Practice. By Nelson Costa and Simon Haykin
Copyright © 2010 John Wiley & Sons, Inc.
channel synthesis
  matrix channel, 57
  vector channel, 56
channel vector. See h-vector
Cholesky decomposition, 91
cluster birth–death process, 101
cluster model, 10
cluster models, 77
clustering algorithm, 78
  automatic, 79
clusters, 10, 48
  azimuth spread, 86
  definition, 78
  elevation spread, 85
in time and space, 83
link delay, 92
local clusters, 90, 93
path distance, 84
power, 90
Saleh–Valenzuela model, 80
  single-interaction, 90, 92
twin clusters, 90, 93
Code Division Multiple-Access (CDMA), 12
cohere, 4
coeherence bandwidth, 25
coeherence time, 25
complex chip, 113
complex gain, 27
correlated fading, 37
correlated scatterers, 37, 41, 48
correlation matrix
  from synthetic vector channel, 56
  vector channel, 36
correlation tensor, 39, 52
correlative channel sounder, 123
correlative model, 10
  number of parameters, 174
COST 273, 78, 87, 108, 201
correlation distances, 99
  environments, 89, 203
  external parameters, 89
  stochastic parameters, 89
  transition region, 98
  visibility region, 98
cross-correlation using the FFT, 126
Cumulative Density Function (CDF), 164, 171
data packets, 140
data symbols, 141
decision directed feedback loop, 152
delay bin, 29
delay spread, 25, 82, 84
delay-Doppler spread, 24
Demmel condition number. See validation metrics
differential decoding, 154
digital matched filter, 127
  channel estimation, 130
digital matched filtering, 111, 157
  MIMO, 131
Digital-to-Analog Converter (DAC), 114
distance metric, 106
diversity, 51
diversity systems, 7, 51
diversity-multiplexing tradeoff, 9, 32
Doppler frequency, 24
Doppler spectrum, 25
Doppler spread, 26
double-directional, 86, 87
double-directional impulse response, 88
effective sounding bandwidth, 137
eigenbasis, 38, 41
  Eigenvalue Decomposition (EVD), 55
  and correlated scatterers, 38
  electromagnetic (EM), 2
elevation spread, 85
embedded timing, 139
environment PDF, 101
European Cooperation in the field of Scientific and Technical Research (COST), 78
Fast-Fourier Transform (FFT), 126
Foschini’s formula, 160
Franklin, Benjamin, 1
frequency dependent fading. See Wideband frequency-selective, 22
Gardner timing algorithm, 142, 143
Gaussian assumption, 56
Generic Channel Model (GCM), 87
Global Positioning System (GPS), 139
Global System Mobile (GSM), 12
Heaviside, Oliver, 2
Hermitian matrix, 36
Hertz, Heinrich, 3
  Hertz-Antenna Receiver, 3
Higher-Order Singular Value Decomposition (HOSVD), 68, 75, 187, 188, 191
H-matrix, 8, 31
H-tensor, 33, 52
h-vector, 29
impulse response, 20, 22, 119
Independent and Identically Distributed (IID), 56
Initialization and Searching Improved Space-alternating generalized expectation maximization (ISIS), 164
in-phase, 113
In-phase-Quadrature plane. See IQ-plane
input delay-spread, 23
interpolated sequence, 148
interpolator, 142
IQ-plane, 113, 152
joint clustering and tracking framework, 106
kernel density estimator, 103, 107
KPowerMeans, 79, 106
Kronecker model, 55, 66, 174, 186
MIMO APS, 61, 178
narrowband, 59
narrowband synthesis equation, 60
one-sided correlation matrices, 59
wideband, 61, 159
wideband synthesis equation, 61
Linear Time-Invariant Channels (LTI), 21
line-of-sight (LoS), 20, 25
Local Oscillator (LO), 115, 138
Lodge, Oliver, 4
LoS attenuation, 96
LoS delay, 90
Marconi, Guglielmo, 5
marginal PDF, 93
matched filter coefficient, 131
matrix channel, 31
matrix square-root, 60
matrix unfolding, 188
maximal-length sequence. See ML-sequence
maximum delay, 27, 172
maximum Doppler shift, 26
Maxwell, James Clerk, 2
McMaster University, 14
MIMO APS, 48, 49, 170
experimental results, 170
MIMO beamformer, 47
example, 48
MIMO channel model, 9
ML-sequence, 124, 125, 126, 130, 133
autocorrelation function, 125
Mobile Station (MS), 89
multipath component, 10, 78, 95, 163
attenuation, 96
delay, 96
power, 96
multipath component distance, 106
multipath interference, 6
Multiple-Input, Multiple-Output (MIMO), 1, 6
Multiple-Input, Single-Output (MISO), 29
multiplexing gain, 32, 52
multitone signal, 134
multivariate PDF, 101, 103
narrowband correlation matrix, 36
narrowband receive-correlation matrix, 58
narrowband transmit-correlation matrix, 58
n-mode product, 189
Non–Line-of-Sight (NLoS), 90
nth unfolding of H-tensor, 68
number of parameters, 57, 72
Nyquist zone, 115
Øersted, Hans Christian, 1
one-sided correlation, 55, 58
matrix channels, 57
one-sided correlation matrices, 59
one-sided eigenbases, 59
wideband correlation, 70
oval of scatterers, 40
oversampling, 141, 143
parallel channel, 31
passive channel, 120
pathloss exponent, 82
periodic pulse sounder, 119
periodic pulse sounding, 111, 118, 157
phase ambiguity, 154
phase recovery, 152
physical channel, 19
pilot signal, 139
plane waves, 42
PN-sequence, 112, 122, 123
correlator, 124
PN-sequence period, 123
Poisson-distributed random variable, 90
Power Delay Profile (PDP), 25, 27, 83, 108, 172
Pseudo–Noise sequence. See PN-sequence
QPSK constellation, 152
quadrature, 113
quadrature demodulator, 115
quadrature modulator, 113, 115
Quadrature Phase-Shift Keyed (QPSK), 112
random binary wave, 125
Random Cluster Model (RCM), 78, 101, 108, 161, 164
cluster birth-death process, 102, 104
cluster lifetime, 102
cluster parameter set, 101
cluster parameters, 102
environment PDF, 101, 105
external parameters, 101
multipath component parameter, 101, 102
parametric channel model, 101
procedure, 103
snapshot period, 102
snapshot power, 102
summary, 204
system model, 101, 104
the environment PDF, 103
receive eigenbasis, 59
receive steering vector, 47
receive vector, 30
receive-diversity, 7, 30
receive-filter, 127
RMS delay spread, 25, 51
RMS Doppler spectrum, 26
Root Mean-Square (RMS), 25
rotation matrix, 95
rubidium timing reference, 140, 168
Saleh–Valenzuela model, 78, 79, 108
extended model, 86
summary, 81
typical parameters, 83
sampled spectrum channel
 sounding, 112
scatterers, 6, 20
SDR Forum, 14
second-order statistics, 52
 matrix channel, 36
 vector channel, 34
separability assumption, 11
signal constellation, 112
single-bounce cluster, 84
single-bounce scattering, 28
Single-Input, Multiple-Output (SIMO), 30
Single-Input, Single-Output (SISO), 9
Singular Value Decomposition (SVD), 187
and correlated scatterers, 38
Software Defined Radio (SDR), 1, 12
pure and pragmatic SDR, 13
sounding
 narrowband MIMO, 157
 narrowband SISO, 157
space-time algorithms, 8
spatial filter, 46
spatial multiplexing, 32
spatial resolution, 43
spatial structure, 10, 42
 experimental result, 176
spectral efficiency, 9, 160
steering vector, 44
structured model, 11, 55, 66, 71, 159, 170, 174, 185
 MIMO APS, 178
 one-sided correlation, 68
 one-sided correlation matrices, 69
 synthesis equation, 72
switched-array, 112
switched-array sounder, 158
synthetic H-matrix, 57
synthetic h-vector, 56
system model, 88
system SNR, 160
tapped-delay line model, 27, 28
tensor, 187
 free index, 190
 frobenius norm, 191
 inner product, 190
 notation, 187
 order, 187
 outer product, 188
INDEX

rank, 188
scalar product, 191
summation convention, 190
summation index, 190
tensor algebra, 187
Tesla, Nikola, 4
time invariance, 22
time-dispersive, 22
time-variant transfer function, 24
timing recovery, 112, 137
  using cross correlation, 147
timing recovery algorithms, 118
timing reference, 138
training data, 139
training symbols, 141
transfer function, 22
transmit chains, 112
transmit eigenbasis, 59
transmit filter, 127
transmit SNR, 161
transmit vector, 29
transmit-diversity, 7, 29
two-ring model, 60

Uniform Linear Array (ULA), 45
validation metrics, 160
  channel capacity, 160, 170
  correlation matrix difference metric, 165
correlation metric, 161, 162
Demmel condition number, 162
diversity metric, 161
environmental characterization metric, 163
model error, 173
vec operator
  for matrices, 36
unvec operator, 57
vector channel, 29
vector correlation matrix, 36
vector modes, 63
Vector-Space Narrowband Radiometer (VSNR), 158
Volta, Alessandre, 1
Weichselberger model, 55, 63, 73
coupling coefficient, 67, 70
coupling matrix, 65
left vector mode, 63
number of parameters, 66
right vector mode, 63
structured eigenvalues, 65
structured vector modes, 64
synthesis equation, 66
vector mode model, 63
vector mode synthesis equation, 64
wideband, 11, 22
wideband correlation matrix, 39, 40, 52
  approximation using one-sided eigenbases, 70
EVD of, 41
experimental results, 181
wideband correlation tensor, 39
wideband correlation tensor synthesis, 67
wideband coupling coefficient, 70
wideband H-matrix, 33
Wideband MIMO Software Defined Radio (WMSDR), 14, 111, 131, 140, 145, 148, 155, 159, 166, 171, 172, 185
  experimental results, 173
Wide-Sense Stationary (WSS), 36
wireless channel, 20
Wireless World Initiative New Radio (WINNER), 163
Wireless World Initiative New Radio II (WINNER II), 78