Index

7 ± 2, 69, 164
«I/O», 211
«adjunct», 322
«architectureDecision», 45
«conjugated», 325
«continuousUseCase», 331
«domainBlock», 86
«equal», 324
«full», 323
«functionalBlock», 204
«functionalGroup», 204
«include», 332
«proxy», 324
«requirement», 338
«secondaryUseCase», 331
«systemUseCase», 331
«user», 331
«userInterface», 208, 325
«variant», 235
«variation», 234
4MAT System, 305
abstract syntax, 29, 66, 316
abstraction, 28, 72, 101, 160, 231
abstraction level, 50, 69
accept event action, 204, 333
acquirer, 131
action, 203, 331, 332
opaque, 333
type, 333
activity, 85, 203, 331, 332
diagram, 85, 100, 203, 218, 329, 332
final node, 334
parameter, 332
partition, 211, 332
tree, 86, 200, 203, 321
actor, 208, 331
AD element, 38, 43
adapter, 76
adjunct property, 203, 322
ADM see Architecture Development Method, 251
After Dark, 5
agile, 183
Allen Curve, 298
allocation, 216
allocation matrix, 120, 127
alternative, 336
approval, 179
architect see system architect, 20
architectural decision, 35, 38, 39, 43–45, 48, 57, 175, 194, 198, 226, 274
architectural style, 274
architecture, 50, 341
assessment, 271
assessment team, 273
decision see architectural decision, 194
description, 35–39, 41, 43, 58, 72, 90, 93, 103, 120, 126, 134, 135, 138, 139, 160, 173, 178
absence of, 36
definition, 39
forms, 46
forms and templates, 48
in ConOps, 45
in OpsCon, 45
in stakeholder requirements specification, 45
in system requirements specification, 45
project, 47
purpose of, 35
description language, 39, 41, 48
acceptance of, 36
understanding of, 36
framework, 40, 90, 243
integral, 120
model (ISO 42010) see visualization, 41
modular, 120, 176
pattern, 50
principle, 202, 210
rationale, 35, 38, 39, 43–45, 48
definition, 43
view, 16, 38, 39, 41–42, 47, 90, 126
definition, 42
viewpoint, 38–42, 47
definition, 41
Architecture Development Method, 251
Architecture Tradeoff Analysis Method, 272
assembly, 148
assessment, 210
association, 320, 331
asynchronous message, 337
ATAM see Architecture Tradeoff Analysis Method, 272
authority, 155
automation, 210
availability, 272
Axiomatic Design, 53
base architecture, 35, 47, 57, 96, 243, 274
baseline, 137, 138
behavior, 100, 146, 332
diagram, 315, 329
flow-oriented, 329
behavioral port, 208, 325
bill of material, 323
binding connector, 324
block, 204, 318
block definition diagram, 93, 97, 203, 204, 318
block diagram, 318
blog, 301
BMM see Business Motivation Model, 67
BOM see bill of material, 323
brand management, 150
budget, 142, 269
business driver, 274
business goal, 274
Business Motivation Model, 67
business system context, 274
call behavior action, 85, 203, 333
call operation action, 204
INDEX

call-out notation, 327
capacity, 145
card technique, 219
Carnegie Mellon University, 272
category partition method, 135
change process, 277
chat, 302
checklist, 49
CIM, 31
classification tree, 135
cohesion, 61, 200
Collaborative Planning Methodology, 253
color-blinded, 69
combined fragment, 336
common variability language, 241
communication, 14, 32, 56, 133, 135, 146, 154, 160, 175, 291–307
communication protocol, 336
compatibility, 137, 138
completeness, 225
component see system element, 22
composite property, 323
composite relationship, 204, 207, 319
Computational Independent Model, 31
core element, 237
definition, 232
core knowledge, 43
cost, 14, 127
coupling, 61, 101
cultural gap, 191
culture, 69, 307
customized product, 231
CVL see common variability language, 241
database model, 86
decision node, 332
decompose requirements, 338
definition vs. usage/runtime, 63
denotation, 300
Department of Defense Architecture Framework, 254
dependencies, 147
deployment, 91, 99, 114, 115
derive relationship, 54
extended, 54
design see system architecture, 24
design hypothesis, 35
design principle, 23, 24
architecture rationale, 43
interaction principle, 43
organization principle, 23, 24, 43
development roadmap, 145
diagram, 316
header, 317
layout, 68
discipline-specific requirement, 52
discriminator, 232
disposable, 272
distribution, 148
document-based, 125, 179
document-based, 30
DoDAF
   see Department of Defense Architecture Framework, 254
DoDAF Meta Model
   see Department of Defense Architecture Framework, 254
domain knowledge, 86, 91, 97, 104–109, 127, 128, 320
domain model see domain knowledge, 86
drawing, 67
e-mail, 298, 299, 301
effort, 141
effort estimation, 143
emergence, 248
emergent behavior
   see emergence, 247
emergent property
   see emergence, 248
emotions, 152
enabling system, 132, 281
enterprise architecture, 244
entry behavior, 335
environment see system context, 47
environmental effect, 80, 115
equivalence class, 135
ESA
   see European Space Agency, 299
ESA-AF
   see European Space Agency Architectural Framework, 259
European Space Agency, 259, 299
European Space Agency Architectural Framework, 259
event-oriented behavior, 329
evolution principle, 23
evolution principle, 43
example scenario, 336
example system, 5
execution order, 332
exit behavior, 335
extension mechanism, 340
extension relationship, 340
external interface, 80, 132
external system, 331
family of systems, 247, 248
FAS
   engine, 211
   heuristics, 199
   method, 92, 93, 171, 186, 189–215, 218, 288
   profile, 204
   workshop, 186, 219
fault-tolerance, 224
FEAF
   see Federal Enterprise Architecture Framework, 253
FEAPO
   see Federation of Enterprise Architecture Professional Organizations, 244
feasibility, 141, 146, 182
feature, 190, 232, 274
   team, 163, 177, 180
feature team, 141
feature tree, 236, 239
feature-oriented domain analysis, 236
feature-oriented reuse method, 239
Federal Enterprise Architecture Framework, 253
Federation of Enterprise Architecture Professional Organizations, 244
financial constraint, 274
flip chart, 220
flipchart, 67, 303
flow, 128, 139, 189
flow property, 208, 323
flow-oriented behavior see behavior,
flow-oriented, 329
FODA, 236, see feature-oriented
domain analysis, 239
fork node, 332, 335
FORM see feature-oriented reuse
method, 239
FUML, 333
function, 146, 190, 192
definition, 193
function structure, 192, 204
definition, 193
function tree see activity tree, 203
function-mean tree, 53
functional architecture, 189, 190, 192,
194, 202, 208, 215, 274
definition, 193
functional architecture description, 208
functional connection, 197
functional decomposition, 192
definition, 193
functional element, 192, 197
definition, 193
functional group, 195, 202
definition, 193
top level, 213
functional interface, 194, 197
definition, 193
functional part
definition, 193
functional requirement, 193
functional safety, 192
functional-to-physical mapping, 120,
191, 216

generalization, 237, 319
conjugated, 325
graphical pattern, 68
Gesellschaft für Systems
Engineering, 261
graphical representation, 66, 68
happy engineering, 145
heuristics, 71
human actor, 80
human factors, 152, 267
I/O activity partition, 86
I/O group, 213
ideal system, 65
implementation, 139
implicit knowledge, 49
imposed architecture see base
architecture, 36
include relationship, 66, 332
INCOSE, 185, see International
Council on Systems
Engineering, 315
industry project, 218
information flow, 93
information hiding, 104
information radiator, 303
infrastructure function, 225
initial state, 335
input pin, 332
inside-out view, 82
instant messaging, 302
integral architecture see
architecture, integral, 120
integration test, 135
intensity model, 32
interaction, 336
interaction point, 323
interface, 92, 111, 128, 132, 139, 140,
142, 149, 151, 214, 323
interface block, 209, 325
internal block diagram, 95, 99, 109,
118, 127, 208, 318, 322, 326
internal transition, 336
International Council on Systems
Engineering, 46, 261, 290, 315
ISO 80000 library, 87, 341
item flow, 323
keep it simple, 72, 126
layer, 123
maintainability, 11, 144
maintenance, 105, 131, 132
management, 152–154
manufacturability, 150
manufacturing, 132
mapping, 27
market needs, 151
marketing, 131, 150–153
matrix representation, 205, 339
matrix view, 203
maxVariants, 235
MBSA see model-based system architecture, 32
MBSE see model-based systems engineering, 27
MBSE Cookbook, 69
MBTI see Myers–Briggs Type Indicator, 305
MDA see Model Driven Architecture, 31
message, 336
message-oriented behavior, 329
meta model, 250
Meta Object Facility, 241
metaclass, 340
Ministry of, 257
minVariants, 235
MODAF
see Ministry of, 257
MODAF Meta Model, 257
model, 66, 316, 328
definition, 27
model based document generation, 46
Model Driven Architecture, 31
model execution environment, 333
model kind (acc. ISO 42010) see visualization kind, 40
model organization, 328
model transformation, 32
model-based document generation, 180
model-based
definition, 30
model-based system architecture
definition, 32
model-based systems engineering, 27
model-driven, 30
modeling, 56
modeling tool, 127, 128, 210
modifiability, 175, 272
modular architecture see architecture, modular, 120
MOF see Meta Object Facility, 241
Myers–Briggs Type Indicator, 305
NAF
see NATO Architecture Framework, 255
NAF Meta Model, 255
namespace, 204
NASA, 245
NATO
see North Atlantic Treaty Organization, 245
NATO Architecture Framework, 255
nested package, 329
nested relationship, 329
nonfunctional requirement, 193, 222, 225, 265
nonhuman actor, 80
North Atlantic Treaty Organization, 255
object flow, 84, 202, 214, 332
INDEX 369

Object Management Group, 261, 315
OMG see Object Management
Group, 315
OMG SysML see Systems Modeling
Language, 315
opaque action, 204, see action,
opaque, 333
opaque behavior, 333
open source, 210
operation, 204, 206, 318, 336
OpsCon, 36
organization, 277
organization(al), 132, 140, 143, 145,
147, 150, 151, 154, 162,
164–166, 283, 285
interface, 132, 285
structure, 278, 282
organizational gap, 191
orthogonal aspects, 69
orthogonal variability model, 232
OSI reference model, 102
output pin, 332
outside-in view, 82
OVM see orthogonal variability
model, 232, see orthogonal
variability model, 241
owned property, 318

package, 328
package diagram, 318, 328
package structure, 69
parallel message exchange, 336
parameter, 332
parametric diagram, 115, 318, 326
part, 319, 323
pattern language, 49
PBS see product breakdown
structure, 68
performance, 272
performance indicator, 271
perspective, 42, 90, 126, 250
behavioral, 91, 100
functional, 91
graph, 116
layered, 91
physical, 91, 96
system deployment, 91, 113
topology, 116
physical architecture
definition, 215
PIM see Platform Independent
Model, 31
planning, 13, 141, 147
Platform Independent Model, 31
Platform Specific Model, 31
point of view see architecture
viewpoint, 38
port, 93, 111, 323
coupled, 325
full, 323
proxy, 111, 208, 323
pragmatic, 27
PrimitiveValueTypes library, 342
process, 49, 174
systems architecting, 173
producibility, 272
product architecture, 52, 96, 274
definition, 215
product breakdown structure, 68
product line, 231, 311
product tree, 320
production, 13, 131, 148
profile, 341
profile application, 328
profile application relationship, 341
project, 145
project leader, 144
project manager, 141, 142
property, 322
provided operation, 323
provided structure, 323
PSM see Platform Specific Model, 31
purpose of system, 47

quality, 222
quality attribute, 272
quality attributes utility tree, 275
quality criteria, 10, 151
quality function, 225
quality of service, 224
QUDV model library, 341
quick win, 154

reading direction, 69
receive signal, 333
recruiting, 165
reduction, 27
redundancy, 72
reference architecture, 243
reference property, 323
refine relationship, 338
region, 336
regressive verification, 136
regulatory body, 131
reliability, 11, 272
repository
definition, 28
requested operation, 323
requested structure, 323
requirement, 11, 50, 195, 252, 338
requirement identifier, 338
requirement table, 339
requirements, 76, 92, 131, 135, 145
requirements analysis, 75
requirements diagram, 315, 337
requirements documentation, 76
requirements elicitation, 76
requirements engineer, 131, 145, 176, 191, 195, 219, 284
requirements engineering, 76, 131, 134
requirements management, 76
requirements structure, 76
requirements, nonfunctional, 120, 121
REQUIRES, 233, 236
resources, 72, 146–148
retirement, 132
return of investment, 14, 146, 153, 154
review, 17, 179
risk, 141, 146, 276

risk analysis, 43
risk management, 13, 141, 142, 268
roadmap, 145
robot, 5
role, 133, 280, 281, 283, 289
definition, 158
description, 158
RSS feed, 302
run-time, 63

safety, 266, 267
safety assessment, 192
satisfy relationship, 338
scenario, 336
scrum, 184
secondary use case, 84
security, 272
semantic, 316
Semantics Of A Foundational Subset For Executable UML Models, 333
send signal, 333
send signal action, 204, 333
sensitivity point, 276
sequence diagram, 100, 329, 336
Shannon-Weaver model, 293
shared property, 318
Short Message Service, 302
signal, 336
signal flow, 93
Simplify. Simplify. Simplify., 72, 73
simulation, 17, 333
simulation results, 43
single source of truth, 17, 127, 162, 286
sketch, 67, 220
skill, 160
SMS
see Short Message Service, 302
soft skills, 291
software architect, 139
software engineering, 272
solution-free, 58
solution-free requirement, 50
SoS
    see system, of systems, 246
specialization, 319
specification, 33
stable part, 65
stakeholder, 16, 30, 36, 38, 39, 41, 42,
        47, 73, 89, 126, 128, 131, 132,
        136, 139, 145, 146, 164, 182,
        186, 278, 284, 285, 289, 331
classes, 37
concern, 36
impact to system success, 37
need, 35
requirement, 35
validation, 35
stakeholder’s processes, 36
stakeholder requirements
    specification, 51
stakeholder’s processes, 38
    impacted by system, 36
stakeholders, 73
standard profile, 341
state, 335
state machine, 333, 335
state machine diagram, 100, 329, 335
stereotype, 250, 340
sticky man, 331
strategy, 10
structure, 146
structure diagram, 315, 318
substates, 336
subsystem, 139, 142
subsystem development, 13
Supplier, 149
Swiss Society of Systems
    Engineering, 261
synchronous message, 337
SysML, 91, 111, 341
    diagram, 42
diagram type, 40
rationale element, 44
view element, 42
viewpoint element, 40
SysML 1.0, 315
SysML model, 69
SYSMOD, 75, 133, 134
SYSMOD methodology, 50
SYSMOD profile, 341
SYSMOD Zigzag Pattern see zigzag
    pattern, 50
SYSMOD zigzag pattern, 227
system, 23, 36, 38, 47, 80
    characteristic, 23
definition, 23
definition modeled, 22–26
element, 22, 158
evolution, 23
impact of, 38
impacts stakeholder’s processes, 36
of systems, 244, 247, 272
perception, 38
purpose, 23
stakeholder, 23
system element, 91, 96, 114
system actor, 80
system architect, 20, 191, 195, 219
definition, 158
system architecture
    7 ± 2, 25
definition, 19–26
definition modeled, 22–24, 26
discussion of definition, 20
references of definitions, 19
system architecture team, 162, 186,
    280, 285
system block, 192
system boundary, 80, 226, 266
system context, 23, 24, 38, 47, 80,
    115, 117, 136, 226, 266
    extended, 80
    simple, 80
system context diagram, 80
system design, 121
system element, 22, 23, 38
    system element interaction, 23, 24
system function, 82
system integration, 140, 141
system model
definition, 28
definition, 28
system model structure, 69
system of interest see system, 36
system of interest see system, 36
system of systems engineering
see system, of systems, 244
system requirements specification,
52
system test, 135
system use case, 82
Systems Engineering Vee see
V-Model, 343
Systems Modeling Language, 315
Systems Modeling Process see
SYSMOD, 75

T-shaped, 165, 168
table representation, 339
tagged value, 340
technical concept, 215
technical decision, 57
technical implementation, 215
technology-independent, 190
telephone conference, 302
temporal cohesion, 83
terminology, 127
test, 135, 137
test access point, 136
test case, 338
test scenario, 336
testable, 107
The Open Group
see The Open Group Architecture
Framework, 251
The Open Group Architecture
Framework, 251
Theory of Inventive Problem
Solving, 66
time-to-market, 14, 152
TOGAF
see The Open Group Architecture
Framework, 251, 259
toolbox, 49
top-down, 11
topology, 116
topology, 116
trace relationship, 204, 338
traceability, 32, 125, 138, 210
traceability, 32, 125, 138, 210
traceability path, 57, 79
trade study, 10, 43, 231, 268
trade study, 10, 43, 231, 268
tradeoff, 11, 276
training, 131
TRAK, 90, 258
transition, 335
TRIZ, 66
trust, 73, 137, 140, 142, 146, 154, 165,
269

UML see Unified Modeling
Language, 315, 341
UML Profile for Modeling Quality
of Service and Fault
Tolerance Characteristics and
Mechanisms Specification,
224
UML2 metamodel, 341
Unified Modeling Language, 315
Unified Profile for
DoDAF/MODAF, 261
unit, 87
UnitAndQuantityKind library, 342
unstable part, 65
UPDM
see Unified Profile for
DoDAF/MODAF, 261
usability, 11
usage, 63
use case, 66, 82, 89, 142, 193, 195,
203, 225, 331
use case, 66, 82, 89, 142, 193, 195,
203, 225, 331
abstract, 83, 199
continuous, 84
definition, 193
secondary, 199
step, 84
use case activity, 84, 193, 195, 202
definition, 193
use case analysis, 75
use case behavior, 332
use case diagram, 329, 331
use case perspective, 82
user, 131
user interface, 208, 325
user perspective, 82

V-Chart see V-Model, 344
V-Model, 52, 343–352
as process description, 348
change, 350
concurrent engineering, 350
defect prevention, 350
history, 343
incremental development, 350
iterations, 349
levels, 346
no comprehensive process
description, 345
no waterfall, 349
reading instructions, 351
verification planning, 350
Zig-Zag pattern, 346
V-Model Views
  Assurance-V, 345, 351
  Basic-V, 345
  Development-V, 345
  Dynamic-V, 345
  value stream, 345
V-Modell®, 344
Validation, 178
validation, 17
value property, 318
variant, 231, 233
definition, 232
variant configuration, 234, 237
definition, 232
variant constraint, 234, 236
definition, 233
variant element, 234, 237
definition, 232
variant modeling, 233
variation, 233
definition, 232
variation discriminator, 234
variation point, 202, 234
definition, 232
verification, 135, 137, 141, 284
verification context, 82, 118
verification planning, 136
verify relationship, 327
video conference, 302
view, 30, 66, 73, 89, 138, 250, 316
vs. architecture view, 90
Virtual Museum Tour system, 7
visualization, 17, 41, 42, 180
visualization kind, 40–42
VMT see Virtual Museum Tour system, 7

Waterloo, 308
what/how, 50
white board, 220, 303
wiki, 301
work breakdown, 141
work-load, 73, 143, 147, 282, 286

XOR, 233, 236

Zachman Framework, 250
zigzag pattern, 57, 133, 134