Index

access point (AP), 40, 44, 50
ACK, 176
ACMA see Australian Communications and Media Authority (ACMA)
adaptive modulation and coding (AMC), 175
ADCs see analogue-to-digital converters (ADCs)
aggregated sub band (ASB), 173
almost blank subframes (ABS), 6, 120
amplitude shift keying (ASK), 169
analogue-to-digital (A/D), 171
analogue-to-digital converters (ADCs), 39
analysis, 85
application-specific integrated circuits (ASIC), 56, 79, 169
a priori, 151, 157
ARP, 203, 205
ARP poisoning, 203
ASB-FDMA, 178
ASB-OFDM, 181
ASIC see application-specific integrated circuits (ASIC)
attenuation, 169
Australian Communications and Media Authority (ACMA), 170
back door, 198
Backhaul (BH), 2, 5, 9, 55, 85
backplane, 202
bandpass filter (BPF), 178
bare metal, 79
baseband unit (BBU), 3, 15, 55, 196–7, 202–4
base station (BS), 2, 5, 195
base station controller (BSC), 11
base transceiver station (BTS), 11
BBU pool, 196–7, 200, 207
beam-division multiplexing (BDM), 39
beamforming, 34
BH see Backhaul (BH)
biasing, 112
Bluetooth, 208
Botnet, 206–7
Broadband, 168
brute force (BF), 145
buffer status report (BSR), 19
call admission control (CAC), 120
capital expenditure (CAPEX), 21, 56, 92
carrier aggregation (CA), 119
carrier frequency, 67
carrier frequency offset (CFO), 188
CDF see cumulative distribution function (CDF)
cell radio network temporary identifier (C-RNTI), 18–19
cell-range-extended (CRE), 122
cell-selection, 6, 146, 151
cell selection bias (CSB), 122, 134
cellular, 85
cellular user (CU), 22
centralized, 77
central limit, 70
CEPT see Conference of Postal and Telecommunications Administrations (CEPT)
CFO see carrier frequency offset (CFO)
channel-aggregation, 169
channel state information (CSI), 38, 174
cloud, 79

Edited by Kazi Mohammed Saidul Huq and Jonathan Rodriguez.
© 2017 John Wiley & Sons, Ltd. Published 2017 by John Wiley & Sons, Ltd.
### Index

- **cloud computing**, 79
- **cloudfication**, 79
- **cloudlet**, 80
- **cloud radio access network (C-RAN)**, 2–5, 10, 20, 55, 195–7, 200
- **cloud resource optimizer**, 15
- **codebook**, 91
- **coding**, 64
- **collusion attack**, 202
- **common control channel (CCCH)**, 18
- **Common Public Radio Interface (CPRI)**, 57–8
- **common reference signal (CRS)**, 140
- **Commonwealth Scientific and Industrial Research Organisation (CSIRO)**, 189
- **complexity**, 192
- **Conference of Postal and Telecommunications Administrations (CEPT)**, 170
- **control (Ctrl)**, 16
- **control and command (C&C)**, 206
- **convergence**, 156
- **Convex**, 108
- **cooperative small cell (CSC)**, 20
- **coordinated multi-point (CoMP)**, 10, 12, 38, 143 see also JT CoMP
- **Copper cable**, 11
- **Core**, 57
- **Cost**, 87
- **CPRI see Common Public Radio Interface (CPRI)**
- **CRE see cell-range-extended (CRE)**
- **cross-polarization interference cancellation (XPIC)**, 188, 193
- **CSI see channel state information (CSI)**
- **CSIRO see Commonwealth Scientific and Industrial Research Organisation (CSIRO)**
- **CSIRO Ngara backhaul**, 190
- **cumulative distribution function (CDF)**, 67
- **cyclic prefix (CP)**, 58, 181

- **D/A see digital-to-analogue (D/A)**
- **DACs, digital-to-analogue converters (DACs)**
- **datalog**, 202–3
- **data rate fairness (DRF)**, 149
- **dBm**, 14
- **DC**, 183
- **decentralized**, 75
- **decoding**, 64
- **De facto**, 75
- **delay-limited**, 87
- **delay-sensitive**, 85
- **denial of service (DoS)**, 201, 203–4 see also distributed denial of service (DDoS)
- **densifying**, 85
- **density**, 102, 115
- **Device-to-Device (D2D)**, 10–11, 20, 36
- **DFT see discrete Fourier transform (DFT)**
- **digitally controlled phase shifter network (DPSN)**, 38
- **digital-to-analogue (D/A)**, 58–59, 171
- **digital-to-analogue converters (DACs)**, 39
- **digital signal processing (DSP)**, 56
- **digital subscriber line (DSL)**, 11, 74
- **dipllexer**, 190
- **directed multi-gigabit (DMG)**, 40
- **discrete Fourier transform (DFT)**, 174
- **distributed denial of service (DDoS)**, 196, 205–9
- **DMG see directed multi-gigabit (DMG)**
- **DNS**, 206
- **downlink (DL)**, 58, 145
- **downlink shared channel (DL-SCH)**, 19
- **DP**, 95
- **DPSN see digitally controlled phase shifter network (DPSN)**
- **DS3**, 168
- **DSP see digital signal processing (DSP)**
- **dynamic**, 119
- **dynamic reception (DRX)**, 19
- **E1**, 12, 168, 171
- **E-band**, 75, 168
- **electromagnetic**, 170
- **energy**, 18
- **enhanced ICIC (eICIC)**, 6, 15, 120 see also inter-cell interference coordination (ICIC)
- **Ethernet**, 11, 75
- **ETSI see European Telecommunications Standards Institute (ETSI)**
- **European Telecommunications Standards Institute (ETSI)**, 170
- **Evolve**, 7, 145
- **evolved node B (eNB)**, 23–4, 151
- **evolved packet core (EPC)**, 2–3, 13–14
- **fast Fourier transformation (FFT)**, 59, 80
- **FCC see Federal Communications Commission (FCC)**
- **FEC see forward error correction (FEC)**
Federal Communications Commission (FCC), 170, 175
FeICIC, 140 see also enhanced ICIC (eICIC)
FFT see fast Fourier transformation (FFT)
FH see fronthaul (FH)
Fibre, 73
field-programmable gate array (FPGA), 56, 79, 169
fifth generation (5G), 1, 4, 20, 29, 51, 195–6, 206, 208
fine pointing mirror (FPM), 32
firewall, 201–2
forward error correction (FEC), 58, 61
fourth generation (4G), 2, 9, 29, 55, 206, 208
FPGA see field-programmable gate array (FPGA)
free space optics (FSO), 11, 29
frequency-division duplexing (FDD), 23, 170
frequency domain, 173, 192
front-end, 79
fronthaul (FH), 4, 9, 55–6, 56, 196–7
full buffer traffic, 148

2G see second generation (2G)
3G see third generation (3G)
4G see fourth generation (4G)
5G see fifth generation (5G)
Gamma, 90
Gateway, 102, 115
Gaussian, 69, 90
Gbps, 167
generation partnership project (GPP), 56, 79
G.fast, 74
6 GHz, 12, 170
11GHz, 170
60 GHz, 12, 32, 37
gigabit passive optical network (GPON), 11
giga-samples-per-second (Gsps), 185
Global positioning system (GPS), 13, 196
GPP see Generation Partnership Project (GPP)
3GPP see Third Generation Partnership Project (3GPP)
GPS-assisted, 76
Gsps see giga-samples-per-second (Gsps)
GTP-U, 13

Haul, 4, 11
heterogeneous, 85
heterogeneous network (HetNet), 6, 9, 119, 143
high-speed, 167

Hop, 89
HotSpot, 6, 132
hybrid automatic repeat reQuest (HARQ), 23, 59
hypergeometric, 105
hypervision, 198, 200
hypervisor, 79

ideal, 16
identity fraud, 203
IFFT see inverse fast Fourier transformation (IFFT)
impersonation attack, 203
IMT, 16
IMT-A, 120
in-cell (INC), 122
in-phase/quadrature (I/Q), 61, 188
insider attack, 203
inter-cell interference, 34, 38
inter-cell interference coordination (ICIC), 6, 120
interference, 34
intermediate frequency (IF), 176, 191
International Telecommunication Union (ITU), 120
internet, 20
internet protocol (IP), 9, 13, 55, 202, 208
inter-of-things (IoT), 9
inter-site distances (ISD), 123, 132
intra-cell interference, 34, 38
introspection, 198, 200, 202
intrusion attack, 197–8
inverse fast Fourier transformation (IFFT), 59, 80, 181
I/Q see in-phase/quadrature (I/Q)
ISD see inter-site distances (ISD)
IT, 79
ITU see International Telecommunication Union (ITU)
ITU-R M.2134, 124

Jain Index, 125, 138
jitter, 60
joint transmission (JT), 12
JT CoMP, 12–13 see also coordinated multi-point (CoMP)

Karush-Kahn-Tucker (KKT), 108
Knapsack problem, 151
last mile, 57–8, 74
latency, 9
linear programming, 128
line-of-sight (LOS), 30, 35
LLRs see log likelihood ratios (LLRs)
local oscillator (LO), 187
logical channel ID (LCID), 18–19
log likelihood ratios (LLRs), 60
long BSR, 19
long-distance, 194
long term evolution (LTE), 12, 207
low-latency, 168
low-noise amplifier (LNA), 179, 191
low pass filter (LPF), 188
low-power node, 143
low-rate, 172
LTE-Advanced, 2, 12
LTE-U, 140
MAC control element (MAC-CE), 15, 18
MAC protocol data unit (MAC-PDU), 14
Macro Base Station (MBS), 40, 121
Macro eNB (MeNB), 143 see also evolved node B (eNB)
malware, 198
man-in-the-middle attack, 204
Marcov decision process (MDP), 120 see also semi-Markov decision processes (SMDPs)
massive MIMO, 29–30
Max C/I (MCI), 150
Mbps, 171
mean packet delay, 87
measure report (MR), 128
medium access control (MAC), 10–11, 13, 55
microwave, 11–12, 170
millimeter-wave (mmWave), 5, 10, 29
MIMO see multiple-input/multiple-output (MIMO)
MMIC amplifier, 192
mobile internet, 20
mobility load balancing, (MLB), 156
mobility management entity (MME), 3, 17
modulation and coding scheme (MCS), 14, 68
MPTD see multi-point turbo detection (MPTD)
multiband, 167
multicarrier, 173
multichannel, 167
multi-gigabit, 172
multi-gigahertz, 171
multiple-input/multiple-output (MIMO), 5
multi-point turbo detection (MPTD), 56, 60
MU-MIMO, 33
near field communication (NFC), 208
near-optimal, 151
network function virtualization (NFV), 78
next generation fronthaul interface (NGFI), 76
NFC see near field communication (NFC)
ng-PON2, 197
noise, 122
non-ideal, 16
non-LOS (NLOS), 30, 35–6
non-negative, 122
NP-complete, 151
Nyquist zone, 180
OC-3, 168
OFDM see orthogonal frequency-division multiplexing (OFDM)
OFDMA see orthogonal frequency-division multiple access (OFDMA)
offloading, 112
on-demand, 11, 20
OOBE see out-of-band emission (OOBE)
optical fibre, 11
optimization, 85, 151
orthogonal frequency-division multiple access (OFDMA), 121
orthogonal frequency-division multiplexing (OFDM), 40, 173
outage, 68
outage probability, 69
out-of-band emission (OOBE), 188
Oxygen, 32, 169
packet data convergence protocol (PDCP), 13, 56
packet data gateway (PGW), 3, 17
packet switching, 77
PAPR see peak-to-average power ratio (PAPR)
parallel-to-serial (P/S), 181
Pareto, 90
path-loss, 42
PDF, 70, 89
peak-to-average power ratio (PAPR), 173
peer-to-peer (P2P), 204–5
phase shift keying (PSK), 169
physical layer (PHY), 13, 57
pico-cell base stations (PBS), 132
Pilot, 34
Point-to-MultiPoint (PTP), 35
Point-to-Point (PTP), 11, 35, 37
poisson point processes (PPPs), 41
power amplifier (PA), 179
power combiner, 190
power efficiency, 169
PPPs see Poisson point processes (PPPs)
precoding, 34
proportional fairness (PF), 23, 140
Prosumer, 1
QAM see quadrature amplitude modulation
quadrature amplitude modulation (QAM), 178
quadrature phase shift keying (QPSK), 169
quality of experience (QoE), 9, 69
quality of service (QoS), 20, 29, 81, 120
queueing, 77
radio access network (RAN), 2, 15, 77, 144
radio access technology (RAT), 16
radio frequency (RF), 15, 20, 168
radio link control (RLC), 13
radio link monitoring (RLM), 133
radio resource control (RRC), 13
rayleigh, 89, 91
reference signal received power (RSRP), 14, 122, 157
relax, 7, 145
relaying, 11
remote radio head (RRH), 55, 77
remote radio unit (RRU), 2, 15–16, 197–7, 207–8
resource block (RB), 22, 124
rollback, 198, 200, 202
round robin (RR), 148
round trip time (RTT), 2
Rx, 191
S1, 13
S5, 13
Satellite, 11–12
SC-FDMA, 180, 190
SCTP, 13
second generation (2G), 60, 208
self-organizing network (SON), 120, 156
semi-Markov decision processes (SMDPs), 120
see also Markov decision process (MDP)
service data unit (SDU), 19
serving gateway (SGW), 3, 17
short BSR, 19
side-channel attack, 204
signal-to-interference-plus-noise ratio (SINR), 7, 44, 122
signal-to-interference ratio (SIR), 34, 37, 91
signal-to-noise ratio (SNR), 81
single-carrier, 173
single-to-parallel (S/P), 182
SINR see signal-to-interference-plus-noise ratio (SINR)
SIR see signal-to-interference ratio (SIR)
sLRB, 132, 135
small base station (SBS), 29, 34–5, 121
small cell (SC), 10
small-cell eNB (SCeNB), 144 see also evolved node B (eNB)
SMD-CAC, 126
SMTP, 206
SNR see signal-to-noise ratio (SNR)
software-defined networking (SDN), 78
software entropy, 200
software monitor, 200
spectral efficiency, 169
spectrum, 18
spectrum-partitioning, 87, 106
spectrum-sharing, 106
statistical multiplexing, 70
sub-6 GHz, 31, 87
sum-log, 125
sum-rate, 125
sync, 18 see also synchronization
synchronization, 16
T1, 12, 168
Tactile internet, 77
TCP SYN, 206
technical debt, 200
third generation (3G), 60, 208
Third Generation Partnership Project (3GPP), 4, 10, 25, 55, 119
threshold, 98
throughput, 21
tier, 104
time-division duplexing (TDD), 23, 172
time-division multiplexing (TDM), 35–6, 39
time-domain, 173
topography, 191
topology, 90
tractable, 90
transceiver, 10, 192
Transmission control protocol (TCP), 206
truncated polynomial expansion (TPE), 34
TV white space (TVWS), 30
two-tier, 87
Tx, 191

ultra-high-frequency (UHF), 36
universal serial bus (USB), 208
unlicensed mmWave, 31
uplink shared channel (UL-SCH), 19
USB see universal serial bus (USB)
user blocking, 125
user-cell association, 148
user datagram protocol (UDP), 13, 206
user equipment (UE), 12–13, 40, 121
utility, 121
UTRAN, 61

V-band, 75
virtualization, 20, 56
virtual machine, 79
virtual small cell (VSC), 20
voice-over-IP, 77, 85

wave division multiplexing (WDM), 32
weibull, 90
weighted max-min, 34
wide-bandwidth, 184
WiFi, 16, 208
wired backhaul, 96, 167
wireless backhaul, 11

X2, 13, 15, 120, 156
X2-AP, 13
xDSL, 86, 92 see also digital subscriber line (DSL)
XPIC see cross-polarization interference
cancellation (XPIC)

zero delay, 24
zero-padded (ZP), 181