INDEX

Ablative Pulsed Plasma Thrusters (PPT), 331
accelerate a propellant (such as ions) through
electro(magnetic)fields, 327
access network, 239
action/reaction (physical forces), 325
actual frequency reuse factor, 112
Adaptive coding and modulation (ACM), 72, 124
Adjacent channel interference (ACI), 13
Adjacent channel leakage ratio (ACLR), 71
Adjacent channel power ratio (ACPR), 63
Adjacent satellite interference (ASI), 13, 31
Advanced metering infrastructure (AMI), 246
advantages all-EP, 335
AeroMobile, 203
aeronautical antenna mounting location, 186
aeronautical antennas, 176
aeronautical bands of operation, 179
aeronautical platforms, 228
aeronautical services on major airlines, 172
aeronautical systems, 161, 166, 262
aeronautical/maritime service, 163
aeronautical/mobility applications, 41
Africa, 10, 42

Air Canada, 172
Air France-KLM, 172
Air traffic control (ATC), 262
Aircraft Communications Addressing and
Reporting System (ACARS), 9, 280
aircraft flight plans, 281
Air-to-ground (ATG) systems, 162, 168, 171
aloha-based access, 105
angular prediction modes, 307
antenna array, 136
Antenna control unit (ACU), 180, 185
antenna design, 176
antenna engineering, 178
antenna patterns, 187
antenna pointing accuracy, 182
antenna system, 106
antenna types, 28
antennas for satellite M2M applications, 255
16-APSK, 73, 82
32-APSK, 73, 82
64-APSK, 78, 82
Arcjet, 329
Arc-jet thrusters, 331
ArianeSpace, 344
ARINC, 280

© 2015 John Wiley & Sons, Inc. Published 2015 by John Wiley & Sons, Inc.

413
Arms Export Control Act, 14
Artificial intelligence (AI), 222
AT&T, 203
attenuation, 123
Automated Meter Readers (AMRs), 225, 242
Automatic Dependent Surveillance-Broadcast (ADS-B), 262
automatic handoff, 162
Automatic identification system (AIS), 209, 258
Automotive Applications, M2M, 251
Azimuth, 38
bCall (breakdown call), 251
beam (feed) assignments, 116
beam efficiently, 138
Beamforming and ground-based beam forming (GBBF), 188
Beam-forming network (BFN), 106, 108, 135, 138, 140, 189
BGAN M2M, 265
Bit error rate (BER), 52
bitrate, 54
bit rates required to support Ultra HD, 313
block codes, 57
block size, 60
Block UpConverter (BUC), 38
Bluetooth Low Energy (BLE), 230
Boeing’s 702SP (small platform), 341
bonding (channel), 79
Bose–Chaudhuri–Hocquenghem (BCH), 57, 58
box, station-keeping, 338
BPSK, 67
Brazil, 10, 42
BRICA countries, 10, 42
Bring Into Use (BIU) mission, 322
broadband satellites, 7, 272
Broadcast Satellite Service (BSS), 3, 24
Building automation and control (BA&C), 242
calibration network, 190
CapRock, 132
Carrier identifier (CID), 31, 84
carrier spacing, 80
C-band, 24
Cellular M2M connections, 228
channel bonding, 79
cellular propellant systems, 324
chemical propulsion, 324
China, 10, 42
chroma, 308
city automation, 247, 250
civil infrastructure management, 228
closed-loop tracking, 186
Code division multiple access (CDMA), 31, 101, 104
Coded departure routes (CDRs), 281
codes, low-complexity, 59
coding schemes, 310
Coding tree blocks (CTBs), 305, 307–309
Coding tree units (CTUs), 304, 305, 309
Coding unit (CU), 304, 305
Coping/modulation (CM) mechanisms, 76
Cognitive radio for satellite communications (CoRaSat), 13
cognitive radios, 13
cognitive satellite communication systems, 13
collocated satellites, 16
commercial aircrafts in use, 167
commercial airline IFC services, 167
Commercial VSAT networking, 126
Commercially Hosted InfraRed Payload (CHRIP), 11
Comms-On-The-Move applications, 216
communication terminals, 209
Communications-on-the-move (COTM), 216, 261
Communications-on-the-pause (COPT), 261
cost comparison to support high-availability, 133
cost of HTS approaches, 129
crowd with Section 25.138, 176
cross-polar interference, 122
cross-polar isolation, 175
Cyclic redundancy check (CRC), 85
data compression ratio, 304
data link layer, 102
Data Over Cable Service Interface Specification (DOCSIS), 315
Data Rates and System Capacity for Various Commercial TV Transmission Schemes, 315
data rates generated by HEVC, 311
dawn-to-dusk orbit, 16
DBS/Direct to home (DTH), 17, 30, 39, 73, 78
decoder convergence, 60
delinearization of content, 6
delta air lines, 173
de-orbit maneuvers, 323, 324
development timetable for H.265, 299
Dielectric resonator oscillator (DRO), 37
INDEX

digital BFNs, 189
Digital video broadcasting (DVB), 73
Direct to home (DTH), 17, 30, 39, 73, 78, 96, 124, 140, 297
DirectTV, 13
disadvantages of all-EP, 335, 336
Discrete Cosine Transform (DCT), 307
Discrete Sine Transform (DST), 307
dispersion, 122
distortion, 122
distribution of Ultra HD TV, 315
Doppler frequency shift error, 192
downconversion, 34
drift and eccentricity maneuvers, 340
dropouts, 122
3DTV, 297
dual polarization transmission, 115
DVB-CID-2013, 85
DVB-S2, 51, 76
modulation, 71
modulation constellations, 74
performance, 74
standard, 72
DVB-S2 extensions (DVB-S2X), 5, 71, 77, 79, 84, 134
DVB-S2X constellations, 81
Earnings Before Insurance, Tax, Depreciation, and Amortization (EBITDA), 321
Earth stations on board vessels (ESVs), 165
east–west maneuvers, 340
east–west orbit adjustments, 339
Eh/No, 52
EchoStar, 145
economics of satellite industry, 6
dual polarization high-gain spot beams, 100
Effective isotropically radiated power (EIRP)
density, 106, 109, 111, 114, 119, 134, 175–180
of the main lobe, 176
mask, 187
e-health (eHealth), 225, 247
Electric propulsion (EP), 5, 321
disadvantages, 336
engines, 328
orbit raising time, 335
Electrical demand response (DR), 246
electromagnetic propulsion, 326, 329
electromagnetic spectrum, 22
electronic-propulsion spacecraft, 10
electrostatic propulsion, 326, 329
electrothermal propulsion, 326, 329

elevation, 38
email to aircraft, 281
emergency collision avoidance maneuvers, 324
end-to-end system using HTS services, 119
Enhanced data rates for global evolution (EDGE), 282, 285
Ethernet Link Aggregation, 91
Eutelsat KA-SAT, 147
example of the IoT/M2M environment, 229
Exede in the Air, 10, 144, 200
exhaust velocities, 326
fade issues, 122
Federal Communications Commission (FCC), 178, 180
feed horn assembly/reflector, 115
fiber optic technology, 45
Field Emission Electric Plasma thruster (FEEP), 331
filters and roll-off factors, 63
final insertion, 324
fishing vessels, 260
Fixed satellite service (FSS), 3, 10
cannibalization, 7
earth stations on mobile platforms, 177, 178
fleet management, 252
floor performance, 59
Forward error correction (FEC), 27, 36, 51, 52, 54, 56, 57, 304
forward path signal amplitude, 191, 192
forward uplink power control, 192
Four Color Theorem (4CT), 109
four-colors, 113
free space losses, 122
frequency band, 3, 23, 25, 114
frequency band of aeronautical operation, 175
frequency colors, 109
Frequency division multiple access (FDMA), 68, 101, 103, 104
frequency reuse, 29, 100, 102
frequency reuse factor, 112
frequency subbands (“colors”), 111
3G/4G, 282
3G/4G backhauling, 127

gateway in a HTS environment, 118
gateway TX/RX antennas, 117
General packet radio service (GPRS), 282, 285
generations of HTS, 107
Geostationary orbit (GSO), 2, 16, 20, 98, 130, 323
Global locating system (GLS), 279
Global positioning (service/) system (GPS), 3, 170, 224, 262
Globalstar, 12, 276
4G/LTE wireless services, 96
Gogo, 171, 172, 198
Google, 12
Gridded ion engine (GIE), 331
Ground-based beam forming (GBBF) system, 108, 189
Group of pictures (GOPs), 314
GSM EDGE radio access network (GERAN), 286
GSO box, 338
G/T, 175
100G (Gbps) technology, 45
H.265 video coding, 5, 52, 91, 298
hall effect, 329
Hall effect thrusters (HETs), 330, 332, 343
hall thruster engine, 334
health monitoring, 249
healthcare, 244
Heating, Ventilation, and Air-Conditioning (HVAC), 242
HEVC application in a satellite environment, 303
HEVC, data rates generated by, 311
HEVC hybrid coder, 302
H.265/HEVC (High Efficiency Video Coding), 5, 52, 91, 298
High definition (HD) video, 51
High efficiency video coding (HEVC)/ITU-T
H.265, 5, 52, 91, 298
High throughput satellites (HTSs), 4, 7, 42, 95, 99, 102, 106, 107, 121, 124, 129, 134, 142, 149, 164, 196, 317
applications, 124
comparison of approaches, 129
design consideration, 134
EPIC, 149, 196
elements, 99
generations, 107
Ku and/or Ka for aeronautical services, 164
payloads, 121
spacecraft, 106
systems, 142
High voltage hall accelerator (HiVHAC) Thruster, 332
High-Level M2M System Architecture (HLSA), 236
H.264/MPEG-4 AVC, 298
home cinema, 300
hosted payload, 11
HTS/Ka-band transportable systems, 219
Human-to-human (H2H) communication, 224
Human-to-machine (H2M) communication, 222
hybrid antennas, 135
hybrid distribution, caching, nonlinear/time shifting, 3
hybrid engines, 337
Hylas-1, 151
IFC market segment, 163
illumination, 139
improvements in coding gain, 61
In orbit testing (IoT), 323
inclination maneuvers, 340
inclined orbit, 17
India, 10, 42
inductive thruster, 329
In-flight communication (IFC), 161
In-flight entertainment (IFE), 162
initial (or “transfer”) orbit, 322
Inmarsat, 12, 193, 212, 263
Inmarsat-5 F1, 143, 194
Inmarsat Global Xpress™ (GX), 194, 208
innovation in satellite field, 47
Intelligent inverse multiplexing (IIM), 87
Intelligent transportation systems (ITSs), 242, 246
Intelsat, 197, 213
Intelsat EPIC, 149, 196
interframe, also known as “inter”, 301
intermodulation, 122
intermodulation distortion, 67
International Launch Services (ILS), 20, 344
internet access, 126
Internet of things (IoT), 8, 222
Internet protocol (IP), 1
Inter-symbol interference (ISI), 68, 71
intraframe, also known as “intra”, 301
inverse multiplexing techniques, 87
ion drive, 327
ion engine, 330, 333
ion thruster, 329
ionized particles, 327
IP-based services, 13
IP-based television (IPTV), 5, 313
IPSTAR, 106, 151
Iridium, 12, 268
Burst, 273
M2M, 274
NEXT, 268
services, 270
irregular beams, 136
IsatData Pro, 265
IsatM2M, 265
ITU Region 1, 24
ITU Region 2, 24
ITU Region 3, 24
ITU-R standards, 175
Japan Airlines, 173
4K Ultra HD, 4, 314
8K Ultra HD, 4
INDEX

Ka FSS, 121
Ka High-throughput satellite (HTS), 112, 162
Ka HTS user terminals, 97
Ka-band, 4, 10, 13, 24–27, 30, 34, 120, 129, 168, 180, 181
large spot beam (widebeam) systems, 105
small spot beam systems, 105
Ka-band geosynchronous orbit (GSO), 165
Ka-band-based approaches (Ka VSATs), 170
Ka-based HTS, 98, 134
Ka-based VSAT terminals, 131
Kevin Ashton, 8
Ku-band, 24, 33, 168
HTS, 131, 132
orbital slots, 128
spot beam systems, 105
Ku-band-based approaches (Ku VSATs), 169
Ku-based services, 132
land mobile market, 272
land mobile platforms, 228
land mobile systems, 260
large off-axis angles, 181
Launch and early orbit phase (LEOP), 323
launch cost, 335
launch platforms, 5, 321
launch weight, 324
L-band, 170, 171
Line-of-sight (LOS), 2
linguistic satellite beams, 140
link budget, 183
LiveTV, 202
Local multipoint distribution system (LMDS), 117
longer orbit raising time, 335
Long-range identification and tracking (LRIT), 209, 258, 269, 274
Long-term evolution (LTE), 282, 287, 292, 318
Lorentz force, 334
Low earth orbit (LEO), 2, 3, 17, 130, 227
Low noise amplifier (LNA), 36
Low noise block downconverter (LNB) technologies, 36, 37
low-complexity codes, 59
Low-density parity check codes (LDPC), 63, 65
Low-pass filters (LPFs), 63
Low-rate wireless personal area networks (LR-WPANs), 230
Lufthansa Airlines, 174
luma, 308
luma samples, 307
Machine in (or on) humans (MiH), 224
Machine-to-machine (M2M), 4, 8, 11, 12, 39, 127, 161, 208, 221
applications, 240, 241, 243
devices (Orbcomm), 236, 276
frameworks, 233
gateway, 239, 259
High-Level System Architecture (HLSA), 238
management functions, 240
market opportunities, 256
satellite applications, 228, 254
service capabilities, 240
Machine-type communications (MTCs) 3GPP, 247
MagnetoPlasma dynamic thrusters (MPDT), 329, 333
maintaining the satellite on-station, 323
Malaysia Airlines Flight 370, 8
Mantarry M40, 185
maritime broadband satellite services, 208
maritime communication, 195, 207
Maritime mobile satellite service (MMSS), 3
maritime platforms, 228, 257
maritime revenue forecasts, 211
maritime satellite systems, 161
maritime terminals forecast, 210
mass of the satellite, 335
Mean opinion score (MOS), 314
medical imaging, 300
Medium earth orbits/intermediate circular orbit (MEO/ICO), 2, 13, 17, 44, 98, 130
MEO-HTS, 13, 44, 153, 154
metamaterials surface antenna technology, 156
metering, 249
MFB antenna, 141
mispointing of the earth station antenna, 177
mobile monitoring–remote surveillance, 266
Mobile network operators (MNOs), 13
mobile satellite antennas, 118
Mobile satellite service (MSS), 3, 10, 165, 168, 179, 180, 190, 208, 232, 258, 264
mobility, 226, 227
mobility services, 39, 126, 162
MOCOD, 78–81, 83, 128
modulators, 36
Molniya orbits, 18
momentum adjustments, 340
moving the satellite during the mission, 323
MPEG-2/MPEG-4, 72
MTC applications, 249
multipath, 122
Multiple feeds per beam (MFB), 108, 140
Multiprotocol label switching (MPLS), 102, 232
nanosatellites, 12
Near field communications (NFCs), 230, 288
Network information table (NIT), 84
noise density, 54
noise power, 55
non-GSO HTS, 119, 128, 129
North–south thrusters, 339
Nyquist filters, 68
O3b beam configuration, 155
O3b Networks, 12, 153, 213
objects, 222
Oceanic clearance delivery (OCD), 282
off-axis EIRP density limits, 180
off-axis EIRP levels, 177
Oil & gas (O&G) platforms, 228, 260
OnAir, 202
optical technology, 46
Orbcomm, 12, 275
orbit raising, 324
with EP, 336
time, 335
orbit topping, 324
orbital plane, 18
orbits, 16
outer FEC codes, 61
Over the top (OTT), 13, 313
Panasonic, 203
Parallel concatenated convolutional code (PCCC), 62, 64
parameters “α”, 70
partitioning, 302
passenger information system, 250
passenger ships, 207, 260
Peak signal to noise ratio (PSNR), 304
people on-the-move, 4
Performance enhancing proxy (PEP), 39
Personal area networks (PANs), 230
phase error, 52
phase error correction, 192
Phase shift keying (PSK), 27
phased array antenna, 136
Phased locked loop (PLL), 37
pixel density for various coding schemes, 299
plasma, 329
plasma thruster, 327
Point of sales (POS), 225
pointing error, 186
polarization, 38
Power amplifier (PA), 36, 63
Power flux density (PFD), 176, 181
Power line communication (PLC), 232
Predeparture clearances (PDC and DCL), 282
Prediction unit (PU), 304, 306
8-PSK, 73, 82
PSNR-Bjontegaard benchmarking, 314
public safety and security, 245
pull action, 325
push action, 325
Quadrature amplitude modulation (QAM), 27
Quadrature phase shift keying (QPSK), 52, 66, 82
radiating arrays, 135
radiation region, 130
Radio frequency identification (RFID), 225, 234, 241, 275
Radio frequency interference (RFI), 85
Radio regulations (RR), 25
Radio regulations (RR) of the ITU, 114
railway track and crossings, 266
rain considerations, 13, 122, 125
rain fade, 13, 122, 125
rain fade margin, 123
rain rates, 123
raised cosine filters, 68
random access, 101
Reed–Solomon (RS) codes, 57, 58, 60
Region 1, 24
Region 2, 24
Region 3, 24
remote control of assets, 266
remote diagnostics, 252
remote sensors, 222
remote structures, 228
remote surveillance, 267
remote telemetry, 267
remote tracking, 267
Resistojet, 329
return path signal amplitude, 192
revenue share satellite/fiber, 42, 44
RF sensing feed chain, 113
roll-off factor, 69, 78
routes with major concentration of air traffic, 166
routes with major concentration of shipping traffic, 208
Routing over low power and Lossy (ROLL), 233
row 44, 203
Russia, 10, 42
Russian Communications Satellite Company (RSCC), 151, 153
SARSAT/COSPAS, 170
satellite applications, 38
capacity, 42
communication transmission chain, 34
distribution of Ultra HD TV channels, 316, 318
graphical weather support, 281
industry revenues, 42
link, 2, 30
market view, 6, 42
INDEX

orbits, 15
phones, 269
pointing error correction, 192
signal regeneration, 32
transmission bands, 20
video distribution to Cable Headends, 40
Satellite news gathering (SNG), 38, 217
satellite-based M2M, 11
Satmex, 341
Sea Launch, 344
Section 25.132(a)(2), 180, 181
Section 25.138, 176
Serial concatenated convolutional code (SCCC), 62–64
Service level agreements (SLAs), 98
shaped spot beams, 137
Short burst data (SBD), 273
signal attenuation, 32
signal energy, 54, 55
signal issues in digital modulation, 53
Signal to interference plus noise ratio (SINR), 136
Signal-to-noise ratio (SNR), 55, 71
Single feed per beam (SFB), 108, 138
Sky Wave, 278
SkyBitz, 279
slice segments, 309
Smallsats, 12
Smart grids (SGs), 225
smart home, 247
smart metering, 247
smart office, 247
Space division multiple access (SDMA), 101–103
Space Exploration Technologies Corporation (SpaceX), 342
spacecraft relocation maneuvers, 324
SPACEWAY, 128
spatial or component-wise partitioning, 309
specific impulse, 339
spectral regrowth, 67
spectrum efficiency, 100
Spectrum sensing (SS), 13
spot beam, 100, 105, 111, 136
antenna design, 135
channels, 135
operation of a HTS, 110
station-keeping, 324
box, 338
maneuvers, 325, 337, 340
stolen vehicle tracking, 252
street light control, 250
subchannel (“transponder”) allocations for C-and Ku-band, 28
Super high frequency (SHF), 22, 23
Supervisory control and data acquisition (SCADA), 209, 232, 234, 258, 266, 267, 278, 282
Supplemental type certification (STC), 164
Symbol rate (SR), 85
Synchronous optical network (SONET) OC-192, 96
Taxonomy of “Things” in IoT, 226
Telemetry, tracking and command (TT&C), 323
Terminals in the 18.3–19.3 and 19.7–20.2GHz downlink bands, 179
“things”, 222
Third-generation partnership project 2 (3GPP2), 284
3rd Generation partnership project (3GPP), 283
three-color partitions, 113
threshold performance, 59
thrust, 329
Time division multiple access (TDMA), 31, 101, 103, 104
tracking and tracing fleet management, 249
traffic flow management, 250
Transform unit (TU), 304, 306
Transition from the Launch and Early Orbit Phase (LEOP), 323
Transmission control protocol (TCP), 20, 178, 235
acceleration, 178
transponder, 31, 33
transponder costs, 347
Transponder equivalents (TPE), 42
transportation applications M2M, 244
Traveling wave tube amplifier (TWTA), 114
turbo codes, 59
Turbo product codes (TPC), 61–63, 66
Turbo-like codes (TLCs), 62
TV and video market, 6
Ultra HD, 4, 84, 297
Ultra high definition television (UHDTV), 4, 84, 297
Ultra wide band (UWB) satellite, 100
Ultrawide band (UWB) transponders, 82
UMTS terrestrial radio access network (UTRAN), 239, 288
United Airlines, 174
Universal mobile telecommunications system (UMTS), 282, 289, 291
Upconverters, 36
Uplink, 34
US Table of Frequency Allocations (the “US Table”), 179
utility market, 263
UWB transponders, 109, 131

Variable coding and modulation (VCM), 72, 76
variations in antenna pattern of the earth station antenna, 177
variations in transmit EIRP from the earth station, 178
vehicle-to-infrastructure communications, 253
Very small aperture terminal (VSATs), 37, 39, 40, 42, 70, 98, 132, 164, 182, 272
ViaSat, 178, 181, 187, 199
aeronautical terminal, 203
Exede in the Air, 10
Mantarray M40 antenna, 178
SurfBeam, 144
ViaSat-1, 106, 143
ViaSat-2, 145
ViaSat-1 spot beams, 182
ViaSat/KVH, 212
ViaSat’s Comms-On-The-Move, 216, 218
ViaSat’s SurfBeam2ProPortableTerminal, 218
video contribution, 39
video distribution, 39, 127
Virtual private network (VPN), 232

Virtual spectrum aggregator (VSA), 89
Viterbi algorithm, 58, 61
Voice over IP (VoIP), 3
VSAT terminals, 260
VSAT-to-satellite look-angles, 132
wave guide horn array antenna, 185
Wide video graphics array (WVGA), 313
Wideband global satcom (WGS), 156
Wi-Fi, 269, 289
Wi-Fi (802.11/n), 233
Wi-Fi hotspot service, 164
WiMAX, 289
Wireless local area networks (WLANs), 230
wireless M2M, 8
Wireless sensor networks (WSNs), 225, 289
2015 World Radiocommunication Conference (WRC), 13
Xenon ion propulsion system (XIPS), 341
Yonder® In-Flight Internet for General Aviation, 200
Yonder service elements, 200, 201
ZigBee specification, 290