Index

access ports 120
active queue management (AQM) method 203
adaptive routing algorithms 160
address resolution protocol (ARP) dynamic binding 150
MAC address 149–150
source and sink
in different LANs, proxy ARP 150–151
in different remote LANs 151–152
in same LAN 150
spoofing 276
ad hoc mode deployment 126
advanced encryption standard (AES) 279
advanced mobile phone system (AMPS) 257
aliasing 42–44
alternating mark inversion (AMI) 28
amplitude modulation
bandwidth 33
demodulation process 33
frequency domain 32
overmodulation and distortion 34
percentage of modulation 31
shape of 32
single-side band suppressed-carrier 34–36
amplitude-shift keying (ASK) 46–47
analog-to-digital conversion
pulse code modulation 44
quantization noise 45–46
angle modulation 30
any source multicast (ASM) 175
application layer services
client–server mode 227
DHCP 227–231
DNS see domain name system (DNS)
FTP 227
HTTP 227–228
peer-to-peer mode 227
SMTP 228
SNMP 228
area border routers (ABRs) 169, 170
ARP see address resolution protocol (ARP)
assured forwarding (AF) 148
asymmetric cryptosystems 279–281
asymmetric switch 111–112
asynchronous response mode (ARM) 83–84
asynchronous TDM 52, 53
asynchronous transmission 3, 4
atmospheric noise 62
attenuation distortion 66
authentication 278
authentication center (AuC) 262, 263
authentication header (AH) 289–291

© 2018 John Wiley & Sons, Inc. Published 2018 by John Wiley & Sons, Inc.
automatic repeat request (ARQ) 80–82
autonomous system boundary routers (ASBRs) 170
autonomous systems (ASs) 161

b
backbone routers (BBRs) 170
band-pass filter 24, 25
band-stop filter 25
base station controller (BSC) 257
base station subsystem (BSS) 262
base transceiver station (BTS) 262
baud rate 54
Bellman–Ford algorithm 161
binary digits/bits 17
binary phase shift keying (BPSK) 47–48
bipolar encoding 28
bit stuffing 74
bridges 110
broadcast network 8
broadcast network access 9
bus topology 5, 109

c
call setup phase 9
call teardown phase 9
carrier sense multiple access (CSMA) CSMA/CA 102
CSMA/CD 99–101
nonpersistent 99
p-persistent 99
carrier sense multiple access with collision avoidance (CSMA/CA) 102
carrier sense multiple access with collision detection (CSMA/CD) 99–101
CDMA networks see code-division multiple access (CDMA) networks

cellular communications system see mobile communication networks
centralized polling 9
centralized routing algorithms 162
channel impairments
attenuation 61
distortion 65–66
equalization 66–68
noise atmospheric 62
decibels, concept of 63–64
definition 61
extraterrestrial 62
man-made 62
practical communication system 61
shot 62–63
SNR 64–65
thermal 62
checksum 78
cipher block chaining (CBC) mode 290
ciphertext 279
circuit-switched networks 8
circuit switching 9
Class A IPv4 addresses 141
Class B IPv4 addresses 141
Class C IPv4 addresses 142
Class D IPv4 addresses 142
Class E IPv4 addresses 142
classless inter-domain routing (CIDR) 153–154
client host 193
client-side TCP state 195, 196
clusters reuse 254
co-channel interference 256
code-division multiple access (CDMA) networks 95, 257, 261
code-division multiplexing (CDM) 93
complementary code keying (CCK) 125
confidentiality 278
conflict-free schemes 97
congestion collapse 197, 198
congestion control 197
congestion control IDs (CCIDs) 224–225
constant envelope signal 37
contention-free period (CFP) 128
contention period (CP) 128
controlled access 9
controlled access schemes 91
centralized polling 96
service policies 96–97
token passing 96
country code top level domain (ccTLD) 232–233
cryptography systems
  hybrid encryption scheme 281
  public-key cryptosystems see public-key cryptography
  symmetric cryptosystems 279
cryptology 279
CSMA see carrier sense multiple access (CSMA)
cyclic redundancy checking (CRC) 78–80
data encryption standard (DES) 279, 290
data encryption terminology 278
data flow direction 3–4
datagram congestion control protocol (DCCP)
  congestion management 224–225
  connection 222–224
  packet structure 219–222
datagrams service 8
data integrity 278
data link control (DLC) protocols
  HDLC
    ARM 83–84
    control field 85–86
    frame format 84–85
    NRM 83
  point-to-point protocol components 87
    frame format 87–88
    link control 88–89
    transporting IP traffic 86
data link layer protocols
  bit stuffing 74
  DLC protocols see data link control (DLC) protocols
error control protocols, ARQ
  go-back-N 81, 82
  selective repeat 82
  stop-and-wait 81
error detection
  codes 76
  CRC 78–80
  parity checking 76–77
  two-dimensional parity 77–78
flow control
  sliding window 75–76
  stop-and-wait protocol 75
framing 73–74
data network architecture
  Internet architecture 12–14
  OSI protocol reference model 11–12
Index

data transfer phase 9
DCCP see datagram congestion control protocol (DCCP)
decision-feedback equalizers 68
decryption 279
default PHB 148
delay distortion 66
denial-of-service (DoS) attacks 205, 211, 277
destination MAC address (DA) 106
DHCP see dynamic host configuration protocol (DHCP)
DHCPACK message 230
DHCPDISCOVER message 229
DHCPRELEASE message 231
DHCPREQUEST message 229–230
differentiated services code point (DSCP) 137, 148
Diffie–Hellman algorithm 280, 281, 292
DiffServ code point (DSCP) 148
DiffServ fields 147–148
digital signature algorithm (DSA) 288
digital signatures 287–288
digital signature standard (DSS) 288
Dijkstra's algorithms 165, 172–176
Dijkstra shortest path algorithm 160
direct sequence spread spectrum (DSSS) 10, 123
direct waves 245
disconnect (DISC) 86
discovery, offer, request, acknowledgment (DORA) 229
Distance–vector algorithms 161
distributed denial-of-service attack (DDoS) 277
distributed interframe space (DIFS) 102
distributed polling 9
distributed routing algorithms 162
DLC protocols see data link control (DLC) protocols
domain name system (DNS) 218
dynamic update 238–239
forwarding 234
name-to-address resolution process 235–237
notify 238
primary zone 236–237
protocol identifier 227, 231
queries 234–235
resource name 231
root servers 239
secondary zone 237
spoofing 276
structure of 232–234
zone transfer 237–238
dopants 57
drop eligible indicator (DEI) 121
dynamic host configuration protocol (DHCP) 14, 227
acknowledgment phase 230
address lease time 230–231
configuration process 230
discovery phase 229
IP address 228–229
offer phase 229
request phase 229–230
static addresses 231
dynamic ports 189, 190
dynamic routing algorithms 160
electromagnetic (EM) spectrum 59, 241–242
encapsulating security payload (ESP) 289–291
equalizers 67–68
equipment identity register (EIR) 262, 263
Ethernet LANs
bus and star wiring configurations 105
data rates 105
frame forwarding methods
cut-through switching 113
fragment-free switching 113
store-and-forward switching 112–113
frame structure 106–107
IEEE 802.3 LAN types 107–108
IEEE 802.3 protocol architecture 105, 106
switch
  collision domain 111
  frame forwarding method 112–113
  hub 110
Layer 3 LAN switch 114
Layer 4 LAN switch 115
Layer 2 switches 114
port capacity 111–112
topology 108–110
Euclid's algorithm 283–284
Euler phi function 285
expedited forwarding (EF) 148
explicit congestion notification (ECN) 138, 149, 203–205
extended Euclid's algorithm 284
external modem 54
extraterrestrial noise 62

f
fiber distributed data interface (FDDI) 8
file transfer protocol (FTP) 14, 227
flooding algorithm 164
Fourier analysis
  nonperiodic signals 23–24
  periodic signals
    complex form of Fourier series 23
    even and odd functions 21–22
    example 19, 20
    fundamental frequency 19
    Parseval's theorem 23
    reconstruction of 20–21
    four-way handshake, SCTP 213, 214
frame bursting 123, 124
frame check sequence (FCS) 78, 80, 107
frequency division multiple access (FDMA) 94, 260
frequency division multiplexing (FDM) 9, 50–52, 93
frequency hopping spread spectrum (FHSS) 10, 124
frequency modulation 36–37
frequency reuse 254–255
frequency-shift keying (FSK) 47–48
full-duplex transmission (FDX) data 3–4
fully qualified domain name (FQDN) 234
full zone transfer 237

g
generator polynomial 78
generic top-level domain (gTLD) 231, 232
geographical coverage 7–8
Gibbs phenomenon 21
 gigabit Ethernet 122–124
go-back-N ARQ 81, 82
ground waves 244

h
half-duplex transmission (HDX) data 3, 4
hash function 287
hash message authentication code (HMAC) 290
HDLC see high-level data link control (HDLC)
hierarchical routing 161, 163
high-level data link control (HDLC) ARM 83–84
  control field 85–86
  frame format 84–85
  NRM 83
high-pass filter 24, 25
Index

home location register (HLR) 257, 258
Huygens’ principle 246, 247
hybrid fiber coax (HFC) networks 55
hypertext transfer protocol (HTTP) 14, 227–228

i
IEEE 802.1Q VLAN header 121
IETF RFC 6335, 189
incremental zone transfer (IXFR) 237–238
Industrial, Scientific, and Medical (ISM) band 124
infrastructure mode deployment 126, 127
interdomain routers 161
internal modem 54
internal routers (IRs) 170
international mobile equipment identities (IMEI) 261
Internet architecture 12–14
Internet Assigned Numbers Authority (IANA) 189
Internet Corporation for Assigned Numbers and Names (ICANN) 232
Internet engineering task force (IETF) 152
Internet group management protocol (IGMP) 177
Internet group message protocol (IGMP) 138
Internet key exchange (IKE) 289, 291–292
Internet-of-Things (IoT) 272
Internet protocol (IP) 13
Internet security association and key management protocol (ISAKMP) 292
Internet security protocol (IPSec) AH 289
authentication header 290, 291
ESP 289–291
IKE 289, 291–292
modes 289
security association 290
intradomain routers 161
IP address
ARP 149–152
ECN 149
IPv6
anycast 157
features of 154–156
header fields 156–157
multicast 157
unicast 157
IPv4 address
Class A networks 141
Class B networks 141
Class C network 142
Class D networks 142
Class E networks 142
shortage 152–154
structure 140, 141
subnetted 143–144
IPv4 header 137–139
MTU 139, 140
QoS 147–149
spoofing 276
VLSM 145–147
IP address-based VLAN 119
IP header length (IHL) 137
IP precedence bits 147
IPv6 272
anycast 157
features of 154–156
header fields 156–157
multicast 157
unicast 157
IP version 4 (IPv4 address)
Class A networks 141
Class B networks 141
Class C network 142
Class D networks 142
Class E networks 142
shortage of
  classless inter-domain routing  153–154
  network address translation  153
  private internets  152
  structure  140, 141
  subnetted  143–144
iterative query  234–235
ITU-T G.652 Recommendation  58

j
Johnson–Nyquist noise  62

l
length/type field (L/T)  106
light-emitting diode (LED) transmitters  47
link control protocol (LCP)  87, 89
link-state algorithms  160
link-state packet (LSP)  166
load balancing  115
local area networks (LANs)  7
  Ethernet see Ethernet LANs
  Gigabit Ethernet  122–124
token ring network
  data/command frame  131–132
  frame format  130
  logical and physical
    implementation  133–134
token access priority  132–133
token-passing access method  130–131
VLANs
  advantages of  115–116
  comments  121–122
  MAC addresses  118–119
  port-based  117–118
  protocol-based  119–120
tags  120–121
  wireless see wireless LANs (WLAN)
logical link control (LLC)  105
low-pass filter  24, 25

m
MAC address-based VLAN  118–119
MAC client data  107
Manchester  27
man-in-the-middle (MITM) attack  276
man-made noise  62
maximum likelihood sequence
  detection equalizers  68
maximum segment size (MSS)  189
maximum transmission unit (MTU)  139, 140, 189
media sharing technique  9–11
mesh topology  6, 7
message digest function  287
metropolitan area networks (MANs)  8
mobile-assisted handoff (MAHO)  259
mobile communication networks
  architecture  251–254, 257–258
  fifth-generation networks  269–272
  first-generation networks  260
  fourth-generation networks
    268–269
  frequency reuse  250–251
  GSM channels  263–264
  GSM network  261–263
  IS-95 CDMA Networks  264–265
  IS-136 TDMA network  264
  in North America  256–257
  power control  264
  second-generation networks
    260–261
  third-generation networks
    267–268
  mobile stations (MSs)  257
  mobile subscriber unit (MS)  257
  mobile switching center (MSC)  257
modems  54
modulation  18
  amplitude see amplitude modulation
  angle  30
modulation (contd.)
  angular frequency 30
  carrier wave 28
  definition 28
  frequency 36–37
  modulated carrier 29
  mutual interference 29
  operating range 29
  phase 38
  practical antenna length 28–29
  trigonometric refresher course 30–31
  wireless communication 29
  multicast open shortest path first (MOSPF) 178
multicast routing
  ASM and SSM 175
  host-router signaling 177, 178
  link-local addresses 174
  MOSPF 178
  opt-in protocols 179–180
  opt-out protocols 180, 181
  shared tree protocols 180, 183
  source-based tree protocols 180, 182
multidrop topology 5
multihoming 210, 214–216
multimode fiber 58
multipath fading 248–250
multiple access schemes
  communication link 93
  controlled access schemes
    centralized polling 96
    service policies 96–97
    token passing 96
  orthogonal access schemes
    CDMA 95
    FDMA 94
    TDMA 94
random access schemes
  Aloha system 97–98
  CSMA 98–102
multistreaming 210, 216–217

n
  negative acknowledgment (NAK) 80
  network access layer 13
  network access technique 9
  network address translation (NAT) 153
  network allocation vector (NAV) 102
  network attacks
    active attacks 275
    DoS 277
    MITM attack 276
    network sniffing 275
    passive attack 275
    phishing 278
    replay attack 277
    session hijacking 278
    spoofing 275–276
    Trojan horse 278
  network control protocols (NCPs) 87, 88
  network interface card (NIC) 11, 150
  network layer services
    IP address see IP address
    routing
      algorithms see routing algorithms
      interdomain routing protocols 166–168
      intradomain routing protocols 168–172
      multicast 176–183
      principle 159
  network protocol-based VLAN 119
  network security
    attacks see network attacks
    cryptographic systems 278–281
    data encryption terminology 278
    digital signatures 287–288
    IPSec 289–292
    security services 278
  network topology
    bus 5
    mesh 6
    multidrop 5
index 305

point-to-multipoint 5
P2P 5
ring/loop 6
star 6, 7
tree 6
noise
atmospheric 62
decibels, concept of 63–64
definition 61
extraterrestrial 62
man-made 62
practical communication system
61
shot 62–63
SNR 64–65
thermal 62
nonadaptive routing 160
nonpersistent CSMA 99
nonpersistent CSMA/CD 99
nonrepudiation 278
non-return-to-zero (NRZ) 26–27
nonroutable/private IP addresses 152
normal response mode (NRM) 83
Novell’s internetwork packet exchange (IPX) 87
Nyquist noise 62
Nyquist rate 42, 43

o
Oakley 292
onboard modem 54
on–off keying 46
open shortest path first (OSPF) protocol
advantages 172
database description messages 172
hello messages 171
link-state advertisements 172
routers 169–170
routing 170–171
routing hierarchy 169, 170
optical fiber 56–58
optical spectrum 242
opt-in multicast process 179–180
orthogonal access schemes 91
CDMA 95
FDMA 94
TDMA 94
orthogonal frequency division multiplexing (OFDM) 125
OSI protocol reference model 11–12
p
packet binary convolutional code (PBCC) 125
packet filtering 115
packet sniffing 275
packet-switched networks 8, 9
parity check 76–77
Parseval’s theorem 23
PCF mechanism 128, 129
per-hop behavior (PHB) 148, 149
periodic signal 18
1-persistent CSMA 99
1-persistent CSMA/CD 99–101
personal area networks (PANs) 7
personal digital assistants (PDAs) 154
phase modulation 38
phase-shift keying (PSK) 48–50
phishing 278
physical layer
analog-to-digital conversion
pulse code modulation 44
quantization noise 45–46
channel impairments see channel impairments
digital modulation schemes
ASK 46–47
FSK 47–48
PSK 48–50
filters 24–26
line coding 26–28
media sharing schemes
FDM 50–52
TDM 52–53
modems 54
physical layer (contd.)
modulation see modulation
nonperiodic signals 23–24
periodic signal
definition 18
examples of 18, 19
Fourier analysis 18–23
frequency of 18
sampling theorem 38–44
signal classification 17–18
transmission media
coa xial cable (coax) 55–56
guided media 54
optical fiber 56–58
twisted pair 55
unguided media 55
wireless medium 59–61
point coordination function (PCF)
mode 128, 129
point coordinator (PC) 128
point-to-multipoint topology 5
point-to-point (P2P) protocols
components 87
frame format 87–88
link control 88–89
transporting IP traffic 86
point-to-point (P2P) topology 5
polar encoding scheme 26, 27
port-based VLAN 117–118
Port capacity, Ethernet switch 111
$p$-persistent CSMA 99
prioritization 115
priority code point (PCP) 120
private internets 152
protocol-based VLANs 119–120
protocol control information (PCI) 12
protocol data unit (PDU) 12, 193
protocol-independent multicast (PIM) 178
proxy ARP 150–151
public-key cryptography
architecture of 279, 281
congruences 282
cryptographic strength 281
Diffie–Hellman algorithm 281
Euclid’s algorithm 283–284
Euler phi function 285
example 285–287
extended Euclid’s algorithm 284–285
number theory 281–282
RSA algorithm 281, 285
square and multiply algorithm 282–283
vs. symmetric 280–281
public switched telephone network (PSTN) 257
pulse amplitude modulation (PAM) 44
pulse modulation schemes 44
pulse position modulation (PPM) 44
pulse width modulation (PWM) 44
pure Aloha 97
quality of service (QoS) 147–149
quantization noise 45–46
radio communication
components of 242–244
EM spectrum 241, 242
radio-frequency spectrum 242, 243
radio frequency (RF) spectrum 59, 60
radiowave propagation
diffraction 246–247
free-space propagation 244–245
scattering 247–248
rain fade 61
random access 9
random access schemes
Aloha system 97–98
CSMA
CSMA/CA 102
CSMA/CD 99–101
nonpersistent 99
p-persistent 99
random early detection (RED) 203–204
Rayleigh fading 249, 250
receiving window 75
recursive query 234, 235
regular tessellation 251
replay attack 277
resource records (RRs) 237
return-to-zero (RZ) 27
reverse path forwarding (RPF) 182–184
Rician fading 249
ring topology 6
round-trip time (RTT) 225
routable/public IP addresses 152
routing
algorithms see routing algorithms 166–168
interdomain routing protocols 166–168
intradomain routing protocols
OSPF 169–172
RIP 168–169
principle 159
routing algorithms
centralized versus distributed routing algorithms 162
Dijkstra’s algorithm 172–176
distance–vector routing 160–161, 164–165
flat routing versus hierarchical routing 161
flooding 164
host-intelligent routing versus router-intelligent routing 161–162
link-state routing algorithms 160–161, 165–166
metrics
bandwidth 163
communication cost 164
delay 163
load 164
path length 163
reliability 163
static routing versus dynamic routing 160
routing information protocol (RIP) 166, 168, 172
routing information protocol version 2 (RIP2) 168–169
routing metric 162–164
routing packets 171
RS-232 port 54
sampling process
aliasing 42–44
continuous-time signal
reconstruction 40–41
discrete-time systems 38
Fourier transform pair 42–43
impulse train sampling 39–40
impulse train signal 39
statement of 42
secret-key cryptosystems 279
secure hash algorithm (SHA) 288
secure hash algorithm version 1 (SHA-1) 290
secure key exchange mechanism (SKEME) 292
security services 278
selective repeat ARQ 82
self-clocking signal 26
sending window 75
sensitivity threshold 61
server host 193
server-side TCP state 196, 197
service data unit (SDU) 12
session hijacking 278
set asynchronous balanced mode (SABM) 86
set asynchronous response mode (SARM) 86
set initialization mode (SIM) 86
set normal response mode (SNRM) 86
set normal response mode extended (SNRME) 86
seven-cell cluster 255
shared tree multicast architecture 180, 183
sharing media 50–52
shot noise 62–63
signal classification 17–18
signaling channels 263
signal-to-noise ratio (SNR) 64–65
simple mail transfer protocol (SMTP) 14, 228
simple network management protocol (SNMP) 218, 228
simplex transmission 3, 4
single-mode fiber 58
single-sideband suppressed-carrier amplitude modulation 34–36
sky waves 244
sliding window flow control 75–76
slotted Aloha 98
source-based tree multicast architecture 180, 182
source MAC address (SA) 106
source routing algorithms 161
source-specific multicast (SSM) 175
space wave 245
spectral analysis of periodic signals 23
spectrally efficient 47
spoofing 275–276
spread spectrum (SS) 10
start frame delimiter (SFD) 106
star topology 6, 7, 109
stateless protocol 188
static routing 160
statistical multiplexing 10
stop-and-wait ARQ 81
stop-and-wait protocol 75
stream control transmission protocol (SCTP) association establishment 213–214
features of 211
four-way handshake 213, 214
header section 212–213
HOL blocking 211, 212
limitations 210–211
multihoming 210, 214–216
multistreaming 210, 216–217
packet structure 212
RFC 3309, 209
selective acknowledgments 218
shutdown feature 217–218
SYN flood DoS attack 214
subnet mask 143
subnetted network 143–144
subscriber identity module (SIM) 262
switched network 8
switched network access 9
symmetric cryptosystems 279, 280
symmetric switch 112
synchronous TDM 10, 52
synchronous transmission 3, 4
system ports 189, 190

tag control information (TCI) 120
tag protocol identifier (TPID) 120
TCP-friendly rate control (TFRC) 225
temporary mobile subscriber identity (TMSI) 262
tessellation 251
thermal noise 62
three-way handshake 194, 195
time to live (TTL) 166
token ring network
data/command frame 131–132
<table>
<thead>
<tr>
<th>Term</th>
<th>Page(s)</th>
</tr>
</thead>
<tbody>
<tr>
<td>frame format</td>
<td>130</td>
</tr>
<tr>
<td>logical and physical implementation</td>
<td>133–134</td>
</tr>
<tr>
<td>token access priority</td>
<td>132–133</td>
</tr>
<tr>
<td>token-passing access method</td>
<td>130–131</td>
</tr>
<tr>
<td>top level domains (TLDs)</td>
<td>231, 232</td>
</tr>
<tr>
<td>Total Access Communication System (TACS)</td>
<td>260</td>
</tr>
<tr>
<td>traffic channels</td>
<td>263</td>
</tr>
<tr>
<td>transmission control protocol (TCP)</td>
<td>14</td>
</tr>
<tr>
<td>connection establishment</td>
<td>193–194</td>
</tr>
<tr>
<td>connection management</td>
<td>195–196</td>
</tr>
<tr>
<td>connection-oriented protocols</td>
<td>187–189</td>
</tr>
<tr>
<td>connection release</td>
<td>194</td>
</tr>
<tr>
<td>ECN</td>
<td>203–205</td>
</tr>
<tr>
<td>flow control</td>
<td></td>
</tr>
<tr>
<td>congestion avoidance</td>
<td>200–201</td>
</tr>
<tr>
<td>congestion collapse</td>
<td>197, 198</td>
</tr>
<tr>
<td>fast recovery</td>
<td>202–203</td>
</tr>
<tr>
<td>fast retransmit</td>
<td>201–202</td>
</tr>
<tr>
<td>slow start</td>
<td>198–200</td>
</tr>
<tr>
<td>ports</td>
<td>189–190</td>
</tr>
<tr>
<td>reliable protocol</td>
<td>188</td>
</tr>
<tr>
<td>SCTP see stream control transmission protocol (SCTP)</td>
<td></td>
</tr>
<tr>
<td>segment format</td>
<td>191–193</td>
</tr>
<tr>
<td>sockets</td>
<td>190–191</td>
</tr>
<tr>
<td>stateful protocol</td>
<td>189</td>
</tr>
<tr>
<td>SYN flood DoS attach</td>
<td>205</td>
</tr>
<tr>
<td>transmission media</td>
<td></td>
</tr>
<tr>
<td>coaxial cable (coax)</td>
<td>55–56</td>
</tr>
<tr>
<td>guided media</td>
<td>54</td>
</tr>
<tr>
<td>optical fiber</td>
<td></td>
</tr>
<tr>
<td>modes of optical fiber</td>
<td>58</td>
</tr>
<tr>
<td>structure of optical fiber</td>
<td>57</td>
</tr>
<tr>
<td>twisted pair</td>
<td>55</td>
</tr>
<tr>
<td>unguided media</td>
<td>55</td>
</tr>
<tr>
<td>wireless medium</td>
<td>59–61</td>
</tr>
<tr>
<td>transmission method</td>
<td>3</td>
</tr>
<tr>
<td>transport layer</td>
<td>14</td>
</tr>
<tr>
<td>DCCP</td>
<td></td>
</tr>
<tr>
<td>congestion management</td>
<td>224–225</td>
</tr>
<tr>
<td>connection</td>
<td>222–224</td>
</tr>
<tr>
<td>packet structure</td>
<td>219–222</td>
</tr>
<tr>
<td>OSI reference model</td>
<td>187, 188</td>
</tr>
<tr>
<td>SCTP see stream control transmission protocol (SCTP)</td>
<td></td>
</tr>
<tr>
<td>TCP see transmission control protocol (TCP)</td>
<td></td>
</tr>
<tr>
<td>UDP</td>
<td>206–207</td>
</tr>
<tr>
<td>transport mode</td>
<td>289–291</td>
</tr>
<tr>
<td>tree topology</td>
<td>6, 7</td>
</tr>
<tr>
<td>Trojan horse</td>
<td>278</td>
</tr>
<tr>
<td>trunk ports</td>
<td>120</td>
</tr>
<tr>
<td>tunnel mode</td>
<td>289–291</td>
</tr>
<tr>
<td>twisted pair</td>
<td>55</td>
</tr>
<tr>
<td>two-dimensional parity check</td>
<td>77–78</td>
</tr>
<tr>
<td><strong>U</strong></td>
<td></td>
</tr>
<tr>
<td>unicast routing protocol</td>
<td>178</td>
</tr>
<tr>
<td>unipolar encoding</td>
<td>26</td>
</tr>
<tr>
<td>universal mobile telecommunications system (UMTS)</td>
<td>267</td>
</tr>
<tr>
<td>unlicensed national information infrastructure (U-NII) band</td>
<td>125</td>
</tr>
<tr>
<td>unnumbered acknowledgment (UA)</td>
<td>86</td>
</tr>
<tr>
<td>Unnumbered information (UI)</td>
<td>86</td>
</tr>
<tr>
<td>unreliable protocol</td>
<td>188</td>
</tr>
<tr>
<td>unshielded twisted pairs (UTP)</td>
<td>55</td>
</tr>
<tr>
<td>user datagram protocol (UDP)</td>
<td>14, 188, 206–207</td>
</tr>
<tr>
<td>user ports</td>
<td>189, 190</td>
</tr>
<tr>
<td>user process layer</td>
<td>14</td>
</tr>
<tr>
<td><strong>V</strong></td>
<td></td>
</tr>
<tr>
<td>variable length subnet mask (VLSM)</td>
<td>145–147</td>
</tr>
<tr>
<td>virtual carrier sensing</td>
<td>102</td>
</tr>
<tr>
<td>virtual circuit sensing</td>
<td>8</td>
</tr>
</tbody>
</table>
virtual LANs (VLANs)
advantages of 115–116
comments 121–122
MAC addresses 118–119
port-based 117–118
protocol-based 119–120
tags 120–121
visitor location register (VLR) 257, 258
voice over IP (VoIP) gateways 154

W
Walsh–Hadamard matrix 95
wide area networks (WANs) 8
window flow control 76
window of vulnerability 98
wireless communication system
cell splitting 256
cellular communication see mobile communication networks
clusters and frequency reuse 254–255
co-channel interference 256
IoT 272

mobility management, handoff 258–259
multipath fading 248–250
radio communication
components of 242–244
EM spectrum 241, 242
radio-frequency spectrum 242, 243
radiowave propagation 244–248
wireless fidelity (Wi-Fi) 125
wireless LANs (WLAN)
DCF mechanism 128
DSSS Networks in North America 124, 125
FHSS 123–124
IEEE 802.11b WLAN 125
IEEE 802.11g WLAN 125
IEEE 802.11 WLAN Operation 127–128
IEEE 802.11 WLAN standard 123, 124, 126
IEEE 802.11 WLAN Timers 127
PCF mechanism 128, 129
PHY 123