INDEX

Note to the reader: Throughout this index boldfaced page numbers indicate primary discussions of a topic. *Italicized* page numbers indicate illustrations.

A

A (host) DNS record, 206
AAA (host) DNS record, 206
AC voltage anomalies. See power spikes
ACK (acknowledge) flag, 64, 66
Active Directory
  DNS and, 10, 205
  domains and, 9
  Kerberos and, 77, 82
  LDAP and, 82
  RADIUS and, 280
  SRV records and, 206, 207
Active Directory Domain Services (AD DS), 8, 44, 76
Address Resolution Protocol. See ARP
administrative permissions, command prompt, 285–286
ADSL (asymmetric DSL), 265
Advanced Encryption Standard (AES), 252
American Standard Code for Information Interchange. See ASCII table
analog/digital signals, 266, 266
AND logic, Boolean, 99
anycast traffic, 25, 122
APIPA (Automatic Private Internet Protocol Addressing), 94, 112–113, 113, 215
Application layer (OSI Model), 43–44
devices at, 57, 60
firewalls, 60
protocols, 43–44, 60
proxy servers, 60
Application layer (TCP/IP Model), 55
devices at, 57, 60
OSI Model layers v., 55, 57
protocols, 60
application layer filtering, 227–228
application-specific integrated circuits (ASIC) speed, 170
ARP (Address Resolution Protocol), 48, 67–68, 68, 91
ARP cache, 68, 68
arp command, 68
ASCII (American Standard Code for Information Interchange) table, 44–45, 45
ASIC (application-specific integrated circuits) speed, 170
asymmetric DSL (ADSL), 265
Asynchronous Transfer Mode (ATM), 51, 56, 60
authentication
  802.1x, 249, 253–254
  IPSec and, 74
  Kerberos and, 77
  RAS servers, 273–274
  SSL and, 72
  TLS and, 72
authentication server, 253, 253
authenticator, 253, 253
Automatic, service startup type, 37
Automatic (Delayed Start), 38
automatic assignment of IP addresses. See DHCP
Automatic Private Internet Protocol Addressing. See APIPA

B

backplane speed, 170
bandwidth
  speeds v., 167
  throttling techniques, 267
basic rate interface (BRI), 272
Basic Service Set (BSS), 258
BCP (Best Current Practice), 16
Berners-Lee, Tim, 17
Best Current Practice (BCP), 16
binary system
  binary values, 96, 96–97
  binary/decimal values, 96
  decimal-to-binary converters, 97–98, 98
digit grouping, 97
dotted decimal format v., 96
IPv4 addresses and, 95–100
bits
  ANDing, 99
  high-order, 93
  of IPv4 address, 95–98
  ones and zeros, 52, 54, 197, 198, 266
  Physical layer and, 52, 54
Bluetooth devices, 134, 244, 245
Boolean AND logic, 99
BootP broadcasts, 12, 24, 193
botnets (robot networks), 220–221
branch offices networks, 13–14, 14
BRI (basic rate interface), 272
bridges, 29, 29–30, 59. See also switches
broadcast domains
  collision domain and, 27
defined, 26
  broadcast name resolution, 205, 214
broadcast traffic, 23–25, 24
  IPv6, 121
  unicast traffic v., 24–25, 78
BSS (Basic Service Set), 258
buffer zones. See perimeter networks
burned-in addresses. See MAC addresses
business class DSL, 265
business wireless networks, 258–259

cables (transmission media), 34–35, 144–150.
  See also wireless networks
crossover, 34, 35, 146–147
  straight-through cables v., 146–147
uplink ports and, 169
fiber-optic, 144, 147–148, 148
plenum-safe, 142
STP, 146
straight-through, 34, 35, 146–147
twisted-pair, 34–35, 144–146
categories, 145, 145
  transmission speeds, 167–168
UTP, 146

cache
  ARP, 68, 68
defined, 67
  host cache (DNS resolver cache)
    defined, 205, 210
    viewing, 210–211
  NetBIOS cache
    defined, 205, 213
    viewing, 213–214
    proxy servers and, 224
Carrier Sense Multiple Access/Collision
  Avoidance. See CSMA/CA
Carrier Sense Multiple Access/Collision Detection. See CSMA/CD
CAs (certificate authorities), 73
case sensitivity, command prompt and, 285
categories, twisted-pair, 145, 145
central office, 265
certificate authorities. See CAs
certification. See Microsoft certification program
Challenge Handshake Authentication Protocol (CHAP), 273
Challenge Handshake Authentication Protocol version 2 (MS-CHAPv2), 274
Channel Service Unit/Data Service Unit (CSU/DSU), 272, 273
CHAP (Challenge Handshake Authentication Protocol), 273
checksum, 67
CIDR (Classless Inter-Domain Routing) notation, 98, 98, 118, 153, 181
Cisco
L2F, 77
M20 wireless router, 256, 257
routers, 175
Valet wireless router, 234, 241
class A network, subnetting, 104–105
class B network, subnetting, 103–104
class C network, subnetting, 100–104
classful IP addresses, 92–94
class A addresses, 92, 92–94, 93, 94
class B addresses, 92, 92–94, 93, 94
class C addresses, 92, 92–94, 93, 94
class D addresses, 78, 93
class E addresses, 93
classless IP addresses, 100, 100
IPv6 prefixes, 118–119
network ID of, 94, 94
Classless Inter-Domain Routing. See CIDR notation
classless IP addresses, 100, 100
client-to-gateway VPNs, 278
clones, 220–221
CNAME DNS record, 206
collision domains, 159, 159–161. See also CSMA/CD
classful domain and, 27
defined, 26
with hub, 159–160, 160
with switch, 160–161, 161
command prompt
administrative permissions, 285–286
case sensitivity, 285
help, 284
switch options, 285
commonly used ports, 81–82
cross talk, 142–143, 143
eavesdropping (interception), 69, 77, 137–142, 251
confidentiality
cross talk and, 143
SSL and, 72
TLS and, 72
connecting multiple networks, with routers, 175–179
creating multiple networks, with routers, 175–179
current, 47, 63, 83
current-oriented, 47, 63, 83
current connectivity methods (Internet access), 263–282
current enterprise WANs, 263
digital signal lines, 270, 271
E1/E3 lines, 270, 271, 272–273
Ethernet WAN, 270, 273
ISDN, 2, 263, 264, 270, 271–272
T1/T3 lines, 270, 271, 272–273
homes and SOHOS
broadband, 2–3, 264, 266–267, 267
dial-up connection, 3, 14, 15, 264
DSL, 264, 265, 265
dial-up connection, 14, 15, 273, 274–276
VPN connection, 273, 276–277
RADIUS, 249, 253, 279–280
RAS servers, 273–279
authentication methods, 273–274
dial-up connection, 14, 15, 273, 274–276
VPN connection, 273, 276–277
VPN servers, 15
rural areas, 268–269
connectivity problems, 133–143. See also sniffers
cross talk, 142–143, 143
eavesdropping (interception), 69, 77, 137–142, 251
EMI, 134, 135
fire hazards, 142
power sags, 134
power spikes, 134–137
power surges, 136
RFI, 134, 135
content checking, proxy server, 224–225
content filtering, 227
CRC (cyclical redundancy check), 65–66
cross talk, 142–143, 143
cross talk and, 143
SSL and, 72
TLS and, 72
connecting multiple networks, with switches, 153–155
confidentiality
cross talk and, 143
SSL and, 72
TLS and, 72
cryptography
Cryptographic Services service, 302
symmetric, 77
CSMA/CA (Carrier Sense Multiple Access/Collision Avoidance), 243
CSMA/CD (Carrier Sense Multiple Access/Collision Detection), 159
CSMA/CA v., 243
IEEE 802.3 and, 49
Physical layer and, 52
CSU/DSU (Channel Service Unit/Data Service Unit), 272, 273
cyclical redundancy check (CRC), 65–66

DHCP (Dynamic Host Configuration Protocol)
BootP broadcasts, 12, 24, 193
defined, 4, 43–44
DORA process, 111, 111, 194
IPv4 addresses, 110–112
relay agent, 193–194, 194
v6, IPv6 addresses, 130, 131
dial-up connection, 3, 14, 15, 264, 264. See also
Remote Access Services
digit grouping, 97
digital certificates, 72, 73, 77
digital signal lines, 270, 271
digital subscriber line. See DSL
digital/analog signals, 266, 266
directly connected routes, 179
direct-sequence spread spectrum (DSSS), 244–245
disabled, service startup type, 38
disabling SSID broadcast, 241–242
disk drive folders, 76
displaying IPv6 addresses, 120–121, 121
distributed denial of service (DDoS) attacks, 220–221
demilitarized zone (DMZ), 39, 232. See also
perimeter networks
DNS (Domain Name System), 205–210
Active Directory and, 10, 205
cabinet, 206, 206
defined, 43, 204
hierarchy, 207–208, 208
host names and, 200
purpose of, 10
records, 206–207
resolving
DNS queries on Internet, 208–209, 209
NetBIOS names, 210
root DNS servers, 207, 208
second-level domain DNS servers, 207, 208
third- and lower-level domain DNS servers, 207–208, 208

DAP (Directory Access Protocol), 76
Data Link layer (OSI Model), 49–51
devices at, 51, 57, 58, 59
layer 2 switches, 59, 163, 164
protocols on, 51, 60
sub layers of, 49
Data Service Unit/Channel Service Unit (DSU/CSU), 272, 273
datagrams. See also packets; UDP
packets v., 55
segments v., 54
Teredo and, 128
UDP and, 54
DDoS (distributed denial of service) attacks, 220–221
decimal-to-binary converters, 97–98, 98
default gateways
defined, 32, 90
identifying, 90, 90–91
routers v., 32, 179
default routes, 177–179
demilitarized zone (DMZ), 39, 232. See also
perimeter networks
Department of Defense (DoD), 55. See also TCP/IP Model
devices, on OSI and TCP/IP models, 56–60, 57
at Application layer, 57, 60
at Data Link layer, 51, 57, 59
at Network layer, 57, 59
at Physical layer, 57, 58–59
top-level domain DNS servers, 207, 208
understanding, 205–210
WINS v., 212
DNS resolver cache. See host cache
DoD (Department of Defense), 55
DoD Model. See TCP/IP Model
Domain, network location, 230
domain controllers
benefits of, 9–10
defined, 8
domain directories, 76
Domain Name System. See DNS
domains
Active Directory and, 9
benefits of, 9–10
defined, 7–8
SOHO as, 8, 8
workgroups v., 9
DORA process, 111, 111, 194
dot-decimal notation. See dotted decimal format
dotted decimal format, 48, 86, 95, 96
Draft Standard (DS), 16
DSL (digital subscriber line), 264, 265, 265
dynamic ports, 80, 223
dynamic routing, 176
configuring, 182–185
static routing v., 182–183

E

EI/E3 lines, 270, 271, 272–273
EAP (Extensible Authentication Protocol), 274
eavesdropping (interception), 69, 77, 137–142,
251. See also sniffers
EBCDIC (Extended Binary Coded Decimal
Interchange Code), 45
802.1x, 249, 253–254
802.2 (LLC), 49
802.3, CSMA/CD and, 49
802.11 wireless standards, 149, 149, 243–248, 244
IEEE 802.11, 245–246
IEEE 802.11b, 247
IEEE 802.11g, 247–248
IEEE 802.11n, 248
electromagnetic interference (EMI), 134, 135
Encapsulating Security Protocol (ESP), 74
Encapsulation process, 52, 52–53
encryption
AES, 252
IPSec and, 74
keys, 251
MD5, 273
protocols, 69
Enterprise Mode. See also IEEE 802.1x
WPA, 252
WPA2, 253
enterprise networks, 12–15
branch offices and, 13–14, 14
large office networks v., 12
error messages, ping, 293
ESP (Encapsulating Security Protocol), 74
ESS (Extended Service Set), 258–259
Ethernet addresses. See MAC addresses
Ethernet WAN, 270, 273
EUI (extended unique identifier), 123, 123, 124
exam 98-366 objectives map, 320–323
Exchange, Microsoft, 12, 74, 201
Extended Binary Coded Decimal Interchange
Code (EBCDIC), 45
Extended Service Set (ESS), 258–259
extended unique identifier. See EUI
Extensible Authentication Protocol (EAP), 274
extranets
defined, 39
understanding, 235–236, 236
F

fc hexadecimal, 127
FCC (Federal Communications Commission), 246
fd hexadecimal, 127
fe80, 118, 125
Federal Communications Commission (FCC), 246
FHSS (frequency-hopping spread spectrum), 244–245
fiber-optic cable, 144, 147–148, 148
File Transfer Protocol. See FTP
FileZilla, 69–70, 70
filters, proxy server, 224, 225
fire hazards, 142
firewalls, 32–33, 227–231
   Application layer (OSI Model) and, 60
   application layer filtering, 227–228
   content filtering, 227
   defined, 227
   Forefront TMG, 224, 227, 233, 236
   home networks and, 3
   host-based, 32–33, 33
   network-based, 32, 33, 33
   packet-filtering, 227
   ports and, 81, 81, 82
   stateful filtering, 227
   understanding, 227–231
   WAP and, 4
   Windows Firewall with Advanced Security
      GUI, 230, 231
   Windows Server 2008, 229–231
flag, ACK, 64, 66
flash upgrade, 251
Forefront TMG, Microsoft, 224, 227, 233, 236
form factor switches, 157
FQDNs (fully qualified domain names), 199, 200,
   203, 207, 299
frame relay, 51, 56, 60
frames
   defined, 23, 49
   OSI Model and, 53–54, 54
   packets, 53
frequency-hopping spread spectrum (FHSS), 244–245
Fresnel zone, 259–260, 260
FTP (File Transfer Protocol), 69–70
   clients, 69–70
   defined, 43
   TFTP v., 43, 71
   WWW v., 17
full-duplex, 46, 169
fully qualified domain names (FQDNs), 199, 200,
   203, 207, 299
G
gateways, default
   defined, 32, 90
   identifying, 90, 90–91
   routers v., 32, 179
gateway-to-gateway VPNs, 278
Gbps. See gigabits
generators, 137
go. stationary orbits, 268
gigabits (Gbps), 6
global unicast addresses, 124–125
GlobalNames zones (GNZ), 204, 210, 216
governing bodies, wireless, 246
Group Policy, 9, 10
GROUP type, 201, 202
guest networks, 234, 235
H
half-duplex, 46, 169
handshake process, TCP, 64, 64–66, 65, 66
hardware addresses. See MAC addresses
hardware redundancy, 171–172
hardware routers
   defined, 175
   software routers v., 177
help, at command prompt, 284
hexadecimal format, 48, 67, 119, 119–120, 200
hierarchy, DNS, 207–208, 208
high-order bits, 93
Home, network location, 230
home computer, with Internet access, 2, 2–3. See also connectivity methods
home networks, 2–4, 3
home wireless networks, 255–257
host cache (DNS resolver cache)
  defined, 205, 210
  viewing, 210–211
host DNS records, 206
host IDs, 86–90
host names
  DNS and, 200
  FQDNs, 199, 200, 203, 207, 299
  length, 203
  NetBIOS names from, 202–203, 202–203
  NetBIOS names v., 198
  understanding, 199
  URLs and, 200
host-based firewalls, 32–33, 33
hostname, 203
hosts file
  defined, 205, 211
  viewing, 211–212
Host-to-Host layer. See Transport layer
HTML (Hypertext Markup Language), 17, 68
HTTP (Hypertext Transfer Protocol), 68–69
  defined, 43
  HTML v., 68
HTTPS, 43, 68, 69, 72, 73, 82, 225, 232, 277
hubs, 27, 27–28. See also switches
  collision domain with, 159–160, 160
  switches v., 27, 28, 139, 158
Hypertext Transfer Protocol. See HTTP

ICMP (Internet Control Message Protocol), 48, 78, 291. See also ping
IEEE (Institute of Electrical and Electronics Engineers), 18, 246
IEEE 802.1x, 249, 253–254
IEEE 802.2 (LLC), 49
IEEE 802.3, CSMA/CD and, 49
IEEE 802.11 wireless standards, 149, 149, 243–248, 244
  IEEE 802.11, 245–246
  IEEE 802.11b, 247
  IEEE 802.11g, 247–248
  IEEE 802.11n, 248
IETF. See Internet Engineering Task Force
IGMP (Internet Group Multicast Protocol), 25, 48, 56, 60, 78, 121
IGMP Router and Proxy service, 194
IMAP (Internet Message Access Protocol), 44, 75–76
Independent Basic Service Set (IBSS), 258
induction field, 142–143, 143
Institute of Electrical and Electronics Engineers. See IEEE
Integrated Services Digital Network. See ISDN
integrity, 72, 73, 74
interception. See eavesdropping
interface identifier, 123, 123–124
International Organization for Standardization (ISO), 41, 42, 55, 246
International Telecommunication Union (ITU), 18
Internet. See also connectivity methods
  defined, 38, 38
  resolving DNS queries on, 208–209, 209
  as security zone, 219–221
WWW v., 17, 220
Internet Assigned Numbers Authority (IANA), 80, 83, 125
Internet Control Message Protocol. See ICMP
Internet Engineering Task Force (IETF), 16–17. See also RFCs
Internet Explorer, proxy server configuration in, 226, 226–227
Internet Group Multicast Protocol. See IGMP

Internet Group Multicast Protocol. See IGMP

Internet layer (Internetwork, Internet Protocol)

defined, 56

OSI Model layers v., 55, 57

Internet Message Access Protocol. See IMAP

Internet Protocol. See Internet layer

Internet Protocol Security. See IPSec

Internet Security and Acceleration (ISA), 224, 227.

See also Microsoft Forefront TMG

Internet service providers. See ISPs

Internetwork. See Internet layer

intranets

defined, 39, 221

exploring, 221–226

NAT and, 222–224

proxy servers and, 224–227

IP protocol, 54, 79, 91

ipconfig commands, 86, 179, 287–291

ipconfig /all, 287, 287

IP address of default gateway, 141

IPv4 address, 112

MAC address, 50

NIC data, 50, 288–289

node type used for NetBIOS name

resolution, 216, 217

Teredo, 128

Windows IP configuration, 287–288

ipconfig /displaydns, 205, 210, 287, 287, 290, 290

ipconfig /flushdns, 211, 287, 290, 290

ipconfig /registerdns, 290

ipconfig /release, 290

ipconfig /release6, 290

ipconfig /renew, 290

ipconfig /renew6, 290

IPSec (Internet Protocol Security), 48, 74, 277

IPv4 addresses, 85–115. See also network IDs;

private IP addresses; public IP addresses

at binary level, 95–100

bits of, 95–98

classful

class A addresses, 92, 92–94, 93, 94

class B addresses, 92, 92–94, 93, 94

class C addresses, 92, 92–94, 93, 94

class D addresses, 78, 93

class E addresses, 93

classless IP addresses v., 100, 100

IPv6 prefixes v., 118–119

network ID of, 94, 94

classless, 100, 100

components of, 85–95

DHCP and, 110–112

host IDs and, 86–90

IPv4/IPv6 dual IP stack, 127–129

IPv6 v., 117–118

local, 91–92, 105–106

loopback, 94, 129, 211, 212, 289, 294

manual configuration, 110

masking, 98–99

NAT and, 122

private, 92–94

remote, 91–92, 105–106

reserved, 94–95

RFC 791 and, 17, 36

6to4 method, 129

subnetting, 100–109

Teredo tunneling, 128–129

IPv4/IPv6 dual IP stack, 127–129

IPv5, 17, 117

IPv6 addresses, 117–132

advantages of, 122

anycast, 122

components of, 123–127

DHCPv6, 130, 131

displaying, 120–121, 121

global unicast addresses and, 124–125

hexadecimal format for, 48, 67, 119, 119–120

interface identifier and, 123, 123–124

IPv4 v., 117–118

IPv4/IPv6 dual IP stack, 127–129

link-local addresses, 125, 125–126

loopback address, 119, 129, 211, 212, 289, 294

manual configuration, 129–130

multicast, 122

ND and, 122–123
need for, 122
network identifier and, 123, 123
prefixes, 118–119, 118–119
RFC 2460 and, 17
6to4 method, 129
Teredo tunneling, 128–129
unicast, 121
unique local addresses, 126–127
ISA (Internet Security and Acceleration), 224, 227. See also Microsoft Forefront TMG
ISDN (Integrated Services Digital Network), 2, 263, 264, 270, 271–272
ISO (International Organization for Standardization), 41, 42, 55, 246
ISPs (Internet service providers), 2, 264. See also connectivity methods
ITU (International Telecommunication Union), 18

K
Kerberos, 77, 82
keys
encryption, 251
TKIP, 252

L
L2F (Layer 2 Forwarding), 77
L2TP (Layer 2 Tunneling Protocol), 51, 77–78, 276, 277
LACP (link aggregation control protocol), 169, 172
LANs (local area networks). See also VLANs
defined, 6, 18, 38
for large offices, 10–11, 11
WANs v., 12, 269, 269
large office LANs, 10–11, 11, 11
Layer 2 Forwarding. See L2F
layer 2 switches
Data Link layer and, 59, 163
layer 3 switches v., 164
Layer 2 Tunneling Protocol. See L2TP
layer 3 switches
layer 2 switches v., 164
Network layer and, 49, 163
LDAP (Lightweight Directory Access Protocol), 76–77
defined, 44
SLDAP v., 77, 82
SSL and, 73
TLS and, 73
leased lines, for WANs, 13, 270
Lightweight Directory Access Protocol. See LDAP
line of sight, 259
link aggregation control protocol (LACP), 169, 172
Link layer (Network Access, Network Interface)
defined, 56
OSI Model layers v., 55, 57
link-local addresses, 125, 125–126
link-local multicast name resolution (LLMNR), 205, 214–215
LLC (Logical Link Control), 49
LLMNR. See link-local multicast name resolution
lmhosts file, 205, 214
local addresses, unique, 126–127
local area networks. See LANs
local IPv4 addresses, 91–92, 105–106
Logical Link Control (LLC), 49
logical networks
defined, 18
physical networks v., 1–2
logical ports, 27, 47
loopback address
IPv4, 94, 129, 211, 212, 289, 294
IPv6, 119, 129, 211, 212, 289, 294
lower-level domain DNS servers, 207–208, 208

M
MAC (Media Access Control), 49
MAC address filtering, 255
MAC address table, 161–162, 162, 163, 172
MAC addresses (physical addresses, hardware addresses, burned-in addresses, Ethernet addresses), 49–51
ARP and, 67–68, 68
defined, 48, 161
hexadecimal characters and, 67
interface identifier v., 123
switches and, 161–162
malware, 220–221
managed switches
defined, 162, 163
VLAN with, 164–167, 166, 167
Manual, service startup type, 38
manual configuration
IPV4 addresses, 110
IPV6 addresses, 129–130
masking IP addresses, 98–99
maximum-input maximum-output (MIMO) antenna technology, 248
Mbps (megabits), 6
MCA (Microsoft Certified Architect), 320
MCITP (Microsoft Certified IT Professional), 319
MCM (Microsoft Certified Master), 320
MCP (Microsoft Certified Professional) program, 319
MCPD (Microsoft Certified Professional Developer), 319–320
MCTS (Microsoft Certified Technology Specialist), 319
MD5 (Message Digest 5), 273
MDI/MDI-X button, 169
media. See cables; wireless networks
Media Access Control. See MAC
megabits. See Mbps
memory
    cache
        ARP, 68, 68
defined, 67
proxy servers and, 224
host cache (DNS resolver cache)
defined, 205, 210
viewing, 210–211
NetBIOS cache
defined, 205, 213
viewing, 213–214
PROM, 251
routing tables and, 186
Message Digest 5 (MD5), 273
Microsoft certification program, 319–323
exam 98-366 objectives map, 320–323
MCA, 320
MCITP, 319
MCM, 320
MCPD, 319–320
MCTS, 319
MTA, 319
Microsoft Certified Architect (MCA), 320
Microsoft Certified IT Professional (MCITP), 319
Microsoft Certified Master (MCM), 320
Microsoft Certified Professional Developer (MCPD), 319–320
Microsoft Certified Professional (MCP) program, 319
Microsoft Certified Technology Specialist (MCTS), 319
Microsoft Exchange, 12, 74, 201
Microsoft Forefront TMG, 224, 227, 233, 236
Microsoft Point-to-Point Encryption (MPPE), 77, 277
Microsoft Technology Associate (MTA), 319
Microsoft Virtual PC, 190
MIMO (maximum-input maximum-output) antenna technology, 248
mirroring, port, 163
MMF (multimode fiber), 148
mnemonics, OSI Model and, 42, 43
modems
defined, 266, 266
dial-up RAS and, 275
Physical layer and, 59
terminal adapters v., 271
USB, 268
modular switches, 157
MPPE (Microsoft Point-to-Point Encryption), 77, 277
MS-CHAPv2 (Challenge Handshake Authentication Protocol version 2), 274

MTA (Microsoft Technology Associate), 319

MTA Networking Fundamentals Exam objectives map, 320–323

multicast traffic, 25, 25, 78, 93. See also IGMP defined, 25
IPv6, 122

multimode fiber (MMF), 148

multiple computers, connected with switches, 153–155

multiple networks, connected with routers, 175–179

Muus, Mike, 291

MX DNS record, 206

N

NACK (negative acknowledge), 66

name resolution, 204–217
  broadcast name resolution, 205, 214
DNS, 205–210
  Active Directory and, 10, 205
  console, 206, 206
  defined, 43, 204
  hierarchy, 207–208, 208
host names and, 200
  purpose of, 10
  records, 206–207
  resolving DNS queries on Internet, 208–209, 209
  resolving NetBIOS names, 210
root DNS servers, 207, 208
second-level domain DNS servers, 207, 208
third- and lower-level domain DNS servers, 207–208, 208
    top-level domain DNS servers, 207, 208
understanding, 205–210
    WINS v., 212
host cache (DNS resolver cache)
  defined, 205, 210
  viewing, 210–211
LLMNR, 205, 214–215

lmhosts file, 205, 214
methods, 197

NetBIOS cache
  defined, 205, 213
  viewing, 213–214
steps, 198, 215
  host name resolution, 215–216
  NetBIOS name resolution, 216–217
  types of, 204–205

WINS
  defined, 205, 212
  DNS v., 212
  understanding, 212–213

names, computer, 197–204

host names
  DNS and, 200
  FQDNs, 199, 200, 203, 207, 299
  length, 203
  NetBIOS names from, 202–203, 202–203
NetBIOS names v., 198
  understanding, 199
URLs and, 200
  modifying, 203–204
NetBIOS names derived from host names, 202–203, 202–203
  duplicate, 202
host names v., 198
  resolving with DNS, 210
  16th byte, 200, 201, 202
  understanding, 199–202
  viewing, 203–204

naming wireless networks, 241–242

NAT (network address translation), 222–224
  benefits, 224
  defined, 4, 195
IPv4 addresses and, 122
PAT v., 222–223
  in RRAS, 195
  table, 223, 223
  understanding, 222–224
nbstat -n, 200–201
nbstat -c, 205, 213, 214
ND (Neighbor Discovery), 122–123
negative acknowledge (NACK), 66
Neighbor Discovery (ND), 122–123
NetBIOS (Network Basic Input/Output System), 46
NetBIOS cache
   defined, 205, 213
   viewing, 213–214
NetBIOS names
   derived from host names, 202–203, 202–203
duplicate, 202
host names 
   resolving, with DNS, 210
16th byte, 200, 201, 202
understanding, 199–202
NetBIOS over TCP/IP (NetBT), 216, 217
NetBT. See NetBIOS over TCP/IP
netstat commands, 299–300, 299–304
networks. See also LANs; VPNs; WANs; wireless networks
botnets, 220–221
branch offices, 13–14, I4
enterprise, 12–15
   branch offices and, 13–14, I4
large office networks 
   defined, 12
   identifying, 232–233
   reverse proxy servers, 233–234, 234
guest, 234, 235
home, 2–4, 3
logical
   defined, 18
   physical networks 
      defined, 1, 2
multiple, connected with routers, 175–179
perimeter networks (DMZ), 232–234
defined, 38, 39
eXtranets 
   defined, 235
guest networks, 234, 235
identifying, 232–233
reverse proxy servers, 233–234, 234
physical
   defined, 18
   logical networks 
      defined, 1, 2
SOHO, 4–10, 5
   as domain, 8, 8
remote access and, 12
subnetworks
directly connected routes, 179
networks 
   defined, 154–155
subnets 
   defined, 154–155
Network Access layer. See Link layer
network address translation. See NAT
Network Basic Input/Output System. See NetBIOS
network connectivity. See connectivity
network discovery, 229, 230
network identifier, 123, 123
network IDs, 86–90
   of classful IP addresses, 94, 94
defined, 86
identifying, 88–90, 89
zip code 
   defined, 87
network interface cards. See NICs
Network Interface layer. See Link layer
Network layer (OSI Model), 48–49
devices at, 57, 59
layer 3 switches, 49, 163
protocols on, 48–49, 60
Network Monitor, 138, 138–142, I41, I43
Network Policy and Access Services (NPAS), 188, 253, 254, 273. See also Routing and Remote Access Services service
network security zones. See security zones
network topologies, 38–39. See also extranets; Internet; intranets; perimeter networks
   network-based firewalls, 32, 33, 33
Networking Fundamentals Exam objectives map, 320–323
NICs (network interface cards)
   Data Link layer and, 51, 58, 59
   ipconfig /all, 50, 288–289
   Physical layer and, 51, 58, 59
nonpromiscuous mode, 139
NPAS (Network Policy and Access Services), 188, 253, 254, 273. See also Routing and Remote Access Services service
NS DNS record, 207

O
octets, 95
OFDM (orthogonal frequency division multiplexing), 244–245
Omnicity, 269
ones and zeros, 52, 54, 197, 198, 266
one-to-all traffic. See broadcast traffic
one-to-one traffic. See unicast traffic
one-to-one-of-many traffic. See anycast traffic
Open Systems Interconnection. See OSI Model
operating system independence, 41
organizational unique identifier (OUI), 51, 124
orthogonal frequency division multiplexing (OFDM), 244–245
OSI (Open Systems Interconnection) Model, 41–55, 42
advantages of, 42
Application layer, 43–44
devices at, 57, 60
firewalls, 60
protocols, 43–44, 60
proxy servers, 60
Data Link layer, 49–51
devices at, 51, 57, 58, 59
layer 2 switches, 59, 163, 164
protocols on, 51, 60
sub layers of, 49
deVICES on, 56–60, 57
encapsulation process, 52, 52–53
ISO and, 41, 42, 55
mnemonics and, 42, 43
Network layer, 48–49
devices at, 57, 59
layer 3 switches, 49, 163
protocols on, 48–49, 60
operating system independence and, 41
Physical layer, 52
bits and, 52, 54
deVICES at, 51, 57, 58–59
Presentation layer, 44–45
protocols on, 60
Session layer, 45–46
TCP/IP Model v., 55, 57
Transport layer, 46–47
protocols on, 46–47, 60
segments and, 23, 46, 54
OSPF (Open Shortest Path First), 184–185
defined, 48, 176
RIP v., 48
OUI (organizational unique identifier), 51, 124

P
P2P (point-to-point) wireless networks, 259–260
packet-filtering firewalls, 227
packets
datagrams v., 55
defined, 23, 48
frames v., 53
OSI model and, 53–54, 54
PANs (personal area networks), 244
PAP (Password Authentication Protocol), 273
PAT (Port Address Translation), 222–223
pathping, 297–299
Payment Card Industry Security Standard
Council, 251
PDUs (protocol data units), 22, 23, 54, 54
PEAP (Protected EAP), 274
perimeter networks (DMZ), 232–234
defined, 38, 39
extranets v., 235
guest networks, 234, 235
identifying, 232–233
reverse proxy servers, 233–234, 234
personal area networks (PANs), 244
Personal Mode
WPA, 252
WPA2, 253
physical addresses. See MAC addresses
Physical layer (OSI Model), 52
bits and, 52, 54
devices at, 51, 57, 58–59
physical networks
defined, 18
logical networks v., 1–2
physical ports
logical ports v., 27, 47, 156
switches and, 156–158
ping, 291–295
error messages, 293
history of, 291
successful, 292
switches, 294–295
troubleshooting steps, 294
unsuccessful, 292
PKI (Public Key Infrastructure), 73
plain old telephone service (POTS), 264
plenum-safe cable, 142
pointer (PTR) DNS record, 206
Point-to-Point Protocol. See PPP
Point-to-Point Tunneling Protocol. See PPTP
point-to-point (P2P) wireless networks, 259–260
POP3 (Post Office Protocol v3)
defined, 44, 75
receiving email, 79, 80
Port Address Translation (PAT), 222–223
port mirroring, 163
ports, 79–82
commonly used, 81–82
dynamic, 80, 223
firewalls and, 81, 81, 81, 82
logical, 27, 47
meanings of, 47
online list, 80
physical
logical ports v., 27, 47, 156
switches and, 156–158
ranges for, 80
receiving email with, 79, 80
registered, 80, 223
sending email with, 79, 79
switches, 156–158
identifying, in drawings, 157–158, 158
mapping to MAC addresses, 161–162, 162
number of, 156–157
security, 171
types of, 157
TCP
0, 47
20, 81
21, 81
22, 81
23, 81
25, 79, 81
53, 82
80, 47, 53, 64, 69, 82, 227, 232
88, 77, 82
110, 79, 81
135, 302
143, 82
389, 77, 82
443, 69, 82, 232, 277, 277
636, 77, 82
1024, 79, 83
1030, 302
1060, 302
1723, 77, 82
2078, 302
3389, 72, 82, 302
49152, 53
number of, 47, 80
UDP
0, 47
53, 82
67, 24, 193
68, 24, 193
135, 302
161, 78, 82
163, 82
1030, 302
1060, 302
port-to-port speed• Remote Access Services

1701, 78, 82
2078, 302
3389, 302
number of, 47, 80
uplink, 169–170
uses for, 79–81
well-known, 80, 83, 223

port-to-port speed, 170
Post Office Protocol v3. See POP3
POTS (plain old telephone service), 264
power filters, 137
power sags, 136
power spikes, 134–137
power surges, 136
PPP (Point-to-Point Protocol), 77
PPTP (Point-to-Point Tunneling Protocol), 77, 276, 277, 277
defined, 51
L2TP and, 77–78
prefixes, IPv6, 118–119, 118–119
Presentation layer (OSI Model), 44–45
PRI. See primary rate interface
primary rate interface (PRI), 272
private IP addresses
ranges, 92–94, 221
security, 220
programmable read-only memory (PROM), 251
promiscuous mode, 139
Proposed Standard (PS), 16
Protected EAP (PEAP), 274
protocol analyzers. See sniffers
protocol data units (PDUs), 22, 23, 54, 54
protocols. See also specific protocols
  on Application layer (OSI Model), 43–44, 60
  on Data Link layer, 51, 60
defined, 36
  on Network layer, 48–49, 60
  on OSI Model, 60
  on Session layer, 46
  on TCP/IP Model, 60
  on Transport layer (OSI Model), 46–47, 60
proxy servers
  Application layer (OSI Model) and, 60

benefits, 224–225
configuring, in Internet Explorer, 226, 226–227
content checking, 224–225
filters, 224, 225
intranets and, 224–227
reverse, 233–234, 234
understanding, 224–227
PS (Proposed Standard), 16
PTR (pointer) DNS record, 206
Public, network location, 229
public IP addresses
  global unicast addresses v., 124–125
  NAT and, 122
  security, 220
Public Key Infrastructure (PKI), 73
PuTTY, 73, 163

R
radio frequency interference (RFI), 134, 135
RADIUS (Remote Authentication Dial-In User Service), 249, 253, 279–280
RARP (Reverse Address Resolution Protocol), 48
RAS. See Remote Access Services
RDS (Remote Desktop Services)
defined, 71–72
port 3389 and, 72, 302
receiving POP3 email, 79, 80
redundancy, hardware, 171–172
registered ports, 80, 223
remote access, 14–15
defined, 14, 273
Remote Desktop v., 275
SOHO networks and, 12
via VPN, 14–15, 15

Remote Access Services (RAS)
servers, 273–279
  authentication methods, 273–274
dial-up connection, 14, 15, 273, 274–276
VPN connection, 273, 276–277
VPN servers v., 15
on Windows Server 2008, 278–279
Remote Authentication Dial-In User Service.

See RADIUS

Remote Desktop, 275
Remote Desktop Protocol, 72
Remote Desktop Services. See RDS
remote IPv4 addresses, 91–92, 105–106
Remote Procedure Calls (RPCs), 46, 302
repeaters, wireless, 258–259, 259
Request to Send/Clear to Send (RTS/CTS) process, 243, 243
reserved IP address ranges, 94–95
resolving names to IP addresses. See name resolution
Reverse Address Resolution Protocol (RARP), 48
reverse proxy servers, 233–234, 234
RFCs (request for comments)
791, 17, 36
1542, 112, 193, 194
1594, 55
1819, 17
2246, 72
2460, 17
4193, 127
5246, 72
defined, 16
Standards Track category, 16, 17
RFI (radio frequency interference), 134, 135
riflescopes, 260
RIPv1, 183, 183
RIPv2 (Routing Information Protocol version 2), 183, 183–184
defined, 48, 176
OSPF v., 48
RJ-45 connectors, 156
robot networks. See botnets
root DNS servers, 207, 208
route print, 186
routers, 30–31, 175–196
broadcast transmissions and, 24
Cisco, 175
default gateways v., 32, 179
default routes, 177–179
defined, 26
directly connected routes, 179
hardware, 175, 177
Network layer and, 49
software, 176, 177
speeds, 187, 187
subnets with, 30, 31
switches v., 11, 155
terminology, 175–177
tracert and, 295–297
wireless
capabilities, 4
components, 255
home wireless networks, 255–257
M20, 256, 257
rear view, 256
security modes, 250
Valet, 234, 241
WAPs v., 242
routes
default, 177–179
directly connected, 179
routi ng, 180–186
dynamic, 176, 182–183, 182–185
static, 176, 181–182, 182–183
Routing and Remote Access Services (RRAS) service
adding to Windows Server 2008, 188–192
console
dynamic routing, 182–185
RIPv2, 183–184
router configuration, 190–192
routing table, 185, 185–186
static routing, 181, 181–182
NAT in, 195
Routing Information Protocol version 2. See RIPv2
routi ng interface, 176
routi ng protocols, 192–195. See also OSPF; RIPv2
defined, 176
DHCP relay agent, 193–194, 194
IGMP Router and Proxy service, 194
routing table, 176, 176–177, 185–186
RPCs (Remote Procedure Calls), 46, 302
RRAS. See Routing and Remote Access Services service
RTS/CTS (Request to Send/Clear to Send) process, 243, 243
rural Internet access, 268–269

S
satellite connection, 3, 264, 267–268, 268
SDSL (symmetric DSL), 265
second-level domain DNS servers, 207, 208
Secure LDAP (SLDAP), 77, 82
Secure Shell. See SSH
Secure Socket Tunneling Protocol (SSTP), 276, 277, 277
Secure Sockets Layer. See SSL
security
importance, 219
switches, 170–172
security zones, 219–237. See also firewalls
extranets
defined, 39
understanding, 235–236, 236
firewalls, 227–231
Internet risks, 219–221
intranets
defined, 39, 221
exploring, 221–226
NAT and, 222–224
proxy servers and, 224–227
perimeter networks (DMZ), 232–234
defined, 38, 39
extranets v., 235
guest networks, 234, 235
identifying, 232–233
reverse proxy servers, 233–234, 234
segments
bridges and, 29
collision domains and, 26
datagrams v., 54
meanings of, 54
Transport layer (OSI Model) and, 23, 24, 54
sending SMTP email, 79, 79
Server Message Block (SMB), 44, 55, 60
service level agreement (SLA), 270
service set identifiers (SSIDs), 241–242
services, 37–38
defined, 36
startup types
Automatic, 37
Automatic (Delayed Start), 38
Disabled, 38
Manual, 38
Session layer (OSI Model), 45–46
shielded twisted pair (STP), 146
signals, analog/digital, 266, 266
Simple Mail Transfer Protocol. See SMTP
Simple Network Management Protocol. See SNMP
simplex
sine wave, VAC, 135, 136
single sign-on (SSO), 8, 9
single-mode fiber (SMF), 147
6to4 method, 129
16th byte, 200, 201
SLA (service level agreement), 270
SLDAP (Secure LDAP), 77, 82
sliding window, TCP, 65, 66
small offices and home offices. See SOHO networks
smart cards, 253, 254, 274
SMB (Server Message Block), 44, 55, 60
SMF (single-mode fiber), 147
SMTP (Simple Mail Transfer Protocol), 74, 74–75
defined, 44
sending email, 79, 79
sniffers (protocol analyzers), 77, 138, 139, 163, 242, 304
eavesdropping and, 69, 77, 137–142, 251
Network Monitor, 138, 138–142, 141, 143
SNMP (Simple Network Management Protocol), 44, 78
software routers. See also Routing and Remote
Access Services service
defined, 176
hardware routers v., 177
Windows Server 2008, 188–192
symmetric cryptography
Transport layer

identifying, in drawings, 157–158, 158
mapping to MAC addresses, 161–162, 162
number of, 156–157
security, 171
types of, 157
routers v., 11, 155
security options, 170–172
speeds, 167–170
backplane, 170
bandwidth v., 167
transmission, 168
twisted-pair cables, 167–168
uplink, 169–170, 267
unmanaged, 162, 163
symmetric cryptography, 77
symmetric DSL (SDSL), 265
SYN (synchronize) flag, 64, 66
systeminfo, 139

T

T1/T3 lines, 270, 271, 272–273
T568A standard, 35
T568B standard, 34, 35
TCP (Transmission Control Protocol), 46–47, 64–66
connection-oriented, 47, 63, 83
defined, 46–47
exploring, 64–66
handshake process, 64, 64–66, 65, 66
sliding window, 65, 66
UDP v., 63–64, 83
TCP ports. See ports
TCP/IP (Transmission Control Protocol/Internet Protocol), 16, 36–37. See also netstat commands
TCP/IP Model (DoD Model), 55–56
Application layer, 55
devices at, 57, 60
OSI Model layers v., 55, 57
protocols, 60
devices on, 56–60, 57
Internet layer (Internetwork, Internet Protocol)
defined, 56
OSI Model layers v., 55, 57
layers of, 55–56, 57
Link layer (Network Access, Network Interface)
defined, 56
OSI Model layers v., 55, 57
OSI Model v., 55, 57
protocols on, 60
Transport layer (Host-to-Host), 55
OSI Model layers v., 55, 57
protocols on, 60
Telnet, 304–305
defined, 71
installing, 304–305
SSH v., 71, 73
Temporal Key Integrity Protocol (TKIP), 252
Teredo tunneling, 128–129
Terminal Services. See RDS
terrestrial transmit, 267
TFTP (Trivial File Transfer Protocol), 43, 71
thefts, wireless network, 250
third- and lower-level domain DNS servers, 207–208, 208
throttling techniques, bandwidth, 267
TKIP (Temporal Key Integrity Protocol), 252
TLS (Transport Layer Security), 72–73
LDAP and, 73
SSL v., 72–73
token ring, 51, 56, 60
top-level domain DNS servers, 207, 208
topologies. See network topologies
tracert, 295–297
Transmission Control Protocol. See TCP
Transmission Control Protocol/Internet Protocol. See TCP/IP
transmission media. See cables; wireless networks
transmission speeds, 168. See also speeds
Transport layer (Host-to-Host), 55
OSI Model layers v., 55, 57
protocols on, 60
Transport layer (OSI Model), 46–47
    protocols on, 46–47, 60
    segments and, 23, 46, 54
Transport Layer Security. See TLS
transport mode, 74
Trivial File Transfer Protocol (TFTP), 43, 71
troubleshooting tools, 283–307
    command prompt, 283–286
      administrative permissions, 285–286
      case sensitivity, 285
      help, 284
      switch options, 285
ipconfig /all, 287, 287
    IP address of default gateway, 141
    IPv4 address, 112
    MAC address, 50
    NIC data, 50, 288–289
    node type used for NetBIOS name resolution, 216, 217
Teredo, 128
Windows IP configuration, 287–288
ipconfig commands, 86, 179, 287–291
    ipconfig /displaydns, 205, 210, 287, 287, 290, 290
    ipconfig /flushdns, 211, 287, 290, 290
    ipconfig /registerdns, 290
    ipconfig /release, 290
    ipconfig /release6, 290
    ipconfig /renew, 290
    ipconfig /renew6, 290
netstat commands, 299–300, 299–304
pathping, 297–299
ping, 291–295
    error messages, 293
    history of, 291
    successful, 292
    switches, 294–295
    troubleshooting steps, 294
    unsuccessful, 292
subnetting IPv4 addresses, 107–109
Telnet, 304–305
    defined, 71
    installing, 304–305
    SSH v., 71, 73
    tracert, 295–297
tunnel mode, 74
tunneling, Teredo, 128–129
tunneling protocols, 276–277
    L2TP, 51, 77–88, 276, 277, 277
    PPTP, 51, 77–88, 276, 277, 277
    SSTP, 276, 277, 277
twisted-pair cables, 34–35, 144–146
    categories, 145, 145
    transmission speeds, 167–168
UDP (User Datagram Protocol), 66–67
    connection-less, 47, 63, 83
    datagrams and, 54
    defined, 47
    TCP v., 63–64, 83
UDP ports. See ports
unicast addresses, global, 124–125
unicast traffic, 22–23, 23
    broadcast traffic v., 24–25, 78
IPv6, 121
Uniform Resource Locators. See URLs
Uninterruptible Power Supply (UPS), 137
unique local addresses, 126–127
UNIQUE type, 201, 202
unmanaged switches, 162, 163
unshielded twisted pair (UTP), 146
uplink ports, 169–170
uplink speeds, 169–170, 267
UPS (Uninterruptible Power Supply), 137
URLs (Uniform Resource Locators), 68, 69, 200
USB modems, 268
Usenet newsgroups, 18
UTP (unshielded twisted pair), 146
VAC sine wave, 135, 135, 136
Valet name, 241
Valet wireless router, 234, 241
VDSL (very-high-bit-rate DSL), 265
Verizon, 268–269
very-high-bit-rate DSL. See VDSL
virtual LANs. See VLANs
Virtual PC, 190
virtual private networks. See VPNs
VLANs (virtual LANs), 164–167
characteristics, 166
configuration, 165, 165
managed switches and, 164–167, 166, 167
Voice over IP (VoIP), 67, 168
VPN servers, remote access servers v., 15
VPNs (virtual private networks)
client-to-gateway, 278
gateway-to-gateway, 278
SSL and, 72
tunneling protocols, 276–277
  L2TP, 51, 77–78, 276, 277, 277
  PPTP, 51, 77–78, 276, 277, 277
  SSTP, 276, 277, 277
Wi-Fi Alliance, 246, 248, 253
Wi-Fi Protected Access. See WPA
WiMAX (Worldwide Interoperability for
Microwave Access), 264
Windows Firewall with Advanced Security GUI,
230, 231
Windows Internet Name Service. See WINS
Windows IP configuration, ipconfig /all, 287–288
Windows Server 2008
  DNS console, 206, 206
  firewall, 229–231
  RAS on, 278–279
  routing software, 188–192
Windows Virtual PC, 190
WINS (Windows Internet Name Service)
defined, 205, 212
DNS v., 212
understanding, 212–213
Wired Equivalent Privacy. See WEP
wireless access points (WAPs), 4, 240–241
  business wireless networks, 258–259
  using, 240–241
wireless bridges. See P2P wireless networks
wireless networks, 149–150, 239–262
  business, 258–259
  cable types and, 144
  components, 239–243
  CSMA/CA, 243
  SSIDs, 241–242
  WAPs, 4, 240–241, 258–259
  DSSS and, 244–245
  FHSS and, 244–245
governing bodies, 246
home, 255–257
IEEE 802.11 standards, 149, 149, 243–248, 244
  IEEE 802.11, 245–246
  IEEE 802.11b, 247
  IEEE 802.11g, 247–248
  IEEE 802.11n, 248
MAC filtering, 255
naming, 241–242
OFDM and, 244–245

wireless repeaters • zones

P2P, 259–260
security methods, 248–254, 249
  802.1x, 249, 253–254
  WEP, 149, 242, 249, 249–251, 252
  WPA, 251–252
  WPA2, 5, 150, 252–253
speeds, 247
thefts, 250
using, 254–259
wireless repeaters, 258–259, 259
wireless routers
  capabilities, 4
  components, 255
  home wireless networks, 255–257
  M20, 256, 257
  rear view, 256
  security modes, 250
  Valet, 234, 241
  WAPs v., 242
Work, network location, 230
workgroups
  defined, 7
  domains v., 9
World Wide Web (WWW)
  defined, 17
  Internet v., 17, 220
World Wide Web Consortium (W3C), 17
Worldwide Interoperability for Microwave Access (WiMAX), 264
WPA (Wi-Fi Protected Access), 251–252
WPA2 (Wi-Fi Protected Access version 2), 5, 150, 252–253
WWW. See World Wide Web

X

X.500 standard, 76
xxBaseT format, 145

Z

zeros, ones and, 52, 54, 197, 198, 266
zip code, network ID v., 87
zombies, 220–221
zones. See also perimeter networks; security zones
  DMZ, 39, 232
  GNZ, 204, 210, 216