INDEX

absorption spectroscopy, 304
accuracy, 53
acidity, 127, 144, 157, 172, 209, 230, 248
acid number, 270
additives, 111, 128, 307
adhesion, 272
adsorption chromatography, 31, 305
alkalinity, 209, 230, 248
analytical methods, 26
API gravity, 27
aquifer reservoirs, 78
ash, 157, 173, 188, 231, 290
asphalt, 20, 265
acid number, 270
asphaltene content, 271
bond and adhesion, 272
breaking point, 272
carbon disulfide-insoluble constituents, 272
carbon residue, 272
compatibility, 274
composition, 274
density, 275
distillation, 276
ductility, 276
durability, 276
elemental analysis, 276
emulsified asphalt, 277
flash point, 277
float test, 277
molecular weight, 277
penetration, 278
rheology, 278
softening point, 278
stain, 279
temperature–volume correction, 279
thin film oven test, 279
viscosity, 279
water content, 279
asphaltene content, 188, 211, 231, 271
assay, 57
automotive engine oil, 226
aviation fuels, 126, 315
acidity, 127
additives, 128
calorific value, 128
composition, 129
density, 131
flash point, 132
freezing point, 132
knock and antiknock properties, 132
pour point, 133
storage stability, 133
thermal stability, 134
viscosity, 134
volatility, 134
water, 135
aviation oil, 227
behavior, 7
bio-oil, 21
bitumen, 13
boiling point distribution, 27
breaking point, 272
bulk fractions, 8
calorific value, 79, 128, 144, 157, 173,
189, 290
carbonaceous materials, 321
INDEX

carbon black, 20, 285, 288, 320
ash, 290
calorific value, 290
composition, 288, 291
density, 292
dust control, 292
hardness, 292
metals, 292
properties, 288
proximate analysis, 293
sulfur, 293
volatile matter, 293
water, 294
carbon disulfide-insoluble constituents, 272
carbon residue, 158, 174, 189, 211, 232, 272
cetane number, 158
color, 97, 233, 258
combustion characteristics, 112
compatibility, 197, 274
composition, 80, 113, 129, 159, 174, 179, 213, 233, 245, 258, 291, 292
crude oil, 227
contaminants in fuels, 307, 310
conversion factors, 323
correlation index, 6
correlative methods, 308
definitions, 4
density, 27, 82, 95, 116, 131, 148, 161, 175, 193, 235, 275, 292
depleted gas reservoirs, 78
detection limit, 53
diesel engine oil, 227
diesel fuel, 18, 156, 316
acidity, 157
appearance, 157
ash, 157
calorific value, 157
carbon residue, 158
cetane number, 158
cloud point, 158
composition, 159
density, 161
diesel index, 161
flash point, 162
freezing point, 162
neutralization number, 163
odor, 97, 157, 261
pour point, 163
sediment, 164
stability, 163
viscosity, 164
volatility, 164
water, 164
distillate fuel oil, 171
acidity, 172
ash, 173
calorific value, 173
carbon residue, 174
cloud point, 174
composition, 174
density, 175
flash point, 175
metallic constituents, 176
pour point, 176
sediment, 179
stability, 177
viscosity, 178
volatility, 178
water, 179
distillation, 61, 276
ductility, 276
durability, 276
electrical properties, 214, 307
 elemental analysis, 194, 276, 308
emulsion formation, 28
evaporation, 28, 96
extra heavy oil, 13
feedstock evaluation, 297
feedstock mapping, 298
fire point, 28, 116, 214, 235
Fischer–Tropsch liquids, 21
flash point, 28, 96, 116, 132, 148, 162, 175, 195, 214, 235, 277
float test, 277
flow properties, 249, 311
foamy oil, 11
fractionation, 29
fuel oil, 18, 171, 172, 186, 187
gas chromatography, 31, 305
gas chromatography–mass spectrometry, 33
gaseous hydrocarbons, 314
gases, 17, 71
calorific value, 79
composition, 80
density, 82
relative density, 82
sampling, 77
storage, 77
sulfur content, 83
test methods, 78
types, 72
vapor pressure, 83
volatility, 83
water, 83
gasholders, 78
gasoline, 17, 104
additives, 111
combustion characteristics, 112
composition, 113
corrosiveness, 115
density, 116
flash point, 116
fire point, 116
instability, 117
natural, 10
octane rating, 110
oxygenate blends, 315
oxygenates, 117, 315
production and properties, 104
sediment, 119
stability, 117
test methods, 112
volatility requirements, 106
water, 119
gasoline-oxygenate blends, 315
GCMS, 33
graphite, 20, 285, 289, 320
ash, 290
calorific value, 290
composition, 291
density, 292
dust control, 292
hardness, 292
metals, 292
properties, 289
proximate analysis, 293
sulfur, 293
volatile matter, 293
water, 294
grease, 20, 244, 319
acidity and alkalinity, 248
anticorrosion properties, 248
composition, 249
dropping point, 249
flow properties, 249
low-temperature torque, 250
mechanical stability, 250
oil separation, 250
oxidation stability, 251
penetration, 251
thermal stability, 251
viscosity, 252
volatility, 252
water resistance, 252
hardness, 259, 292
heavy oil, 12
high-acid crudes, 10
high-performance liquid chromatography (HPLC) 33
historical perspectives, 2
HPLC see high-performance liquid chromatography (HPLC)
hydroprocessing, 16
incompatibility, 42
industrial oils, 228
infrared spectroscopy, 35
insecticides, 19
instability, 42, 117, 313
insulating oil, 19
interfacial tension, 30, 215
jet fuel, 316
kauri–butanol value, 97
kerosene, 18, 141
acidity, 144
burning characteristics, 144
calorific value, 144
composition, 145
density, 148
flash point, 148
pour point, 148
sediment, 150
smoke point, 149
viscosity, 149
volatility, 149
water, 150
liquefied petroleum gas, 72, 314
liquid chromatography, 306
low-boiling hydrocarbons, 62
lubricating oil, 222, 316, 319
acidity and alkalinity, 230
ash, 231
asphaltene content, 231
carbonizable substances, 232
carbon residue, 232
cloud point, 233
color, 233
composition, 233
density, 235
fire point, 235
flash point, 235
oxidation stability, 236
pour point, 236
sediment, 238
thermal stability, 236
types, 266
viscosity, 236
volatility, 236
water, 238
marine fuels, 126, 127, 316
  acidity, 127
  additives, 128
  calorific value, 128
  composition, 129
  density, 131
  flash point, 132
  freezing point, 132
  knock and antiknock properties, 132
  pour point, 133
  storage stability, 133
  thermal stability, 134
  viscosity, 134
  volatility, 134
  water, 135
mass spectrometry, 36, 305
melting point, 260
metallic constituents, 29, 62, 176, 195, 292
method validation, 52
modern perspectives, 3
molecular weight, 41, 196, 260, 277
naphtha, 17, 88
natural gas, 8, 73
natural gas liquids, 10
natural gasoline, 10
non-aviation gas turbine fuels, 316
nuclear magnetic resonance, 38
odor, 97, 157, 261
oil from shale, 11
opportunity crudes, 10
oxygenated fuels, 315
penetration, 248, 251, 278
petroleum, 1, 4
petroleum products, 1, 16
physical analyses, 27
physical properties, 312
pitch, 321
pour point, 29, 64, 133, 148, 163, 176, 196, 216, 236
precision, 54
products, 1, 16
  evaluation, 297
  mapping, 298
quality assurance, 55
quality control, 54
reactivity, 307
refinery gas, 75
refining, 14
relative density, 82
representative sample, 50
residua, 20, 265
  acid number, 270
  asphaltene content, 271
  bond and adhesion, 272
breaking point, 272
carbon disulfide-insoluble constituents, 272
carbon residue, 272
compatibility, 274
composition, 274
density, 275
distillation, 276
ductility, 276
durability, 276
elemental analysis, 276
emulsified asphalt, 277
flash point, 277
float test, 277
molecular weight, 277
penetration, 278
rheology, 278
softening point, 278
stain, 279
temperature–volume correction, 279
thin film oven test, 279
viscosity, 279
water content, 279
residual fuel oil, 186
ash, 188
asphaltene content, 188
calorific value, 189
carbon residue, 189
compatibility, 197
composition, 190
density, 193
elemental analysis, 194
flash point, 195
metallic constituents, 195
molecular weight, 196
pour point, 196
refractive index, 197
sediment, 200
stability, 197
viscosity, 198
volatility, 199
water, 200
salt formations, 78
salt content, 62
sampling, 49, 77, 304
  error, 51
  protocol, 49
  representative, 50
sediment, 65, 119, 150, 164, 179, 200, 238
shale gas, 74
solvents, 17, 88
  aniline point and mixed aniline point, 92
  color, 97
  composition, 92
  correlative methods, 95
density, 95
evaporation rate, 96
flash point, 96
kauri–butanol value, 97
odor, 97
volatility, 97
specifications, 58, 298
specific gravity, 27, 214
spectroscopic analyses, 34
storage, 77
structural group analyses, 300
sulfur content, 29, 63, 83
surface tension, 30
tar, 321
tar sand bitumen, 13
taste, 212
terminology, 304
test methods, 298
asphalt, 269
aviation fuels, 126
carbon black, 290
coke, 290
diesel fuel, 156
distillate fuel oil, 172
gases, 78
gasoline, 112
graphite, 290
grease, 248
kerosene, 143
lubricating oil, 230
marine fuels, 126
naphtha, 88
residua, 269
residual fuel oil, 187
solvents, 88
wax, 257
white oil, 209
thermal properties, 307
thermal stability, 134, 236, 251
thin layer chromatography (TLC), 33
TLC see thin layer chromatography (TLC)
tractor and other engine oils, 227
turbine oil, 227
ultraviolet spectroscopy, 41
used lubricating oil, 228
use of the data, 296
vapor pressure, 83
visbreaking, 14
viscosity, 30, 64, 134, 136, 149, 164, 178, 198, 216,
252, 262, 279
volatility, 83, 97, 106, 134, 149, 164, 178, 199, 217,
237, 263, 314
volatility requirements, 106
volume measurement, 51
water, 30, 65, 83, 135, 150, 164, 179, 200, 217, 238, 279, 294
water resistance, 252
wax, 20, 255
appearance, 257
barrier properties, 258
carbonizable substances, 258
color, 258
composition, 258
density, 259
hardness, 259
melting point, 260
molecular weight, 260
odor, 261
oil content, 261
peroxide content, 261
slip properties, 261
storage stability, 262
strength, 262
taste, 261
ultraviolet absorptivity, 262
viscosity, 262
volatility, 263
white oil, 19, 207
acidity or alkalinity, 209
aniline point, 210
asphaltene content, 211
carbonizable substances, 211
carbon residue, 211
cloud point, 212
color, 212
composition, 213
density, 214
electrical properties, 214
flash point, 214
fire point, 214
interfacial tension, 215
iodine value, 215
oxidation stability, 215
pour point, 216
refractive index, 216
smoke point, 216
specific gravity, 214
ultraviolet absorption, 216
viscosity, 216
volatility, 217
water, 217
wax appearance point, 217
X-ray diffraction, 41