Index

acceptance 8
ACK slot 48
acknowledgement, positive and negative 8
active error flag 66
airbags 343
arbitration 34

babbling idiot 270
basic cycle 235
BCH codes (shortened) 44
bit
   CAN 36
   rate 31
bit calculation 89
bit rate:
   gross 116
   of bus 31
   net 117
bit resynchronization 109
bit stuffing 37
bit time 86
Bluetooth 380, 395
broadcast 33
BSS 352
Bus section separators 352
bus:
   guardian 239
   passive linear 256

C & S 23
CAN - CiA connector 157
CAN 14
   conformance testing 22
   in Automation 157

CAN 2.0 A and CAN 2.0 B
   compatibility 81
Cascaded active stars 258
certification 22
CiA 20, 157
configuration:
   hardware 307
   confinement 12
   contention 5
Controller area network 15
CSMA/CA 4
CSMA/CD 4
current power line 160
cycle:
   basic 235
   communication 248
   operating 234
daisy chain 288, 307
Data frame 33
Data link layer 26
deadlock 318
deterministic 232
development tools 227
DeviceNet 221
differential mode 128
differential pair 128
   single parallel 128
   twisted 129, 130
dominant 5, 125
dV/dt 172

EEE 802.11x 396
elasticity 7
engine start prevention 377

Multiplexed Networks for Embedded Systems: CAN, LIN, Flexray, Safe-by-Wire... D. Paret
© 2007 John Wiley & Sons, Ltd
error:
  active 11
  confinement 35
  phase 110
  passive 11
error active 57
error classes 70
error delimiter 68
error detection 63
error frame 66
error passive 57
error recovery 68
event triggered 231

fail-safe 326
fail-safe SBC 314, 317, 326
Failure mode and effect analysis 330
Fault tolerant low speed CAN 144
field:
  acknowledgement 48
  control 41
  CRF 44
  data 44
  payload 250
FireWire 371
Flexible time division
  multiple access 251
FlexRay 242
FlexRay Consortium 243
FlexRay time hierarchy 262
FMEA 330
frame handler 289
frame:
  data 33
  remote 34
FT LS CAN 144
FTDMA 251
gateway 336, 339
  between buses 337
  medium-to-medium 165
Generalized interoperable fault tolerant
  CAN transceiver 23
generating polynomial 45
GIFT 23
global time 240
golden device 150
ground shift 155
GSM 380, 395
Hamming distance 44
handler:
  protocol 181
  frame 289
  handshake 331
  hardware 326
  header 249
  health bulletin of a network 55
I2C:
  buffered 359
  optical 359
ICT 23
IDB-1394 375
identifier 32
IEEE 1394–1995 372
IEEE 1394 371
igniters 347
immobilizer 377
International transceiver
  conformance test 23
ISO 11 898-2 131
ISO 11 898-3 144
ISO 11 898-4 233
ISO 11 898-5 139
ISO 15 519 144
ISO 9141 298
ISO/OSI 26
isolation:
  by optical coupling 158
  by transformer 158
K line 298
latency 12
layer:
  “Object” 28
  “Transfer” 28
  CAN application 217
limp home function 318, 323
LIN 285
  specification package 287
LIN cluster 289
line drivers 181
link:
  star 257
  wire:
    isolated CAN 158
    by current power lines 160
Index

point to point 256
load:
  CPU 206
  bus 212
Local interconnect network 285
local regulations 300
macroticks 262
master synchronization 240
Media oriented systems transport 364
medium:
  two-wire using a differential pair 128
  single wire 127
  optical 166
microcontrollers with integrated
  CAN 181
microticks 262
minimum time quantum 90
modulation:
  ASK 161
  FSK 161
MOST 364
multicast 33

Near field communication 397
Network idle time 248
network structure 94
never give up 245
NFC 397
NIT 248
node (station) 29
Nominal bit time 86
NRZ coding 36

One wire CAN 152
Open Systems Interconnection 26
OSEK/VDX 18
overload frame 71

paradigm 248
partial networks 140, 322
passive error flag 67
passive go 385
passive keyless entry 384
payload 249
phase jump 110
physical layer 27
power shuttle 353
RAND 21
Reasonable And Non
  Discriminatory 21
recessive 5, 12, 125
remote control:
  two-way 383
  one-way 384
remote frame 34, 50
repeater 164
resynchronization jump width 110
re-use 334
ring 96
Safe-by-Wire 343
Safe-by-Wire Plus 345
safety restraint 345
sample point 88
SBC 315
scheduling table 289
SDS 225
segment:
  header 249
  phase buffer 1 and 2 88
  propagation 99
  synchronization 87
  propagation time 88
  dynamic 248, 251
  static 248, 250
shift:
  ground 155
  single channel 239
  single wire CAN 152
  slew rate 172
  slope adjustment 134
  smoothing inductance 174
  software 326
  squibs 347
  star 95
  active 258
  passive 257
SW CAN 152
symmetrization of the output
  signals 173
synchronization:
  bit 106, 107
  hardware 108
System basis chip 314

TDMA 242, 251
T_{elec} 100
time:
  latency 120
  propagation 96
time division multiple access 242, 251
time master 235
time quantum 90
time slot 239
time triggered protocol 241
time window 234
T_{med} 100
topology 94
TPMS: 386
  with movement detection 387
  without movement detection 387
T_{qual_sign} 101
trailer 249
T_{rx} 101

T_{sd} 100
TTCAN 231, 232
TTP/C 232, 241
T_{tx} 101
two channel 239
two channel redundant system 260
TiD 394
tyre identification 394
tyre pressure monitoring systems 386

validity of messages 69
voltage Vsplit 136

watchdog 318
wheel location 390

X-by-Wire 231, 236