INDEX

1xEV-DO, 187
3GPP, 241
911, 226

A-RACF, 247
AbS, 33
Absolute Category Rating (ACR), 44
Access Point, 136
Ad hoc network, 136
Adaptive multirate codecs, 31
Address translation NAT, 212
Addressing, 8
Admission control, 15, 247
AES, 128, 238, 239
AIFS
  Priority levels, 156
Algorithmic delay, 42
AMF, 246
AMR, 33
AMR-WB, 36
Analog telephone, 21
Analog Telephone Adapter, 21
Anonymous data delivery, 83
Anycast, 78, 82
Application Layer Gateway (ALG), 218
APSD
  Scheduled, 161
  Unscheduled (U-APSD), 161
Arbitration Inter Frame Space (AIFS), 156

Ardour, 56
Association, 137, 157
Association ID (AID), 138
Asterfax, 205
Asterisk, 195
  Application API, 197
  Application Gateway Interface (AGI), 200
  Application launcher, 196
  Asterfax, 205
  Channel, 195
  Channel API, 197
  Codec translator, 196
  Codec translator API, 197
  Dialplan, 198
  File format API, 197
  Loadable module, 197
  PBX core, 196
  PBX switching, 196
  Scheduler, 197
  Supported codecs, 195
Authentication, 121, 138, 157, 237
  Digest Authentication, 237
Automatic Call Delivery, 193
Automatic Power Save Delivery (APSD), 161
Autonomous Systems, 104
Availability, 80, 88
  Replication, 96
Azureus, 100
Back-off, 140
Basic NAT, 212
Beacons, 137
Best-effort service, 77
BGCF, 248
BGP, 8
BitTorrent, 100, 101
Block-based combining, 160
Botnet, 233
BPSK, 171
Broadband Wireless Access (BWA), 165
Buffer overflow, 234

Cache, 76
  Skype host cache, 123
Call admission control, 151, 154, 181
Call altering, 236
Call black holing, 236
Call forwarding, 192
Call hijacking, 236
Call mixing, 20
Call queue, 193
Call session control, 247
Call setup, 6
Call transfer, 193
Capture effect, 141, 145
CAPWAP, 148
Carrier Sense Multiple Access, 139
CCITT, 35
CDMA2000, 176
CELP
  ACELP, 35
  CS-ACELP, 33
  DoD-ACELP, 33
  MP-MLQ, 35
Channel allocation, 145
Channels, 145
Chord, 96
  Finger, 96
  Node join, 97
  Routing, 96
  Successor, 96
Circuit-switching, 7
Classless Inter-Domain Routing (CIDR), 8
Clear Channel Assessment (CCA), 139
CLF, 246
Client, 76, 88
Client–server architecture, 77
CNGCF, 247
Code Excited Linear Prediction (CELP), 33
Codebook, 33
Codecs, 18, 29
  Hybrid codecs, 31
  Multirate codecs, 31
  Source codecs, 31
  Waveform codecs, 31
Coding
  Erasure coding, 109
  Multiple Description Coding, 109
  Parity coding, 109, 116

Collision Avoidance, 139
Committed Information Rate, 181
Comparison Category Rating (CCR), 45
Conference call, 193
Conferencing, 27
Connection Identifier (CID), 166
Consistent hashing, 94
Content Addressable Network (CAN), 99
  Node join, 99
  Node leave, 99
  Routing, 99
Content Distribution Network (CDN), 80, 82
Content transfer, 76
  In P2P network, 87
Conversational opinion score, 45
Cross correlation, 53
CSCF, 247
CSMA/CA, 139
CTS, 141
DBPSK, 143
Degradation Category Rating (DCR), 45
Delay, 11, 42
Denial of Service (DoS), 233
DES, 239
DHT, 23
  Hashing, 93
  Keyword search, 101
  P2PSIP, 130
  Types of DHT
    CAN, 99
    Chord, 96
    Kademlia, 100
    Koorde, 98
Diffie-Hellman key agreement protocol, 239
DIFS, 140
Direct Inward Dialing (DID), 226
Distributed Coordination Function (DCF), 139
Distributed Hash Table (DHT), 92
Distribution System, 136
DNS, 76, 82, 219, 223
  FQDN, 10
  MX record, 224
  NAPTR record, 225
  SRV record, 224
  Use in failover, 224
  Use in load balancing, 224
Domain Name System (DNS), 10
Downlink queues, 180
DPCM, 32
DQPSK, 143
DSSS, 142
DTMF, 22, 205
Dynamic NAT, 212
E-Model, 46
E.164, 225
Eavesdropping, 235
Echo, 25
EDCA, 156
Emergency numbers, 26
INDEX

Emule, 100, 101
Encryption, 123, 205
Enhanced 911 (E911), 226
Enhanced rtPS (ertPS), 184
ENUM, 37
Erasure coding, 109
EVDO, 176
EVRC, 183
Extended Service Set (ESS), 136

FastTrack, 101, 122
Fault isolation, 226
Fax, 26, 205, 227
   Asterfax, 205
   T.37, 228
   T.38, 205, 228
   V.29, 205
   V.34 bis, 205
Festival application, 205
Firewall, 207, 214
Fixed mobile convergence, 241
Fragmentation, 170
Frame delay, 42
FreeNet, 84
Frequency Division Duplexing (FDD), 174
Full cone NAT, 213
Fully Qualified Domain Names (FQDN), 223
FUSC, 173

G.711, 34, 110, 115
G.721, 34
G.722.2, 36
G.723.1, 35
G.728, 34
G.729, 35, 151, 186
G.729A, 35
G.729A, 162
Gateway controller, 21
Gizmo Project, 36
Global IP Sounds, 26, 35
Gnutella, 89, 91
GWebCache, 89
Googletalk, 36
GSM, 34
Guaranteed service, 13
GWebCache, 89

H.245, 219
H.323
   NAT traversal, 219
H.460.17, 219
H.460.18, 219
H.460.19, 219
Hand-off, 138, 157, 178
   Active scanning, 158
   Link-layer handoff, 157
   Multi-scanning, 159
   Network-layer handoff, 157
   Passive scanning, 158
   Synchronized scanning, 159

Hashing, 92
   Consistent hashing, 94
   HMAC-SHA1-96, 237
   MD5, 94, 237
   SHA, 94
   SHA1, 237
HCCA, 157
Header, 152
Header compression, 153
Hidden Terminal, 141
Hidden terminal problems, 155
High-speed data access (HSDPA), 176
HMAC-SHA1-96, 237
HSS, 245
HTTP tunneling, 219
Hybrid NAT, 213

ICE, 218
IEEE 802.11, 136, 139
   Security loopholes, 234
IEEE 802.11e, 147, 156
IEEE 802.11f, 157
IEEE 802.11k, 148
IEEE 802.11r, 147
IEEE 802.11T, 147
IEEE 802.16, 165
   PHY, 170
IEEE 802.16e, 166
IEEE 802.1x, 138
IETF, 12, 130
iLBC, 35, 50
IMS, 249
IMS core, 245
Independent Basic Service Set (IBSS), 136
Infrastructure network mode, 136
Infrastructure Overlay Network
   VoIP, 103
Infrastructure overlay network, 80
Inter-Access Point Protocol (IAPP), 157
Inter-AP interference, 154
Inter-Asterisk Exchange Protocol (IAX), 206
Interference, 144
Interrogating-CSCF, 248
Intersymbol interference, 171
IP Multimedia Subsystem (IMS), 241
IP network, 7
IP Security (IPSec), 238
IP telephone, 21
IP-PBX, 24, 191
   Asterisk, 195
   Definition, 194
IPv4, 8
ISO9796-2 signature padding scheme, 128
ITU G.107, 46
ITU T.38, 205
ITU-T, 30, 34, 45
JACK, 55
Jitter, 12, 25, 43
Jitter buffer, 12, 110, 114
Jitter buffer delay, 25
<table>
<thead>
<tr>
<th>P2P network, 75, 80, 87</th>
</tr>
</thead>
<tbody>
<tr>
<td>Architecture, 87</td>
</tr>
<tr>
<td>Availability, 88</td>
</tr>
<tr>
<td>Bootstrapping, 88</td>
</tr>
<tr>
<td>Classification, 89</td>
</tr>
<tr>
<td>Content transfer, 87</td>
</tr>
<tr>
<td>Decentralized search, 92</td>
</tr>
<tr>
<td>Node join, 88, 90, 93</td>
</tr>
<tr>
<td>Node leave, 88, 90, 93</td>
</tr>
<tr>
<td>Peer, 88</td>
</tr>
<tr>
<td>Rendezvous node, 100</td>
</tr>
<tr>
<td>Resource discovery, 87</td>
</tr>
<tr>
<td>Semi-structured, 90</td>
</tr>
<tr>
<td>Structured, 90, 92</td>
</tr>
<tr>
<td>Supernode, 100, 101</td>
</tr>
<tr>
<td>Unstructured, 90</td>
</tr>
<tr>
<td>VoIP over, 119</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>P2PSIP, 130</th>
</tr>
</thead>
<tbody>
<tr>
<td>DHT, 130</td>
</tr>
<tr>
<td>NAT traversal, 130</td>
</tr>
<tr>
<td>Resource Record, 130</td>
</tr>
<tr>
<td>Packet aggregation, 153, 162</td>
</tr>
<tr>
<td>Packet classification, 14</td>
</tr>
<tr>
<td>Packet collisions, 150</td>
</tr>
<tr>
<td>Packet loss, 11, 25, 85, 103, 106, 185</td>
</tr>
<tr>
<td>Packet loss probability, 186</td>
</tr>
<tr>
<td>Packet-switching, 7</td>
</tr>
<tr>
<td>Packetization, 17</td>
</tr>
<tr>
<td>Packetization delay, 24, 30, 42</td>
</tr>
<tr>
<td>Parity coding, 109, 116</td>
</tr>
<tr>
<td>Path loss, 142</td>
</tr>
<tr>
<td>PBX, 191</td>
</tr>
<tr>
<td>Automatic Call Delivery, 193</td>
</tr>
<tr>
<td>Call forwarding, 192</td>
</tr>
<tr>
<td>Call queue, 193</td>
</tr>
<tr>
<td>Call transfer, 193</td>
</tr>
<tr>
<td>Conference call, 193</td>
</tr>
<tr>
<td>DID, 226</td>
</tr>
<tr>
<td>IP-PBX, 191</td>
</tr>
<tr>
<td>Least Cost Routing, 194</td>
</tr>
<tr>
<td>Voice messaging, 193</td>
</tr>
<tr>
<td>PCF, 142</td>
</tr>
<tr>
<td>PCM, 32</td>
</tr>
<tr>
<td>ADPCM, 32</td>
</tr>
<tr>
<td>PDBF, 246</td>
</tr>
<tr>
<td>Peer, 88</td>
</tr>
<tr>
<td>PESQ, 50, 129</td>
</tr>
<tr>
<td>Pinhole, 215</td>
</tr>
<tr>
<td>Port restricted cone NAT, 213</td>
</tr>
<tr>
<td>Power control, 145</td>
</tr>
<tr>
<td>Power-drain, 151</td>
</tr>
<tr>
<td>Power-saving classes, 179</td>
</tr>
<tr>
<td>Presence, 121</td>
</tr>
<tr>
<td>Prioritizing, 181</td>
</tr>
<tr>
<td>Privacy, 78, 236</td>
</tr>
<tr>
<td>Anonymous data delivery, 83</td>
</tr>
<tr>
<td>Freenet, 84</td>
</tr>
<tr>
<td>Tor, 84</td>
</tr>
<tr>
<td>Probing, 157</td>
</tr>
<tr>
<td>Propagation delay, 24</td>
</tr>
<tr>
<td>PSAP, 226</td>
</tr>
<tr>
<td>PSTN, 3, 20, 30</td>
</tr>
<tr>
<td>PUSC, 173</td>
</tr>
<tr>
<td>Push-to-talk, 27</td>
</tr>
<tr>
<td>Q.931, 219</td>
</tr>
<tr>
<td>QAM, 171</td>
</tr>
<tr>
<td>QoS, 12, 104</td>
</tr>
<tr>
<td>Assured service, 14</td>
</tr>
<tr>
<td>DiffServ, 13</td>
</tr>
<tr>
<td>In overlay network, 105</td>
</tr>
<tr>
<td>Intserv, 13</td>
</tr>
<tr>
<td>Premium service, 14</td>
</tr>
<tr>
<td>QoS control, 249</td>
</tr>
<tr>
<td>QoS guarantee, 249</td>
</tr>
<tr>
<td>QPSK, 171</td>
</tr>
<tr>
<td>Quality of Service (QoS), 78</td>
</tr>
<tr>
<td>Quantization, 30</td>
</tr>
<tr>
<td>Quantizer, 32</td>
</tr>
<tr>
<td>Queue Management, 9</td>
</tr>
<tr>
<td>R-score, 46, 110, 151</td>
</tr>
<tr>
<td>Codec delay, 47</td>
</tr>
<tr>
<td>Delay impairment, 47</td>
</tr>
<tr>
<td>Network delay, 47</td>
</tr>
<tr>
<td>Playout delay, 47</td>
</tr>
<tr>
<td>RACS, 245</td>
</tr>
<tr>
<td>Range, 136</td>
</tr>
<tr>
<td>Ranging process, 179</td>
</tr>
<tr>
<td>RAS, 219</td>
</tr>
<tr>
<td>RAT, 38</td>
</tr>
<tr>
<td>RC2-compatible, 239</td>
</tr>
<tr>
<td>RC4 stream cipher, 128</td>
</tr>
<tr>
<td>Real-time application, 78</td>
</tr>
<tr>
<td>Real-time Polling Service (rtPS), 182</td>
</tr>
<tr>
<td>Reassociation, 139</td>
</tr>
<tr>
<td>Registration hijacking, 236</td>
</tr>
<tr>
<td>Regular Pulse Excited (RPE), 33</td>
</tr>
<tr>
<td>Resource discovery, 76</td>
</tr>
<tr>
<td>Centralized, 91</td>
</tr>
<tr>
<td>Controlled flooding, 91</td>
</tr>
<tr>
<td>Decentralized, 92</td>
</tr>
<tr>
<td>In P2P Network, 87</td>
</tr>
<tr>
<td>Semi-structured overlay, 100</td>
</tr>
<tr>
<td>Unstructured overlay, 91</td>
</tr>
<tr>
<td>Restricted cone NAT, 213</td>
</tr>
<tr>
<td>RIP, 8</td>
</tr>
<tr>
<td>Roaming, 26</td>
</tr>
<tr>
<td>ROHC, 154</td>
</tr>
<tr>
<td>Route failure, 84</td>
</tr>
<tr>
<td>Route pinning, 14</td>
</tr>
<tr>
<td>Router, 7, 76, 88</td>
</tr>
<tr>
<td>Routing, 5, 78, 81, 104</td>
</tr>
<tr>
<td>BGP, 77</td>
</tr>
<tr>
<td>OSPF, 77</td>
</tr>
<tr>
<td>Overlay route computation, 114</td>
</tr>
<tr>
<td>RIP, 77</td>
</tr>
<tr>
<td>Routing Lookup, 9</td>
</tr>
<tr>
<td>RSA public-key cryptography, 128</td>
</tr>
<tr>
<td>RTP, 20</td>
</tr>
<tr>
<td>RTS, 141</td>
</tr>
</tbody>
</table>
S/MIME, 238
Sampling rate, 30
Scalability, 77, 78, 81, 83, 92, 111
Scanning phase, 179
Scheduler, 180
Scheduling, 9
Security, 80
  Use of VLAN, 240
Server, 76, 88
Service Access Points, 166
Service Flow Identifier (SFID), 167
Service Set Identifier (SSID), 136
Service theft, 235
Serving-CSCF, 248
Session hijacking, 236
Session-level control, 20
SHA, 94
SHA-1, 128
SIP, 37
SIP, 130
Impersonation, 235
Sipomatic, 37
SIPS URI, 238
SJphone, 37
Skype, 23, 36, 38, 50, 122
  Authentication, 125
  Client, 123
  Encryption, 128
  Global Index, 125
  Host cache, 123
  NAT traversal, 126
  Performance, 129
  Super node, 123
SNR, 142
Softphone, 21
Soundflower, 56
Spam, 233
Spatial diversity, 143
SPDF, 247
Speech signal, 29
Speex, 37, 50
Spread spectrum, 142
SRTP, 206, 238
SS7, 6
SSID, 136
Static NAT, 212
Station, 135
Streaming media, 85
STUN, 126, 217
Subcarriers, 143, 171
Subchannel, 171
Subjective MOS, 44
Supernode
  Skype, 123
  Switching, 4
Symmetric NAT, 213
TElephone NUmber Mapping (ENUM), 225
Telephone numbering, 6
Time Division Duplexing (TDD), 174
Time Division Multiplexing (TDM), 5
TISPAN, 241
TLS, 206
Toll fraud, 235
Tor, 84
Transcoding, 196
Transmit Opportunity (TXOP), 156
Transport delay, 24
Transport Layer Security (TLS), 238
Triple DES, 239
Trunks, 5
TURN, 126, 218
UAAF, 246
Ultra Mobile Broadband (UMB), 175
Uniform Resource Identifier, 20
Unsolicited Grant Service (UGS), 182
Uplink bandwidth allocation, 174
Uplink grant, 181
Uplink queues, 180
Uplink scheduler, 181
V.29, 205
V.34 bis, 205
VBR, 37, 182
VLAN, 139
Vocoders, 32
Voice Activity Detection (VAD), 37
Voice coding, 30
Voice messaging, 193
Voice over IM, 27
Voice quality, 41
Voice sampling, 30
VoiceAge, 36
VoiceEngine, 38
VoIP, 3
VoIP overlay network
  Path switching, 126
Vonage, 23
WCDMA, 176
Wideband codecs, 26, 31, 46
WiMAX, 165
  Header, 169
  Mesh, 166
  PMP, 166, 179
  QoS parameters, 167
Wired Equivalent Privacy (WEP), 138
Wireless Equivalent Privacy (WEP), 234
WLAN, 135, 187
WPA, 138
WPA2, 239