INDEX

Page numbers followed by f and t refer to figures and tables, respectively.

A
Accent fixtures and luminaires:
- adjustable, see Adjustable accent fixtures
  in boutiques, 182
  exterior, 221
  in hotel lobbies, 198
  recessed, 64, 65
Accessibility, of controls, 173
Accessibility codes, 116. See also Americans with Disabilities Act (ADA)
Acoustics, lecture room, 163
Acoustic tile ceilings, 146, 172
Acrylic panel lighting, 133
ADA, see Americans with Disabilities Act (ADA)
Adaptation compensation, 85
Adjustable accent fixtures, 63–66
  in ballrooms, 204
  in combined living/dining/kitchen spaces, 135, 137
  in hotel lobbies, 198
  in large executive offices, 156
  in lecture rooms, 168
  locating, 65, 66
  in reception rooms, 149
  in restaurants, 194
  in waiting rooms, 152
Adjustable LED cove fixtures, 72, 73
Adjustable luminaires, 60
Aesthetic factors, in lighting design, 103
AGI 32 standard, 100
Age of users, 89–90, 171
AIA (American Institute of Architects), 237
Airport terminals, 214–217, 215, 216, 217
A lamps, 37, 38
Ambience:
  and design approach, 113–114
  in dining areas, 136
  in patient rooms, 174
  in residential lighting design, 131–132
  in restaurants, 190
Ambient layer, 9, 10
Ambient lighting:
  in airport terminals, 214
  in art galleries, 186
  in ballrooms, 202, 204
  in bathrooms, 139
  in bedrooms, 141, 142
  in boutiques, 180
  in classrooms, 164–166
  in combined living/dining/kitchen spaces, 132, 135–138
  in conference rooms, 157
  decorative lighting in, 11, 11
  in guest suites, 199, 200
  in health care facilities, 173
  in hotel lobbies, 196–198
  in large executive offices, 155
  in lecture rooms, 166
  in open offices, 162
  in patient rooms, 174, 175
  predicting light levels for: 92
  in public restrooms, 206, 208
  in reception rooms, 149, 149
  in restaurants, 192–194
  in supermarkets, 184, 185
  in waiting rooms, 150, 150
  wallwashers for, 68
  in work spaces, 147
American Institute of Architects (AIA), 237
American Society of Heating, Refrigerating, and Air Conditioning Engineers (ASHRAE), 79.
See also specific codes
Americans with Disabilities Act (ADA), 37, 81, 116, 132, 173, 207, 210
Architects:
  collaborations of lighting designers with, 241–242
  lighting design standards from, 235
  light level estimations by, 93–99
  plans from, 121
  in programming phase, 237
Architectural conditions, 114, 115
Arc tube, 46
Area sources, 24, 64
Art galleries, 186–188, 187, 188
Automatic controls:
  in art galleries, 186
  for electric lights with daylighting, 29, 80, 83
  energy codes on, 246
Auxiliary equipment, 25
Auxiliary lighting, 209
Awnings, 31, 33, 36

B
Backlighted walls, 187, 188
Ballasts, 25
  dimming, 42, 84
  for fluorescent lamps, 41, 42, 44, 45, 84
  for high-intensity discharge lamps, 46
  in retrofit projects, 230
  wattages of, 246
Ballrooms, 51, 97–98, 201–204
Banquette seating, 191
Bars, restaurant, 191, 194
Bar front lighting, 194
Base plans, 122
Basket troffers, 69
Bath bars, 140, 142
Bath downlights, 144
INDEX

Bathrooms, 139–140, 139f, 140f. See also
Public restrooms
Beam angles, 41
Bedrooms, 141–144, 141f, 143f, 144f
Bidding and negotiation documents phase
(design), 238
Bilevel ballasts, 42
BIM (building information modeling)
software, 100, 126
Binning, LED, 51
Black-body curve, 18, 20, 21f
Blocks, CAD, 126
Boutiques, 180–183, 181f, 182f
Brightness, 89, 99–100
BR (bulbous reflector) lamps, 37
BT lamps, 40, 40f
Budget issues, 132, 189, 242
Building codes, 79–80, 116
BT lamps, 40, 40f
Building information modeling (BIM)
software, 100, 126
Bulbous reflector (BR) lamps, 37
C
Cabinets, dimmer, 86
CAD, see Computer-assisted drawings
California:
codes for health care facilities in, 173
energy codes in, 132
Title 24 standards, 65, 245, 246
Cans, 61
Candlepower; 60–61
Ceilings, ceiling height, 105, 145–146, 172, 190
Central panel system architecture, 87
Ceramic metal halide lamps, 48, 55f
Certification processes, 242–243
Certified lighting designer (CLD)
designation, 243
CFLs, see Compact fluorescent lamps
Chandeliers, 73, 75f, 198, 204
Chromaticity diagram, CIE, 21, 21f
CIE, see International Commission on
Illumination
Circadian rhythm, 27, 172
Circular cove lights, 140
Circulation path, airport terminal, 214
Classrooms, 51, 95–97, 163, 164–166
CLD (certified lighting designer) designation, 243
Close-to-ceiling fixtures, 73, 75f
Closets, 133, 142
Coefficient of utilization (CU), 94
Cold cathode lamps, 57
Collaborations, 241–243
Color(s):
of lamp, 241
of light, 17, 17f
and quality of light, 103, 104
Color appearance, 114
Color consistency, 22–23
Color quality, 114
Color rendering index (CRI), 17, 18
applications of, 22f
for boutique lighting, 182
and color temperature, 21
as consideration in retrofitting, 229
in design process, 114
for exterior lighting, 219
of fluorescent lamp light, 41–44
of halogen lamp light, 38
and IESNA TM-30, 20
incandescent lamp light, 35
for LED light, 49
for lights in fine arts classrooms, 166
for vanity lights, 74
Color shifts, 23, 23f
Color space, see Chromaticity diagram, CIE
Color temperature, 18, 20–22
and appearance of objects, 21, 21f
as binning criterion, 51
and daylight, 27, 29
in design process, 114
for exterior lighting, 219
of fluorescent lamp light, 41–44
of halogen lamp light, 38
of HID lamp light, 47, 48
of incandescent lamp light, 35
of LED light, 49
for vanity lights, 74
Color vision, 16–18
Combined ceiling/floor plans, 122, 122f
Combined living/dining/kitchen spaces, 132–138
Commercial luminaires, 74, 76f
Common spaces, 205–217
airport terminal lighting, 214–217
lighting design considerations for, 205–206
lighting for corridors and stairs, 208–213
public restroom lighting, 206–208
Communication, 2, 121
Communication wires, 84
Compact fluorescent lamps (CFLs), 44–46, 53,
54f, 91, 198
Compliance documentation, 246–247
Composition, in lighting designs, 13
Computers, 147, 163, 164, 241
Computer-assisted drawings (CAD), 100,
122–124, 126
Computer-controlled lighting systems, 87
Computer programs, 91, 99, 100–102
Conference rooms, 157–159, 158f, 159f
Conflicts, lighting design, 236
Constant current drivers, 52
Constant voltage drivers, 52
Construction, 159, 237f
Construction Specification Institute (CSI)
system, 128
Continuous recessed wallwashers, 67
Contract administration phase (design), 239
Contract documents, 121
Contract documents phase (design), 238, 238t
Contractual relationships, 242
Contrast, 9, 10f, 104, 105, 220, 220f
Controls (lighting), 79–87. See also specific types,
e.g.: Dimmers (dimming switches)
in ballrooms, 203–204
in building commissioning, 239
in corridors and stairs, 212
and daylighting, 29, 33
design principles for, 79–80
in design process, 114
for electric lights with daylighting, 29
in hotel lobbies, 198
for layered lighting designs, 7
in lecture rooms, 167
for LEED certification, 249
in lighting design process, 115–116
mandatory specifications for, 246
retrofitting, 231
systems of, 85–87
types of, 80–85
Control ballasts, 42
Control zones, 124–125, 124f
Conventional central panel system
architecture, 87
Coordinate step (design process), 115–116, 118t
Corridors, 205, 208–211, 209f–211f
Costs:
in bidding and negotiation phase, 238
initial vs. operating, 26
of retrofitting, 229, 231
Cost management, 239–240
Cove fixtures and luminaires, 125f. See also
Direct cove fixtures and luminaires;
Indirect cove fixtures
adjustable LED, 72, 72f
asymmetric, 72, 72f
in ballrooms, 202–204
in bathrooms, 140
in circular cove lights, 140
in corridors, 210, 211
uplight, 202, 203
Cove uplight luminaires, 202, 204
Credentialed, lighting designer’s, 242
CRI, see Color Rendering Index
CSI (Construction Specification Institute)
system, 128
CU (coefficient of utilization), 94
Curtains, 33
D
DALI (Digital Addressable Lighting Interface)
standard, 87
Damp location luminaires, 62
Daylight:
in airport terminals, 214
in bathrooms, 139
in bedrooms, 141
in classrooms, 164, 166
in combined living/dining/kitchen spaces, 133
in computer light analysis, 102
in conference rooms, 157
in guest suites, 199
in hotel lobbies, 196
in interior spaces, 28–29
in large executive offices, 155
in open offices, 161
in patient rooms, 174
in private offices, 152, 153
psychological and physical effects of, 27–28
in reception rooms, 148
in stairwells, 212
in waiting rooms, 150
Daylight glazing, 32
Daylighting, 27–33
basic design principles, 33
controls in areas with, 80, 83
in educational facilities, 163
and electric lighting, 29
Focal lighting:
in airport terminals, 215
in art galleries, 186
in ballrooms, 201, 202
in bathrooms, 139
in bedrooms, 141, 142
in boutiques, 180, 182
in conference rooms, 164, 165
in combined living/dining/kitchen spaces, 132, 134, 135, 136, 138
in conference rooms, 157
in guest suites, 199
in hotel lobbies, 195–197
in large executive offices, 155
in lecture rooms, 166, 167
in open offices, 160
in patient rooms, 174
predicting light levels for, 92
in private offices, 152, 153
in public restrooms, 206, 207
in reception rooms, 148, 149
in restaurants, 192
single luminaire for task and, 11, 12
in supermarkets, 183, 184
in waiting rooms, 150, 151
Foot-candle guide, 92, 93
Foot-candles (fc):
calculating light levels in, 91
defined, 90, 94
illumination levels for luminaires in, 92
in lumen method, 94, 98
requirements in, 89
Four-way switches, 81
Four-wire circuits, 84
Full-size fluorescent lamps, 43–44, 43
Full spectrum lighting, 27
Furniture, fixtures, and equipment (FF&E) budget, 189

Ganged wall switch plates, 81, 81
Gate reception station, 214
Gathering spaces, 205–206
General lighting:
in health care facilities, 172
layers of light in, 11, 13
predicting light levels for, 92
G (globe) lamps, 38, 39
Glare, 104, 105, 240
Glass panel lighting, 133
Glazing, 31, 32
Globe (G) lamps, 38, 39
Grocery stores, 180
See also Supermarkets
Ground-mounted exterior fixtures, 227
Guest suites, 198–201, 199

H
Halogen infrared reflecting (HIR) lamps, 38, 39
Halogen lamps, 25, 38–41, 55, 83
Halophosphors, 41–43
Handrails, stair, 212
Health and Light (Ott), 27
Health care facilities, 171–177
Health codes, 116
“Hex” lamps, 45
HID lamps, see High-intensity discharge lamps
High-bay downlights, 77
High-contrast lighting, 10f, 105, 220
High-efficiency troffers, 69, 69
High-gloss surfaces, 104
High hats, 61
High-intensity discharge (HID) lamps, 46–49
ambient temperature of, 25
in industrial luminaires, 77
LED retrofits for, 230
operation of, 46, 47
qualities of, 46–47
types of, 47–48, 48f, 49f
High-pressure sodium (HPS) lamps, 47
HIR (halogen infrared reflecting) lamps, 38, 39
Hospitality lighting design, 189–204, 210
Hotel rooms (guest suites), 198–201, 199f–201f
House lighting (theater), 96, 96
HPS (high-pressure sodium) lamps, 47

I
IALD, see International Association of Lighting Designers
IC (insulated ceiling) luminaires, 62
IECC (International Energy Conservation Code), 79–80, 245
IES, see Illuminating Engineering Society of North America
IESNA Lighting Handbook, 90, 98, 221
IESNA, see Illuminating Engineering Society of North America
IESNA Lighting Handbook, 90, 98, 221
IESNA LM-79–08 standard, 56, 57
IESNA LM-80–08 standard, 56, 57
IESNA LM-80 standard, 26
IESNA TM-21 standard, 26
IESNA TM-30 standard, 19–20, 19
Illuminating Engineering Society (IES), 26
Illuminating Engineering Society of North America (IESNA), 19. See also specific standards
adoption of ASHRAE 90.1 code by, 245
classes on lumen method by, 98
exterior light level recommendations from, 220–221
illumination level recommendations from, 89–90
LED life span testing by, 26
LED standards from, 56–57
photometric data format of, 102
ratio of illumination recommendations from, 90
Incandescent lamps, 35–39
ambient temperature of, 25
dimmers for, 83
in hospitality lighting design, 189
LEDs as replacement for, 51, 53
light generated by, 15
operation of, 35, 37
qualities of, 35–37
in residential lighting design, 131
retrofitting LEDs for, 229–230
and screw-base CFLs, 44
types of, 37–38, 38f, 39f
Indirect cove fixtures, 72
in airport terminals, 217
in combined living/dining/kitchen spaces, 136
in hotel lobbies, 198
in lecture rooms, 167
in restaurants, 194
in waiting rooms, 152
wallwash, 167
Indirect lighting systems, 70, 71f
Indirect luminaires, 59, 60f. See also specific types
Indirect troffers, 69, 69
Induction lamps, 57
Industrial luminaires, 76f, 77
Infrared reflecting (IR) lamps, 38, 39
Infrared (IR) sensors, 83
Ingress protection (IP) ratings, 224
Initial light level, 90
Input data, lighting analysis, 101, 102
LEDs, Lecture rooms, 163, 166–169, 167
Layer step (design process), 114, 116, 117
Layered lighting designs, 5–13
Lavatory wall sconces, 208
Landscapes, lighting, 221, 225
Lamp-ballast wattages, 246
Lamp-starting ballasts, 42
Lamp-ballast wattages, 246
Lamp-ballast wattages, 246
Lamp-starting ballasts, 42
Lamps, 35–57.
Kitchens, 134f, 136f, 137–138

K
Kitchens, 134f, 136f, 137–138

L
Lamps, 35–57. See also specific types

candlepower comparison for, 98f
color selection for, 241
for corridors and stairs, 213
life of, 26
with light-emitting diodes, 49–55
naming of, 35
operation of and light generated by, 15–16
with organic light-emitting diodes, 54, 56f, 57
quantity of light from, 91, 91f
retrofitting, 229–230
Lamp-ballast wattages, 246
Lamp-starting ballasts, 42
Landscapes, lighting, 221, 225f
Lavatory wall sconces, 208
Layered lighting designs, 5–13
ambient layer, 9, 10f
applying layers in, 9
controls for, 7, 80
daylight layer, 8
decorative layer, 8, 9f
focal layer, 6
general lighting in, 11, 12f
for health care facilities, 172–173
for hospitality business, 189
multiple layers from a single light source in,
9, 11, 12f
for outdoor spaces, 220
task layer, 6–7
Layer step (design process), 114, 116, 117
LC (Lighting Certified) designation, 243
Leadership in Energy and Environmental Design (LEED), 249
Lecture rooms, 163, 166–169, 167f–169f
LEDs, see light-emitting diodes
LED tape lights, 72, 72f
LEED (Leadership in Energy and Environmental Design), 249
Legends, lighting, 126, 126f
Lensed troffers, 69, 69f
Lensed wallwashers, 66, 67, 67f
Life span testing, 26
Life Testing of Fluorescent Lamps (IES), 26
Light. See also Quality of light; Quantity of light
distribution of, 59–60
generation of, 15, 16
layers of, 5–13
primary colors of, 17, 17f
spectrum of, 16f, 17
ultraviolet, 27, 29
white, 16f, 17, 49–51, 50f
Light-emitting diodes (LEDs), 49–55
ambient temperature of, 25
binning for, 51
in cove fixtures, 72, 72f
dimmers for; 83
drivers for, 52
energy efficiency of, 91
in hotel lobbies, 198
in industrial luminaires, 77
life span testing for, 26
light generated by, 16
lumen maintenance in, 26
operation of, 49–51, 50f
qualities of, 51–52
re-creating sun cycle with, 28
retrofitting with, 229–230
selection criteria for, 55
standards for comparing, 56–57
types of, 52, 53, 53f, 54f
in work spaces, 147
Lighting, 5–13
composition of, 13
importance of, 5
layers of, 5–13
Lighting analysis, 100–102
Lighting Certified (LC) designation, 243
Lighting design(s). See also Lighting design process; specific applications
controls in, 79–80
daylighting in, 33
defined, 1
documentation of, 235–237, 236t
layered, 5
phases of, 237–239, 238t
predictions related to quantity of
light in, 92–93
psychological effects of, 103
quality of, 110
successful, 1
Lighting design criteria matrix, 116–119, 117f–118f
Lighting designers, 235–243
collaborations with, 241–243
common problems for; 240–241
communication skills of, 2
in contract administration phase, 239
in design development phase, 238
design documentation by, 235–239
design integrity and cost management for, 239–240
selecting, 242
Lighting design process, 113–119
Coordinate step, 115–116, 118f
Describe step, 113–114, 116, 117t
in hospitality spaces, 190
Layer step, 114, 116, 117t
in lighting design criteria matrix, 116–119
for outdoor lighting, 219
postoccupancy evaluation in, 119
problem solving with, 113, 119
Select step, 114–116, 118t
for work spaces, 147
Lighting documents, 121, 237t
Lighting Facts®, 56f, 57
Lighting features. See also specific types
in BIM software, 126
defined, 59
Lighting legends, 126, 126f
Lighting plans, 123–126
airport terminal, 216f
art gallery, 187f
ballroom, 203f
bathroom, 139f
bedroom, 143f
boutique, 181f
classroom, 165f
combined living/dining/kitchen space, 134f
conference room, 158f
corridor, 209f–211f
examination room, 176f
guest suite, 200f
hotel lobby, 196f
large executive office, 155f
lecture room, 168f
office, 160f
patient room, 174f
private office, 153f
public restroom, 207f
reception room, 148f
restaurant, 193f
stair, 212f
supermarket, 184f
waiting room, 151f
Lighting power limits, 245–246
Lighting schedules, 126–127, 127f
Lighting specifications, 127
Lighting symbols, 123, 123
Lighting specifications, 127
Lighting symbols, 123, 123
Lighting schedules, 126–127, 127f
Lighting tags, 123, 124
Lighting zones, 220
Light level(s). See also Quantity of light of
ambient lighting, 9, 10f
calculating 99
for corridors and stairs, 213
determining required, 89–93
estimations of, 93–99
exterior, 220–221
in health care facilities, 172–173
and perceived brightness, 89
in supermarkets, 185
Light loss factor (LLF), 90
Light shelves, 31, 31f, 32
Light source(s), 15–26
color and color vision in human eye, 16–18
daylight as, 27. See also Daylighting
generation of light by, 15, 16
location of, 115
multiple layers of light from single, 9, 11, 12f

INDEX 255
Luminaire selection, 77
Luminaire(s), 59–77.
Lumen method, 94, 98
Low-voltage lighting:
Low-pressure sodium (LPS) lamps, 47
Low-emissivity (low-e) glazing, 31
Low-bay downlights, 77
Lobbies, hotel, 195–198, 195
LLF (light loss factor), 90
Living areas, 133–136, 134
Listed (term), 116
Line voltage track, 63
Line source (linear source), 24, 25
Linear wall mount fixtures, 175
Linear slot units, 209
Linear recessed wallwasher, 67, 68
Linear recessed troffers, 169
Linear direct cove lighting, 185
Light source(s)
in lighting design process, 115
for large executive offices, 157
for corridors and stairs, 213
for conference rooms, 158
for combined living/dining/kitchen spaces, 136–138
for for conference rooms, 158
for corridors and stairs, 213
for hotel guest suites, 201
for for hotel guest suites, 201
for hotel lobbies, 198
for for hotel lobbies, 198
for large executive offices, 157
for lecture rooms, 169
in lighting design process, 115
in outdoor lighting design, 227
for patient rooms, 176
for private offices, 154
for public restrooms, 208
for reception rooms, 149
for restaurants, 194
Lux, 89
M
MacAdam ellipses, 22, 22
Maintained light level, 90
Man-made light sources, 15
Manual controls, 29
Massing buildings, 29
Master specifications, 127
Materials:
and quality of light, 103–109
specifications on, 127
Matte surfaces, 104, 108
MB lamps, 40
Merchandise, illuminating, 179
Mercury vapor lamps, 47
Metal halide lamps:
qualities of, 46
retrofits involving, 230
types of, 48, 48f, 49f
Model codes, 245
Monitor (top lighting), 30f, 31
Monochromatic (term), 49
Monopoint fixtures, 65
Morning, daylight effects in, 27
MRI lamps, 40, 41f
MR16 lamps:
halogen, 40
LED, 53, 54f
metal halide, 48, 48f
retrofits involving, 230
Museums, 186
N
National Council for Qualifying Lighting Professionals (NCQLP), 242–243
National Electric Code (NEC), 79, 116, 132, 142
National Fire Protection Association (NFPA), 90, 116
Natural light sources, 15, 21
Nature, designing with, 28
NCQLP (National Council for Qualifying Lighting Professionals), 242–243
NEC, see National Electric Code
Neon lamps, 57
New buildings, lighting design process for, 114
NFL lamps, 41
NFPA (National Fire Protection Association), 90, 116
NFPA 101 standard, 90
Night, effects of declining daylight at, 28
Night lights, 201
Northern Hemisphere, windows in, 33
O
Occupancy sensors, 71, 72, 82, 82f, 83, 231
Office of the State Architect (California), 173
Offices:
large executive office lighting, 154–157, 154f–156f
LEDs in, 51
Multitenant, 145
open office lighting, 159–162
private office lighting, 152–154, 153f
OLED lamps, see Organic light-emitting diode lamps
Operating cost, of light source, 26
Operating position, HID lamp, 47
Operating temperature, 25
Operating time, 79
Outdoor lighting design, 219–227. See also Exterior lighting
Overhang soffits, 31, 32f, 33
P
Panel lighting, 133
Parabolic troffers, 69, 69f
PAR (parabolic aluminized reflector) lamps:
beam angles in, 41
halogen, 40
incandescent, 38, 39f
LED, 53, 54f
metal halide, 48, 48f
retrofits involving, 230
Passive infrared sensors, 83
Pedestrian paths, 221, 224–226, 225f, 226f
Pendants (luminaires):
in boutiques, 182
in classrooms, 166
in combined living/dining/kitchen spaces, 137, 138
in conference rooms, 158
decorative, 137, 152, 157
decorative lighting, 73, 75f
direct/indirect, 217
in hotel lobbies, 198
linear, 162, 185
in linear lighting systems, 70–71
in open offices, 161
in private offices, 154
in restaurants, 194
in supermarkets, 185
Performance lighting systems, 190
Permanent occupancy office spaces, 145
Phosphors, 41, 42, 51
Photoelectric sensors, 83, 85f
Photometric reports, 60–61
Photometry, 60
Physical effects, of daylight, 27–28
Plans, 121, 122. See also Floor plans; Lighting plans
Plenum space, 114, 146
POE (postoccupancy evaluation), 119, 239
Point method, of estimating light levels, 98–99
Point source, 24, 24f, 63, 68
Portable lighting, 110
in bedrooms, 142
floor lamps, 142
in residential lighting design, 131
in restaurants, 191
task lights, 72, 73f
INDEX 257

Postoccupancy evaluation (POE), 119, 239
Power:
controlling, 79
for emergency lighting, 213
installed lighting, 245, 246
limits on lighting, 245–246
Power density, 100, 180
Power line carrier signal, 84
Preset dimming system (preset scene controller), 7, 7f, 86, 86f
Prism, 16f, 17
Problem solving:
by lighting designers, 240–241
in lighting design process, 113, 119
Professional design organizations, 242–243
Programmed rapid start ballasts, 42
Programming phase (design), 237, 238t
Psychological effects:
of daylight, 27–28
in design concept, 114
of lighting design, 103
of views, 172
Public restrooms, 205, 206–208, 206f, 207f
Punch lists, 239
Q
Quality of light, 103–110
and color/materials in space, 103–109
describing, 114
and design quality, 110
and luminaire size/scale, 105
in outdoor lighting design, 219
in spaces with sculptural qualities, 103
Quantity of light, 89–102
computer programs for light level calculations, 99
determining required light level, 89–93
input data for lighting analyses, 102
lighting analysis programs, 100–102
in lighting design process, 115
light level estimations for architects and interior designers, 93–99
in outdoor lighting design, 220–221
R
Radio frequency interference (RFI) shields, 69
Radiometry, 100, 102
Rare earth phosphors, 42, 43
Ray tracing, 101, 102
Reception rooms, 148–149, 148f, 149f
Recessed accent fixtures, 64f, 65
Recessed downlights, 61–63
in bathrooms, 140
in combined living/dining/kitchen spaces, 133, 135, 137, 138
in corridors, 209
Recessed lensed wallwashers, 66, 67f
Recessed troffers, 69, 169
Recessed wallwashers, 66, 67f, 166
Reflectance, 103, 104, 108f
Reflected ceiling plans, 122, 122f
Reflection(s), 17f, 240, 241
Reflector (R) lamps, 37, 38f
Reflectors, 48, 230
Relay systems, 85, 86
Renderings, 92–93, 93f, 100
Residential lighting design, 131–144
Restaurants, 190–194, 192f–194f
Restrike time, 47
Restrooms, public, 205–208, 206f, 207f
Retail lighting design, 179–188
for art galleries, 186–188
considerations in, 179–180
for small boutiques, 180–183
for small supermarkets, 183–185
Retail spaces, in airport terminals, 214
Retrofit projects, 229–231
RFI (Radio Frequency Interference) shields, 69
R (reflector) lamps, 37, 38f
Room surface illuminance, 100
Safety issues, with stairs, 208, 209
Sawtooth single clerestory, 30, 31f, 31
Schedules, lighting, 126–127, 127f
Schematic design phase (design), 237, 238t
Sconces, 73, 75f
in art galleries, 188
in ballrooms, 204
in bathrooms, 140
in bedrooms, 142
in conference rooms, 158
in corridors, 209, 210
in hotel guest suites, 200
in hotel lobbies, 198
lavatory, 208
in patient rooms, 175
in public restrooms, 208
in restaurants, 194
swing-arm, 142
vanity, 200, 208
SDCM (standard deviation color matching), 22
Seasonal affective disorder (SAD), 27, 28
Select step (design process), 114–116, 118t
Semidirect lighting, 77
Semi-recessed lensed wallwashers, 67, 67f
Senior living and care centers, 171, 173
Sensors:
daylight sensors, 231
dual technology, 83
occupancy, 71, 72, 82, 82f, 83, 231
passive infrared, 83
photoelectric, 83
ultrasonic, 83
vacancy, 82
Shades, 32f, 33
Shading and shading devices 29, 31–33
Shopping malls, 205
Showcase lamps, 37
Shower fixtures, 62, 140, 201
Side lighting, 31–33
Signage wall fixtures, 217
Single clerestory, 30, 30f
Single-ended T lamps, 40, 48, 49
Single hotel guest rooms, 199
Six-zone, four-scene controllers, 86, 86f
Skylights, 30, 30f, 33
Slots (linear troffers), 69–70, 69f, 169
“Smart” ballasts, 42
Sodium lamps, 47
Soffits, overhang, 31, 32f, 33
Solar shading, 31
Space(s):
lighting levels and appearance of, 92–93
and lighting power limits, 246
with sculptural qualities, 103
Spa fixtures, 62
Special effects, 241
Specifications, 127, 239–240, 246
Spectral power distribution, 103, 106f–107f
Spectrum of light, 16f, 17
Specular surfaces, 104
Speculative office buildings, 145
SP lamps, 41
Stairs, 205, 208–209, 211–213, 211f–213f
Standard deviation color matching (SDCM), 22
Starting temperature, 43
Starting time, 26
Step ballasts, 42
Stores, lighting in, see Retail lighting design
Streetscape lighting, 224, 226
“Sinking the arc,” 47
Strip lights, 76f, 77
Substitutions, 239–240
Sunlight, 28, 33
Supermarkets, small, 183–185, 183f–185f
Surface-mounted luminaires, 73
Surface temperature, 39
Surface wallwashers, 67
Surveys, retrofit project, 229
Sustainability, 249
Switches (on and off), 80f
in combined living/dining/kitchen spaces, 138
control via, 81
in health care facilities, 173
in lighting plans, 125
location of, 80
Switching, 79. See also Controls (lighting)
in airport terminals, 215
in bedrooms, 142
in corridors and stairs, 212
in examination rooms, 176
in hotel guest suites, 200
in large executive offices, 155
mandatory requirements on, 246
in patient rooms, 175
in private offices, 154
in public restrooms, 208
in supermarkets, 185
in waiting rooms, 152
Switch plate, 81, 81f

T
T-3 lamps, 40
T-4 lamps, 40
T-5 high-output lamps, 43, 44
T-5 lamps, 43, 44, 230
T-5 standard lamps, 43, 44
T-8 standard lamps, 43, 230
T-12 standard lamps, 44, 230
Table lamps, 73, 76f, 142, 149, 156, 175, 200
Tabletops, illuminating, 190–191
Tags, lighting, 123, 124
“Tape” lights, 72, 72f
Task/ambient concept, 146
Task layer, 6, 7, 7f, 220
Task lights, 72, 73f
Task lighting:
in airport terminals, 214
in ballrooms, 201, 202
in bathrooms, 139
in bedrooms, 141, 142
in boutiques, 180, 182
in classrooms, 164, 165
in combined living/dining/kitchen spaces, 132, 133–138
in conference rooms, 157
decorative lighting as, 11, 12f
in examination rooms, 176
in guest suites, 199, 200
in hospitality designs, 189
in hotel lobbies, 196, 197
in large executive offices, 155
in lecture rooms, 166, 167
in open offices, 161, 162
in patient rooms, 174, 175
predicting light levels for, 92
in private offices, 152–154
in public restrooms, 206, 208
in reception rooms, 148, 149
in restaurants, 192, 193
single luminaire for focal and, 11, 12f
in supermarkets, 184, 185
in waiting rooms, 150, 151
in work spaces, 146
TB lamps, 40
Temperature, 25, 39, 43. See also Color temperature
Testing Method 30 (IESNA TM-30 standard), 19–20, 19f
Theaters; house lighting in, 96, 96f
Themes, 171, 179, 189, 190
Thermally protected (T) luminaires, 62
Three-dimensional (3-D) design programs, 93, 101
Three-way switches, 81
Three-wire circuits, 84
Time clocks, 81, 186
Time controls and timers, 81
Title 24 Building Energy Efficiency Standards, 65, 245, 246
T (tubular) lamps:
double-ended, 40, 40f
halogen, 40, 41f
incandescent, 37, 38f
LED, 53, 54f
single-ended, 40, 40f, 48, 49f
T-3 lamps, 40
T-4 lamps, 40
T-5 lamps, 43, 44, 230
T-8 standard lamps, 43, 230
T-12 standard lamps, 44, 230
T (thermally protected) luminaires, 62
Toilet downlights, 144
Top lighting, 30–31
Torchieres, 73, 76f
Totally integrated lighting control systems, 87
Track lighting systems, 63–65, 63f, 64f, 182, 185, 186, 198
Transaction counter lamps, 152
Transformers, 25, 39
Translucent materials, 104, 109f
Transparent materials, 104
Troffers, 68–70, 175, 185
Tubular lamps, see T lamps
Tungsten halogen lamps, see Halogen lamps
Two-wire circuits, 84
U
U-bent fluorescent lamps, 43–44
UL listings, see Underwriters Laboratories listings
Ultrasonic sensors, 83
Ultraviolet (UV) light, 27, 29
Undercabinet fixtures, 72, 74f
in combined living/dining/kitchen spaces, 138
in hotel guest suites, 200
in large executive offices, 156
in open offices, 162
in private offices, 154
in reception rooms, 149
in waiting rooms, 152
Under-shelf fixtures:
in airport terminals, 217
in bedrooms, 142
in boutiques, 182
in combined living/dining/kitchen spaces, 135
in hotel lobbies, 198
in restaurants, 194
Underwriters Laboratories (UL) listings, 37, 39, 59, 116
Uniformity, lighting level, 90, 114
U.S. Green Building Council (USGBC), 249
U.S. Department of Energy, 49, 57, 247
U.S. Green Building Council (USGBC), 249
Up/down wall fixtures, 175
UV (ultraviolet) light, 27, 29
V
VA (volt-amps), 83
Vacancy sensors, 82
Valence lighting, 211
Vanity lights, 74, 76f
Vanity sconces, 200, 208
Veiling reflections, 240
Vestibules, 195, 221
View glazing, 32
Visible spectrum, 16f
Vision, color, 16–18
Visual tasks:
in airport terminals, 214
in art galleries, 186
in ballrooms, 201, 202
in bars, 191
in bathrooms, 139
in bedrooms, 141, 142
in boutiques, 180
in classrooms, 164
in combined living/dining/kitchen spaces, 132–136, 138
in conference rooms, 157
in corridors and stairs, 209
in examination rooms, 176
in guest suites, 199
in health care facilities, 171
in hotel lobbies, 195
in large executive offices, 154, 155
in lecture rooms, 166
and lighting layers, 5
and lighting power limits, 246
in patient rooms, 174
in private offices, 152, 153
in public restrooms, 206, 207
and quantity of light, 89–90
in reception rooms, 148–149
in residential lighting design, 131
in restaurants, 191, 192
in waiting rooms, 150
in work spaces, 145–147
VNSP lamps, 41
Volt-amps (VA), 83
W
Waiting rooms:
in airport terminals, 214–217, 215f, 216f, 217f
in office buildings, 150–152, 150f, 151f
Walls, backlit, 187, 188
Wall grazing fixtures, 68, 68f
Wall-mounted luminaires and fixtures, 166, 210, 212, 227
Wall sconces, see Sconces
Wallwashers, 60, 66–68
in bathrooms, 140
in classrooms, 166
in conference rooms, 158
in corridors, 209
in hotel lobbies, 198
in large executive offices, 156
in lecture rooms, 167, 168
lensed, 66, 67, 67f
open, 67
in open offices, 162
in patient rooms, 175
in private offices, 154
in reception rooms, 149
recessed, 66, 67f, 166
in restaurants, 194
semi-recessed lensed, 67, 67f
in supermarkets, 185
surface, 67
Watts-per-square-foot method, 94–98, 94f
Wet-labeled luminaires, 74
Wet location fixtures, 62
Wet-labeled luminaires, 74
Wet-labeled luminaires, 74
Wet-labeled luminaires, 74
Wet-labeled luminaires, 74
WFL lamps, 41
White light, 16f, 17, 49–51, 50f
Whole-building performance-based method of setting power limit, 246
Windows, 33, 114, 155
Work spaces, 145–162
conference room lighting, 157–159
large executive office lighting, 154–157
lighting design considerations for, 145–147
open office lighting, 159–162
private office lighting, 152–154
reception room lighting, 148–149
waiting room lighting, 150–152
Wraparound fixtures, 74, 76f
Z
Zone-based lighting control systems, 87