INDEX

Abrasion resistance, 38
Absorption, sound, 67
Access panels, 147, 151
Accessibility, flooring, 165
Acoustical ceilings, 150
control, 66
qualities, 35
Acoustics absorption, 67
damping devices, 74
doors, 71
flooring, 169
glazed openings, 195
impact noise control, 72–73
noise control, 66–68
sound transmission, 43, 68–72
vibration control, 72–74
Adjustability, 96
Air diffusers, 149
Alarms, detection and intrusion, 56
Alternatives, in design process, 10
Americans with Disabilities Act, 37–38, 53
Analog representation, 6
Anchor screws, load capacity, 117
ANSI Z97.1, 194
Anthropometrics, 49, 51
Applied bases, 202
Architectural mesh, 111
Architectural Woodwork Institute, 39
Architectural Woodwork Standards, 39
Area diagrams, 7
Array plates, 95
Articulation class, 35–36
ASTM D2047, 37
ASTM D2859, 27, 164
ASTM E119, 27, 65, 108, 194, 118
ASTM E136, 64, 108
ASTM E84, 24–25, 26, 64, 108
ASTM F793, 38
Attachment, of materials, 38–39
AWI, See Architectural Woodwork Institute
Ballistic resistance, 56–57
Bases, 201–204
Battens, 220–221
Beams, 230–255
Beam action, 79–80
Beam transition
to beams, 254–255
to ceilings, 252–254
to columns, 246–250
to partitions, 250–252
BIFMA International, 62
Bolts, 81, 82
Brackets, 248–249
Brass, shapes and sizes, 36
Breaking strength, 39
Bubble diagrams, 6
Buckling loads, 78
Budget, as constraint, 28–29
Building codes, 22
Building expansion joints, 88
Building Material Directory, 65
Building movement, 83–89
Bull-point glazing, 33
Cable rail system manufacturers, 126
Cable rail systems, 124
Cable supports, 256–258
California Collaborative for High Performance Schools, 145
California Office of Environmental Health Hazard Assessment, 60
California Proposition 65, 60
Capitals, 242
Carpet and Rug Institute, 62
Carpet flammability, 27, 164
Ceilings air diffusers, 149
closed, 143
code requirements, 24
concealed services, 46–47
concepts, 142
coordination, 146–147
floating, 214–215
grids, 150
gypsum wallboard, 151–152
HVAC coordination, 148–149
lay-in acoustical, 150
life-cycle, 155
open, 144
open grid manufacturers, 157
plane continuity, 213–214
trim, 151, 153, 232–234
trim manufacturers, 153
Ceiling transition
to beams, 252–254
to ceilings, 231–237
to columns, 240–244
to walls, 259–257

273
<table>
<thead>
<tr>
<th>Index</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Ceramic tile flooring, 171–172</td>
<td>Ceramic tile design concepts, 16, 17–18</td>
</tr>
<tr>
<td>Chases, 51</td>
<td>Detailed process, 5–6, 11–16</td>
</tr>
<tr>
<td>Chase walls, 47</td>
<td>Details, for concealment, 41</td>
</tr>
<tr>
<td>Chemical resistance, 39</td>
<td>Details, purposes, 16–17</td>
</tr>
<tr>
<td>Classified label, 66</td>
<td>Detection alarms, 56</td>
</tr>
<tr>
<td>Clearances</td>
<td>Direct bearing, 79</td>
</tr>
<tr>
<td>accommodating tolerances, 93</td>
<td>Disassembly, 81</td>
</tr>
<tr>
<td>for connections, 83</td>
<td>DOC FF-1, 27, 164</td>
</tr>
<tr>
<td>for constructions, 21, 93–94</td>
<td>Doors acoustic control, 71</td>
</tr>
<tr>
<td>electrical boxes, 49</td>
<td>code requirements, 24</td>
</tr>
<tr>
<td>HVAC equipment, 47</td>
<td>concepts, 180–182</td>
</tr>
<tr>
<td>mechanical and electrical services, 46–49</td>
<td>detailing, 187–189</td>
</tr>
<tr>
<td>pipes, 47, 50</td>
<td>fire rated, 188</td>
</tr>
<tr>
<td>recessed luminaires, 50</td>
<td>fire tests, 27–28</td>
</tr>
<tr>
<td>sprinkler piping, 48</td>
<td>frame concepts, 183</td>
</tr>
<tr>
<td>Climate, as constraint, 29</td>
<td>frames, 187–188</td>
</tr>
<tr>
<td>Coating adhesion, 39</td>
<td>operation, 181</td>
</tr>
<tr>
<td>Coefficient of absorption, 67</td>
<td>requirements in partitions, 193</td>
</tr>
<tr>
<td>Coefficient of friction (COF), 37, 52, 165</td>
<td>Drawing-thinking-drawing cycle, 8–6, 13</td>
</tr>
<tr>
<td>Collaborative for High Performance Schools, 145</td>
<td>Durability, 38, 61, 94</td>
</tr>
<tr>
<td>Columns, 240–250</td>
<td>Electrical</td>
</tr>
<tr>
<td>Column transitions to beams, 246–250</td>
<td>boxes, clearances, 49</td>
</tr>
<tr>
<td>to ceilings, 240–244</td>
<td>conduct uses, 49</td>
</tr>
<tr>
<td>to floors, 244–246</td>
<td>services concealment, 46</td>
</tr>
<tr>
<td>Compression loads, 78</td>
<td>Electrical boxes, 49</td>
</tr>
<tr>
<td>Connections</td>
<td>conduit uses, 49</td>
</tr>
<tr>
<td>accommodating tolerances, 92</td>
<td>services concealment, 46</td>
</tr>
<tr>
<td>adjustable, 97</td>
<td>Electrical conduit sizes, 49</td>
</tr>
<tr>
<td>between materials, 42</td>
<td>Electrical services concealment, 46</td>
</tr>
<tr>
<td>in details, 81–83</td>
<td>Electrical conduit sizes, 49</td>
</tr>
<tr>
<td>manufacturers, 80–81</td>
<td>embedded energy, 58–59</td>
</tr>
<tr>
<td>slotted, 97–98</td>
<td>Emphasized headers, 203</td>
</tr>
<tr>
<td>Constraints, 11</td>
<td>Engaged columns, 252</td>
</tr>
<tr>
<td>Constructability, 11</td>
<td>Evaluation matrix, 7</td>
</tr>
<tr>
<td>Construction assemblies, fire tests, 27–28</td>
<td>Expansion joints, 45, 85, 172</td>
</tr>
<tr>
<td>components, flammability tests, 25</td>
<td>Fabrication quality, 39</td>
</tr>
<tr>
<td>sequence, 42, 99–101</td>
<td>Fabrication, shop vs. field, 101</td>
</tr>
<tr>
<td>tolerances, 89–93</td>
<td>Fabric Flammability, 26, 27</td>
</tr>
<tr>
<td>Control joints, 45, 85</td>
<td>Fasteners, 23, 97, 117–118</td>
</tr>
<tr>
<td>Corbels, 249, 251–252</td>
<td>Field fabricated details, 101</td>
</tr>
<tr>
<td>Corrosion resistance, 39</td>
<td>Fillers strips, 92</td>
</tr>
<tr>
<td>Cost, as constraint, 40</td>
<td>Finish materials, flammability, 23–27</td>
</tr>
<tr>
<td>Cove bases, 204</td>
<td>Fire-protection-rated glazing, 192</td>
</tr>
<tr>
<td>Covers, 235</td>
<td>Fire-rated doors, 188</td>
</tr>
<tr>
<td>Cradle to Cradle (C2C), 62</td>
<td>Fire-rated glazed openings, 191</td>
</tr>
<tr>
<td>Creativity in detailing, 3</td>
<td>Fire-rated partitions, 45</td>
</tr>
<tr>
<td>Damping devices, 74</td>
<td>Fire resistance, 23–27, 43, 64</td>
</tr>
<tr>
<td>Demountable partitions, 135, 147</td>
<td>Fire Resistance Design Manual, 65</td>
</tr>
<tr>
<td>Design</td>
<td>Fire resistance, flooring, 163–165</td>
</tr>
<tr>
<td>concepts, 16, 17–18</td>
<td>Fire-resistance-rated glazing, 118, 194, 195</td>
</tr>
<tr>
<td>intent, 11, 16</td>
<td>Fire retardants, 64–65</td>
</tr>
<tr>
<td>process, 5–6</td>
<td>Fire tests, construction assemblies, 27–28</td>
</tr>
<tr>
<td>Ceramic tile, 171–172</td>
<td>Fire Tests of Door Assemblies (NFPA 252), 65</td>
</tr>
<tr>
<td>Flammability, 23–27, 37, 64</td>
<td>Flame spread, 24–25</td>
</tr>
<tr>
<td>carpet, 164</td>
<td>Flame spread rating, 43, 64, 108</td>
</tr>
<tr>
<td>tests, 25</td>
<td>Flammability, 23–27, 37, 64</td>
</tr>
<tr>
<td>Flooring</td>
<td>carpet flammability, 27</td>
</tr>
<tr>
<td>carpet flammability, 27</td>
<td>ceramic tile, 171–172</td>
</tr>
<tr>
<td>design concepts, 146–161</td>
<td></td>
</tr>
</tbody>
</table>
Index 275

fire resistance, 163–165
flammability, 26
joints, 42, 172
safety, 52
slip resistance, 37
stone, 172–173
terrazzo, 173–174
tolerances, 168–169
transitions, 174–175
transition strip manufacturers, 176
wood, 169–171

Floors
floating, 205–206
tolerances, 199

FloorScore, 62
Floors-to-floor transitions, 226–231
Floor track, 124
Flash bases, 202
Forest Stewardship Council, 62
Frames, door, 183, 187–188
Frames, hollow metal, 189
Full-glass doors, 190

Function, 11

Glass
block, fire test, 28
clearances, 33
doors, 191
electrochromic, 184, 196
full-height, 55
sizes, 33
thickness, 118, 189, 191
types, 184
wired, 192
See also Glazing
Glazed openings, 189–194
Glazed openings, fire-rated, 191
Glazing
acoustics, 195
butt-joint, 33
ceramic, 194
code requirements, 24
coordination, 187
fire-protection-rated, 192
fire-resistance-rated, 118, 194, 195
frameless, 189
framing, 33
full-height, 55
in partition openings, 118
safety, 118
sound control, 71
spatial connection, 182–183
specialty materials manufacturers, 121
requirements in partitions, 193
See also Glass
Graphic problem solving, 5
Greenguard Environmental Institute, 60, 62
Green Label Plus, 62
Green Seal, 62
Guards
accessibility, 166
design, 177
for durability, 95
at level changes, 230, 231
for safety, 53
where required, 175–176

Gypsum Association, 65
Gypsum wallboard
ceilings, 151–152
joists, 85
trim, 112, 212, 223
trim manufacturers, 111

Handrails, 53, 54, 166, 175–176
Hanging panels, 125
Hardware, 82–83, 181
Head-of-wall joints, 86
Health, 37–38
Heat-agging resistance, 39
Heating, ventilating, and air-conditioning
clearances, 47
coordination with ceilings, 148–149
Hierarchy in context, 9, 10

Hinges, 82
Hollow metal frames, 189
Hollow wall anchors, load capacity, 117
Hose stream test, 27
Human fit of details, 49
HVAC. See Heating, ventilating, and air-conditioning

IBC. See International Building Code
IIC. See Impact insulation class
Illuminated panel manufacturers, 111
Impact insulation class (IIC), 72–73
Impact noise control, 72–73
Industry standards, 30–31
Installation of Sprinkler Systems (NFPA 13), 147, 148
Installation of Sprinkler Systems in One- and Two-family Dwellings and Manufactured Homes
(NFPA 13D), 147
Installation of Sprinkler Systems in Residential Occupancies (NFPA 13R), 147
Institute for Market Transformation to Sustainability, 62
International Building Code, 22, 53
Intrusion alarms, 56
Intumescent materials, 65
James Machine test, 37
Joints
building expansion, 88
tighten, 45, 85
covering, 42
design for water resistance, 75–76
expansion, 45, 85

See also Glass
Joints (Continued)
  flooring, 172
  gypsum wallboard, 85, 87
  moisture resistance, 75
  overlapping, 86
  in partitions, 219–221
  reveal, 43, 44
  sliding, 86
  slip, 86
  terrazzo, 85
  tile, 85
  wood panel, 8
  Kerf, 84
  Kick plates, 95
  Labels, UL, 66
  Labor conditions, as constraint, 29–30
  Labor, trade divisions, 100
  Lay-in acoustical ceilings, 150
  Ledgers, 249
  Leveling bolts, 97
  Life-cycle costing, 28
  Life-cycle costs, ceilings, 155
  Light fixtures, clearances for, 50
  Lighting coves, 151, 154, 215, 216
  Listed label, 66
  Loads, types, 78–79
  Laminate, clearances for, 50
  Maintainability, 39, 95–99
  Manufacturers
    air diffusers, 149
    architectural mesh, 111
    cable rail systems, 126
    ceiling trim, 153
    demountable partitions, 136
    flooring transition strips, 176
    gypsum wallboard trim, 111
    illuminated panels, 111
    movable panels, 136
    open ceiling grids, 157
    railings, 176
    shelving support systems, 126
    specialty glazing materials, 121
    specialty wall finishes, 111
    standoffs, 111
    suspended ceilings, 151
    wall fasteners, 117
    woven wire fabric, 111
    Markers, for sketching, 8
  Materials
    embodied energy, 59
    noncombustible, 64
    recycled, 59
    standards for, 24
    substrates, 21
    toxicity, 60–61
    VOC limits, 38
  MBDC Cradle to Cradle (C2C), 62
  Mechanical and electrical services clearances, 46–49
  Mechanical services concealment, 46
  Mesh, architectural, 111
  Metal framing sizes, 32
  Metal stud screws, load capacity, 117
  Metals, shapes and sizes, 34–36
  Method of Fire Tests for Evaluating Room Fire
  Growth Contribution of Textile Wall
  Coverings on Full Height Panels and Walls
  (NFPA 265), 26, 108
  Milled, 37, 61
  Moisture in details, 61, 74–76
  Mold, 37, 61
  Molly bolts, load capacity, 117
  Moment, 79
  Morphologic charts, 8
  Movable panel manufacturers, 136
  Movable partitions, 133–134
  Movement, building, 83–89
  Movement, horizontal, 87–88
  NFPA 13, 147, 148
  NFPA 13R, 147
  NFPA 252, 27–28, 65, 192
  NFPA 253, 26, 164
  NFPA 257, 28, 192
  NFPA 265, 26, 108
  NFPA 286, 26, 108
  NFPA 70, 27
  Noise control, 66–68
  Noise control, damping devices, 74
  Noise reduction coefficient (NRC), 35, 67, 137,
    169
  Noncombustible materials, 64
  NRC. See Noise reduction coefficient
  Nylon wall drillers, load capacity, 117
  Offgassing, 37
  Others
    accommodating tolerances, 92
    floor transitions, 229–231
    in partitions, 221–222
    Opening protectives, 193
    Openings
      concepts, 180
      glazed, 189–194
      safety glazed, 194, 196
      sustainability, 186
    Operable walls, 134
  Ornamental metals, 34–36
  Outgassing, 37
  Overlapping, 64
  Overlapping planes, 115
  Overlaps, moisture resistance, 75
  Overlaps, partitions, 225
Panelized partitions, 113
Panels, hanging, 125
Panel supports, 123
Paper size, for sketching, 9
Partition finish manufacturers, 111
Partitions
ballistic protective, 57
bracing, 128
to conceal services, 46–47
demountable, 133, 147
fire-rated, 45
fire-resistive tests, 108
floating, 206–207
full-height movable, 138
modulated thickness, 129
movable, 133–134
opening protective requirements, 193
openings, 118
panelized, 113
partial height, 126, 138
permanent, 106
raised face, 110–112
reentrant offsets, 224–225
relief face, 112
security, 56
slip joints, 86
transitions to beams, 250–252
translucent, 120–124
Pill test, 27, 164
Pip sizes, 47, 50
Plenums, 143
Plenums, sound control, 71
Postconsumer materials, 59
Postindustrial materials, 59
Programmatic concept, 17
Railing manufacturers, 176
Raised face partitions, 110–112
Ramps
accessibility, 165
ground plane, 161–162, 163
Recessed bases, 202
Recessed materials, 59
Recycled materials, 59–60
Recycling, 81
Recycling details, 61
Reentrant offsets, partitions, 224–225
Regulatory requirements, 22–24
Reinforced batts, 84
Reroscatability, 63–64
Renewable materials, 59
Repairability, 39
Repair of details, 98
Replacement of details, 98
Research, for detailing, 12
Resilience, 39
Reusability of details, 62
Reuse, 81
Reveals
accommodating tolerances, 91
ceiling, 233–234, 243
joints, 43, 44
panelized walls, 114–115
walls, 220
wall-to-ceiling connection, 211
Rittel, Horst, 4
Room corner test, 26, 108
Room corner test for Textile Wall Coverings (NFPA 265), 26, 108
SAA. See Sound absorption average
Safety, 37–38, 52–55
Safety glazing, 118, 194, 196
Safety Glazing Materials Used in Buildings—Safety Performance Specifications and Methods of Test (ANSI Z97.1), 194
Scale, in sketching, 9
Scientific Certification Systems (SCS), 62
Screws, 81, 82
Screws, load capacity, 117
Scribes, 91
Scrubbability, 39
Security, 37, 55–58
Self-healing quality, 40
Senclosures, 98
Sheet load, 79
Shelving support manufacturers, 126
Shim space, 90
16 CFR 1201, 194
16 CFR 1630, 27, 164
Sketching, 5
Sketching techniques, 8–11
Sketching, to show constraints, 19
Sliding fit, 92
Slip joints, 86
Slip resistance, 37, 165
Slotted connections, 97–98
Smoke developed index, 25
Soffits, 212
Sound absorption average (SAA), 35, 68, 137, 169
Sound isolation criteria, 69
Sound transmission, 43
Sound transmission class (STC), 68
Sprinkler pipe clearances, 48
Sprinklers, spacing, 147–148
Stairs
code requirements, 165–166
ground plane, 161, 162
part of ground plane, 161, 162
safety, 53–55
Stairways, 175–176
Index

Standard Classification of Wallcovering by Durability Characteristics (ASTM F793), 38
For Fire Test for Window and Glass Block Assemblies (NFPA 257), 28, 192
Method of Test for Critical Radiant Flux for Floor Covering Systems Using a Radiant Heat Energy Source (NFPA 253), 26, 164
Methods for Fire Tests of Door Assemblies (NFPA 252), 27–28, 192
Methods of Fire Test for Evaluating Contribution of Wall and Ceiling Interior Finishes to Room Fire Growth (NFPA 286), 26, 108
Methods of Fire Tests for Flame Propagation of Textiles and Films (NFPA 701), 27
Test Method for Ignition Characteristics of Funded Textile Floor Covering Materials (ASTM D3285/N), 27, 164
Test Method for Static Coefficient of Friction of Polishes-Coated Floor Surfaces as Measured by the James Machine (ASTM D2047), 37
Test Method for Surface Burning Characteristics of Building Materials (ASTM E84), 24
Standards, industry, 30–31
Standoff manufacturers, 111
Steiner tunnel test, 24, 26
Stone flooring, 172–173
Storage, as base, 209
Structure, concepts, 78–79, 239–240
Structure of details, 77–88
Substrates
  as constraint, 19–22
  covering, 41–42
  sizes, 31
Suspended ceiling manufacturers, 151
Suspended objects, support, 255–258
Sustainability, 58, 62–63
  as constraint, 40
  disassembly of details, 81
  openings, 186
Sustainable Forestry Initiative (SFI), 62
Tension loads, 78
Terrazzo flooring, 173–174
Terrazzo joints, 85
Textiles, flammability test, 26
Texture on partitions, 109–110
Texturers, applied finish manufacturers, 111
Tile, code requirements, 24
Time, as constraint, 29
Toggle bolts, load capacity, 117
Toggle system, load capacity, 117
Tolerances, 89–94
  ceiling, 149–150
  coordination with partitions, 108
  flooring, 168–169
  floors, 109
Torque, 79
Toxicity of materials, 60–61
Trade divisions of labor, 31
Trade practices, 29–30
Transition strips, floor, 227–228
Translucent partitions, 120–124
Trim ceiling, 151, 153, 232–234
flooring, 175
gypsum wallboard, 112, 202, 203, 212, 223
gypsum wallboard manufacturers, 111
Underwriters Laboratories, 66, 65
Vertical Ignition Test, 27
Vibration control, 72–74
Volatile organic compounds (VOCs), 38, 55, 60
Wainscoting, 209
Wall transition to ceilings, 209–217
to floors, 200
to walls, 219–225
Water resistance in details, 74–76
Webber, Melvin, 4
Wicked problems, 4–5, 12
Window
  covering, 183–184, 196
  opening concepts, 184
  in partitions, 118
  shapes, 183, 184
  treatments, flammability, 27
Wired glass, 192
Wood
  code requirements, 24
  flooring, 164–165, 169–171
  panel joints, 85
  screws, load capacity, 117
Woodwork details, 84
Woven wire fabric, 111