Index

Access Point, xiv
Accumulated packet reception probability, 242
acknowledgement, 112, 115, 135, 198, 233, 246
area of interest, 138

broadcast acknowledgement, 236, 240, 271, 279
broadcast backoff timer, 246

Carrier Sensing Multiple Access with Collision Avoidance, 122
clear-to-forward, 117, 224
clear-to-send, 112, 117, 240
current transmission set, 18, 61–3, 66, 68, 93, 277
connected dominant set, xv, 232, 234
connective CTS, 63, 64, 67
constant bit rate, 124, 203, 218
contention-based dissemination, 260
contention-based forwarding, xiv, 8, 112, 223, 235

DDB, 234, 235
dedicated short range communications, 137
Delay/Disruption Tolerant Network, 13
Distributed Inter Frame Space, 118

DSDV, 4
Dynamic Source Routing, 6

emergency message dissemination for vehicular environments, 235
ergie detection, 148, 150, 180
energy-efficient geographic opportunistic routing, 17, 39
ero error correction coding, 146
Expected Advancement Rate, 75
expected medium time, 17, 62, 71, 73, 74, 87, 277
expected one-hop throughput, 76, 123
Expected Opportunistic Transmission Count, 33
expected packet advancement, xiv, 27, 28, 57, 75, 198
expected transmission count, 72, 213
expected transmission time, 14, 71
exponentially weighted moving average, 202

fast-forward-dissemination, 239
fast slotted acknowledgement, xv, 18, 132, 277
fisheye state routing, 280
forwarding priority scheduling problem, 98

---

Kai Zeng, Wenjing Lou and Ming Li.
© 2011 John Wiley & Sons, Ltd. Published 2011 by John Wiley & Sons, Ltd.
INDEX

forwarding range, 236, 240, 242, 252, 260

geographic opportunistic routing, xiv, 7, 17, 39, 59, 71, 276, 278
geographic routing, 14, 17, 19, 28, 40, 41, 49, 51–4, 59, 75, 115, 193, 194, 202, 205, 214, 276, 278
GeRaF, xiv, 7, 39, 112, 223–4
Global Positioning System, 21, 140
greedy CTS, 64, 67, 68

Intelligent Transportation Systems, 3
interested region, 237, 242, 249

LDPC, 10
least cost opportunistic routing, xiv, 33, 34, 38
linear programming, xiv, 17, 61, 65, 67, 85, 89, 91, 96, 99, 277
link quality measurement, xiv, xv, 1, 9, 19, 20, 193, 202, 203, 213, 214, 219, 224, 225, 227, 275, 278
live multimedia streaming, 133, 137, 138, 172, 190, 278
LRR, 179–81, 188

makeup-for-reliability, 239
Management Information Base, 216
mobile ad hoc networks, xiv, 1, 8, 13
mobile content distribution, 18, 133, 136, 137, 188, 231, 278
multiple-input multiple-output, 281

NCDD, 143, 182, 184

OB-VAN, 235
OFDM, 281
on board units, 237
opportunistic broadcast, xv, 20, 233, 240, 271, 279
opportunistic broadcast coordination function, 233, 240
Opportunistic Effective One-hop Throughput, 19, 199, 278

opportunistic ETT, 71
Opportunistic routing, xiii, 10, 39, 49, 51, 206
Optimized Link State Routing, 6
Packet Delivery Ratio, 48
packet level network coding, 137, 141, 188, 278
packet reception probability, 235, 238–43
Preamble detection, 122
quality of service, 137–9, 142
random linear network coding, 12, 135
ready-to-forward, 224
ready-to-send, 112
reception to transmission energy ratio, 17, 52, 59, 276
relay candidate region, 239, 244
road side units, 137, 138
route error, 5
route reply, 5
route request, 5, 7
self-allocation vector, 246
short inter frame space, 195, 246
signal to interference and noise ratio, 148, 249
Signal to Noise Ratio, 48
slotted acknowledgment, xv, 18, 111, 118, 132, 277
symbol level network coding, 18, 133, 188, 278

Topology Control, 6
traditional routing, xiv, xv, 1, 5, 7–9, 14–16, 33, 39, 61, 65–8, 71, 76, 89–90, 115, 121, 134, 136, 205,
213, 215, 217–19, 226–8, 232, 280–1
Transport Control Protocol, 140

unit disk graph, 232

vehicular ad hoc networks, 1, 133, 271

warning messages, 231, 271, 279
Wireless mesh networks, 2
Wireless sensor networks, 2, 39
WLAN, 2, 11, 122