Index

1G, 14, 15
2G, 14, 17
3G, 14
3GPP, 7, 29
4G, 14, 27

A-MN, 313
AAA, 26, 33
  home, 164
  visited, 164
AAA server Diameter, 338
AAAh, 175
AAAv, 175
abstract primitives, 155, 233
access point, 166
access router, 336
active scanning, 136, 210
ad hoc mode, 317
address acquisition, 81, 313
address resolution, 81, 182
address resolution protocol, see ARP
address uniqueness, 81
administrative domain, 5
advertisement insertion, 393
aggressive router selection, 178
AHOP, 32
AIS, 159
AKA, 152, 350, 351
AMPS, 15
analytical framework, 257
analytical modeling, 334
anchor agent, 19
  home agent, 184
anchor point, 259
  B2BUA, 195
ANSI-41, 26
ANSI-634, 22
AP cache, 139
API, 162
APME, 53
application layer delay, 85
application layer discovery
  end-system-assisted, 158
  infrastructure-assisted, 158
  mechanism, 156
application layer mobility, 34
application layer rebinding, 202
application layer trigger, 244, 292
application layer, SIP, 153
application programming interface, see API
Application-layer Information Service, see AIS
ARP, 163, 177
ARP cache, 151
ASN, 31
ASN-GW, 31
association request frame, 134
association response frame, 134
attribute–value pair, see AVP
authentication, 75, 104, 112, 314
authentication agent, 156, 336
  PANA, 338
authentication and key agreement, see AKA
authentication delay, 137
authentication domain, 315
authentication frame, 134
authentication request, 327
authentication response, 327
authentication server, 167
authenticator, 314
authorization agent, 156
autoconfiguration, 81, 255
automatic schedule generation, 394
AVP, 182

B2BUA, 77, 195
back-to-back user agent, see B2BUA
BAns, 214
base station, see BS
base station controller, 207
basic service set, 134
BCCH, 18, 30, 80, 157
BCP, see buffer control protocol
beacon frame, 135
beacon interval, 158
beacon stuffing, 129
behavioral analysis, 11, 334
behavioral properties, 9, 92, 393, 394
  liveness, 356
  markings, 356
  reachability analysis, 356
belated arrival, 264, 268
BGMP, 62
bicasting, 105, 263
bidirectional tunneling, 283, 290
binding acknowledgement, 49
binding cache, 11, 39, 83, 154, 229, 245
binding cache entry, 230
binding update, 75, 77, 78, 82, 149, 211, 245, 258, 387
  binding cache update, 82
  hierarchical, 153, 190, 192
  identifier mapping, 82
  identifier update, 82
  MIP-LR update, 260
mobility agent, 192
  proactive, 153, 190, 192
re-INVITE, 260
SIP re-INVITE, 260
binding update latency, 257
binding update proxy, 267
  proactive, 267
bindings, 1
BN, see buffering node
break-before-make, 340, 372
BReq, 214
bridging delay, 144, 316
BS, 15, 17, 26
BSC, 21, 26
BSS, see basic service set
BSS transition, 309
BTS, 21, 27
buffer control protocol, 210–213
buffering, 82, 105, 153, 199, 387
buffering module, 337
buffering node, 210, 212
buffering period, 212
buffering scheme
  explicit buffering, 212
  time-limited, 212
bursty traffic, 238
cache, 132
  cache hit, 141
  cache management, 147
  cache miss, 141, 311
  cache size, 147
  caching, 98, 131, 137
  caching mechanism, 312
  call data record, see CDR
call setup delay, 227
candidate access point, 168
Candidate Access Router Discovery, see CARD
candidate target network, 336
CARD, 39, 158, 167
care-of address
  external, 185
global, 44, 153, 192, 194
  internal, 185
local, 44, 153, 192, 194
Index

- care-of test init, see CTI
- CBR, 187
- CBT, 62
- CDMA, 14, 184, 241, 341
- CDMA 1xEV-DO, 26
- CDMA2000, 26, 185
- CDMA2000 1xEV-DV, 26
- CDMAOne, 21, 22
- CDN, see content distribution network
- CDR, 350, 352
- cell residence time, 388
- Cellular IP, 34, 42, 243, 245
- cellular mobility, 13, 23
- cellular telephony, 1
- channel
  - forward link, 21
  - reverse link, 21
- channel announcement, 293
- channel discovery, 102
- channel manager, 293
- channel mask, 137
- channel monitor, 292, 294
- channel surfing, 290
- circular wait, 119
- client-controlled policy, 186
- command service, 155, 233
- comprehensive mobility protocol, 394
- concurrency, 334
- concurrency level, 382
- concurrent handoff operations, 112
- concurrent operations, 95, 376
- concurrent scheduling, 368
- configuration, 78, 112
- configuration agent, 156, 336
  - DHCP relay, 338
- configuration operations
  - address resolution, 112
  - duplicate address detection, 112
  - identifier acquisition, 112
- configuration phase, 81
- conflicting operations, 95, 96
- connected state, 105
- consecutive handoffs, 260, 264, 269
- constant bit rate, see CBR
- content distribution network, 285, 286
- context transfer, 341
- context transfer mechanism, 167
- Context Transfer Protocol, see CxTP
- cooperation manager, 322
- cooperation protocol, 312
- cooperative authentication, 321, 322
- cooperative roaming, 11, 158, 307, 308
- cooperative roaming protocol, 331
- copy-and-forward, 335
- correspondent binding acknowledge, 230
- correspondent binding update, 230
- coverability tree, 113, 120, 356, 375
- CPU cycles, 99
- CR, see cooperative roaming
- cross-layer triggers, 11, 149, 155, 232, 244, 392
  - IEEE 802.21, 342
  - MIHF, 342
- CSMA/CA, 14, 136
- CSN, 31
- CTI, 78, 83, 261
- CTN, see candidate target network
- CTS, 238
- customized mobility protocol, 394
- CxTP, 167
- cycle time, 123, 128, 369, 380
- cyclic operations, 96
- DAD, see duplicate address detection
- data dependency, 9, 75, 91, 99, 374, 392
- data dependency analysis, 9
- data dependency graph, 375
- data link layer, 243
- data redirection, 199
- database population mechanism, 161
- DCDP, 250
- DCF, 238
- deadlock, 11, 92, 93, 112, 113, 260, 334, 375, 392
  - avoidance, 334, 377, 379
  - detection, 334
  - failure of binding update, 376
  - lack of data, 375
  - lack of resources, 376
  - prevention, 377
- deadlock free, 364
- decapsulation, 77, 153, 199
decision-free Petri net, 123, 382
DEDs, 9, 91, 393
delay
    API, 162
    authentication, 166, 308
    network layer, 163
    processing, 163
    query, 163
    scanning, 308
    update, 163
demilitarized zone, see DMZ
dependency graph, 394
detection mechanism
    layer 2, 155
    layer 3, 155
detection technique, 340
deterministic timed-transition Petri net, see DTTPN
DFA, see domain foreign agent
DHCP, 250, 305, 308, 313, 350
    DHCP discover, 298
    DHCP INFORM, 352
    DHCP relay, 182, 335
    DHCP server, 352
diagonal elements of matrix, 124
Diameter, 338
directed circuit, 127
disassociation frame, 135
disconnected state, 105
discovery, 135, 149
    application layer, 150
discrete event, 392
distance matrix, 124
distributed resources, 394
distribution system, 167
DMA, 197, 198
DMZ, 185, 187
domain
    administrative, 164
    home, 164
    roaming, 164
domain advertisement, 103
domain foreign agent, 69, 291
domain handoff, 3
domain root router, 43
domino effect, 152
DoS attack, 318
downlink, 31
downlink traffic, 328
DRCP, 85, 248
DSMIPv6, 59, 60
DTTPN, 94
DTTP, 9
DTTPN, 91, 123, 393
dual anchoring, 221
duplicate address detection, 81, 104, 129, 151, 152, 177, 180, 364
    router-assisted, 180
    server-assisted, 183
DVMRP, 62
dynamic buffering, 212, 335
dynamic channel mask, 146
dynamic mobility agent, see DMA
Dynamic Rapid Configuration Protocol, see DRCP
E-UTRAN, 29
EAP, 84, 103, 165, 166
EAP-AKA, 58
EAP-GPSK, 349
EAP-TLS, 82, 170, 176, 325
eyearly authentication
    direct, 168
    indirect, 168
dynamic mobility agent, see DMA
Encapsulating Security Payload, see ESP
encryption, 75
equipment identity register, 17
end-to-end delay, 220
EPC, 28
EPS, 28
event notification, 80
event service, 155, 233
experimental analysis, 334
experimental results, 333
    in-ratechnology handoff, 338
Index

experimental test bed, 342, 349
explicit buffering, 215
exponential backoff, 283
extended service set, 157, 167
external home agent, 360, see also home agent, x-HA,
FACCH, 18
false detection, 239
fast base station switching, see FBSS
fast binding update, 39, 40, 192
fast detection technique, 240
fast handoff, 77, 207
FMIPv6, 181
fast roaming
802.11r, 388
fast-handoff mechanisms, multicast, 286
FBSS, 32, 33
FBU, see fast binding update
FEC, 211
firing sequence, 122
firing vector, 122
Flash-OFDM, 28
flexible manufacturing system, 94, 366, 377
Floyd algorithm, 124, 370
FMIPv6, 151
predictive mode, 335
reactive mode, 335
FMS, see flexible manufacturing system
FOCC, 16
foreign agent, 228
foreign multicast agent, 68
foreign network, 36
formal analysis, 8
formal methodology, 8
formal model, 93, 394
formal systems model, 393
forward link channel
paging, 21
pilot, 21
sync, 21
traffic, 21
forwarding, 83, 105
passive, 274
proactive, 274
forwarding agent, 201
forwarding location proxy, 277
four-way handshake, 84, 166, 167, 172, 366
four-way handshake delay, 151
FreeRADIUS, 173
Frequent Handoff Region algorithm, 132
fundamental principles, 391
Gantt chart, 93
gateway beacon, 249
gateway GPRS support node, 24, 25
GCoA, see care-of address, global
generalized mobility model, 128
generic framework, 391
geo-coordinates, 160
GFA, 36, 44
GGSN, see gateway GPRS support node
GIST, 183
global care-of address, see care-of address, global
global mobility, 29
global mobility protocol, 246
global multicast, 292
global program, 286
GPRS, 184
GSM, 17
GSM mobility, 19
GTP, 29
guaranteed bit rate, 332
GUTI, 30
handoff, 2
administrative, 308
cell, 391
domain, 391
intertechnology, 333
intratechnology, 333
layer 2, 307, 323
layer 3, 307, 323
link-layer, 166
network-controlled, 207
seamless, 307
subnet, 391
handoff back, 23
handoff delay, 7
make-before-break, 186
handoff delay (continued)
  media redirection, 354
  preprocessing, 186
handoff forward, 23
handoff index, 253, 264
handoff latency
  MAC layer, 131
  performance analysis, 302
handoff management, 13
handoff mechanisms, 1
handoff model, 392
handoff operations
  authentication, 150, 335
  binding update, 335
  configuration, 150, 335
  network discovery, 335
  security association, 150, 335
handoff optimization, layer 2, 391
handoff primitives, 392
handoff triggers
  application layer, 250
  layer 2, 250
  layer 3, 250
handover, see also handoff
mobile-initiated, 344
network-initiated, 344
predictive, 39
reactive, 39
handover delay, link-layer, 210
handover imminent, 234
handover initiation, 33, 79
handover mechanisms
  proactive, 200
  reactive, 200
handover model, 2
handover optimization
  802.11i, 167
  802.11r, 167
handover phase, 33
handover preparation time, 346
handover primitives, 71
handover process, 14
handover tunnel
  proactive, 201
  reactive, 201
hard handoff, 2, 22, 25
HAWAII, 34, 43
heterogeneous handover, 4, 335, see also
  vertical handover,
heterogeneous network, 149
heterogeneous handover, 55
heuristic, 365
HHO, 32
hierarchical mobility management, 198
hierarchical registration, 83
hierarchical SSM, 68
hierarchically scoped multicast, 285
HIP, 34, 50
HLR, 17, 26, 37, 248, 260
HOKEY, 168
hold and wait, 119
home address
  external, 185
  internal, 185
home agent, 26, 35, 83, 152, 156, 277
  i-HA, 185
  x-HA, 185
home domain, 338
home location register, see HLR
home network, 273
home subscription, 64
home test init, see HTI
homogeneous handover, 334
host identifier, 50
HostAP, 142
HTI, 78, 83, 261
hybrid scan, 239
I-CSCF, 227
i-HA, see home agent, i-HA, 187
i-MIP, 185
IAPP, 53, 132, 309
  association, 53
  reassociation, 53
identifier acquisition, 81, 104
IDMP, 34, 194
IEEE 802.11, 133, 241, 341
IEEE 802.11a, 132
IEEE 802.11b, 132, 184
IEEE 802.11e, 309
IEEE 802.11f, 53, 309
IEEE 802.11g, 132
IEEE 802.11i, 167, 314, 316
  preauthentication, 172
  reauthentication, 172
IEEE 802.11k, 157, 309
IEEE 802.11r, 167, 309
IEEE 802.11u, 150, 157
IEEE 802.1X, 166
IEEE 802.1x, 314
IEEE 802.21, 332, 336
IEEE 802.21 discovery format
  TLV, 163
  XML, 163
IEEE 802.21 information discovery, 335
IEEE 802.21 triggers, 238
  mobile-initiated handover, 344
  network-initiated handover, 345
IETF, 1, 180
IGMP, 285
  query interval, 365
  unsolicited join, 365
IGMP join operation, 302
IGMP leave, 297
IGMP query, 298, 302
IGMP query response, 288
IGMP response, 302
IKE, 52, 86
IKE SA, 52
IKEv2, 183, 339
IMC, 292, 295
IMEI, 17
IMS, 231
  nonoptimized mode, 350
IMS handoff delay
  binding update delay, 354
  layer 2 configuration, 354
  layer 3 configuration, 354
  registration, 354
  security association, 354
IMS optimization, 350
  performance analysis, 353
  proactive, 352
  reactive, 351
IMS test bed, 350
IMSI, 18
IMT-2000, 23
in-flight data, 199, 200
in-flight packets, 7, 192, 341
in-handoff packets, 219
incidence matrix, 122, 127
independent basic service set, 317
independent modifier, 239
indicative results, 333
INFOALERT, 318
INFOREQ, 312
INFORESP, 312
information
  dynamic, 234
  static, 234
information server, 162
information server transaction delay
  message composition delay, 350
  message-parsing delay, 350
  query execution time, 350
information service, 155, 233
infrastructure mode, 317
infrastructure-based mobility, 73
inhibitor, 96
input matrix, 122
instantaneous resources, 366
integrated mobility management, 244
Inter Access Point Protocol, see IAPP
inter-LMA movement, 230
inter-MME handoff, 29
inter-MSC handover, 19
interceptor function, 279
interceptor-assisted mechanism, 10
interdomain handover, 5, 83, 86, 249
interdomain mobility, 85, 169
interhandoff delay, 257
interhandoff time, 258, 265, 270
internal home agent, see home agent, i-HA
Internet Key Exchange, see IKE
interoperator handoff, 3
intersubnet handover, 4, 113
intertechnology handover, 4, 113, 168, 334,
  340, 393
interrupted state, 263
intra-LMA movement, 229
intra-MME handoff, 29
intradomain handover, 5, 83, 249
intradomain location update, 194
intrasubnet handover, 4, 113
intratechnology handover, 5, 113, 334, 393
IP address acquisition, 151
IP address caching, 387
IP-based handoff, 93
IP-based mobility, 13
IP–IP tunnel, 226
IPSec, 183, 184, 187, 314, see also VPN,
iptables, 204, 205, 217
IS-95, 19

Java Native Interface, 237
Jena, 161
JINI, 157
jitter, 7
join
IGMP, 286
RTP, 286
join latency, 63, 65, 285, 288
layer 2 handoff, 300
layer 3 handoff, 302
Joseki, 161
JSDR, 293

key contributions, 393
key derivation, 104
key installation
on-demand, 173
preemptive, 173
key principles
authentication, 166
binding update, 191
connection identifier, 184
cross-layer triggers, 232
layer 3 configuration, 179
media delivery, 199
multicast optimization, 289
route optimization, 221
security binding, 184
security context, 184
signaling exchange, 184

layer 2
association, 103
authentication, 150, 366
beacon, 130
delay, 84
discovery, 85, 366
handoff, 3
identifier, 158
multicast
CGMP, 288
IGMP snooping, 288
preauthentication, 150
scanning, 156
trigger, 205
layer 3
identifier acquisition, 364
configuration, 130, 151, 177
configuration delay, 151
delay, 84
discovery, 85
triggering delay
IGMP query report, 289
LCoA, see care-of address, local
LDAP, 157
lease table, 181
lease time, 314
leave latency, 63, 67, 288, 289
leave report, 302
legacy scanning, 318
lemma, 258, 267
link detection technique, 238
link down, 234
link going down, 234
link up, 234
link-layer handoff, security, 165
link-layer preauthentication, 169
link-layer primitives, 309
link-level multicast, 66
liveness, 93
LMA, 46, 154, 231, 246
load balancing, 331
local advertisement, 294
local binding update, 211
local caching, 369
local care-of address, see care-of address, local
local events, 234
local mobility, 29
local program, 286
localized information insertion, 294
locally scoped multicast, 292
location area, 80
location management, 13
location proxy, 265, 268
  forwarding, 265
  intercepting, 265
  nonintercepting, 265
  proactive, 266
  redirecting, 265
location register, 252
locator, 51
lower-layer triggers, 232
LTE, 28, 29
LTE handover, 29
LTE–WLAN handover, 58
M-TMSI, 30
MAC layer handoff, 311
MAC layer latency
  association delay, 132
  authentication delay, 132
  probe delay, 132
macromobility, 34, 244, 247
  MIP, 252
  MIP-LR, 247, 255
  SIP, 247, 255
MADWiFi, 173
MAG, 46, 231
MAHT, 3
make-before-break, 335, 340, 372
malicious node, 318
management server, 294
MAP, 77, 192
MarconiNet, 291
markings, 120, 356
master session key, see MSK
MATLAB™ modeling, 356
  multi-interface, 372
MATLAB™ Petri net tool, 355
matrix
  incidence, 356
  input, 356
  output, 356
matrix equations, 114, 122
matrix-based analysis, 122
MDHO, 32, 33
media access gateway, see MAG
Media Independent Command Service, 234
Media Independent Handover Function, see MIHF
Media Independent Information Service, see MIIS
Media Independent Preauthentication, see MPA, 335
media rerouting, 75, 78, 83, 153, 199
  bicasting, 200
  buffering, 200
  forwarding, 200
  localized multicasting, 200
  locally scoped multicast, 205
  mobility proxy, 202
media-independent handover, 155
MEGACO, 6
metadata, 159, 162
MGA, 46
MHA, 302
micromobility, 40, 244, 248
micromobility protocol, see MMP
MIH, 234
  command service, 336
  event service, 336
  information service, 336
MIH API, 236
MIH Configure, 234
MIH delays
  binding update delay, 349
  preauthentication, 349
  proactive handover tunnel setup delay, 349
MIH Poll, 234
MIH Scan, 234
MIH services, 344
MIH Switch, 234
MIHF, 79, 233, 236
MIIS, 234
minimum cycle time, 123, 365, 369
MIP, 243
MIP binding delay, 354
MIP regional registration, 191
MIP-based mobility, 75
MIP-LR, 34, 154, 222, 246
MIP-RO, 34, 39, 274
MIP-RR, 34
MIPv4, 279
MIPv6, 34, 154, 279
MIPv6 optimization
  Fast MIPv6, 335
    hierarchical, 335
MME, 29
MMP, 244, 246
MMP beacon, 249
MMP gateway, 249
MMP node, 251
MN–AR key, 337
MN–CA key, 337
MOBIKE, 8, 34, 52, 350
mobile configuration, 104
mobile identifier number, 16
Mobile IPv4, 8, 34
Mobile IPv6, 8
mobile multicast, 66
mobile router, 46, 184
mobile switching center, see MSC
mobile-controlled buffering, 10
  explicit, 153
  proactive, 153
  time-limited, 153
mobile-controlled handover, 79
mobile-initiated handover, 79, 207
mobility
  application layer, 391
  layer 2, 391
  layer 3, 391
  personal, 2
  service, 2
  session, 2
  terminal, 2
mobility agent, 45, 156
mobility anchor point, see MAP
mobility event, 392
mobility functions, 77
mobility management, 13
mobility model, 92, 130, 333
mobility optimization tools, 394
mobility pattern, 391
mobility protocol
  application layer, 192, 335
  network layer, 192, 335
mobility proxy, 202, 362
mobility scenarios
  multi-interface mobility, 393
  multicast mobility, 393
  multilayer mobility, 393
  simultaneous mobility, 393
mobility support agent, 68
model-based approach, 393
modeling principles, 96
MOM, 290
MOSPF, 62
movement pattern, 305
MovementImminent, 205, 208
MPA, 212, 335, 389
MPA framework
  interdomain, 335
  intertechnology, 335
  intradomain, 335
  intratechnology, 335
MPA operation, 350
MPA SA, 337
MPA server
  authentication agent, 342
  buffering module, 342
  configuration agent, 342
  tunneling agent, 342
MPA-based protocol flow, 336
MS scanning, 33
MSA, 290
MSC, 16, 17, 26, 157
  anchor, 21
  border, 21
  candidate, 21
  originating, 21
  serving, 21
  tandem, 21
  target, 21
MSK, 167, 172
MSOCKS, 34, 49
MSS, 163
MTSO, 16
multi-interface mobility, 392
multi-interface modeling
  break-before-make, 371
  make-before-break, 371
  parallel, 371
multicast address announcer, 286, 297
multicast announcement address, 298
multicast delay
  address acquisition, 288
delivery, 288
detection, 288
network configuration, 288
triggering, 288
multicast handoff
  nonoptimized, 285
  optimized, 285
multicast mobility, 61, 292
multicast optimization
  join latency, 289
  leave latency, 290
  parallel operations, 290
  proactive join, 290
tunnel overhead, 289
multicast proxy, 286, 297
multicast security
  global announcement encryption, 295
global multicast stream encryption, 295
local audit encryption, 295
user authentication, 295
multicast triggering
  IGMP-based, 296
  proactive, 285
  reactive, 285
  RTCP-based, 296
multicasting, 105, 263, 320
multihoming scenario, 371
multihop routing, 330
multilayer handoff, 71
multilayer mobility, 243, 393
multilayer mobility management, 244, 253
multipath delay, 143
multipath fading, 238
mutual exclusion, 96, 119, 129
NETEXT, 221
network and resource discovery, 102
network initialization, 78, 80, 103, 112, 324
domain advertisement, 103
layer 2 association, 103
router solicitation, 103
network buffer, 219
network configuration, 75
network detection, 75
network discovery, 75, 158, 159
network discovery and selection, 78
network layer assistance, 169
network layer mobility
  macromobility, 34
  micromobility, 34
network layer, MIP, 153
network neighborhood, 158
network selection, 341
Network Time Protocol, 143
network topology advertisement, 33
network-controlled handover, 79
network-initiated handoff, 19
network-initiated handover, 79, 207, 349
new access router, 85
new point of attachment, 85, 337
NIMOT, 36
NIST delay simulator, 224, 355
NMT, 15
no preemption, 119
non-real-time communication, 253
non-real-time traffic, 244
nonoverlapping handoffs, 259
nonroaming, 175
normal state, 263
nPoA, see new point of attachment
NTAP, 32
NTT, 15
NUD, 177
oCoA, 337
OFDMA, 28
old point of attachment, 85, 337
one-way delay, 7
  application delay, 7
  network delay, 7
NAMONC, 36
NAT, 202
nCoA, 337
neighbor advertisement, 178
neighbor cache, 180
neighbor graph, 132
neighbor solicitation, 81, 178
neighbor unreachability detection, see NUD
NEMO, 48
one-way delay, \textit{(continued)}
   operating system delay, 7
   propagation delay, 7
   transmission delay, 7
open authentication, 324
Open Diameter, 173
operations
   concurrent, 95
   conflicting, 96
   cyclic, 96
   sequential, 95
oPoA, \textit{see} old point of attachment
optimal schedule, 365
optimal system performance, 366
optimistic DAD, 180
optimization
   multilayered mobility, 245
   parallel, 286
optimization framework, 392
optimization guidelines, 393
optimization methodologies, 2
optimization techniques, 149, 391, 393
   concurrent, 128
   cross-layer, 241, 333
   multicast, 285
   proactive, 128, 241, 333
   reactive, 241, 333
   sequential, 128
optimized binding update, 252
optimized handover, 2, 393
optimized service deployment, 394
optimum cell selection, 309
outbound proxy, 203
output matrix, 122
OWL, 161
P-CSCF, 224, 225, 350
PAA, 171, 173, 175
packet classification, 217
packet control function, \textit{see} PCF
packet data network gateway, \textit{see} PDN-GW
packet forwarding, 82
packet generator, 322
packet interception, 203, 222
packet modifier, 154, 222
paging channel, 18
pairwise master key, \textit{see} PMK
pairwise transient key, \textit{see} PTK
PANA, 339
PANA authentication agent, \textit{see} PAA
PANA update request, 213
PANA update response, 213
PAR, \textit{see} previous access router
parallel operations, 382
parallelism, 129, 392
parallelization, 149
passive connectivity, 43
passive monitoring, 238
passive scanning, 157
PBU, \textit{see} proxy binding update
PCF, 26, 27
PCRF, 29
PDG, 58
PDN-GW, 29
PDSN, 26, 27, 350
PEAP, 325
PEP, 172
per-mobile packet buffer, 210
performance requirements
   cycle time, 369
   Floyd algorithm, 369
   periodic scanning, 158
   personal mobility, 5, 244, 247
   perturbation, 93
Petri net, 92, 149
Petri net model, 334, 393
   correctness, 362
   hierarchical binding update, 362
   intersubnet, 366
   intertechnology, 366
   intrasubnet, 366
   intratechnology, 366
   media redirection, 362
   multi-interface mobility, 371
   multicast mobility, 365
   optimization techniques, 364
   optimized configuration, 364
   optimized security association, 360
Petri net system validation, 355
Petri net tool, 371
PHT, \textit{see} proactive handover tunnel, 342
picocells, 271
pilot channel, 80
PIM, 62
PIM-SM, 288
ping-pong, 302
place (in Petri net), 105
PMA, 46
PMK, 104, 129, 166, 309
PoA, see point of attachment
point of attachment, 16, 22, 80, 129
policy enforcement point, see PEP
policy table, 247
policy-based mobility management, 250
policy-based mobility protocol
MIP-LR, 247
SIP, 247
polling delay, 327
PoS, 349
posthandoff packets, 220
power management, 211
PPP, 228
PPP context, 374
PPPoE, 354
preauthentication, 150, 171
802.11i, 388
network layer, 175, 176
network-layer-assisted, 173
PANA, 171, 175
preauthentication phase, 336
precedence relationship, 95, 129
preconfiguration, 171
preconfiguration phase, 337
prehandoff address, 267
prehandoff packets, 220
preregistration technique, 152, 298
presentity, 331
previous access router, 85, 182, 192
primitive functions, 392
primitive operations, 75, 91
primitives, 234
proactive caching, 166, 180
proactive configuration
address acquisition, 180
address resolution, 181
duplicate address detection, 181
proactive handoff, 155
Mobile IPv4, 335
Mobile IPv6, 335
proactive handover tunnel, 199, 202, 337, 339
proactive layer 3 configuration, 151
proactive multicasting, 10, 153, 154
proactive operations, 149, 386, 393
proactive optimization, 152
proactive scheduling, 368
probe delay, 84, 137
probe request, 138, 239
probe request frame, 135
probe response frame, 135
probing process, 137
process calculus, 92
processing delay
decapsulation, 192
encapsulation, 192
propagation delay, 349
Protocol for carrying Authentication for
Network Access, see PANA
proxy agents, 297
proxy binding update, 154, 230
proxy call session control function, see
P-CSCF
Proxy MIPv6, 34, 46, 229
proxy mobility agent, see PMA
proxy-assisted interceptor, 10
PSK, 166
PTK, 82, 104, 129, 150, 166
quality of service, 394
query interval, IGMP, 286
queueing theory, 93
R-MN, 313
radio network subsystem, 25
RADIUS, 173
RADIUS server, 321
RAN, 28
range-based MOM, 291
rapid commit, 180
RAS, 291, 293
RAT (radio access technology), 29
RAT (Robust Audio Tool), 188, 218, 219, 299
RDF, 158, 235
query, 160
response, 160
RDF schema
  basic, 160
  extended, 160
RDQL, 161
re-INVITE, 77, 85, 177, 203
re-REGISTER, 203
reachability, 113
reachability analysis, 120, 130, 375
reachability graph, 379
reachability matrix, 355
reachability tree analysis, 113
reachable marking, 120
reactive forwarding, 10, 153, 154
reactive handover tunnel, 202
reactive layer 3 configuration, 151
reactive optimization, 88
reactive triggering, 296
real-time communication, 253
real-time traffic, 244, 317
reassociation delay, 132
reassociation frame, 134
reassociation request frame, 134
reassociation response frame, 134
reauthentication, 135, 137
RECC, 16
received frame, 239, 240
receiver-side mechanism, 273
  forwarding, 273
MIPv6, 277
  proactive forwarding, 273
  proactive redirecting, 273
  redirecting, 273
  retransmission, 273
redirecting location proxy, 279
redirection, 199
  proactive, 275
  regular, 274
registration delay, 227
rekeying, 152
relay node, 315
relay process, 316
remote events, 234
remote subscription, 64, 291
resource constraints, 365, 394
resource dependency, 91, 374
Resource Description Framework, see RDF
resource discovery, 75
  channel discovery, 102
  server discovery, 102
  subnet discovery, 102
resource identifier, 6
resource sharing, 112
resource—time product, 123, 125
resources, 97, 120
  bandwidth, 97, 356
  battery power, 97
  CPU cycles, 97, 356
  dedicated, 97
  energy, 356
  layer 2, 156
  layer 3, 156
  memory, 97
  shared, 97
return routability, 78, 105, 260, 277, 282
reverse link
  access channel, 22
  traffic channel, 22
reverse tunneling, 225
RNC, 24, 25
roaming, 175
roaming client, 321, 388
roaming scenarios, 168
roaming security issues, 318
round trip time, see RTT
route cache, 255
route optimization, 10, 36, 77, 83, 220, 350
  cost analysis, 227
router advertisement, 81, 84, 103, 177
router prefix, 181
router solicitation, 39, 103, 156
routing area, 80
routing efficiency, 252
RRM, 30
RSC, 291
RSCP, 25
RSSI, 25
RTCP, 285, 291, 293
RTCP BYE, 295, 297
RTCP feedback, 305
RTCP report, 294
RTCP SDES, 294
RTCP trigger, 298
RTP, 78
RTP translator, 202–204, 281
rtptrans, 204
RTS, 238
RTSP, 292
RTT, 224

S-CSCF, 351
S-GW, 29
S-invariant, 125, 126
SACCH, 18
SAE, 28
SAP (service access point), see service access point
SAP (Session Announcement Protocol), see Session Announcement Protocol
scanning
   active, 135
   passive, 135
scanning algorithm, 137
scanning mechanism, 132
scanning time, 132
SCH, 18
scheduling of operations, 88, 392
   concurrent, 365
   guidelines, 365
   proactive, 365
   sequential, 365
scheduling techniques, 355
scope-based multicast, 393
scoped multicast address, 180
SCTP, 34
SDES packet, 294
SDP, 203, 209, 291, 328
seamless communication, 131
seamless handoff, 311
secure proactive handover
   main phase, 337
   preswitching phase, 337
security association, 78, 81
   PANA, 170
   proactive, 152
   reactive, 152
security association delay, layer 3, 152
security binding, layer 3, 152
security context, 152, 350
   cipher key, 152
   integrity key, 152
security parameter index, 83, 183
selective reverse tunneling, 225
selective scanning, 9, 131, 132, 311
sender-side mechanism, 273, 275
   forwarding, 275
   passive forwarding, 275
   proactive, 275
   redirecting, 275
   timer-based retransmission, 275
sequence of handoff operations, 334
sequential operations, 95, 149
server
   DHCP, 163
   PANA, 163
server discovery, 103, 156
server-controlled policy, 186
service access point, 53, 168
service attributes, 215
service discovery
   architectures, 157
   protocols, 157
service mobility, 7
service primitives, 53
service set identifier, see SSID
serving call session control function, see S-CSCF
serving GPRS support node, 24, 25
session announcement, 293
Session Announcement Protocol, 291, 293
session continuity, 58
Session Description Protocol, see SDP
session mobility, 6
SGSN, see serving GPRS support node
shared places, 368
shared resources, 369
signal-to-noise ratio, see SNR
signaling agent, 156
signaling delay, 154, 327
signaling overhead
   global, 197
   local, 198
Index

signaling tone, 17
simulation, 334
simultaneous binding, 200, 337
simultaneous mobility, 11, 257, 260, 393
   MIP-LR, 257
   MIPv6, 257, 282
   optimization techniques, 262
   probability, 257
   SIP-based, 257, 282
SIP, 49, 243, 245, 291
SIP handshake, 328
SIP mobility mechanism, 328
SIP presence model, 331
SIP registrar, 323
SIP server, 352
   proxy, 260
   redirect, 260
SIP-based mobility, 34, 75, 221
SIP-CGI, 204
SIPMM, 276, see also SIP-based mobility,
sleep mode, 211
SLP, 157
sniffer, 143
SNMPv3, 173
SNR, 80, 186, 241, 329, 337
soft handoff, 3, 22, 273
   IP layer, 263
   physical layer, 263
softer handoff, 22, 25
speculative execution, 374
   parallel, 374
   proactive, 374
   sequential, 374
speculative operations, 92
SPNP, 94
spoofing attack, 319
SRTP, 78, 85
SSID, 134, 160
SSRC, 297
STA, 143
stateful SIP server, 280
stateless autoconfiguration, 81
stationary proxy, 265
store-and-forward, 199
STPNplay, 371
subnet agent, 206
subnet discovery, 103
subnet handoff, 3, 222
subnet identifier, 311
suboperations, 388
subscriber identity module, 18
supervisory audio tone, 17
supplicant, 314
suspicious node, 318
switching phase, 338
symmetric encryption, 295
symmetric encryption key, 295
sync channel, 22
synchronization, 96
syncscan, 310, 332
system evaluation, 333
system identifier, 16
system model, 8
system anomaly, 333
systematic analysis, 13, 75, 391
systematic framework, 2
systems dependencies, 394
systems optimization, 3
systems parameters, 334
systems performance, 123, 128, 333, 334, 392
   cycle time, 355
   Floyd algorithm, 355
   verification, 369
systems resources, 392

$T_{conf}$, 176
$T_{assoc+4-way}$, 176
T-invariant, 125
TACS, 15
TAI, 30
task dependency, 99, 100
$Tauth_{auth}$, 176
TBMOM, 68
TBS synchronization, 33
TCP migration, 266
TCP-Migrate, 34
TDMA, 14
TeleMIP, 44
temporary identifier, 81
terminal identifier, 6
terminal mobility, 2, 244
 test bed for hierarchical mobility, 196
time-bound multicasting, 199
time-to-live, 180, 310, 311
timed Petri net, 9, 120
timed-transition Petri net
 optimized, 130
 unoptimized, 130
TimeNet, 94, 113, 371
timer-based retransmission, 274, 280
TLS, 85
TLV, 164, 234
TMSI, 18, 81
token, 94, 110
token loading matrix, 369
TR-45, 21
trade-off analysis, 385, 393
transient tunnel, 199, 379, 387
 proactive, 201
 reactive, 201
transition, 95, 105
transition matrix, 369
transmission failure, 239, 240
transport delay, 154
transport layer mobility, 34, 49
transport layer protocol, 394
triangular routing, 36, 154, 220, 253
triangular-routing delay, 354
trigger policies
 mobile-controlled, 337
 network-controlled, 337
triggering
 application layer reactive, 305
 proxy-assisted proactive, 305
triggering delay
 layer 2, 289
triggering operations, 349
triggering technique
 application layer, 286, 298
 parallel, 286
 proactive, 286
triggers
 cross-layer, 155
 proactive, 155
 reactive, 155
trombone routing, 225
TTL, see time-to-live
tunnel address
 inner, 185, 337
 outer, 337
tunnel convergence, 69
tunneling, 35, 105, 153, 199
tunneling overhead, 184
type–length–value, see TLV
UE, 25
UltraSAN, 94
UMTP, 292
UMTS, 29, 55
UMTS–WLAN handover, 58
Uniform Resource Identifier, 6, 82
Universal Personal Telecommunications, 5
unoptimized handover, 2
uplink, 31
uplink traffic, 328
user agent, 248
validation, 393
VBR, 187
VCC, 7
vertical handover, 55, see also intertechnology handover,
 downward, 5, 55
 upward, 5, 55
VIC, 188, 299
visited domain, 338
visitor location register, see VLR
VLR, 17, 26, 36, 38
VoIP, 343
VPN, 52, 187, 314
vulnerability, 318
vulnerability interval, 271
WCDMA, 24
WCDMA handoff, 25
WEP, 307
Wi-Fi network
 trusted, 58
 untrusted, 58
WiMAX, 31
WiMAX forums, 165
WiMAX mobility, 31
wireless sniffer, 322
WLAN roaming, 57
WLAN–UMTS handover, 58
WPA, 84, 308, 314, 316

WPA supplicant, 173, 310, 322
x-CoA, 187
x-HA, see home agent, x-HA
x-HoA, 187
x-MIP, 185
XML, 163, 164