10

Index

3GPP 3rd Generation Partnership Project, 165
5G fifth generation, 308

ACO-OFDM asymmetrically clipped optical OFDM, 7–8, 89, 93, 97, 108
ADC analog-to-digital converter, 5, 58, 92, 253

ADO-OFDM asymmetrically clipped DC biased optical OFDM, 111–115, 118
ADR angle diversity receiver, 243, 281

ADSL asymmetric digital subscriber line, 68

AHO-OFDM asymmetrically hybrid optical OFDM, 90, 138–142

AOA angle-of-arrival, 248
AP access point, 202, 213, 248

APD avalanche photodiode, 1, 27, 223, 239

API application program interface, 245, 330

APPR average to peak power ratio, 36, 234, 276
APS active pixel sensor, 252, 337

AWGN additive white Gaussian noise, 9, 58, 64, 92, 152, 171, 184, 201, 245, 292

B-PSK burst pulse shift key, 109
BER bit error rate, 57, 203, 280, 292

BICM-ID bit-interleaved coded modulation with iterative demapping and decoding, 105–107

BP belief propagation, 163

CAP carrierless amplitude phase modulation, 2, 57, 68

CCD charge coupled device, 241, 304

CCT correlated color temperature, 208–212

CCDF complementary cumulative distribution function, 73, 108–111

CDS correlated double sampling, 259, 265

CESI China electronics standardization institute, 12

CFA color filter array, 242–243, 252

CFM color filter mosaic, 242

CIE international commission on illumination, 23

CIM color-intensity modulation, 9, 291, 336

CMOS complementary metal oxide semiconductors, 239, 301

COST European cooperation in science and technology, 3

COWA center on optical wireless applications, 4

CP cyclic prefix, 58, 90, 196, 307

CRLB Cramer-Rao lower bound, 224

CSI channel state information, 92, 133, 156, 223, 243, 282

CSIT channel-state-information-at-the-transmitter, 223, 282, 284

CSK color shift keying, 8, 25, 27, 132, 147, 303

CVLCA Chinese visible light communications alliance, 4

D2D device-to-device, 6, 250

DAC digital-to-analog converter, 5, 58, 92

DC direct current, 22, 58, 89, 202, 243, 298
MIMO multiple input multiple output, 2, 74, 169, 241, 291
ML maximum likelihood, 63, 92, 156, 171, 227, 338
MLC multi-level coding, 291, 293–295
MLD maximum likelihood detection, 104
MLSD maximum likelihood sequence detection, 63, 67, 104–105
MMSE minimum mean squared error, 60, 64, 182, 225
MPPM multipulse PPM, 7, 57, 67–68, 78, 80
MRI magnetic resonance imaging, 6
MSD multi-stage decoding, 291, 293
M-SDGN mixed-signal-dependent Gaussian noise, 275–278
MSEE mean squared estimation error, 224
MT mobile terminal, 212
MTF modulation transfer function, 257, 270
MVU minimum variance unbiased, 226
NLOS non-line-of-sight, 7, 29, 213, 248
NRZ non-return-to-zero, 2
OCC optical camera communication, 6, 239–240, 291
OCI optical communication image sensor, 249
OE optical efficiency, 257
OFDM orthogonal frequency division multiplexing, 1–2, 77, 89, 169, 190, 291
OLED organic light emitting diode, 18–19
OMEGA home gigabit access, 3
OOK on-off keying, 2, 24, 57, 132, 292, 298–299
OPPM overlapping PPM, 57, 67
OSM optical spatial modulation, 8, 169
OSNR optical signal-to-noise ratio, 38, 101
OSSK optical space shift keying, 8, 169
OTF optical transfer function, 323
OWC optical wireless communication, 1, 4, 10, 62, 162, 240, 243
PAM pulse amplitude modulation, 7, 57, 61, 96, 171, 202, 292, 300
PAM-DMT pulse-amplitude modulated discrete multitone, 7, 89, 93–94, 96–98, 109, 110
PAPR peak-to-average power ratio, 7, 63, 89, 202, 307
PC phosphor converted, 2, 18, 201
PD photodiode, 2, 17, 58, 61, 92, 170–171, 201, 239, 301
PDF probability density function, 72, 104, 171, 224, 296
PEP pairwise error probability, 156, 162, 172
PLC powerline communication, 1, 308
PPM pulse position modulation, 7, 10, 24, 57, 62, 132
PPS passive pixel sensor, 253
PRF pixel response function, 257
PRNU photo response non-uniformity, 262, 264, 266–269, 275
PSF point spread function, 271, 307
PSK phase shift keying, 299
PTS partial transmit sequence, 109
PWM pulse width modulation, 8, 10, 24, 68, 90, 132–133, 241, 303
QAM quadrature amplitude modulation, 2, 57, 68, 91, 173, 312
QE quantum efficiency, 7, 17, 160, 257, 262
QLED quad LED, 147, 155, 166
QoE quality of experience, 212
QoS quality of service, 205
RC repetition coding, 151, 171, 174, 179
RCC root raised cosine, 69
RF radio frequency, 4–5, 30, 89, 153, 169, 201, 240, 248, 331
RFID radio frequency identification, 248
RLL run length limited, 10, 27, 80
RoC recoverable upper-clipping, 110
ROI region of interest, 340
RPO-OFDM reverse polarity optical OFDM, 8, 90, 136–138
RMS root mean square, 95
RS Reed-Solomon, 80, 328
RSS received signal strength, 248
SAM–APD separate absorption and multiplication APD, 28
SACO-OFDM spatial ACO-OFDM, 305, 307, 310, 312–313, 315, 318, 320–322
SDGN signal-dependent Gaussian noise, 50, 223, 225, 228–233, 281
SDMT spatial discrete multitone, 323
SER symbol error rate, 153, 233, 340
SFD start frame delimiter, 300
SF-ICI spatial frequency inter-channel interference, 325–326
SINR signal-to-interference-plus noise ratio, 182, 186, 193, 195
SISO single-input single-output, 274, 304
SLM selective mapping, 109
SLNR signal to leakage plus noise ratio, 183
SM spatial modulation, 8, 169, 173–174
SMP spatial multiplexing, 172, 174, 242–243, 269, 280, 282
SNR signal-to-noise ratio, 3, 33, 75, 101, 153, 172, 223, 245, 305
SPAD single photon avalanche diode, 223
SPAM superposed pulse amplitude modulation, 61–62
SQR square-root, 231–232, 234–235
SSR spatially separated receiver, 280
SVD singular value decomposition, 185, 243
TDOA time difference of arrival, 248
THz terahertz, 4, 8, 169, 247
TOV turn-on voltage, 77, 132
U-OFDM unipolar OFDM, 7, 89, 97
UFSSOOK undersampled frequency shift on-off keying, 298–300
UPSSOOK undersampled phase shift on-off keying, 299–300
UPSPAM undersampled phase shift pulse amplitude modulation, 300–301
URC unity-rate code, 159
UWB ultra wideband, 248, 308
VAT vehicular assistant technology, 11
VHO vertical handover, 8–9, 201, 212, 236
VLC visible light communication, 3–12, 17, 23–24, 26, 30, 32, 57, 89, 147, 169, 201, 239
VLCA visible light communications association, 4, 11
VLCC visible light communication consortium, 3, 11
VLP visible light position, 248–249
VPPM variable PPM, 10, 24, 27, 57, 68, 78–80
VO-OFDM variable optical OFDM, 133, 135, 138
VOOK variable on off keying, 78–80
WDM wavelength division multiplexing, 2–3, 8–9, 147, 159, 166
WiFi wireless fidelity, 3, 212, 248
WLAN wireless local area network, 212, 213, 248
WPAN wireless personal area networks, 10
WPDM wavelet packet division multiplexing, 291, 307–309
ZC Zadoff-Chu, 108–109
ZF zero forcing, 60, 182, 185–187, 189–190, 192, 196–197