Index

A
Abrasive jet machining (AJM), 73
ABS, see Acrylonitrile butadiene styrene
ABS/PC alloy, 147
Acetal, 121, 150
Acrylate, 208
Acrylic, 121, 208
Acrylic-styrene-acrylonitrile polymer (ASA), 147, 149
Acrylonitrile butadiene styrene (ABS), 121, 139, 147
ACTTO, 153
Additives (plastics), 125, 199
Adhesives (metals), 94–96
Adhesives (plastics), 191
Advanced composite materials, 231
Aerofetti, 231
Aesthetics, in product design, 4
Air bending (metals), 53
Air France, 217
Airset System, 32
AJM (abrasive jet machining), 73
Alkyd, 136, 166
Alloys, 9
  aluminum, 19
  brazing, 82
  cast aluminum, 20
  copper, 21
  elastomeric, 213
  gold, 22
  iron, 14
  magnesium, 21
  nickel, 23
  powdered metallurgy, 17
  shrinkage rates, 28
  silver, 22
  solder, 81
  steel, 23
  zinc, 21
  Alloy steels, 15, 16
  Allyl, 138, 166
  Aluminas, 216
  Aluminosilicate glass, 220
  Aluminum, 19, 20
  Aluminum Extrusion Council, 48
  Aluminum nitride, 216
  American Society for Testing Materials alloy designation system, 21
  Amodel®, 150, 156, 159
  Amorphous plastics, 122
  Amorphous polymers, 122
  Amorphous resins, 120
  Analysis, in product design, 4
  Annealing (glass), 225
  Annealing (metals), 13
  Anodic coatings (anodizing) (metals), 114
  Arc/gas cutting (metals), 74–77
  Arc resistance (plastics), 131
  Arc spraying (plastics), 203
  Arc welding (metals), 85–89
  Argus® 3 thermal imaging camera, 156
  ASA, see Acrylonitrile-styrene-acrylonitrile polymer
  Ascent of Man (Jacob Bronowski), 16
  ASTM alloy designation system, 21
  Aurora Metals, 39
  Austempering (metals), 13
  Austenitic stainless steel, 15
  Autoroll padflex, 200

B
Ballistic particle manufacturing (BPM), 233
Barrel finishing (metals), 110
Bayer Corporation, 121
BCC (body-centered cubic) configuration, 13
BCT (body-centered tetragonal) configuration, 13
<table>
<thead>
<tr>
<th>Topic</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Bending (metals)</td>
<td>11</td>
</tr>
<tr>
<td>air</td>
<td>53</td>
</tr>
<tr>
<td>compound</td>
<td>55-57</td>
</tr>
<tr>
<td>simple</td>
<td>51</td>
</tr>
<tr>
<td>tubes</td>
<td>51</td>
</tr>
<tr>
<td>V-die</td>
<td>53</td>
</tr>
<tr>
<td>wire</td>
<td>51</td>
</tr>
<tr>
<td>Bertoria side chair</td>
<td>51</td>
</tr>
<tr>
<td>Beryllia</td>
<td>216</td>
</tr>
<tr>
<td>Beryllium</td>
<td>23</td>
</tr>
<tr>
<td>Blanking (metals)</td>
<td>61</td>
</tr>
<tr>
<td>Blanking dies</td>
<td>63</td>
</tr>
<tr>
<td>Blends (plastics)</td>
<td>123</td>
</tr>
<tr>
<td>Blowing agents (plastics)</td>
<td>125</td>
</tr>
<tr>
<td>Blowing process (glass)</td>
<td>224</td>
</tr>
<tr>
<td>Blow molding (plastics)</td>
<td>184</td>
</tr>
<tr>
<td>extrusion</td>
<td>185-186</td>
</tr>
<tr>
<td>injection</td>
<td>184</td>
</tr>
<tr>
<td>BMC molding (thermosets)</td>
<td>168</td>
</tr>
<tr>
<td>Body-centered cubic (BCC) configuration</td>
<td>13</td>
</tr>
<tr>
<td>Body-centered tetragonal (BCT) configuration</td>
<td>13</td>
</tr>
<tr>
<td>Boring (metals)</td>
<td>70</td>
</tr>
<tr>
<td>Boring (plastics)</td>
<td>189</td>
</tr>
<tr>
<td>Boring machines</td>
<td>70</td>
</tr>
<tr>
<td>Boron carbide</td>
<td>216</td>
</tr>
<tr>
<td>Boron nitride</td>
<td>216</td>
</tr>
<tr>
<td>Borosilicate glass</td>
<td>220</td>
</tr>
<tr>
<td>Boss caps</td>
<td>197</td>
</tr>
<tr>
<td>BPM (ballistic particle manufacturing)</td>
<td>233</td>
</tr>
<tr>
<td>Brake (wiping die)</td>
<td>52</td>
</tr>
<tr>
<td>Braun exhibition hall, Kronburg, Germany</td>
<td>221</td>
</tr>
<tr>
<td>Brazing (metals)</td>
<td>82-83</td>
</tr>
<tr>
<td>Break point (plastics)</td>
<td>128</td>
</tr>
<tr>
<td>Breuer</td>
<td>51</td>
</tr>
<tr>
<td>Breuer Wassily chair</td>
<td>51</td>
</tr>
<tr>
<td>Bridgeport milling machine</td>
<td>68, 81</td>
</tr>
<tr>
<td>Britteness (metals)</td>
<td>11</td>
</tr>
<tr>
<td>Broaching (metals)</td>
<td>69</td>
</tr>
<tr>
<td>Bronowski, Jacob</td>
<td>16</td>
</tr>
<tr>
<td>Bucky Balls</td>
<td>215, 226</td>
</tr>
<tr>
<td>Buffing (metals)</td>
<td>109</td>
</tr>
<tr>
<td>Butyl</td>
<td>206</td>
</tr>
</tbody>
</table>

**C**

- CA, see Cellulose acetate
- CAD (computer aided design), 174
- Calendering (thermoplastics), 180
- Calphalon, 57
- Capped steel, 15
- Carbides, 216
- Carbon, manufactured, 2, 226
- Carbonitriding (metals), 13
- Carbon steel, 15
- Case hardening (metals), 13
- Cast aluminum, 20
- Casting (glass), 225
- Casting (metals), 25. See also Molding (metals)
  - design principles, 29. See also Liquid state forming
  - fluid state forming, 25
- Casting (plastics), 167. See also Liquid state forming; Molding (plastics)
- Cast irons, 14
- Catalysts (plastics), 125
- Cavities (molds and dies), 28
- Cellulose acetate (CA), 121, 153
- Centrifugal casting (glass), 225
- Centrifugal casting (metals), 42
- Ceramics:
  - engineered, 2
  - engineering, 216-218
  - glass, 216
  - metal oxide, 216
- Ceramic shell molds, 35, 43
- Ceramoplastics, 216
- CGI (compacted graphic iron), 14
- CH-53E, 226
- Chadwick/Stumpf, 40
- Charles DeGaul Airport, Paris, 218, 219
- Charpy impact test, 129
- Chemical bonding (plastics), 191
- Chemical exposure (plastics), 133
- Chemical machining (CM), 72
- Chemical milling, 72
- Chemical reaction painting (metals), 114
- Chemical tempering (glass), 225
- Chills (molds), 28
Chip forming cutting (metals), 66–70
Chip-forming machining processes (metals), 61, 66, 67
Chlorinated polyethylene, 207
Chlorosulfonated polyethylene, 207
Chromium, 23
Circular sawing, 70
Clarke, Gilmore D., 15
Clinto (chair), 5
Closed die forging (metals), 46
Closed mold processes (plastics), 162, 163
CM (chemical machining), 72
CNC, see Computer numerical control
Coated abrasive finishing (metals), 108
Coatings (metals), 102. See also Finishing and coatings (metals)
Coatings (plastics), 199. See also Finishing (plastics)
Coldbox systems, 32
Cold forming (plastics), 187
Cold rolling (metals), 46
Cold runner three plate molds, 177
Cold runner two plate molds, 177
Color (metals), 11
Columbium, 23
Combination-cavity molds, 28
Combustion modifiers (plastics), 125
Commodity plastics, 121
Commodity thermoplastics, 139–147
polylefins (PO), 141–144
styrenes, 146–147
vinyls, 145
Common steel, 15
Compacted graphic iron (CGI), 14
Composites, 228–231
advanced composite materials, 231
laminated plastics, 169
metal matrix, 229
plastic matrix, 229, 230
Compound bending (metals), 55–57
Compound dies, 58
Compound forming (metals), 50
Compression (metals), 10
Compression molding (thermosets), 168
Compressive strength (plastics), 128
Computer aided design (CAD), 174
Computer numerical control (CNC), 62, 63, 66
Continuous casting (metals), 42
Continuous roll forming (metals), 54
Conversion coatings (metals), 114
Copolymers, 123, 150
Copper, 21
Cores (castings), 28, 38
Corning Glass Works, 216, 220
Corrosion resistance (metals), 11
Counter pressure structural foam injection molding (plastics), 176
Creep (metals), 11, 127
Crimped textures (metals), 104
Cutting (glass), 225
Cutting (metals), 50, 61–77
arc/gas (flame/thermal), 74–77
chip forming, 66–70
definitions of, 61
nonchip forming, 71–73
sheet punching and shearing, 62–65
stamping/cutting sheet metal, 62
D
Deburring (metals), 110–111
Decals (plastics), 200
Decorative coatings (metals), 113–117
Deep drawing (metals), 57
Deflection temperature under load (DTUL), 131
Delta Air Lines Cabin Conditioning Program, 160
INDEX

Density (metals), 11
Deposition milling (3DP), 233
Design education, 3
Design For Assembly (DFA), 79, 97
Design process, form and function in, 5
DFA, see Design For Assembly
Diamond Plate, 104
Dies, 27. See also Non-expendable molds (metals)
  blanking, 63
  cavities, 28
  closed die forging, 46
  compound, 58
  family, 28
  multiple-action, 58
  open die swaging, 46
  progressive, 59
  transfer, 58
  unit, 28
  V-die bending, 53
  wiping, 52
Die casting (metals), 40, 43
Diffusion bonding (metals), 92
Dip brazing, 83
Direct extrusion (metals), 45, 48
Direct shell production casting (DSP), 233
Drawing (metals), 57
Drawn wire process (metals), 47
Drilling (glass), 225
Drilling (metals), 70
Drilling (plastics), 189
Drop forging (metals), 46
Drying (ceramics), 218
Dry sand chemically bonded molds (metals), 32
Dry sand unbonded molds (metals), 33
DSP (direct shell production casting), 233
DTM Corp/DTM/GmbH, 233
DTUL (deflection temperature under load), 131
Ductile iron, 14
Ductility (metals), 11
Dupont Teflon®, 158
Durable coatings (metals), 113, 115
Durometer test, 128

E
Eames, Charles, 228
Eames plywood chair, 228
EBM (electron beam machining), 73
EBW (electron beam welding), 93
EC (ethyl cellulose), 153
ECM (electrochemical machining), 72
EDM, see Electrical-discharge machining
Elastic behavior (metals), 10
Elasticity (metals), 10
Elastic limit (plastics), 128
Elastomers (thermoplastic), 211–213
  defined, 211–213
  extrusion, 180
  injection molding, 175
  manufacturing methods for, 2
Elastomeric alloys, 213
Elastomeric foam, 137
Electrical conductivity (metals), 11
Electrical-discharge machining (EDM), 72, 174
Electric arc furnace, 14
Electrochemical machining (ECM), 72
Electroless plating (metals), 116
Electromagnetic induction bonding (plastics), 194
Electromagnetic interference (EMI), 27, 199, 201, 202
Electron beam machining (EBM), 73
Electron beam welding (EBW), 93
Electroplating (metals), 117
Electroplating (plastics), 203
Electropolishing (metals), 108
Electroslag welding (ESW), 86
EMI, see Electromagnetic interference
Engineered ceramics, 2
Engineered ceramics, 216–218
Engineering grade thermoplastics, 148–154
Engineering materials, see Natural engineering materials
Engineering plastics, 121
Environmental legislation (for coatings), 202
EPDM (ethylene propylene), 206
Epichlorohydrin, 208
Epoxy, 138, 166
EPR (ethylene propylene), 206
EPS (expandable polystyrene), 146
Equa chair, 40
Ergonomics, 5
ESW (electroslag welding), 86
Ethyl cellulose (EC), 153
Ethylene/acrylic, 208
Ethylene propylene (EPR, EPDM), 206
Ethylene-vinyl acetate: EVA copolymer, 143
Evaporative (full) forming, 43
Expandable polystyrene (EPS), 146
Expendable molds (metals), 30–35, 43
dry sand chemically bonded systems, 32
dry sand unbonded systems, 33
green sand molds, 31
investment molds, 35
lost wax casting, 34
plaster piece molds, 34
sand molds, 28
Expendable polystyrene (PS) foam, 182
Explosive bonding (metals), 92
Extrusion (metals), 45, 48–49
Extrusion (thermoplastics), 180
Extrusion blow molding (plastics), 185–186
Extrusion Technology Foundation, 48

F
Face-centered cubic (FCC) configuration, 13
Family dies, 28
FCAW (flux-cored arc welding), 85
FCC (face-centered cubic) configuration, 13
FDM (fused deposition modeling), 233
FEP (fluorinated ethylene propylene), 158
Ferritic wrought alloy, 15
Ferromagnetism, 11
Ferrous metals, 12–16
    hardening, 13
    iron, 14
    manufacturing methods for, 2
    steel, 15–16
Fibers:
    glass, 223
    manufacturing methods for, 2
Fiberglass, 228
Filament winding (thermosets), 169
Fillers (plastics), 123
Film transfer imaging (FTI), 233
Finishing (ceramics), 218
Finishing (plastics), 102, 198–203
decals, 200
    hot stamping, 200
    hot transfers, 200
    metallizing, 203
    painting, 201
    pigments and additives, 199
    printing, 200
    textures and patterns, 199
    vinyl draping, 202
Finishing and coatings (metals), 102–117
    for aluminum, 19
    cut textures, 106–108
    deburring, 110–111
    formed textures, 103–105
    polishing and buffing, 109
    protective and decorative coatings, 113–117
Firing (ceramics), 218
Flame retardants (plastics), 199
Flame spraying (metals), 117
Flame/thermal cutting (metals), 74–77
Flammability (plastics), 132
Flash welding, 91
Flexible foam, 137
Flexography, 200
Flexural properties (plastics), 129
Float method (glass), 222
Flocking (plastics), 202
Fluid forming (metals), 56
Fluidized bed coating (metals), 115
Fluid state forming (metals), 25
Fluorel, 210
Fluorinated ethylene propylene (FEP), 158
Fluorocarbon, 210
Fluorosilicone, 209
Flux-cored arc welding (FCAW), 85
Foam molding (foam casting), 167
Forging (metals), 47
Form, as resolution of function, 5
Form and cut (metals), 58–59
Formed finishes (plastics), 199
Formed metal fasteners, 101
Formed textures (metals), 103–105
- crimped, 104
- molded, 103
- rolled, 104
- woven wire screen, 105
Forming processes (ceramics), 217
Forming processes (glass), 222–223
Forming processes (metals), 25–59
- continuous roll, 54
- hydroforming, 56
- liquid state, 26–43
- plastic state, 45–49
- powdered metallurgy, 17
- solid state, 50–59
- tubes, 51
- wire, 51
Forming processes (plastics), 161–187
- liquid state, 161–180
- options for given annual quantities, 164
- plastic state, 181–186
- solid state, 187
- thermoplastic, 163, 171–180
- thermoset, 162, 165–170
Friction bonding (metals), 92
FTI (film transfer imaging), 233
Fuller, R. Buckminster, 215, 226
Fullerines, 215, 226
Function:
- components of, 5
- form as resolution of, 5
Furnace brazing, 83
Fused deposition modeling (FDM), 233
Fused silica glass, 220
Fusion welding (plastics), 194

G
Galvanized steel, 21
Gas assist injection molding (plastics), 176
Gas carburizing (metals), 13
Gas catalyzed system, 32
Gas metal arc welding (GMAW), 86
Gas nitriding (metals), 13
Gas tungsten arc welding (GTAW), 88
Gas welding (metals), 84
General purpose polystyrene (GPPS), 146
Getsu, 16
Glass, 219–226
- brittleness of, 11
- hard, 220
- liquid state forming of, 221–223
- manufacturing methods for, 2
- physical properties of, 11
- plastic state forming of, 224–225
- soft, 220
- very hard, 220
Glassblowing, 224
Glass ceramics, 216
Glass fibers, 223
GMAW (gas metal arc welding), 86
Gold, 22
Gold alloys, 22
GPPS (general purpose polystyrene), 146
Graphite molds (metals), 38, 43
Gray iron, 14
Green sand molds (metals), 31
Grinding (glass), 225
Grinding (metals), 69
Grinding fluids (metals), 110
GTAW (gas tungsten arc welding), 88

H
Hall, Charles, 233
Hammer forging (metals), 46
Hand lay-up (contact molding), 167
Hardening (metals), 13
Hard glass, 220
Hardness (metals), 11
Hardness test:
- indentation for, 11
- plastics, 128
HDM (hydrodynamic machining), 73
HDPE (high-density polyethylene), 142
Heat (high temperature) sag (plastics), 131
Heat staking (plastics), 194
Heat treatment (metals), 13
Helisys, 233
High-alloy irons, 14
High-density polyethylene (HDPE), 142
High frequency welding, 91
High impact polystyrene (HIPS), 146
High melt temperature, high-performance, high cost metals, 23
High-molecular-weight-polyethylene (HMW-HDPE), 142
High performance/high temperature thermoplastics, 155–160
High-speed tool steels, 16
High-strength low-alloy steels (HSLA), 16
High technology welding (metals), 93
High temperature sag (plastics), 131
HIPS (high impact polystyrene), 146
Hitchner Counter Pressure Process, 35
HMW-HDPE (high-molecular-weight-polyethylene), 142
Honing (metals), 108
Horizontal mills (metals), 68
Hot dipping (metals), 116
Hot plate welding (plastics), 194
Hot pressing (ceramics), 218
Hot rolling (metals), 46
Hot runner molds, 177
Hot stamping (plastics), 200
Hot transfers (plastics), 200
Hot-work steels, 16
HSLA (high-strength low-alloy steels), 16
Humanscale, Inc., 5, 48
Hydraulic presses, 57
Hydrodynamic machining (HDM), 73
Hydroforming (fluid forming) (metals), 56
Hydrolysis, 133
Hydroplastic forming (ceramics), 218
HYPERgrip® tread (shoes), 143
Injection blow molding (plastics), 184
Injection molding (metal), 25
Injection molding (thermoplastics), 174–179
Injection molding tools, 177
Inkjet technology, 233
Inomer, 142
Inorganic coatings (metals), 113, 115
Inserts (metals), 99
Integral skin foam, 137
Interim coatings (metals), 113, 114
Intermediate engineering grade thermoplastics, 148–154
Investment molds (metals), 35, 43
Iridium, 22
Iron, 14
Iron-based superalloys, 16
Ixef®, 151, 154
Izod impact test, 129
J
Javits Center, New York City, 222
Jigging (ceramics), 218
Johnson Wax building, 223
Joining (metals), 79–101
adhesives, 94–96
mechanical fasteners, 97–101
thermojoining, 80–93
Joining (plastics), 190–197
mechanical fastening, 195–197
staking, 192, 194
welding, 192–193
K
Killed steel, 15
Knurling (metals), 106
Korea Die and Mold, 168
L
Laminated object manufacturing (LOM), 233
Laminated plastics (thermosets), 169
Laminating (glass), 225
Lapping (metals), 108
Larson, Dorothy, 81
Lasers (rapid prototyping), 233
INDEX

Laser beam machining (LBM), 73
Laser beam welding (LBW), 93
Lathes (metals), 68
LBM (laser beam machining), 73
LBW (laser beam welding), 93
LCP (liquid crystal polymer), 157
LDPE (low-density polyethylene), 141
Lead, 22
Lead alkali glass, 220
Lead crystal, 220
Leaf Guard rain gutters, 54
Lee, Sung Pil, 153, 154
Lego models (Disneyland), 118, 119, 139
Letraset USA, 103, 199
LG CYON mobile phone, 154
Linear low-density polyethylene (LLDPE), 141
Liquid crystal polymer (LCP), 157
Liquid organic paint (metals), 115
Liquid state forming (ceramics), 217
Liquid state forming (glass), 221–223
Liquid state forming (metals), 26–43
casting design principles, 29
expendable molds, 30–35, 43
machining allowance, 29
molds, 27–43
non-expendable molds, 36–43
Liquid state forming (thermoplastics), 161, 163, 171–180
calendering, 180
extrusion, 180
injection molding, 174–178
rotational molding, 173
structural foam molding, 176–179
Liquid state forming (thermosets), 161–162, 165–170
casting and molding, 165–169
filament winding, 169
laminated plastics, 169
pultrusion, 169
reinforced tape, 169
LLDPE (linear low-density polyethylene), 141
Lost foam casting, 33
Lost wax casting (metals), 34
Low-density polyethylene (LDPE), 141
Low-melt temperature metals, 19–21
Low pressure casting (metals), 39
Low pressure structural foam injection molding (plastics), 176
Low to high melt temperature, low to high cost metals, 22
Luxo lamp, 55

M
Machining (metals):
  chip-forming, 61, 66, 67
  nonchip-forming, 72–73
Machining (plastics), 188–189
Machining allowance (metals), 29
Machining centers (metals), 67
Macor, 216
Magnesium, 21
Magnetic metals, 11
Malleable iron, 14
Manufacturability, 5
Manufactured carbon, 2, 226
Manufacturing methods, 6
Manufacturing processes. See also specific processes
effects on metals, 19
impact on product concept, 5
understanding of, 3
Martempering (metals), 13
Martensitic stainless steel, 15
Materials, 6, 7
  knowledge base of, 3
  mechanical properties of, 10–11
  physical properties of, 11
Material selection, 5
Mechanical fasteners (metals), 97–101
  nonthreaded, 100
  special purpose, 101
  threaded, 98–99
Mechanical fasteners (plastics), 195–197
Mechanical plating (metals), 116
Mechanical presses, 57
Melamine, 135, 166
Melting point (metals), 11
MetaCork, 159
Metals, 9–23
  ferrous, 12–16
  high melt temperature, high-performance, high cost, 23
  low-melt temperature, 19–21
low to high melt temperature, low to high cost, 22
manufacturing methods for, 2
mechanical properties of, 10–11
nonferrous, 18–23
physical properties of, 11, 13
powdered metallurgy, 17
precious, 22
refractory hard metals, 2, 227
Metal alloys, see Alloys
Metal inert gas welding (MIG), 86
Metal injection molding (MIM), 25, 41, 43
Metallic finishes (plastics), 203
Metallizing (plastics), 203
Metal matrix composites (MMCs), 229
Metal oxide ceramics, 216
Metal-pigmented paints, 201
Metal Powder Industries Federation (MPIF), 17
Metal screws/bolts (for plastics), 196
Michael Graves Design Group, 143
MIG (metal inert gas welding), 86
Mills (metals), 68
Mill finish plate, 104
Milling (plastics), 189
MIM, see Metal injection molding
MMCs (metal matrix composites), 229
Mold Base, 16, 177
Molded textures (metals), 103
Molding (metals), 27–43
   expendable molds, 30–35
   non-expendable molds, 36–43
Molding (plastics):
   thermoplastics, 163, 173–179
   thermosets, 162, 167–170
Mold-Tech, 199
Molecular weight (polymers), 123
Molybdenum, 23
MONOS thermos, 147
Motorola Ojo video phone handset, 40
MPIF (Metal Powder Industries Federation), 17
Multiple-action dies, 58
Multiple-cavity molds, 28

N
National Gallery of Art, Washington, D.C., 223
Natural engineering materials, 215–227
   engineering ceramics, 216–218
   glass, 219–226
   manufactured carbon, 226
   manufacturing methods for, 2
   refractory hard metals, 227
Natural non-engineering materials, 2
Natural rubber, 205
Nd:YAG Laser beam welding machine, 93
Necking (metals), 10
Neoprene, 207
Nibbling (metals), 61
Nickel, 23
Nitrides, 216
Nitrile, 208
Nobake System, 32
Nonbiodegradable, plastics as, 125
Nonchip forming cutting (metals), 61, 71–73
Nonchip-forming machining processes (metals), 72–73
Non-expendable molds (metals), 36–43
   centrifugal casting, 42
   continuous casting, 42
   die casting, 40
   graphite molds, 38
   low pressure casting, 39
   metal injection molding, 41
   permanent molds, 38
   powdered metallurgy, 41
   semicentrifugal casting, 42
   squeeze molding, 41
   vacuum low pressure casting, 39
Nonferrous metals, 18–23
   aluminum, 19
   cast aluminum, 20
   high melt temperature, high-performance, high cost, 22
   low-melt temperature, 19–21
   low to high melt temperature, low to high cost, 22
   manufacturing methods for, 2
Nonmagnetic metals, 11
Non-oil-resistant thermoset rubbers, 205–206
Nonthreaded fasteners (metals), 100
INDEX

Normalized metals, 13
Notch sensitivity (glass), 225
Nuts, 98
Nylon, 121

O
Oil-resistant thermoset rubbers, 207–210
Olefins, 213
OM (laminated object manufacturing), 233
Opacity (metals), 11
Open die swaging (metals), 46
Open mold processes (thermoplastics), 163
Open mold processes (thermosets), 162
Organic coatings (metals), 113, 115
Osmium, 22
OXO Good Grips, 209
Oxweld® W-400 welding torch, 84
Oxygen-acetylene cutting (metals), 75

P
PAC (plasma-arc cutting), 76
Pad printing, 200
PAI (polyamide-imide), 160
Painting (metals), 114, 115
Painting (plastics), 201
Palladium, 22
Pampaloni, 222
Parison, 184
Part forming (thermosets), 166
PAS (polyarylsulfone), 157
Patterns (molds), 28
Patterns (plastics), 199
Patzak Design, 147
PAW (plasma arc welding), 89
PBT (polyester), 151
PC, see Polycarbonate
PCTFE (polychlorotrifluoroethylene), 158
PE, see Polyethylene
PEI (polyetherimide), 159
Percent elongation (metals), 10
Perfluoroelastomer, 209
Performance specifications, 5
Permanent coatings (metals), 113, 116–117
Permanent molds (metals), 38, 43
PES (polyethersulfone), 157
PET (polyester), 151
Peter Müller-Munk, 15
PET polyester, 122
Phenolic, 136, 166
Photochromatic glass, 220
Photochromic glass, 220
Photopolymers (rapid prototyping), 233
Photosensitive glass, 220
Photosensitive glass ceramic, 216
Pigments (plastics), 199
Pins, 100
Pinch-off, 185
Plasma-arc cutting (PAC), 76
Plasma arc welding (PAW), 89
Plaster piece molds (metals), 34, 43
Plastics, 119–160
additives, 125
blowing agents, 125
catalysts, 125
combustion modifiers, 125
defined, 121
families of, 121
fillers and reinforcements, 123
finishing, 198–203
joining, 190–197
machining, 188–189
manufacturing methods, 2
mechanical properties, 126–130
as nonbiodegradable, 125
origin of term, 121
origins of, 121
physical properties, 126, 131–133
polymers, 121–123
release agents, 125
resins, 121
shrinkage, 124
thermoplastics, 122, 139–160
thermosets, 122, 134–138
Plastic behavior:
metals, 10
use of term “plastic,” 121
Plastic deformation (metals), 10
Plastic fasteners (for metals), 101
Plastic matrix composites (PMCs), 229, 230
Plastic Specification Handbook (Bayer Corporation), 121
Plastic Specification Handbook (GE Plastics), 188
Plastic state forming (ceramics), 218
Plastic state forming (glass), 224–225
Plastic state forming (metals), 25, 45–49
  drawn wire, 47
  extrusions, 48–49
  forging and swaging, 47
  rolling, 46
Plastic state forming (plastics), 181–186
  blow molding, 184
  expendable polystyrene foam, 182
  extrusion blow molding, 185–186
  thermoforming, 183
Plating (metals), 116–117
Platinum, 22
Plywood, 228
P/M, see Powdered metallurgy
PMCs, see Plastic matrix composites
PMP (poly methylpentene), 144
PO (poly olefins), 141–144
Polishing (glass), 225
Polishing (metals), 109
Polyamide (nylons), 152
Polyamide-imide (PAI), 160
Polyarylsulfone (PAS), 157
Polybutadiene, 206
Polybutylene (PV), 144
Polycarbonate (PC), 121, 154
Polychlorotrifluoroethylene (PCTFE or CTFE), 158
Polyester, 135, 166
Polyester (PBT and PET), 151
Polyetherimide (PEI), 159
Polyether polyurethanes, 137
Polyethersulfone (PES), 157
Polyethylene (PE), 121, 141
Polyimide, 121, 154
Polyketone-partially crystalline, 159
Polymers, 121–123. See also Thermoset plastics
  blends, 123
  copolymers and terpolymers, 123
  crystalline and amorphous, 122
  defined, 121
  extrusion, 180
  glass transition temperatures, 122
  molecular weight, 123
  synthetic, 121
  thermoplastics and thermosets, 122
  use of term, 121
Polymer chains, 122
Polymerization, 121
Poly methylpentene (PMP), 144
Polyolefins (PO), 141–144
Polyphenylene (ether) oxide (PPE or PPO), 151
Polyphenylene sulfide (PPS), 156
Polypropylene (PP), 143
Polystyrene (PS), 121, 146
Polysulfide, 209
Poly sulfone (PSU), 121, 157
Polytetrafluoroethylene (PTFE), 158
Polyurethane (PU):
  as elastomer, 212
  forming processes, 121, 166
  thermoplastic, 153
  thermoset, 137
Polyurethane rigid structural foam, 137
Polyvinyl acetate, 121
Polyvinyl chloride (PVC), 121, 145
Polyvinylidene fluoride (PVDF), 158
Positives (molds), 28
Powder coating (metals), 115
Powdered metallurgy (P/M), 17, 41, 43
Powdered metals, 9
PP (polypropylene), 143
PPE (poly phenylene (ether) oxide), 151
PPO (polyphenylene oxide (ether) oxide), 151
PPS (polyphenylene sulfide), 156
Precious metals, 22
Precipitation hardening (metals), 13
Precipitation-hardening stainless steel, 15
Press forging (metals), 46
Pressing (ceramics), 218
Pressing (glass), 225
Pressure-bag forming (thermosets), 168
Pressure forming (plastics), 183
Index

Pressure sintering (ceramics), 218
Printing (plastics), 200
Product concept, impact of manufacturing processes on, 5
Product design sequence, 4
PRO_FINISH system, 111
Progressive dies, 59
Projection welding (RPW), 90
Proportional limit (plastics), 128
Protective coatings (metals), 113–117
PS, see Polystyrene
PSU, see Polysulfone
PTFE (polytetrafluoroethylene), 158
PU, see Polyurethane
Pultrusion (thermosets), 169
Punching (metals), 61–65
Pure metals, 9. See also Metals
Purox® W-300 welding torch, 84
PV (polybutylene), 144
PVC, see Polyvinyl chloride
PVDF (polyvinylidene fluoride), 158
Pyrex, 220

Q
Quench and tempering (metals), 13
Quick operating fasteners, 101

R
Radel® OOSY, 160
RADEL® R polyphenylsulfone, 156
Radio frequency interference (RFI), 27, 199, 201, 202
Rapid prototyping (RP), 174, 232–233
Rapid Tooling (RT), 232, 233
Reaction-injection molding (RIM), 168
Reciprocating saws, 70
Refractory hard metals (RHMs), 2, 227
Refractory metals, 23
Reinforced materials, 123
Reinforced reaction-injection molding (RRIM), 168
Reinforced tape (thermosets), 169
Reinforcements (plastics), 123
Release agents (plastics), 125
Replicast process, 32
Residual stresses (plastics), 130
Resins, 121. See also Thermoplastics (plastics)
                   chemical exposure, 133
defined, 121
metallic finishes for, 203
pigmenting, 199
viscous behavior, 127
water absorption, 133
weatherability, 133
Resin shell cores, 32, 43
Resin transfer molding (thermosets), 169
Resistance welding (metals), 90–91
RESW (spot welding), 90
Retaining rings, 100
Rexton ATV, 137
RFI, see Radio frequency interference
RHMs, see Refractory hard metals
Rhodium, 22
Rigid foam, 137
RIM (reaction-injection molding), 168
Rimmed steel, 15
Rivets:
   for metals, 100
   for plastics, 197
Rockwell Hardness test, 128
Rolled textures (metals), 104
Roll forging (metals), 46
Roll forming sheet, 52
Rolling (glass), 222
Rolling (metals), 46
Rotary swaging (metals), 46
Rotational molding (thermosets), 173
RP, see Rapid prototyping
RPW (projection molding), 90
RRIM (reinforced reaction-injection molding), 168
RSEW (seam welding), 90
RT, see Rapid Tooling
Rubbers, 204–210
   defined, 205
   manufacturing methods for, 2
   natural, 205
   thermoset, 204–210
Runnerless molds, 177
Ruthenium, 22
S
Saarinen, Eero, 228
Saez, Manuel, 5
Sagging (glass), 225
SAMU Dies Company, 178, 179
Samurai swords, 16
SAN (styrene acrylonitrile), 147
Sand blasting (metals), 111
Sanders Prototype, 233
Sand molds (metals), 28, 43
  dry sand chemically bonded, 32
  dry sand unbonded, 33
  green sand, 31
  horizontally- vs. vertically-parting, 28
SAW (submerged arc welding), 86
Sawing (metals), 70
Sawing (plastics), 189
SBR (styrene butadiene), 205
Screws:
  for metals, 98
  for plastics, 196
Seam welding (RSEW), 90
Selective laser sintering (SLS), 233
Self-tapping screws (plastics), 196
Semicentrifugal casting (metals), 42
Semicrystalline polymers, 120
Semi-killed steel, 15
Semi-solid processing (metals), 41, 43
SGC (solid ground curing), 233
Shaping (ceramics), 217
Shaping (glass), 222–223
Sharpe, Bill, 228
Shearing (metals), 61, 62, 65
Shear strength (metals), 11
Sheet metal industry, 62
Sheet metals, 50
  bending, 52
  cutting, 61
  punching and shearing, 61–65
Sheet-molding compounds (SMCs), 168
Shell molds (ceramic), 35, 43
Shell process, 32
Shielded-metal arc welding (SMAW), 85
Shock-resisting tool steels, 16
Shot blasting (metals), 111
Shrinkage:
  alloys, 28
  plastics, 124
Sikorsky Aircraft Corporation, 231
Silica glass, 220
Silicon carbide, 216
Silicone, 166, 209
Silicon nitride, 216
Silkscreening (plastics), 200
Silver, 22
Silver alloys, 22
Simple bending (metals), 51
Single-cavity molds, 28
Slip casting (ceramics), 217
SLS (selective laser sintering), 233
SMA (styrene: maleic anhydride), 146
Smart Design, 209
SMAW (shielded-metal arc welding), 85
SMC molding (thermosets), 168
SMCs (sheet-molding compounds), 168
Smoke suppressants (plastics), 199
Snap-fit assembly (plastics), 195
Soda lime glass, 220
Soft forming (ceramics), 218
Soft glass, 220
Soft nitriding (metals), 13
Soldering (metals), 81
Solid ground curing (SGC), 233
Solid state forming (metals), 25, 50–59
  compound bending, 55–57
  form and cut, 58–59
  simple bending, 51
Solid state forming (plastics), 187
Solid state welding (metals), 92
Solvay, 120
Solvent bonding, 191. See also Welding
Space shuttle, 96, 214, 215
Special purpose fasteners (metals), 101
Spheroidize annealing (metals), 13
INDEX

Spin casting (metals), 42
Spinning (glass), 225
Spinning (metals), 55
Spin welding (plastics), 193
Spot welding (RESW), 90
Spray-up (thermosets), 167
Sputnik, 55
Sputtering (metals), 117
Sputtering (plastics), 203
Squeeze molding (metals), 41
Stainless steel, 15
    chromium in, 23
    powdered metallurgy, 17
Staking (plastics), 192, 194
Stamped steel springs, 101
Stamping (metals), 50, 58–59
Stamping (plastics), 200
Stamping (sheet metal), 62
Steel, 15–16
    alloys, 23
    galvanized, 21
    hardening of, 13
    for strength, 16
Stereolithography (STL), 233
Stick welding, 85
STL (stereolithography), 233
Stock sheet/part forming (thermosets), 166
Strain (metals), 10
Strain curve, 10
Strand casting (metals), 42
Stratasys Inc., 233
Stress curve, 10
Stress relaxation (metals), 127
Stress-relieved metals, 13
Stress relieving (metals), 13
Structural foam injection molding (plastics), 176
Structural foam molding (thermoplastics), 176–179
Studs, 98
Stud clips, 101
Stud welding, 87
Styrenes, 146–147
Styrene: maleic anhydride (SMA), 146
Styrene acrylonitrile (SAN), 147
Styrene butadiene (SBR), 205
Styrene copolymers, 146, 213
Submerged arc welding (SAW), 86
Suede coating (plastics), 202
Superalloys, 16
Superfinishing (metals), 108
Swaging (metals), 47
Synthesis, in product design, 4
Synthetics, plastics as, 125
Synthetic natural rubber, 205
Synthetic organic adhesives, 95

T
Tantalum, 23
Tantalum carbide, 227
Technical Services Group, 200, 202
Tempered metals, 13
    aluminum, 19
    cast aluminum, 20
Tempering (glass), 225
Tensile properties (plastics), 128
Tensile strength (metals), 10
Terpolymers, 121, 123
Tetrafluoroethylene, 121
Tetrafluoroethylene fluoroplastics (TFE), 121
Texture finishes (metals):
    cut textures, 106–111
    formed textures, 103–105
Texture finishes (plastics), 199, 202
TFE (tetrafluoroethylene fluoroplastics), 121
Thermal conductivity (metals), 11
Thermal cutting (metals), 61
Thermal expansion (metals), 11
Thermal spraying/metallizing (metals), 117
Thermal tempering (glass), 225
Thermoforming (plastics), 183
Thermojoining (metals), 80–93
    brazing, 82–83
    soldering, 81
    welding, 84–93
Thermoplastics (elastomers), 211–213
Thermoplastics (plastics), 122, 139–160
commodity, 139–147
composites, 230
high performance/high temperature, 155–160
intermediate engineering grade, 148–154
liquid state forming, 161
manufacturing methods for, 2
Thermoplastic forming processes, 163, 171–180
calendering, 180
extrusion, 180
liquid state, 172
liquid state/plastic state, 172
molding, 173–179
plastic state, 172
Thermoset forming processes, 162, 165–169
liquid state forming, 161
molding, 167–170
part forming, 166
stock sheet/part forming, 166
Thermoset plastics, 122, 134–138
alkyd, 136
allyl, 138
composites, 230
epoxy, 138
manufacturing methods for, 2
melamine, 135
phenolic, 136
polyester, 135
polyurethane, 137
urea, 135
vinyl ester, 138
Thermoset rubbers, 204–210
manufacturing methods for, 2
non-oil-resistant, 205–206
oil-resistant, 207–210
Thonet, 51
Threaded fasteners (metals), 98–99
Threaded fasteners (plastics), 196
Thread tapping (plastics), 189
3DP (deposition milling), 233
3D printing, 233
3D Systems, 233
Three-point bending (metals), 53
TIG (tungsten inert gas) welding, 88
Tin, 22
Titanium, 23
Titanium carbide, 227
Tools, 27. See also Non-expendable molds (metals)
Tooling (injection molding), 178
Tool steels, 16
Torch brazing, 83
Torlon PAI, 160
Torsion (metals), 11
Transfer dies, 58
Transfer molding (thermosets), 168–169
Transparency (metals), 11
Transparent plastics, 122
TreckSta walking shoe, 143
Trumpet 500 punch machine, 63, 64
Tubes:
  glass, 223
  metal, 51
Tungsten, 23
Tungsten carbide, 23, 227
Tungsten inert gas (TIG) welding, 88
Tungsten-titanium carbide, 227
Turning (metals), 68
Turning (plastics), 189
Turning centers (metals), 67
Turret punch, 63
U
Udel®, 157
UHMWPE (ultra-high-molecular-weight-polyethylene), 142
Ultimate strength (plastics), 128, 130
Ultra-high-molecular-weight-polyethylene (UHMWPE), 142
Ultraite®, 144
Ultrasound insertion (plastics), 197
Ultrasound spot welding (plastics), 193
Ultrasound staking (plastics), 197
Ultrasound swaging (plastics), 193
Ultrasonic welding (metals), 91
Ultrasonic welding (plastics), 194, 197
Ultraviolet (UV) radiation, 133
Unified Numbering System (UNS), 21
Unisphere, Flushing Meadows Park, New York, 8, 9, 15
Unit dies, 28
United States Steel Corporation, 15
UNS (Unified Numbering System), 21
Upset oil forging (metals), 46
Urea, 135, 166
Urethane, 210
Utility Rail (Humanscale, Inc.), 48
UV radiation, 133

V
Vacuum-bag forming (thermosets), 168
Vacuum forming (plastics), 183
Vacuum low pressure casting (metals), 39
Vacuum metalizing/plating (metals), 116
Vacuum metallization (plastics), 203
Vacuum molding (V-Process), 33
V-die bending, 53
Vertical mills (metals), 68
Very hard glass, 220
V-Flash, 233
Vibration welding (plastics), 194
Vibratory finishing (metals), 110
Vinyls, 145
Vinyl draping, 202
Vinyl ester, 138
Violins, 5
Viscoelasticity (plastics), 127
Viton, 210
Voigt-Maxwell model, 127
V-Process casting, 33

W
Washers, 100
Wassily chair, 51
Water absorption (plastics), 133
Weatherability (plastics), 133
Weathering (plastics), 133
Welding (metals), 84–93
arc welding, 85–89
gas welding, 84
high technology welding, 93
resistance welding, 90–91
solid state welding, 92
Welding (plastics), 192–193
Weld line strength (plastics), 130
Wet paint (metals), 115
Wet pressing (ceramics), 218
WF 3000, 56
White iron, 14
Wiping die, 52
Wire and tube forming (metals), 51
Wire brush finishing (metals), 108
Wire twist fastening, 101
Wood products, manufacturing methods for, 2
WooJin Selex Co. Ltd., 170, 171
Woven wire screen, 105
Wright, Frank Lloyd, 223
Wrought aluminum, 19
Wrought irons, 14

Y
Yield point (plastics), 128
Yield strength (metals), 10

Z
Zinc, 11, 21
Zirconia, 216
Zirconium, 23