Index

1x-EVDO 52
2G GGSN 351
2G GSM
services 54
system 57
2G SGSN 45, 213, 223, 224, 346
counters 347
3G GGSN 351
3G mobile system 47
3G network SLA 355
3G SGSN 45, 219, 348
counters 349
3GPP see 3rd Generation Partnership Project
3G system 57
IMS
domain 70
services 69
R5 QoS amendments 68
R7
PCC architecture 87
policy and charging control overall
architecture 87
R97/98 54
SIP proxy 79
specification 47, 48, 49, 58
standardisation 48
system-based access control and charging 202
technical specification group (TSG) 47, 48
3GPP to DiffServ QoS mapping example 219
3GPP WLAN
access 88
inter-working 201
3GPP-planned operating bands for UMTS and
GSM 53
3GSM (UMTS) 52
3.5G 52
3rd Generation Partnership Project 7, 47
8-PSK see octagonal phase shift keying
modulation 99
16QAM modulation 118, 127
‘authorised QoS’ parameters 78
A interface 45
A/Gb modes 45, 66
AAA proxy 204
Abis interface 46
absolute grants 138
access burst 98
access grant channel (AGCH) 101
Access Point Name (APN) 56, 58, 65, 69, 80, 107,
304, 332, 355, 420
access service class (ASC) 106
access slots 116
access stratum (AS) 103
access to 3GPP
CS services 203
system PS-based services 203
accessibility and retainability monitoring 343
acknowledged mode (AM) 55, 66, 93
acquisition indicator channel (AICH) 118
actions of SLA violation 354
active measurements 374, 379
active session throughput (AST) 160, 257, 340
active set cells 166
activity factor (p) 244
adaptive differentiation strategy 398
adaptive modulation and coding (AMC) 127
adaptive multirate (AMR) 10, 211
admission control (AC) 57, 66, 112, 148, 158, 184,
190, 214, 267
administration and data storage 318
admission control (AC) 57, 66, 112, 148, 158, 184,
190, 214, 267
administration/capability control 60
AF-application identifier 76, 78
agent engine 372
aggregate BSS QoS profile (ABQP) 68, 286, 347
ggregated packet flow 68
aggregated QoS 72
aggregation levels 348
air interface improvements for the Gb interface in
R99 and later 67
alarm and performance collection 316
Alliance for Telecommunications Industry Solutions (ATIS) 47
allocation/retention priority 64
α-quantile 361
AMR-WB 11
ANSI 327
ANSI-defined quality of service parameters 327
application function (AF) 74, 77, 89
application attributes 64
application layer tools 369
application level bit rate 28
application server 56, 66
application session characteristics 80
application-driven optimisation 429
architecture of a QoE/QoS monitoring system 316
ARQ acknowledgements 127
Association of Radio Industries and Businesses (ARIB) 47
assured forwarding (AF) 219, 232, 235
PHB Group 233
asynchronous transfer mode (ATM) 47, 212, 232, 233, 237
VCs 352
attribute value pairs (AVPs) 77
audio and video streaming 36, 325
audio streaming 28
audit/analyse collected QoE and QoS parameters 316
authentication 56
algorithms 19
repetition rate 422
authentication header (AH) 19
authorisation and accounting (AAA) 77
authorisation token 72, 75, 80
authorised UMTS QoS information 73, 79
automated optimisation process 390
Automatic Repeat Request (ARQ) 104
automation 390
autonomic system 391
availability monitoring 335
available peak data rates 129, 133
average power of a mobile radio signal 366
back-off gain 280
backbone network service 58
backbone QoS 231
background class 42
backward error correction (BEC) 93
bandwidth parameters of the SDP 73
banking server 66
base station 46
base station colour code (BCC) 165
base station controller (BSC) 46
base station identity code (BSIC) 165
Base Station Subsystem (BSS) 43-45, 56, 58
base transceiver station (BTS) 92
BCCH frequency 165
bearer service accessibility 344
bearer service categorisation 42
bearer services 58
BER 338, 339
best-effort (BE) 219
model 160
traffic 325
mean throughput 55
binding information 72, 73, 80
binomial distributions 362, 363
bit number (BN) 97
bit rate allocation 161, 163
BLER 334, 338, 339
monitoring 334
blind transport format detection 122
block check sequence 95
broadcast channel (BCH) 114, 117
broadcast control channel (BCCH) 100, 110
Broadcast Multicast Control (BMC) protocol 104
broadcast of information provided by the NAS 107
broadcast of information related to the AS 107
browsing 12
BSS see Base Station Subsystem
BSS GPRS protocol (BSSGP) 223
BSS packet flow context (PCF) 346
BSS PFC procedure 67
BSS virtual connection 94
BSSGP see BSS GPRS protocol (BSSGP)
buffer utilisation 332
layer 348
throughput 332
BSSGP virtual connections (BVCs) 93
BSSGP virtual connection identifier (BVCI) 93
buffer size 130
buffering delay 256
burst period 97
burst size (octets) 357
business connectivity 18
business management systems (BMSs) 294
call block ratio (CBR) 257
call control (CC) for CS voice and data 103
call drop ratio (CDR) 257
call generator 242
call setup time 30
capacity gains of service differentiation in UTRAN 177
capacity request rejection ratio (CRRR) 175, 257
carrier frequencies 54, 97
cdma2000 52
cell 47
cell broadcast messages (CBMs) 104
cell broadcast service (CBS) 104
cell global identification (CGI) 165
cell identifier (CI) 165
cell reselection 38, 67, 112, 155, 172, 197, 198
and cell/area update procedures 107
break 36
procedures 153
process 112
time 36
cell selection and reselection in idle mode 109
cell system frame number (SFN) 118
cell throughput 271, 273
cell-based service priority
handover profile 176
information 176
cell-individual offset (CIO) 165, 169
Cell_DCH 32, 34, 113, 165
Cell_FACH 34, 113
Cell_PCH 32, 34, 112
cellular coverage 206
centralised device management 313
centralised monitoring 311
centralised performance
measurement 374
monitoring solution for a multivendor environment 376
centralised subscription management 313
change request (CR) procedure 48
channel codec unit (CCU) 92
channel combinations 103
channel quality indication (CQI) 116, 122, 130
channel spacing 54
channel-type selection 180, 184, 190
charging 70
charging data records (CDRs) 82
charging identifiers 70, 74, 76
chase combining (CC) 131, 137
checking period 176
China Communications Standards Association
(CCSA) 47
chip rate 54, 177
ciphering 56
circuit-switched QoS 209
circuit-switched services 210
classification function
in the GGSN 60
in the MT 60
classification of counters
in the BSS 333
in the RNS 337
classification of measurements 331
classifier 299
CLI 310
closed-loop mode transmit diversity 116
CN bearer service 58, 60
attributes 64
CN QoS functions 298
coded composite transport channel (CCTrCH) 113, 122, 338
coding schemes 95
combination of attributes 337
combined radio link addition and removal 168
committed information rate (CIR) 416
common billing and customer care 202
common channel priority indicator (CmCH-PI) 131
common channels 113
common control channels (CCCH) 100, 110
Common Open Policy Service (COPS) 52, 74, 310
common pilot channels (CPICH) 117
common traffic channel (CTCH) 111
common transport channels 113
compressed mode 166, 167
compression techniques 92
confidence coefficient 363
certainty interval 363
configuration management (CM) 308, 309
congestion control mechanism 39
connection break 37
connection frame number (CFN) 122, 339
consistent service performance monitoring 337
consistent traffic treatment 331
consistent treatment 302
control plane 60
protocols 96
convergence 9
conversational class 42
conversational service applications 45
COPS–policy provisioning (COPS-PR) 74
core network (CN) 3, 10, 43
bearer QoS provisioning 299
performance monitoring 426
Core Network and Terminals TSG (TSG-CT) 47
corporate Intranet 18
counters 333, 337
coverage and quality reason handovers 173
CPICH RSCP or $E_c/N_0$ 173
CQI reports 127
CR maximum queuing time 160
CRC 339
CS CN 45
multimedia telephony 11
service applications 10
telephony 10
CS-1 95
CS-2 95
CS-3 95
CS-4 95
dimensioning
  for CS traffic 278
  for PS traffic 278
directed retry 196
disassembly entity 136
discard timer (DT) 180, 183
discrete control rule 412
dispatch table 372
diversity (DHO) branches 251
DLL 298
domain name system (DNS) 77, 424
downlink dedicated physical channel (DL DPCH) 117
  power 173
downlink fractional load 243
downlink load target 244
downlink loading factor 269, 270
downlink power budget 183
download descriptor 15, 16
download time of a webpage 27
download times 32
download user agent 15
drill-down approach 318
drill-down functionalities 377, 381
drive/walk tests 389
DSCP 299
  marking 353
  marking in SGSN and GGSN 419
dual-mode
  GSM/WCDMA handsets 195
dual-transfer mode (DTM) 37, 199, 201
dummy packet 35
dynamic differentiation strategy 398
dynamic IP address 57, 66
dynamic scheduling of common transport
  channels, shared transport channels 106
dynamic simulators 251

E-DCH see enhanced dedicated channel
E-DCH absolute grant channel (E-AGCH) 117
E-DCH control function 137
E-DCH dedicated physical control channel (uplink
  E-DPCCH) 116, 134
E-DCH dedicated physical data channel (E-DPDCH) 116
E-DCH HARQ acknowledgement indicator 117
E-DCH hybrid ARQ indicator channel
  (E-HICH) 117
E-DCH relative grant channel (E-RGCH) 117
E-DCH scheduling function 137
E-DCH TFC selection 135
E-DCH TFC selection algorithm 137
E-DCH transport format combination indication
  (E-TFCI) 122
E-DPCCH power offset 191, 192
E-DPDCH channelisation codes 192
E-DPDCH/DPCCH power ratio 137
E-RNTI 138
E-TFC selection 136
E-TFC selection algorithm 138
E-TFC states 192
$E_b/N_0$ 338, 339
EDGE 35
effective frequency load (EFL) 280
efficient allocation of EDGE resources 156
efficient inter-system cell reselection 156
(E)GPRS see enhanced GPRS
channel coding for PDTCH 96
core plane protocol stacks 96
data rates 67
dimensioning 277
example 288
procedure for CS and PS traffic 278
with capacity and bit rate guarantees 285
with QoS guarantees 286(E)
end-to-end data transmission 94
standarisation 67
element management 387
element management layer (EML) 296, 315, 316, 318
element management systems (EMSs) 295
EM 377
email 15, 326
encapsulating security payload (ESP) 19, 77
encryption 19
header compression 45
end-to-end 4, 5, 26, 27, 33, 327, 420
QoS architecture 57, 68
QoS concept and architecture 58
QoS definition 5
QoS handling 70
R5 QoS architecture 70
service 58
end-user KPIs 31
enhanced dedicated channel (E-DCH) 114
enhanced full-rate traffic channel (E-TCH/F) 100
enhanced GPRS (EGPRS) 8, 44, 45, 67
enhanced telecom operations map (eTOM) 295, 309, 379
enhanced uplink packet access (EUPA) 133
enterprise systems (ESs) 295
error detection 95
$E_b/N_0$ 269
estimated power increase 159
Ethernet 46, 47
ETSI 47, 326
QoS parameters 326
event-triggered measurement reports 167
event-triggered periodic intra-frequency measurement results 168
events
1A 166, 167, 168, 169
1B 166, 167, 168, 169, 170
1C 166, 167, 168, 169, 170
1D 166, 169
1E 166
1F 166
6A 166
6B 166
6F 166, 169
6G 166, 169
evolution data only (EVDO) 52
evolution data optimised (EVDO) 52
‘evolved WCDMA’ systems 52
execution of handover 107
expedited forwarding (EF) 219, 232, 300
explicit congestion notification (ECN) 226, 227
extended GSM (EGSM) 54
extended TBF 67
extended uplink TBF mode 35
external bearer service 60
manager 60
external packet data network (PDN) 44
failures in serving HS-DSCH radio link 170
fair queuing (FQ) 222
fair resource (FR) scheduling 161
algorithm 179
fair throughput (FT) scheduling 161
algorithm 177
fast associated control channel (FACCH) 101
fast hybrid ARQ 130
fault management (FM) 318, 319
feedback information (FBI) 116
field measurement tools 369
file downloading 27
filter specification parameters 73
fitness function 406
flow control 436
algorithm 187
flow identifiers 72, 80, 355
flow information 76
flow-based charging (FBC) 87
forward access channel (FACH) 114, 117
fractional dedicated physical channel (F-DPCH) 117
fractional load 159
frame protocols (FPs) 107
frame relay (FR) 46
frame structure 97
frequency correction burst 98
frequency correction channel (FCCH) 98, 100
frequency division duplex (FDD) 44
frequency hopping (FH) 285
domain hopping sequence (FHS) 97
frequency reuse factor 54
frequency-division multiple access (FDMA) 54
FTP 326
full-rate traffic channel (TCH/F) 100
fuzzy logic 411
G.723.1 12
gain factors 277, 338
gain of QoS differentiation 148
game room 18
game server 18
gaming 17, 25
gaming server 66
gaps in data transmission 156
gate action 82
gate description 72, 73
gate status 72, 73
gateway GPRS support node (GGSN) 33, 44, 46, 72, 222, 346, 349, 416
gateway/traffic plane function (GW/TPF) 87
Gating
  decision 76, 80
  function 72
  information 70
  gauges 337
Gaussian minimum shift keying (GMSK) 67, 97
GB bearer services 45
streaming 46
  conversational 46
Gb interface 44, 45, 46, 58, 67, 93
  architecture 67
General Packet Radio Service (GPRS) 43
  genetic algorithm 406, 407
  geometry factor (G factor) 129, 257, 272, 273
GERAN 45
  WG1 48
  WG2 48
GET
  request 12
  response 13
GGSN 60
  address 57, 66
  counters 350
  selection 425
Global System for Mobile Communications (GSM) 43, 47, 54
GMM protocol 107
GMSK modulation 99
Gn interface 348
Go interface 70, 72, 74, 80, 304
Gp interface 97
GPRS
  attach 32, 97
backbone network 352
bearer session 72, 80
cell coding for PDTCH 95
CN bearer services 58
core network and GPRS backbone troubleshooting 426
data rate 67
detach 97
mobility management 97
network 56
network architecture 43
radio interface 44
GPRS charging identifier (GCID) 74, 82
GPRS Tunnelling Protocol (GTP) 104
GPRS Tunnelling Protocol for the control plane (GTP-C) 97, 109
GPRS/EDGE 45
Gq interface 74, 76, 77, 78
granted minimum DCH allocation time 160, 163
  group factor 242
  grouping of measurements 377
Gs interface 37, 197
GSM see Global System for Mobile Communications
GSM 900 54
GSM Association (GSMA) 49, 52
GSM Memorandum of Understanding (MoU) Association 52
GSM/EDGE radio access network (GERAN) 44
GSM400 54
GSM800 54
GSM850 54
GSM1800 54
GSM1900 54
GTP layer 348
guaranteed bit rate (GB or GBR) 43, 287, 357
guaranteed maximum bit rate 73
guard time slots 143
Gx interface 88
H.323 12
H.324 11, 12
half-rate traffic channel (TCH/H) 100
handover
  and cell reselection in 2G networks 151
  cell reselection performance for PS services 196
  control 164
  delay 171
  due to coverage 172
  due to loading reasons 172
  due to quality 172
  for PS services in 3GPP R6 198
  from a DCH to an HS-DSCH 171
  from GSM to WCDMA 172
  from WCDMA to GSM 172
<table>
<thead>
<tr>
<th>Performance for CS services 199</th>
<th>with QoS differentiation 179</th>
</tr>
</thead>
<tbody>
<tr>
<td>Service priority IE 176</td>
<td>specific measurements 182</td>
</tr>
<tr>
<td>Triggers (uplink and downlink) 173</td>
<td>high-speed uplink packet access</td>
</tr>
<tr>
<td>Types 152</td>
<td>dynamic resource handling 192</td>
</tr>
<tr>
<td>Happy bit 138</td>
<td>QoS control 191</td>
</tr>
<tr>
<td>Hard handover (HHO) 164</td>
<td>with QoS differentiation 190</td>
</tr>
<tr>
<td>HARQ 127</td>
<td></td>
</tr>
<tr>
<td>Acknowledgement (HARQ-ACK) 116, 130</td>
<td></td>
</tr>
<tr>
<td>Entity 135, 137</td>
<td></td>
</tr>
<tr>
<td>Information 122</td>
<td></td>
</tr>
<tr>
<td>Operation 191</td>
<td></td>
</tr>
<tr>
<td>Processes 137</td>
<td></td>
</tr>
<tr>
<td>Profile 192</td>
<td></td>
</tr>
<tr>
<td>Protocol 137</td>
<td></td>
</tr>
<tr>
<td>Hierarchical cell structure (HCS) priorities 176</td>
<td></td>
</tr>
<tr>
<td>High-speed CS data (HSCSD) 67</td>
<td></td>
</tr>
<tr>
<td>High-speed downlink packet access (HSDPA) 33, 52, 124, 129, 217, 338</td>
<td></td>
</tr>
<tr>
<td>Dimensioning 267</td>
<td></td>
</tr>
<tr>
<td>High-speed downlink shared channel (HS-DSCH) 114, 180</td>
<td></td>
</tr>
<tr>
<td>High-speed uplink packet access (HSUPA) 33, 52, 133</td>
<td></td>
</tr>
<tr>
<td>High-speed–dedicated physical control channel (HS-DPCCH) 116</td>
<td></td>
</tr>
<tr>
<td>High-speed–physical downlink shared channel (HS-PDSCH) 118</td>
<td></td>
</tr>
<tr>
<td>High-speed–shared control channel (HS-SCCH) 118</td>
<td></td>
</tr>
<tr>
<td>HLR see home location register</td>
<td></td>
</tr>
<tr>
<td>QoS profiles 69</td>
<td></td>
</tr>
<tr>
<td>Record 56</td>
<td></td>
</tr>
<tr>
<td>Home location register (HLR) 43, 55, 80</td>
<td></td>
</tr>
<tr>
<td>Home subscriber server (HSS) 73</td>
<td></td>
</tr>
<tr>
<td>HS-DSCH</td>
<td></td>
</tr>
<tr>
<td>Cell 168</td>
<td></td>
</tr>
<tr>
<td>Fallback to a DCH 171</td>
<td></td>
</tr>
<tr>
<td>Inactivity 186</td>
<td></td>
</tr>
<tr>
<td>MAC-d flows information elements 181</td>
<td></td>
</tr>
<tr>
<td>Required power 184, 185</td>
<td></td>
</tr>
<tr>
<td>To DCH handover 171</td>
<td></td>
</tr>
<tr>
<td>Provided bit rate 182</td>
<td></td>
</tr>
<tr>
<td>Related feedback signalling 116</td>
<td></td>
</tr>
<tr>
<td>HSDPA see high-speed downlink packet access</td>
<td></td>
</tr>
<tr>
<td>Capacity 188</td>
<td></td>
</tr>
<tr>
<td>Cell throughput 276</td>
<td></td>
</tr>
<tr>
<td>Concept 180</td>
<td></td>
</tr>
<tr>
<td>Coverage area 169</td>
<td></td>
</tr>
<tr>
<td>Dimensioning 274</td>
<td></td>
</tr>
<tr>
<td>Handover algorithm with QoS differentiation 187</td>
<td></td>
</tr>
<tr>
<td>Power 184, 270</td>
<td></td>
</tr>
<tr>
<td>QoS parameters 183</td>
<td></td>
</tr>
<tr>
<td>Throughput 275, 276</td>
<td></td>
</tr>
<tr>
<td>Transmission power 185, 271</td>
<td></td>
</tr>
<tr>
<td>IANA see Internet Assigned Numbers Authority</td>
<td></td>
</tr>
<tr>
<td>ICID 74, 82</td>
<td></td>
</tr>
<tr>
<td>Identifier of the network service entity (NSEI) 93</td>
<td></td>
</tr>
<tr>
<td>Identify a customer traffic flow 355</td>
<td></td>
</tr>
<tr>
<td>Idle mode 112</td>
<td></td>
</tr>
<tr>
<td>Idle state 35</td>
<td></td>
</tr>
<tr>
<td>IEEE 802.11 202</td>
<td></td>
</tr>
<tr>
<td>IEEE 802.11e 202, 204</td>
<td></td>
</tr>
<tr>
<td>IETF organisation 51</td>
<td></td>
</tr>
<tr>
<td>IETF-defined Remote Authentication Dial In User Service (RADIUS) 74</td>
<td></td>
</tr>
<tr>
<td>IKE tunnel 19</td>
<td></td>
</tr>
<tr>
<td>IMEI checking repetition rate 422</td>
<td></td>
</tr>
<tr>
<td>Immediate retrieval 13, 14</td>
<td></td>
</tr>
<tr>
<td>Impact</td>
<td></td>
</tr>
<tr>
<td>Of flow control 435</td>
<td></td>
</tr>
<tr>
<td>Of parameter settings 430</td>
<td></td>
</tr>
<tr>
<td>Of performance enhancing proxies 436</td>
<td></td>
</tr>
<tr>
<td>Of traffic characteristics 433</td>
<td></td>
</tr>
<tr>
<td>Imperative handover 152</td>
<td></td>
</tr>
<tr>
<td>IMS 12, 69, 304, 355</td>
<td></td>
</tr>
<tr>
<td>Application session 72</td>
<td></td>
</tr>
<tr>
<td>Service 80</td>
<td></td>
</tr>
<tr>
<td>Session 69, 78</td>
<td></td>
</tr>
<tr>
<td>Identifier 72</td>
<td></td>
</tr>
<tr>
<td>Initiation or modification 78, 83, 84</td>
<td></td>
</tr>
<tr>
<td>Release 85, 86</td>
<td></td>
</tr>
<tr>
<td>System 80</td>
<td></td>
</tr>
<tr>
<td>Inactivity timer 161, 186, 401, 412</td>
<td></td>
</tr>
<tr>
<td>Incremental redundancy (IR) 125, 131, 137</td>
<td></td>
</tr>
<tr>
<td>Information systems (ISs) 295</td>
<td></td>
</tr>
<tr>
<td>Instant messaging (IM) 25, 26</td>
<td></td>
</tr>
<tr>
<td>Instant messaging protocol 15</td>
<td></td>
</tr>
<tr>
<td>Institute of Electrical and Electronics Engineers (IEEE) 47</td>
<td></td>
</tr>
<tr>
<td>Integrated service (IntServ) 232</td>
<td></td>
</tr>
<tr>
<td>Integrity monitoring 333, 338</td>
<td></td>
</tr>
</tbody>
</table>
integrity of the service 315
intelligent edge 215, 421
intelligent optimisation
  algorithms 390
  process 390
inter-frequency and/or inter-RAT (GSM/EGPRS)
  handovers 166
inter-frequency
  handovers 164, 172, 174
  measurement reporting criteria 166
inter-quartile range (IQR) 361
inter-RAT
  GSM/EGPRS measurement-reporting criteria
    166
  handover (or cell reselection) causes 173
  handover 172, 174
  handover measurements 177
inter-system 38
  directed retry 196
  handovers 37, 164, 196, 199
inter-working between different releases 331
interactive 42
  class 42
  gaming 325
interfaces
  A 45
  Abis 46
  Gb 44, 45, 46, 58, 67, 93
  Gq 77
  Gn 348
  Go 70, 72, 74, 80, 304
  Gp Iu 44, 45, 58, 64, 65, 79
  Gq 74, 76, 77, 78
  Gx 88
  Iub 46, 47
  Iu-cs 45
  Iu-ps 45, 46, 348
  Rx 88, 89
  Sp 88
  Um 44, 45
  Uu 44, 45
interference 287
international mobile subscriber identity (IMSI) 92,
  111, 355
Internet 44, 50, 56, 66
Internet Architecture Board (IAB) 50
Internet Assigned Numbers Authority (IANA) 51,
  77
Internet drafts 51
Internet Engineering Steering Group (IESG) 50
Internet Engineering Task Force (IETF) 46, 50,
  299
Internet key exchange (IKE) 19
Internet Research Steering Group (IRSG) 51
Internet Research Task Force (IRTF) 50
Internet Security Association 19
Internet services 18
Internet Society (ISOC) 50
Internet standards 50
intra-frequency
  handovers 164
  hard handover 168
  measurement reporting criteria 166
  mobility with HSDPA 168
  mobility with HSUPA 172
intra-Node B HS-DSCH to HS-DSCH handover
  170, 171
IP (Internet Protocol)
  address 44, 66, 72, 80, 82, 355
  and TCP/UDP 5
  bearer service manager 70
  flows 70, 72, 73
  layer 298
  networks 46, 55
  QoS functions 298
  QoS methods 46
  transport 47
IP Multimedia Subsystem (IMS) 206
IP Multimedia Subsystem (IMS)-based services
  203
IP/MPLS 232
IP security (IPsec) 18, 77
  tunnels 19
IPv4 56, 66
IPv6 66
ITU international mobile telephony (IMT-2000)
  52
ITU World Administrative Radio Conference 53
ITU-T 328
  model for user-centric QoS categories 328
  performance targets for audio and video
    applications 329
  performance targets for data applications 330
Iu bearer service 59, 60
Iu interface 44, 45, 58, 64, 65, 79
Iu mode 45, 66
Iu-cs interface 45
Iu-ps interface 45, 46, 348
Iub 46, 47
Iur congestion 168
jitter computation 342
Key Management Protocol (ISAKMP) 19
key performance indicators (KPIs) 6, 27, 430
key performance parameters and target value 329,
  330
key quality indicators (KQIs) 380
KPI see key performance indicators
  reporting 377
Index

latency 347, 349
Layer 2 signalling link establishment 112
Layer 4/7 lookup mechanism 216, 217
learning machine 391
liaison statements (LSs) 47
Lightweight Directory Access Protocol (LDAP) 19
lightweight mobility detection and response (LMDR) algorithm 198
link adaptation 128
LLC see Logical Link Control
connection 94
protocol 92, 93
SDU transfer delay 347
load balancing 195
between GSM and WCDMA 201
load control 163, 267
actions 163
load excess indicator 194
load-based handover 175, 176
measurements 177
triggers 175
loading due to DCH traffic 268
lobby 18
local area network (LAN) 4, 236
local bearer service manager 60
location area code (LAC) 165
location area update (LAU) 197
logical channel (MAC-d flows) priorities 193
logical channel ID 139
logical channels (LoCHs) 97, 106, 109
Logical Link Control (LLC) 92, 93, 333

MAC see Medium Access Control
architecture at the UE 135
header 95
MAC-d
flow 180
multiplexing of different logical channels 131
throughput 186
MAC-e
demultiplexing 135
multiplexing 135
MAC-es entity 136
MAC-es/-e entity 135
MAC-hs 125, 180
flow control 132
guaranteed bit rate (MAC-hs GBR) 182, 183
packet scheduler 132, 180, 188, 189
macrodiversity 164
selection 136
management system interactions 297
management tree 306
manual optimisation 392
mapping
between 3GPP traffic class and DSCP values 420
between logical channels and transport channels 111
between QoE and QoS performance 366
between subsets of PDP context attributes and upper layer protocols 331
between the 'authorised QoS' for the bearer and the UMTS QoS parameters (CN QoS) 301
from R97/98 to R99 213
function 63
of 3GPP QoS attributes onto IETF DiffServ 301
of 3GPP QoS parameters onto Edge DiffServ 301
of applications onto particular subsets of QoS attributes 431
of IETF DiffServ onto a backbone class of service (CoS) 301
of packet data channels 102
of QoS attributes 64
of radio bearers onto transport channels 123
of service applications onto 3GPP QoS parameters 301
of services onto priority pipes 303
of services onto traffic priorities 402
of transport channels onto physical channels 114
tables 176
maximum
active set size 167
allowed bit rates 160, 161, 163, 401, 412
bit rate 63, 72, 73, 80, 357
cell power 184
PDCH usage 336
QoS class 73
queuing time 159, 401, 412
requested bit rate 78
service data unit (SDU) size 64
uplink UE power 192
maximum transmission unit (MTU) 428
MBMS indicator channel (MICH) 118
MBMS point-to-multipoint control channel (MCCH) 110
MBMS point-to-multipoint scheduling channel (MSCH) 111
MBMS point-to-multipoint traffic channel (MTCH) 111
MCS-1 to MCS-9 95
mean 360
mean arrival intensity 245
mean arrival rate 242
mean opinion score (MOS) 358
mean PDCH usage 336
mean service time 242, 245
mean throughput 55, 347, 349
Measurement Event 1D 169
measurement period 257
measurement reporting
criteria 165
from mobile terminals 165
measurement results 358
measurement type 165
media component 72
description 76
media gateway 209
media object 15, 16
media server 16
media stream 16
media type 78
information 73
median 361
Medium Access Control (MAC) 93, 106
messaging 26, 326
meter 299
MFA Forum 47
minimal sample size 364
minimum
allocation time 412
allowed bit rate 160, 161, 163, 179, 401, 412
DCH allocation time 401
spreading factor 192
MMS see Multimedia Messaging Service
client 13, 14
proxy-relay 13, 14
server 13
mobile
IP 204
phone 44
QoS agent 370
quality analyser system architecture 373
radio frequency channel allocation (MA) 97
terminal provisioning tools 311
terminal QoS provisioning 305
termination (NT) 43
mobile allocation index offset (MAIO) 97
mobile country code (MCC) 165
mobile evaluated handoffs (MEHO) 164
mobile network code (MNC) 165
mobile network operators (MNOs) 2
mobile network virtual operators (MVNOs) 2, 201, 370
mobile network-enhanced logic (CAMEL) 43
mobile objective score (MOS) 432
mobile satellite spectrum (MSS) communications 54
mobile service switching centre (MSC) 209
mobile station (MS) 44
mobile terminal management server (MTMS) 311
mobility
across WLAN 204
management 45
management for circuit-switched MM and PS
domains (GMM) 103
with HSDPA 166
modulation and coding scheme (MCS) 67, 95, 127
modulation scheme 121
moments 360
monitored set cells 166
mouth-to-ear delay 29
MPEG-4 12
MPLS backbone 352
MQoS agent functional elements 371
MS see mobile station
in data transfer mode 157, 158
in idle mode 157
radio access capability 93
MSC server 209, 212
MSISDN 355
MT 44
multi-mode UE 202
multi-player game 17, 18
multi-RAB connection 199
multicasting groups 18
multiframes 98
for speech and data 99
structure for PDCH 100
multimedia (MM) 327
CS calls 11
messaging 26
Multimedia Messaging Service (MMS) 13, 15, 16, 26
multiplexing
and TSN setting 135
of logical channels in MAC-e PDUs 191
multiprotocol label switching (MPLS) 46, 233, 237
multiradio 37
multislot configuration 103
multivendor networks 379
NCCR procedure 157
negotiated
QoS profile 57, 66, 80, 82
SDP parameters 80
UMTS QoS information 79
neighbouring cell
in the GSM/EGPRS network 165
in the WCDMA network 165
lists 165
network
and service assurance 312
dimensioning 239
element layer 296
initiated cell reselection from WCDMA to GSM/EGPRS 172
initiated cell reselection from WCDMA to GSM/GPRS 173
planning 5
scope 354
service virtual connections 93
network access server application (NASREQ) 77, 89
network colour code (NCC) 165
network control (NC) order 154
network elements (NEs) 315, 318
network evaluated handoffs (NEHO) 164
network layer SAP identifier (NSAPI) 92
network management layer (NML) 296, 315, 316, 319
Network management systems (NMSs) 6, 295, 377
network manager (NM) 319, 377
network resources/objects (NRs) 308
network service entities (NSEs) 93
network service virtual channel (NS-VC) 429
layer 348
network-assisted cell change (NACC) 37, 67, 158, 197
network-controlled cell reselection (NCCR) 154
next generation networks (NGNs) 206
NGB bearer 45
service 46
interactive 46
background 46
Node B 46
controlled scheduling 137
nominal bit rate (NBR) 286, 287
non-access stratum (NAS) 103
non-conformance actions 354
non-guaranteed bit rate (NGB) services 123
non-HSDPA power measurement 182
‘non-QoS-aware’ terminal 302, 304
non-scheduled
E-DCH 191
grant 139, 192
transmission 139
transmission MAC-d flows 192
non-transparent (NT) data 337
Nordic Mobile Telephone (NMT) systems 54
normal burst 98
normal distributions 362, 363
notification channel (NCH) 101
NRT (or NGB)
applications 45
background classes 58
bearers 43, 45, 73
interactive classes 58
services 58
OBEX 306
object delivery time 367
object transfer delay 257
objective measurements 366
octagonal phase shift keying (8-PSK) 67, 99
modulation 97
offered load 242
OMA device management 305
open API 216
Open Mobile Alliance (OMA) 12, 18, 305
operation support system (OSS) 311
operations systems (OSs) 295, 308
operator processes for public land mobile network (PLMN) management 387
OPEX 392
optimisation 7
process 386, 389, 427
workflow 392
orthogonality (\(\alpha\)) 244
orthogonality factor 159
OS level optimisation and automation 392
outer-loop power control 109
over-the-air (OTA) configuration 311, 313
overload
control with DCH and HS-DSCH users 186
offset 244
situation 159
threshold 159, 243
overprovisioning 212
P-CSCF 70
packet
bit rate scheduler 160
classifiers 72, 73
confidentiality 18
data channels 101
data performance 356
data transfer across WCDMA networks 103
data transfer across EGPRS networks 91
idle mode 95
integrity 18
origin authentication 18
PSI status procedure 158
scheduler 188
scheduling algorithm 193
transfer delay 357
transfer mode 95
packet access grant channel (PAGCH) 102
packet associated control channel (PACCH) 102
packet broadcast control channel (PBCCH) 102
packet control unit (PCU) 92
Packet Data Convergence Protocol (PDCP) 104
Packet Data Protocol (PDP) 46
packet data traffic channel (PDTCH) 102
packet flow context (PFC) 58, 67, 94, 224
for the Gb interface 67
packet notification channel (PNCH) 102
packet paging channel (PPCH) 101
packet random access channel (PRACH) 101
packet round trip time (RTT) 28, 30, 33, 35
packet scheduler 188
packet system information (PSI) 37, 158
packet temporary mobile subscriber identity (PTMSI) 92, 111
packet timing advance control channel, downlink (PTCCH/D) 102
packet timing advance control channel, uplink (PTCCH/U) 102
packet-switched (PS) networks 41
service applications 12
traffic totally controlled by the network 156
paging channel (PCH) 101, 114, 117
paging control channel (PCCH) 110
paging
delay 34
mode 32
paging indicator channel (PICH) 118
passive approach 373
passive measurements 374, 379
path loss generator 252
PCU frames 94
PDCH availability 335
PDF see policy decision function
address 80
function 298
identifier 72
QoS authorisation 78
P-CSCF address 72
PDP see Packet Data Protocol
address 107
context 55, 65, 92, 107, 346
activation 32, 80, 97
activation for the Iu interface 65
activation rejection ratio 347
deactivation 85, 86, 97
identifier 107
modification 83, 84
session access time 356
session blocking ratio 356
session performance parameters 356
session retain ability 356
context setup time 347
type 107
peak throughput 55
Pearson–Clopper limits 363
peer-to-peer (P2P) 216
penalty timer 186
per-hop behaviours (PHBs) 232
performance management (PM) 318, 319, 377
performance
metrics 315
monitoring 243
monitoring based on bearer service attributes 331
targets for video streaming 357
performance-enhancing proxies (PEPs) 436
periodic reporting 169
periodical
cell update 113
CPICH $E_b/N_0$ measures 169
UL $SIR_{error}$ measures 170
permanent virtual circuit (PVC) 416
person-to-person
communication 29
game 17
personal communications system (PCS) 54
personal handy phone system (PHS) 52
PFC procedure 65
physical
bearer service 59
channels 97, 113, 114
layer
models 122
models for HSUPA 134
structure in HSDPA 126
random access channel (PRACH) 116
pilot symbols 116
ping-pong effects 153
PLMN Id 165, 217
PLMN identifier (MCC and MNC) 165
PoC see Push to talk over Cellular
client 21, 22
delays 34
deployment 244
group size 247
participant 22
server 22, 35
policy 305, 308, 310
management tool 309
target 310
based management 297
based QoS management 309
policy and charging control (PCC) 87
policy and charging enforcement function (PCEF) 87
Policy and Charging Rules Function (PCRF) 87, 88
policy consumer (PC) 310
policy decision function (PDF) 70, 77, 83, 304
policy decision point (PDP) 310
policy enforcement point (PEP) 69, 310
port numbers 72
post-processing 318
   and statistical methods 358
power
   control 164
   control headroom 269, 270
   increase estimator 185
measurements on an associated DPCH 130
   of the HS-SCCH 127
offset 134, 135, 185, 193
offset for reference E-TFC(s) 191, 192
power budget (PB) 160, 259, 270
preamble 116
precedence class 55
presence 25
primary common control physical channel (P-CCPCH) 117
primary common pilot channel (P-CPICH) 117
   scrambling code 165
primary PDP context 55, 80
primary SCH 118
priority
   ‘pipes’ 301, 302, 332, 353
   handling between UEs 106
   step parameter 160
probability density functions (PDFs) 360
process call function 252
protocol analysers 370
   and mechanism 305
proxy-cell session control function (P-CSCF) 69, 78, 80, 83
PS CN 57
PS domain 41, 42, 45
   control plane protocol stack 109
   user plane protocol stack 105
PS
   handovers 45, 199
   service performance 26
   territory 432
PTT 20, 21, 29, 33
public land mobile network (PLMN) 43
Push to talk over Cellular (PoC) 20, 21, 29, 33, 242, 289
QoE see quality of end-user experience
   indicators 367
   KPIs 320, 321, 323, 324
   measurements 370
   monitoring framework 319
   monitoring tools 369, 373
   value chain 2, 322
QoE and QoS
   aspects in 3GPP–WLAN inter-working 204
   assurance 315
   concepts 3
   management 5
mapping 368
measurement tool setup 375
monitoring 6, 305
   conceptual architecture 316
   process 316
   optimisation 385
   performance data 316
   reports 316
QoS see quality of service
   amendments in R6 74
architecture 58
authorisation (authorised QoS) 69, 72, 76, 80, 83, 87
authorisation in 3GPP R5-compliant networks 304
aware devices 305
aware terminal 302, 304
   characteristics in the RAN 64
   class 45, 78, 80
   class in the ‘authorised QoS’ 73
   concept 42, 58
   concept and architecture 54
   consistency 308
differentiation 183, 401
   in R97/98 EGPRS radio access networks 145
   in R99 or later EGPRS radio access networks 148
fault conditions 316
handling between the SGSN and BSS 67
handling in R5 70
in an R4 network 210
in the GPRS backbone 353
in transport network 46
management functions in access networks 141
   in GERA networks 142
   in UTRA networks 158
   in UTRAN 252
mapping between R97 and R99 onward 68
   functions in the UE, GGSN, P-CSCF and PDF 78
   in the network layer 301
   measurements 361, 360
   metrics 326
   monitoring in BSS 332
   in packet core and backbone networks 346
   in RAN 336
   negotiation 45, 57
   optimisation in core and backbone networks 416
   in EGPRS radio access networks 399
   in GERA networks 393
   in GPRS radio access networks 393
   in UTRA networks 401
   in WCDMA radio access networks 401
QoS (cont.)
parameters 46, 56, 65, 321, 367
mapping 70
QoS profile 66
performance parameters 354
bearer availability 356
for a fixed IP network 355
jitter 356
loss 356
packet delay 356
throughput 356
policies 58
profile 56, 93, 107
for push to talk 3G/2G 433
for video streaming 434
provisioning 6, 293
provisioning tools 308
renegotiation 196
traffic management functions in 3G SGSN 220
related measurements 359
QPSK 118
quality of end-user experience (QoE) 1, 3, 26
quality of service (QoS) 1, 3, 41
quality targets (BLER and SIR) 66
quantiles 360
quantum 149
quasi-static tools 251
queuing 300

R4 (Release 4) 45, 49, 50
R5 (Release 5) 45, 49, 50, 68
GGSN 70
Go 89
Go functionality 74
Go interface 79
QoS amendments 69
QoS architecture for the control plane 71
R5 and R6 QoS parameter mapping 78
R6 (Release 6) 49, 45, 50, 74
amendments 79
FBC architecture 88
FBC functionality 88
FBC Rx and Gx interfaces 87
Gx 89
PDF 74
QoS authorisation 79
QoS functionality 74
Rx interface 88
R7 (Release 7) 45, 49, 50, 87
Gx 89
PCC 88
standardisation 87
R97 45, 46, 49
GGSN 68
negotiated QoS profile 346
QoS attributes 68
R97/98 45
PDP context establishment procedure 56
QoS functionality 57
QoS profile 55
specifications 55, 57
R98 (Releases 97 and 98) 46, 49, 55
R99 (Release 99) 45, 49, 50, 57
attributes 68
to-end QoS architecture 59
concept 58
concept and functionality 65
Gb interface 58
negotiated QoS profile 347, 349, 350
PDP context activation 65
QoS architecture 58
functions for the UMTS bearer service in the
control plane 61
functions for the UMTS bearer service in the
user plane 62
profile 63
specifications 57
SGSN 68
specifications 60
RA update 97
RAB see radio access bearer
assignment procedure 343
attributes 432
attributes for UTRAN and GERAN 108
management 344
manager 60
release request procedure 343
reservation procedure 58, 64
service attributes 59, 63, 64
success ratio 344
RACH message part 116
radio
bearer service 59
block structure 95
block(s) 94, 95
channels 97
core and transport 293
core and transport QoS provisioning 297
frame 114
interface protocol architecture 109
link 113, 116
link addition 168
link budget 276
link removal 168
priority 57, 66
QoS functions 298
resource handover 152
radio access bearer (RAB) attributes 180
radio access network (RAN) 43, 58, 65
Index

radio frequency channels (RFCHs) 97
Radio Link Control (RLC) protocol 104, 333
radio link set (RLS) 123
radio network temporary identity (RNTI) 112
Radio Resource Control (RRC) protocol 64
radio resource indication (RRI) period 252
radio resource management (RRM) 141, 267
functions 242
RADIUS 76
Radius server 19
railways GSM (RGSM) 54
RAN Application Part (RANAP) 107
RAN
WG1 48
WG2 48
WG3 48
WG4 48
random access channel (RACH) 101, 114
random access transmission 116
random early detection (RED) 220, 221, 226, 227, 300
random process 359
random variable 359
rapid field drops 153
rate matching 127, 338
ratio of allocation failure 335
re-establishment of the RRC connection 112
Real Time Streaming Protocol (RTSP) 16
Real-time Transport Protocol (RTP) 16, 23, 33, 51
rebuffering 257
redundancy version (RV) of the HARQ
transmission 135
redundancy version 122
redundancy version/constellation 121
relative grants 138
Release 2000 49
release of an RRC connection 112
reliability class 55
reliability of the bearer service 344
remote server access (Telnet) 325
removal hysteresis 168
reordering queue distribution function 136
replacement hysteresis 168
reporting of measurement results 165
reporting range 168
repository 372
requested QoS 80
profile 56, 65
requests for comments (RFC) 51
Reservation Protocol (RSVP) 5, 70
residual bit error ratio 64
residual error rates 55
resource request priority (RRP) 158
response time 367
retainability 315
retransmission sequence number (RSN) 122, 135
rich call 25
RLC see Radio Link Control
buffer status 186
data block transfer 93
data blocks 95
functions 93
header 95
protocol 66
retransmission rate 341
throughput 332
RLC-C protocol 109
RNC identifier 165
roaming 217
role 310
round trip time (RTT) 427
routing area (RA) 92
routing area code (RAC) 165
routing area update (RAU) 36, 197
routing configuration 424
RR connection 94
RRC see Radio Resource Control protocol
connection 112
connection establishment procedure 112, 343
protocol 107
protocol states and state transitions 111, 112
RT (or GB) UMTS bearers 73
RT
application 45
bearer 43
bearer services 45
conversational classes 58
services 58
streaming classes 58
RTCP 23, 33
Rx 88, 89
SA
WG1 47
WG2 47
safety guard between CS and PS territories 283
safety margin 287
sampling period for power measurement 366
satisfaction criteria 402
SBLP enforcement point 70
scheduled capacity (SC) 259
scheduled E-DCH users 191
scheduling 300
function 145
grants 137
information 138
priority 192
requests 137
scheduling function 145
scheduling priority indicator (SPI) 131, 180, 183
<table>
<thead>
<tr>
<th>Term</th>
<th>Page(s)</th>
</tr>
</thead>
<tbody>
<tr>
<td>scheduling step size (SSS)</td>
<td>145</td>
</tr>
<tr>
<td>scrambling and channelisation codes</td>
<td>114</td>
</tr>
<tr>
<td>SDP see Session Description Protocol</td>
<td>69, 72</td>
</tr>
<tr>
<td>attributes</td>
<td>78</td>
</tr>
<tr>
<td>characteristics</td>
<td>83</td>
</tr>
<tr>
<td>media components</td>
<td>78</td>
</tr>
<tr>
<td>parameters</td>
<td>76, 80, 83</td>
</tr>
<tr>
<td>QoS requirements</td>
<td>78</td>
</tr>
<tr>
<td>session description</td>
<td>72</td>
</tr>
<tr>
<td>SDU see service data unit</td>
<td>64, 341, 357</td>
</tr>
<tr>
<td>error ratio</td>
<td>341, 357</td>
</tr>
<tr>
<td>format information</td>
<td>64</td>
</tr>
<tr>
<td>loss ratio</td>
<td>357</td>
</tr>
<tr>
<td>seamless services</td>
<td>203</td>
</tr>
<tr>
<td>second-generation (2G)</td>
<td>7</td>
</tr>
<tr>
<td>CN</td>
<td>45</td>
</tr>
<tr>
<td>secondary common control physical channel (S- CCPCH)</td>
<td>117</td>
</tr>
<tr>
<td>secondary common pilot channel (S-CPICH)</td>
<td>117</td>
</tr>
<tr>
<td>secondary PDP context</td>
<td>16, 58, 68, 80</td>
</tr>
<tr>
<td>secondary SCH</td>
<td>118</td>
</tr>
<tr>
<td>secure HTTP (HTTPS)</td>
<td>15, 16</td>
</tr>
<tr>
<td>secure socket layer (SSL)</td>
<td>18</td>
</tr>
<tr>
<td>security gateway</td>
<td>19</td>
</tr>
<tr>
<td>security procedures</td>
<td>56</td>
</tr>
<tr>
<td>selection of the target layer</td>
<td>177</td>
</tr>
<tr>
<td>server-based game</td>
<td>17</td>
</tr>
<tr>
<td>service access point (SAP)</td>
<td>5</td>
</tr>
<tr>
<td>service</td>
<td>3, 315, 347, 349</td>
</tr>
<tr>
<td>accessibility</td>
<td>3</td>
</tr>
<tr>
<td>activation</td>
<td>3</td>
</tr>
<tr>
<td>access</td>
<td>3</td>
</tr>
<tr>
<td>application performance</td>
<td>30, 35</td>
</tr>
<tr>
<td>improvement</td>
<td>429</td>
</tr>
<tr>
<td>assurance process</td>
<td>380</td>
</tr>
<tr>
<td>assurance solution for NMS</td>
<td>374</td>
</tr>
<tr>
<td>based handover</td>
<td>175, 176</td>
</tr>
<tr>
<td>blocking</td>
<td>3</td>
</tr>
<tr>
<td>continuity</td>
<td>203</td>
</tr>
<tr>
<td>coverage</td>
<td>3</td>
</tr>
<tr>
<td>creation and deployment</td>
<td>311, 312</td>
</tr>
<tr>
<td>data unit error ratio</td>
<td>341</td>
</tr>
<tr>
<td>handover IE value</td>
<td>176</td>
</tr>
<tr>
<td>handover information element (IE)</td>
<td>174</td>
</tr>
<tr>
<td>integrity</td>
<td>3</td>
</tr>
<tr>
<td>throughput</td>
<td>3</td>
</tr>
<tr>
<td>delay</td>
<td>3</td>
</tr>
<tr>
<td>delay variation (or jitter)</td>
<td>3</td>
</tr>
<tr>
<td>data loss during user data transmission</td>
<td>3</td>
</tr>
<tr>
<td>level approach using statistical samples</td>
<td>320</td>
</tr>
<tr>
<td>level management</td>
<td>381</td>
</tr>
<tr>
<td>management solution for NMS</td>
<td>311</td>
</tr>
<tr>
<td>and mobile terminal QoS provisioning</td>
<td>301</td>
</tr>
<tr>
<td>multiplexing for common transport channels</td>
<td>106</td>
</tr>
<tr>
<td>multiplexing for dedicated transport channels</td>
<td>106</td>
</tr>
<tr>
<td>optimisation</td>
<td>386, 387</td>
</tr>
<tr>
<td>concept and architecture</td>
<td>386, 387</td>
</tr>
<tr>
<td>framework and process</td>
<td>387</td>
</tr>
<tr>
<td>loop</td>
<td>388</td>
</tr>
<tr>
<td>outage with the NCCR</td>
<td>156</td>
</tr>
<tr>
<td>performance</td>
<td>199</td>
</tr>
<tr>
<td>characteristics</td>
<td>301</td>
</tr>
<tr>
<td>in UTRA-GERA networks</td>
<td>195</td>
</tr>
<tr>
<td>planning</td>
<td>239</td>
</tr>
<tr>
<td>provisioning in (E)GPRS and WCDMA networks</td>
<td>302</td>
</tr>
<tr>
<td>and QoS management</td>
<td>386</td>
</tr>
<tr>
<td>QoS provisioning</td>
<td>293, 302</td>
</tr>
<tr>
<td>retainability</td>
<td>3</td>
</tr>
<tr>
<td>schedule</td>
<td>354</td>
</tr>
<tr>
<td>security (authentication, authorisation and</td>
<td>3</td>
</tr>
<tr>
<td>accounting)</td>
<td>3</td>
</tr>
<tr>
<td>setup time</td>
<td>3</td>
</tr>
<tr>
<td>type</td>
<td>176</td>
</tr>
<tr>
<td>unavailability</td>
<td>3</td>
</tr>
<tr>
<td>service configurator (SC)</td>
<td>310</td>
</tr>
<tr>
<td>service level agreements (SLAs)</td>
<td>231, 319, 354</td>
</tr>
<tr>
<td>service-based local policy (SBLP)</td>
<td>69, 304</td>
</tr>
<tr>
<td>service management systems (SMSs)</td>
<td>295</td>
</tr>
<tr>
<td>service quality management (SQM)</td>
<td>319, 379, 380, 381</td>
</tr>
<tr>
<td>serving CSCF (S-CSCF)</td>
<td>80</td>
</tr>
<tr>
<td>serving E-DCH cell</td>
<td>123</td>
</tr>
<tr>
<td>serving GPRS support node (SGSN)</td>
<td>43, 56, 57, 65, 66, 298, 346, 416</td>
</tr>
<tr>
<td>serving grant (SG)</td>
<td>138</td>
</tr>
<tr>
<td>serving HS-DSCH</td>
<td>168</td>
</tr>
<tr>
<td>radio link is handed over to DRNC</td>
<td>170</td>
</tr>
<tr>
<td>Session Description Protocol (SDP)</td>
<td>16, 51, 74, 78</td>
</tr>
<tr>
<td>Session Initiation Protocol (SIP)</td>
<td>12, 24, 33, 51, 74, 80</td>
</tr>
<tr>
<td>Session Management (GMM/SM) protocol</td>
<td>97</td>
</tr>
<tr>
<td>session management (SM)</td>
<td>92, 103</td>
</tr>
<tr>
<td>share of subscription</td>
<td>242, 245</td>
</tr>
<tr>
<td>Short Message Service (SMS)</td>
<td>18, 43</td>
</tr>
<tr>
<td>for PS and CS domains</td>
<td>103</td>
</tr>
<tr>
<td>signalling</td>
<td>347, 349</td>
</tr>
<tr>
<td>connection management</td>
<td>345</td>
</tr>
<tr>
<td>latency</td>
<td>422</td>
</tr>
<tr>
<td>PDP context</td>
<td>80</td>
</tr>
<tr>
<td>signature</td>
<td>116</td>
</tr>
<tr>
<td>simple rules</td>
<td>415</td>
</tr>
<tr>
<td>simulator for radio interface dimensioning</td>
<td>240</td>
</tr>
<tr>
<td>SINR</td>
<td>268, 269, 271</td>
</tr>
<tr>
<td>SIP see Session Initiation Protocol proxy</td>
<td>70</td>
</tr>
<tr>
<td>signalling</td>
<td>72, 83, 305</td>
</tr>
<tr>
<td>SIP/IMS services</td>
<td>304</td>
</tr>
</tbody>
</table>
Index 457

SIR target 338
SIRerror measures 169
site selection diversity technique (SSDT) 116
site switch 353
skewness 361
SLA monitoring 381
slave channels 287
sliding window 339
Slotted ALOHA 116
slow associated control channel (SACCH) 101
slow-start 28
SM protocol 107
SMG group 47
SMS protocol 107
SNMP 310
soft and softer handover (SHO) 164, 167, 251
solo game 17
solution for IMS service management 312
source statistics descriptor 64
Special Mobile Group (SMG) 43
spectral efficiency (SE) 177, 180, 257, 405
gains 150, 177, 405
gains provided by service differentiation 147
spectrum allocation 52
spreading factor 116, 338
SQM concept 382
stand-alone dedicated control channel (SDCCH) 101
standard deviation 361
start to talk time 33
statistical confidence
on a proportion 364
on measured data 364
on measurement of time 366
statistical distribution 359
statistical sample 320
status code 13
steady state 28
Stop And Wait (SAW) 130
Stop And Wait HARQ protocol 137
Stream Control Transmission Protocol (SCTP) 77
streaming 42, 46
applications 28, 42, 45
bearer service 45
media 16
quality 28
service 16
strict priority principle 159
Student t-distribution 364
sub-agent 372
Sub-network Dependent Convergence Protocol (SNDCP) 92
subframe 116
subjective measurements 366
subscribed QoS profile(s) 56
subscriber HLR record 66
subscriber profile repository (SPR) 88
subscriber’s QoS profile(s) 66
subscription control 60
management 312
subset of QoS attributes 301
of QoS parameters 337
superframes 98
supplementary services (SS) 104
synchronisation 28
burst 98
synchronisation channel (SCH) 98, 100, 118
synchronised change of the serving HS-DSCH cell 168
synchronised radio link reconfiguration 170, 171
SyncML
DM protocol 305, 306, 307
representation protocol 305
system information (SI) 197
system information blocks (SIBs) 165
talk bursts 29
target bit rate $BR_{target}$ 160, 183, 186
target cell evaluation process 153
HSDPA-capable cell 170
power threshold 184
value for the non-serving E-DCH 193
value of received uplink power 192
TCP 18, 28, 36, 37, 77
congestion control mechanism 198
delays 197
performance 38
retransmission time-outs (RTO) 197
TCP-friendly rate control (TFRC) 39
TDMA frame number (FN) frames for speech and data 99
scheme 97
TE 44
technical report (TR) 50
technical specification (TS) 50
Telecommunication Technology Committee (TTC) 47
telecommunications management network (TMN) 293
Telecommunications Technology Association (TTA) 47
temporary block flow (TBF) 94, 145
procedure 67
starting time indication 93
temporary flow identity (TFI) 93
temporary identification 56
temporary logical link identity (TLLI) 92, 93
temporary mobile subscriber identity (TMSI) 111
terminal 44
capabilities 199
terminal equipment (TE) 43
terminal equipment/mobile termination local
bearer service 59
terminal QoS provisioning 293
territory setting 143
textual reporting 374
third-generation (3G) 7
network 43
threshold for soft handover 168
throughput 357
class 55
computation 334, 340
time division duplex (TDD) 44
time division multiple access (TDMA) 44, 54
time division multiplexing (TDM) 46, 212
time division-code division multiple access (TD-CDMA) 44
time division-synchronous code division multiple access (TD-SCDMA) 44
time interval (hysteresis) 175
time slot (TS, TSL) 54, 97
capacity 279
time slot number (TN) 97
time slot sequence 97
time to trigger 168, 169, 175
timer discard 341
timing relationship between physical channels 118
TMN model for management hierarchy 294
token bucket 223, 299
top-down approach 4, 5, 322
total E-DCH power ratio (PR) 193
total wideband power in the cell 193
trace function 66
traffic
channels 100, 111
class 63, 325
conversational 63, 325
streaming 63, 325
interactive 63, 325
background 63, 325
conditioner in the MT 60
congestion 190
differentiation 216
flows 354, 355
generator 252
handling priority 64
management 218
in 2G SGSN 416
in GGSN 419
mixes 408
models 245, 254, 361, 403
profile 354, 357
reason handover 153
volume measures 106
transaction identifier (TI) 92
transfer delay 64
computation 342
translation functions
in the GGSN 60
in the MT 60
translation/mapping function 73
in the GGSN 72
transmission mode 93, 213
according to R99 QoS attributes 214
transmission sequence number (TSN) 135
transmission time interval (TTI) 120
transmit power control (TPC) 116
transmitted carrier power of all codes not used for
HS-PDSCH or HS-SCCH transmission
182
transparent (T) data 337
transparent mode (TM) 66
transport block (TB) 120
transport block acknowledgement
(ACK/NACK) 122
transport block set (TBS) 106, 120
size 120
transport channels (TrCHs) 106, 109, 113
channel-type switching 106
transport format (TF) 106, 114, 120
transport format and resource indication (TFRI)
122, 127
transport format combination (TFC) 106, 120
transport format combination indicator (TFCI)
116, 121
transport format combination set (TFCS) 106, 120
transport format
for the E-DCH 122
for the HS-DSCH 121
transport format indicator (TFI) 121
transport format set (TFS) 120
transport format set (TFS) construction 162
transport network layer 46
Transport Protocol 38
trend analysis 316
triggers for a system change 196
troubleshooting 332, 377, 381
truth-value 413
TRX (transmitter-receiver, or transceiver) 97
TS process 50
Stage 1 50
Stage 2 50
Stage 3 50
three-stage method 50
turbo-coding 339
typical break in the ongoing service 158
typical SLA QoS 354
UE (user equipment) 3, 43, 44, 298, 302
buffer occupancy 139
end MAC architecture 135
ID mask 127
IP address 56, 65
is ‘inside the service area’ 112
is ‘outside the service area’ 113
measurement reporting 109
requested QoS 58
specific flow control functionality 68
TX power 173
UE power headroom (UPH) 139
UE traffic flow template (TFT) 74
Um air interface 45
UMA architecture 205
UMTS 52
bearer 63
bearer service (BS) 58, 60
attributes 64
managers 70
in the GGSN signal 60
in the MT 60
in the SGSN 60
control plane protocol stack 107
QoS parameters 78, 79
traffic class 45
UMTS terrestrial radio access network (UTRAN) 44
user plane protocol stack 104
unacknowledged mode (UM) 55, 66
uncontrollable power 160
universal subscriber identity module (USIM) 44
Unlicensed Mobile Access (UMA) 205
uplink
DCH quality 173
load factor 159
packet scheduling 194
power budget 190
uplink dedicated physical channel (UL DPCH) 116
uplink enhanced dedicated physical channel (E-DPCH) 116
URA_PCH 32, 112
user 402
application 44
experience 3
plane 60
protocol stack 104
protocol stack for EGPRS 91, 92
satisfaction criteria 243, 257, 394, 400, 402
User Datagram Protocol (UDP) 16, 18, 77, 109
USIM credentials 202(U)
UTRA absolute radio frequency channel number (UARFCN) 47
UTRA
connected mode 112
FDD radio interface protocol architecture 110
FDD/TDD service 59
RF channel number 165
UTRAN 45, 298
cell identifier 165
end MAC architecture/MAC-hs 125, 136
UTRAN registration area (URA) 113
Uu radio interface 44
variance 361
video sharing (VS) 22, 30
video streaming 28, 289
video telephony 211
virtual local area network (VLAN) 46
virtual private network (VPN) 18, 44
virtual time simulator 240
for UTRAN FDD 251
visualise 318
voice and videoconferencing 325
Voice over IP (VoIP) 24, 29
VPN see virtual private network
access points 19
client 19
policy 19
VS see video sharing
WAP see Wireless Application Protocol
browsing 325
push 18
server 66
WARC-2000 54
WARC-92 54
WCDMA see wideband code division multiple access
radio dimensioning and planning 240
web 325
web browsing 27
weighted fair queuing (WFQ) 222, 300, 393
weighted round robin (WRR) 222, 300, 393
scheduler 145
weighting of key service applications 320
wideband code division multiple access (WCDMA) 8, 33, 44
window pacing 227
Wireless Application Protocol (WAP) 12
Wireless Session Protocol (WSP) 12, 306
WLAN 201
interworking 88
working groups (WGs) 47
WRC-2000 IMT-2000 frequencies 53