### Index

Abrupt junction, 4
Active cascode, 210
Active-cascode op amp, 446
Active-device parameter summary, 73
Active level shift, 439, 458, 469, 485
Active load, 276, 421, 448, 457, 546
common-emitter amplifier, 277, 280, 284
common-mode rejection ratio, 291
common-source amplifier, 277, 280, 282
complementary, 277
current-mirror, 285
depletion, 280
diode-connected, 282
enhancement, 284
noise, 776
offset voltage, 330
Advanced bipolar integrated-circuit fabrication, 92, 106
All-npn output stage, 375
Amplifier:
current, 557
fully differential, 799, 811
operational, see Operational amplifier
transconductance, 562
transresistance, 560
voltage, 557
wideband, 514, 527, 575, 617
Amplifier stages:
Class A, 349, 576
Class AB, 361, 461, 688
Class B, 362
multiple-transistor, 201
single-transistor, 173
Analog multiplier, 708, 711
Anneal, 87
Avalanche breakdown, 7, 21, 49, 71
Avalanche noise, 743
Average power, 345
Balanced circuit, 796
Balanced differential amplifier, 799
Balanced modulator, 712
Band-gap reference, 315, 321
curvature compensated, 318
Bandwidth of feedback amplifiers, 624
Base-charging capacitance, 27
Base-diffused resistors, 118
Base diffusion, 86
Base-emitter voltage temperature coefficient, 11, 315
Base resistance, 30, 98
Base transport factor, 13
Base width, 12
Beta, see Current gain
Bias reference circuit:
band-gap, 315, 321
bootstrap, 307
current routing, 329
low-current, 297
proportional to absolute temperature, 321
self-biased, 307
start-up circuit, 308, 312
supply-insensitive, 303
temperature-insensitive, 315
threshold-referenced, 307
V
BE
-referenced, 308, 311
V
T
-referenced, 314, 315
BiCMOS, 152
amplifier, 249, 618, 794
cascode, 209
Darlington, 204, 791
output stage, 377, 398
technology, 152
Bilateral amplifier, 172
Bipolar transistor:
advanced technology, 95, 106
base-charging capacitance, 27
base resistance, 30, 98
base transit time, 28
breakdown voltage, 20, 86
in CMOS technology, 144, 151
collector-base resistance, 30
collector series resistance, 89, 100
current-mirror matching, 325
cutoff region, 146
diffusion profile, 91
fabrication, 88, 92
forward-active region, 45
frequency response, 34
heterojunction, 153
Bipolar transistor (Continued)
  input resistance, 28
  inverse-active region, 16
  large-signal models, 8
  lateral, 140
  noise, 745, 750
  output characteristics, 15
  output resistance, 29
  parameter summary (functional), 73
  parameter summary (numerical), 106, 108, 112, 114
  parasitic capacitance, 31, 106, 111, 116
  reverse-active region, see Inverse-active region
  saturation current, 18, 97, 316
  saturation region, 17
  self-aligned structure, 94
  small-signal model, 25
  SPICE model parameters, 162
  transconductance, 26
Bird’s beak, 141, 257, 426
Blackman’s impedance formula, 608
Body effect in MOS transistors, 53, 139
Boltzmann approximation, 10
Bootstrap bias technique, 307
Breakdown, 6
  in bipolar transistors, 38
  in MOSFETs, 49
  in superbeta transistors, 124
Breakdown voltage:
  base-emitter, 22
  collector-base, 20, 86
  collector-emitter, 21
  drain-substrate, 49
  junction-diode, 7
  MOS transistor, 45
  superbeta transistors, 124
  Zener diode, 8
Built-in potential, 2
Buried layer, 89
Burst noise, 745
Capacitance:
  base-charging, 27
  base-collector, 31, 97
  base-emitter, 31, 96
  channel-substrate, 138
  collector-substrate, 31, 103
  depletion region, 5, 31, 54, 103, 140, 530
  drain-body, 54
  gate-body, 55
  gate-drain, 51
  gate-source, 51
  gate-substrate, see Capacitance: gate-body
  overlap, 55, 142
  sidewall, 143
  source-body, 54
  Capacitive neutralization, 835
  Capacitors:
    in bipolar integrated circuits, 115
    lateral, 150
    in MOS integrated circuits, 148
    MOS transistors, 148
    poly-poly, 146
    vertical, 146
  Capture range, 718, 726
  Cascode configuration, 205, 207, 439, 442, 446, 527
    active, 210, 446
  Cascode current mirror, 261, 690
    Bipolar, 261
    MOS, 264
  Cascode frequency response, 527
  Channel-length modulation, 43
  Class A output stage, 349, 576
  Class AB input stage, 688
  Class AB output stage, 364
  Class B output stage, 361
  Clipping, 346, 361
  Closed-loop gain, 401, 554, 601
  Clubhead, 116
  CMFB, see Common-mode feedback
  CMOS operational amplifier:
    fully differential, 834
    with single-ended output, 421, 439, 442, 446
  CMOS output stage, 379
  CMOS technology, 46, 128
  Collector-base capacitance, 102
  Collector-base resistance, 30
  Collector-series resistance, 32, 100
  Common-base configuration, 182, 184, 185, 514, 529
  Common-base frequency response, 514
  Common-base stage noise performance, 771
  Common-centroid geometry, 437
  Common-collector-common-collector configuration, 201
  Common-collector-common-emitter configuration, 201
Common-collector configuration, 191, 505
Common-drain configuration, 194, 511, 591
Common-emitter-common-base configuration, see cascode configuration
Common-emitter configuration, 174, 490, 495
Common-emitter frequency response, 490, 498
Common-emitter output stage, 576
Common-gate configuration, 185, 187, 514
Common-gate frequency response, 514
Index

dc analysis of the NE5234 op amp, 452
Deadband, 361, 368, 375
Depletion-mode load, 281
Depletion region:
capacitance, 5, 31, 54, 103, 530
collector-base, 14, 89
of pn junction, 1
Deviation from ideality in real op amps, 415
Die, 91
Dielectric isolation, 123
Differential amplifier, 220, 404
perfectly balanced, 222
unbalanced, 237
Differential-mode gain, 222, 804
Differential-mode half-circuit, 225, 239, 804
Differential-mode input resistance, 228
Differential-mode-to-common-mode gain, 222, 838
Differential pair:
bipolar transistor, 214
MOS, 217
noise performance, 773
with current-mirror load, 285, 534
Differential signal source, 800
Differential-to-single-ended conversion, 291
Differentiator, 406
Diffused-layer sheet resistance, 82
Diffused resistors, 115
Diffusion constant, 10
Diffusion current, 10
Diffusion of impurities, 80
Diffusion profile of a bipolar transistor, 91, 92, 96, 98
Diode:
Junction, 121
Zener, see Zener diode
Diode-connected load, 282
Diode-connected MOS transistor, 255
Distortion, 358, 399
Distortion in the source follower, 355
Distortion reduction by negative feedback, 553
Dominant pole, 495, 497, 499, 518, 522, 524
Doping, 79
Double-diffused npn transistors, 95
Double-diffused pnp transistors, 126
Drift, emitter-coupled pair, 234
source-coupled pair, 238
Driver stage, 343, 351, 366, 367, 369, 370, 371, 385, 395
Early effect, 16, 21, 262
Early voltage, 15, 29, 43, 52, 255, 258
Ebers-Moll equations, 19
Economics of IC fabrication, 156
Effective channel length, 43, 140
Effective channel width, 141
Efficiency:
Class A, 347, 349, 350
Class B, 360, 362, 366, 375
Electromigration, 156
Emitter-coupled multivibrator, 728
Emitter-coupled pair, 214, 704, 773
emitter degeneration, effect of, 216
frequency response, 495
input offset current, 230, 234
input offset voltage, 230, 231
offset voltage drift, 233
small-signal analysis, 220, 237
transfer characteristics, 214
Emitter degeneration, 196, 216, 260, 587
Emitter-diffused resistors, 117
Emitter-follower, 191
drive requirements, 351
frequency response, 505
noise performance, 773
output stage, 341, 344, 576
class-signal properties, 192, 352
terminal impedances, 507
transfer characteristics, 341
Emitter injection efficiency, 13
Emittance, 32
Enhancement load, 284
Epitaxial growth, 86
Epitaxial resistor, 119
Equivalent circuit of an op amp, 420
Equivalent input noise generators, 756
Equivalent input noise resistance, 758
Equivalent input shot noise current, 759
Etching, 85
Fabrication of integrated circuits, 78
Feedback, 403, 553
bandwidth, 624
common mode, 227, 286, 458, 804
configurations, 557
effect on distortion, 555
effect on gain sensitivity, 555
effect on noise, 764
effect on terminal impedances, 558, 561, 562, 563, 607
ideal analysis, 553
latchup, 151
loading, effect of, 563
local, 227, 263
loop gain, 384, 401, 554
practical configurations, 563
return ratio, 599, 612
series-series, 562, 569
series-shunt, 557, 579
shunt-series, 561, 583
shunt-shunt, 560, 563
single-stage, 587
table of relationships, 588
feedback-zero compensation, 677
Feedforward, 389, 644-650, 660
Field-effect transistor, see MOS transistor
Field region, 128
First-order phase-locked loop, 720
Flicker noise, 741
Flicker noise corner frequency, 746
Folded-cascode op amp, 446, 652
Forward-active region, 8, 26, 45, 112, 175
Free-running frequency, 717, 726
Frequency response:
bipolar transistor, 33, 56
cascode, 527
common-base, 514
common-drain, 511
common-emitter, 495
common-emitter cascode, 527
common-gate, 514
common-mode, 501
common-source, 499
common-source cascode, 527
of CMRR, 503
of current mirror, 251, 256
differential-mode, 495, 496, 500
of differential pair with current-mirror load, 290, 534
emitter follower, 505
MOS amplifier, 643, 650
MOS transistor, 55
multistage amplifier, 518
NE5234 op amp, 539
single stage, 490
source follower, 511
Full-power bandwidth, 692
Fully differential amplifiers, 796
cross gains, 838
Fully differential op amps, 796, 823, 845
folded cascode, 834
telescopic cascode, 855
two-stage, 823
Gain-bandwidth product, 625
Gain margin, 630
Gaussian distribution, 232, 244, 738
Generation, 79
Gilbert multiplier, 704
g-parameters, 583
Guard ring, 152
Half circuit:
of balanced amplifier, 225, 226, 799
coupled, 237
of unbalanced amplifier, 239, 240
independent, 238
Harmonic distortion, 357, 399
Heterojunction, 153
High-frequency equivalent circuit of the
NE5234 op amp, 540, 659
High-level injection, 36, 110
High-voltage integrated-circuit fabrication, 88
Homojunction, 53
Hot carriers, 49
h-parameter, 579
Hybrid-τ model, 30, 52
Ideal feedback analysis, 553
Impact ionization, 71, 209
Impurity concentration, 79
Instability in amplifiers, 626, 666
Instantaneous power, 345-351, 365
Integrated circuit:
advanced bipolar fabrication, 92, 107
biasing, 251
capacitors, 120, 146
cost considerations, 156, 159
current mirrors, 251
device models, 1
economics, 156
fabrication, 78
fabrication yield, 157
frequency response, 490
Index

Integrated circuit (Continued)
  mixed-signal, 221
  noise, 736
  op amps, 402, 796, 823
  output stages, 341
  packaging, 159
  passive components, 115, 146
  phase-locked loop, 727
  resistors, 115, 119, 146
Integrator:
  continuous-time, 406
  switched-capacitor, 412
Interconnect delay, 156
Internal amplifier, 407
Intrinsic carrier concentration, 2, 79
Inverse-.active region of bipolar transistors, 19, 45
Inversion, 40
Ion implantation, 85, 87
Isolation diffusion, 89, 90
Junction breakdown, 6, 49
Junction diodes, 122
KCL, 184
Kirk effect, 25, 36
KVL, 184
Large-signal model:
  bipolar transistor, 8
  MOS transistor, 45
Latchup in CMOS, 151, 341
Lateral bipolar transistor, 146
Lateral pnp transistor, 108, 368, 376
Layout, 435
Leakage current, 7, 18, 19
  collector base, 19
  Level shifting, 194, 196, 439, 485
  Lifetime of minority carriers, 11
  Line regulation, 595
  Load line, 345–351, 364, 365
  Load regulation, 595
  Local feedback, 587
  Local oxidation, 87
  Lock range, 717, 724
Logarithmic amplifier, 405
Loop gain, 384, 401, 552
Low-current biasing, 297
Low-level injection, 10, 110
Low-permittivity dielectric, 156
Matching in transistor current mirrors, 325
Miller capacitance, 491, 498, 500, 638, 641, 831
Miller effect, 114, 490, 492, 497, 499, 828
Minimum detectable signal, 754
Minority-carrier lifetime, 11
Mismatch effects in differential amplifiers, 229
Moat, 93
Moat etch, 123
Mobility, 80
Mobility degradation, 65
Model selection for IC analysis, 170
Modulator, 712
MOS transistor:
  active region, 45
  bird’s beak, 141, 257, 426
  body effect, 53, 139
  breakdown voltage, 149
  channel-length modulation, 43
  complementary MOS (CMOS), 39, 46, 127
  critical field, 59
  current density, 425
  current-mirror matching, 328
  cutoff region, 46
  depletion mode, 47, 144, 281
  diode connected, 255
  effective channel length, 43, 140
  effective channel width, 141
  enhancement-mode, 38, 127
  fabrication, 127
  field-effect transistor, 41
  field region, 128
  frequency response, 55
  hot carriers, 49
  impact ionization, 71
  input resistance, 52
  inversion, 40
  junction breakdown, 49
  large-signal model, 45
  mobility, 42
  mobility degradation, 65, 135
  moderate inversion, 69
  n-channel, 38, 131, 144
  noise, 750, 762
  ohmic region, 44
Index

operational amplifier, 421
output resistance, 52
output stages, 379
overdrive, 47, 181, 434
oxide breakdown, 49
parameter summary (functional), 73
parameter summary (numerical), 132, 133, 134, 135
parasitic elements, 54
p-channel, 39, 144
punchthrough, 49
saturation region, 44, 51
short-channel effects, 59
silicon gate, 129
small-signal model, 49
source-coupled pairs, 217
source follower, 194
SPICE model parameters, 162
strong inversion, 65
substrate current, 71
subthreshold conduction, see Weak inversion
threshold temperature dependence, 47
threshold voltage, 40, 129, 131
transconductance, 50, 63
triode region, 44
weak inversion, 65, 180
velocity saturation, 59
Multiplier circuits, 704
Multistage amplifier frequency response, 518
Negative feedback, see Feedback
Neutralization, 835
NMOS, 38
Noise:
in active loads, 776
amplitude distribution, 738
avalanche, 743
bandwidth, 776
burst, 742
in capacitors and inductors, 747
circuit calculations, 750
common-base stage, 771
differential pair, 773
in diodes, 736
in direct-coupled amplifiers, 785
emitter follower, 773
equivalent input noise, 754
1/f, 741
feedback, effect of, 764
figure, 786
flicker noise, 741
generator, 738
models, 744
MOS amplifier, 746, 762, 779
in NE5234 op amp, 776
operational amplifier, 776, 855
popcorn noise, 742
in resistors, 747
shot, 736
spectral density, 737, 748
temperature, 786
thermal, 740
white, 737
in Zener diodes, 743
Nondominant pole, 495, 497, 500, 536
of NE5234 op amp, 542
Noninverting amplifier, 404
Nonlinear analog operations, 405
Nonlinearity, 343, 352, 353, 357, 368, 375, 393, 395, 708
Nonoverlapping clock signals, 409, 412
charge-transfer phase, 409
input sample phase, 409
Normal distribution, see Gaussian distribution
Nyquist criterion, 626, 666
Nyquist diagram, 627
Offset current, 416
differential pair with active load, 330
emitter-coupled pair, 231, 233
emitter-coupled pair with active load, 330
NE5234 op amp, 477
source-coupled pair, 235
source-coupled pair with active load, 337
Open-circuit time constants, 519, 536
also see Zero-value time constants
Open-loop gain, 401
Operational amplifier:
active-cascode, 446
applications, 401
bipolar, 448
with cascodes, 438
Operational amplifier (Continued)
CMOS, 421
common-mode input range, 416, 427
common-mode rejection ratio, 417, 427
compensation, 420, 633, 637
deviations from ideality, 415
differential amplifier, 404
effect of overdrive voltages, 434
equivalent circuit, 420
folded-cascode, 442, 652, 845
frequency response, 420
fully differential op amps, 796, 823
input bias current, 415
input resistance, 420, 422
internal amplifier, 407
inverting amplifier, 402
layout considerations, 435
MOS, 421, 438, 442, 446
NE5234 op amp analysis, 452
noise, 776
offset current, 416
offset drift, 416
offset voltage, 416, 424
open-circuit voltage gain, 422
output buffer, 407
output resistance, 420, 422
output swing, 423
power-supply rejection ratio, 418, 430, 435
random offset voltage, 426
settling time, 411
with single-ended outputs, 400
slew rate, 420, 681
small-signal characteristics, 422
supply capacitance, 432
systematic offset voltage, 424
teleoscopic-cascode, 439, 650
Oscillation, 624, 666, 679
Output buffer, 407
Output resistance of current mirror, 252, 254, 257, 258, 260, 261, 264, 266, 272, 275
Output stage, 341
all-pnp, 375
BiCMOS, 377, 397
Class A, 349, 576
Class AB, 361, 379
Class B, 360
CMOS, 379
combined common-drain common-source, 388, 390
common-drain, 353, 380
common-emitter, 576
common-source, with error amplifiers, 361
complementary, 360
Darlington, 397
emitter follower, 341
NE5234 op amp, 458, 474
overload protection, 377
parallel common-source, 390
push-pull, 359
quasi-complementary, 376, 381, 384, 388
709 op amp, 366
741 op amp, 368
short-circuit protection, 377
source follower, 353, 380
Overdrive, 47
Overload protection, 377
Oxidation, 84
Oxide breakdown, 49
Packaging considerations, 159
Parasitic elements:
bipolar transistor, 31, 98
MOS transistor, 54, 141
Passive components:
in bipolar integrated circuits, 115
in MOS technology, 144
Permittivity, 3
Photolithography, 84
Photoresist, 84
Pinch-off in MOSFETs, 43
Pinch resistors, 118, 119
PMOS, 39
pn junction depletion region, 1
Pole splitting, 639, 642, 654, 680
Index

Polysilicon, 87, 93, 129
Popcorn noise, 742
Power conversion efficiency, 347
Power hyperbola, 348
Power output:
  Class A, 349
  Class B, 362
Practical Class B output stages, 368
Predeposition, 81, 84
Probability distribution, 244
Protection of output stages, 377
Punchthrough, 49, 125
Push-pull output stage, 359
Quasi-complementary output stages, 376, 381, 384, 388
Reciprocity condition, 19
Recombination, 10, 11, 79
References, 297
Regulated cascode, see Active cascode
Regulator, 593
Replica biasing, 822
Resistivity, 79
Resistor:
  base-diffused, 116
  base-pinch, 118
diffused, 146
emitter-diffused, 117
epitaxial, 119
MOS device, 146
in MOS technology, 146
polysilicon, 146
well, 144
Return ratio, 599
simulation of, 621, 857
Reverse-active region, see Inverse-active region of bipolar transistors
Reverse injection, 13
Rise time, 543
Root locus, 626, 642, 664
  for dominant-pole compensation, 676
  for feedback-zero compensation, 677
  for three-pole transfer function, 665
Root locus rules, 667
Saturation current, of bipolar transistor, 11, 97, 316
Saturation region:
  of bipolar transistor, 16, 175
  of MOSFET, 44, 45
Scattering-limited velocity, 59, 135
Second-harmonic distortion, 358, 396
Second-order phase-locked loop, 722
Self-aligned structure, 94
Self-biasing, 307
Sensitivity to power-supply voltage, 304
Series-series feedback, 562, 569
Series-series triple, 575, 578, 583
Series-shunt feedback, 557, 579
Sheet resistance, 82
Short-channel effects in MOS Transistors, 59
Short-circuit current gain, 177
Short-circuit protection, 377, 468
Short-circuit time-constants, 536
Shot noise, 736
Shunt-series feedback, 561, 583
Shunt-shunt feedback, 560, 563
Signal-to-noise ratio, 798
Silicide, 95, 147
Silicon dioxide, 84, 87
Silicon nitride, 87
Single-stage feedback, 587
Single-stage frequency response, 490
Slew rate, 681
effect on sinusoidal signals, 692
in fully differential folded-cascode op amp, 863
improvement, 685, 687
Small-signal analysis of NE5234 op amp, 469
Small-signal model:
  bipolar transistor, 25
  MOS transistor, 49
Source-coupled pair, 217
frequency response, 499
input offset voltage, 236
offset voltage drift, 236
small-signal analysis, 220, 237
transfer characteristics, 217
Source degeneration, 199, 261
Source follower, 194, 511, 592
distortion, 355
frequency response, 511
output stage, 353
small-signal properties, 194
super, 212, 609
transfer characteristics, 353
Space-charge region, see Depletion region
Spectral density of noise, 737, 748
SPICE parameter summary, 162
Square-law characteristic of MOSFETs, 43
Square-law circuit, 734
Start-up circuit, 308, 310
Step coverage, 153
Step response, 543, 862
Stress migration, 156
Substitutional impurities, 80
Substrate contact, 152
Substrate current in MOSFETs, 71
Subthreshold conduction, 135
also see MOS transistor: weak inversion
Summing node, 412, 553
Summing-point constraints, 403, 405
Super source follower, 212, 609
Superbeta transistors, 124
Supply-insensitive biasing, 303
Sustaining voltage, 21
Switched-capacitor amplifier, 407
parasitic insensitive, 411, 857
Switched-capacitor common-mode feedback, 821, 853
Switched-capacitor filter, 412
Switched-capacitor integrator, 412
Symmetry:
mirror, 436
translational, 436
T model, 182, 185
Tail current source, 214, 217
Telescopic-cascode op amp, 439, 650
Temperature coefficient:
of band-gap reference, 317, 319, 324
of base-emitter voltage, 13, 311, 315
of bias reference circuits, 311, 319
of bipolar transistor current gain, 23
effective, 319
of integrated-circuit resistors, 120
of threshold voltage, 48
of Zener diodes, 121, 122
Temperature-insensitive biasing, 315
Thermal noise, 747
Thin-film resistors, 127
Third-harmonic distortion, 358, 396
Threshold-referenced bias circuit, 307
Threshold voltage of MOS transistors, 40, 129, 131
Threshold voltage temperature dependence, 47
Time constant, 36
open circuit, 519, 536
short circuit, 536
zero value, 519
Time response, 542
Transconductance amplifier, 563
Transfer characteristic:
Class B stage, 360
common-emitter amplifier, 176
emitter-coupled pair, 214
emitter-coupled pair with emitter degeneration, 216
emitter follower, 341
source-coupled pair, 217
source follower, 353
Transit time, 28
Transition frequency $f_T$, 34, 55, 64
Transresistance amplifier, 561
Tunneling, 8, 121
Two-port representation, 171, 563, 584
Unbalanced fully differential circuits, 838
Uniform-base transistor, 10
Unilateral amplifier, 173
Unit devices, 254, 257, 426
Unity-gain feedback configuration, 404, 634, 649, 660, 681
$V_{BE}$-referenced bias circuit, 307, 311
$V_T$-referenced bias circuit, 314
Wafers, 79
Well, 46, 128
Well contact, 152
White noise, 737
Wideband amplifier, 514, 527, 575, 618, 677, 753
Widlar current source, 297, 300, 304
Wilson current mirror, 272, 275, 595, 611
Yield considerations, 157
y-parameters, 563
Zener diode, 8, 22, 121, 593, 595, 743
Zener diode noise, 743
Zener diode temperature coefficient, 120, 122
Zener-referenced bias circuit, 595
Zero-value time constant analysis, 519
z-parameters, 569