Index

absorptivity 167, 175
active antenna 436
active (phased) arrays 519, 522, 715, 717
active reflectarrays 705, 715
adhesive 135, 143
aluminium alloys 119–21
antenna impedance (or impedance) 3, 17, 24, 78
antenna noise temperature 9, 10, 94
antenna panel 532, 534
aperiodic arrays 721, 722
aperture illumination 15
Application Specific Integrated Circuit (ASIC) 367, 379
array 24, 26–28, 250, 251, 265, 469, 472
array-fed shaped (sub)reflector 721
astromesh antenna 278
atomic oxygen 110
axial-ratio 4, 6
azimuth resolution 512–14
bandwidth 9, 10, 26
beam forming networks 345, 519, 523–4
beam pointing 336
beryllium 119
boom 315, 324, 326–7
broadcasting satellites 400
buckling 144, 152
carbon fibre 150, 152
Cassini HGA 269
CEM 37, 38, 40
center-fed reflector 480, 483, 485
CFIE 42, 46, 60
charged particle radiation 106
circular (polarization) 17, 21, 24–26
communications satellites 78, 82, 100
compact antenna test ranges 180, 203
compass 549, 553
complementary metal oxide semiconductor (CMOS) 446, 450
conical spiral antennas 260, 261, 264
controled–beam 387, 388
cosmic background explorer satellite (COBE) 632–3
cosmic microwave background (CMB) 630–1
cosmic rays 107, 108
cruise 666–7
Cryogenic Aperture Large Infrared Space Telescope Observatory (CALISTO) 651–2
CubeSat 596
cylindrical near field 194, 212

data downlink 609
debris 106, 110, 111
dee p space antennas 664
dee p space exploration 664
deployable antenna 314, 316, 341
deployable mesh reflectors 315, 321–2
descent low gain antenna (DLGA) 668–9, 673, 674
Descent Stage UHF (DUHF) antenna 668, 676
dichroic subreflectors 268, 269, 270
Differential Microwave Radiometer (DMR) 633
dimpling 154, 155, 156
diplexers 478, 479
dipole 10, 11
direct radiating array (DRA) 366, 496
directivity 12, 15
disaster monitoring constellation 597
distortion 315
dual–reflector 406, 420
EFIE  41, 42, 45
efficiency  7, 15, 17, 23
eigenfrequency  159, 161
EIRP  84, 88
electro magnetic compatibility (EMC)  344, 369, 377
electro static discharge (ESD)  351, 377
emissivity  167, 174
environmental test facilities  182, 188, 189, 220
European Geostationary Navigation Overlay Service (EGNOS)  549
far-field  4, 6, 9, 13
far field antenna test ranges  203
far-infrared astronomy  629, 641
FDTD  39, 40, 49, 50–2
feed  474–6
FEM  39, 40, 46, 47
FMM  55, 57
focal array fed reflector (FAFR)  496–7, 500
formation flying  599
full-wave methods  39, 74
gain  4, 5, 8
gain variation  97, 98
Galileo  549, 550, 553
global navigation satellite systems (GNSS)  549, 550–8
Global Positioning System (GPS)  549, 550, 553
GLObal NAving Satellite System (GLONASS)  549, 550, 555
GNSS antennas  550–2
GNSS reflectometry  618
GO  38
GPS antenna  550, 581
Gregorian dual-reflector  486, 488
ground-based augmentation systems (GBAS)  549
half-power beamwidth (HPBW)  4
Harris hoop and column antenna  273
heat pipe  175
high-frequency methods  38, 39, 55
high frequency instrument (HFI)  639, 640
high gain antenna  362
high temperature cofired ceramics  367, 379
honeycomb core  152, 154
horn  10, 11, 12
hybrid matrix power amplification (HMPA)  477
imaging arrays  721, 731
inflatable antenna  274, 275, 414, 415, 418
inflatable reflectarrays  387, 414
in-flight reconfigurability  713, 716
in-package antenna  436
intercept point  86, 87
integrated planar waveguide technologies  441
isolator  326, 339
landing radar antennas  665
large-aperture antennas  699
large aperture reflectarrays  414
large unfurlable antennas  271, 276
launch environment  113, 114
lens antenna  250, 251, 262, 286
linear (polarization)  6
linear array  519, 520–1
Local Area Augmentation System (LAAS)  549
Low Frequency Instrument (LFI)  639, 640
low frequency radio astronomy  652–3
low-temperature co-fired ceramic (LTCC)  439, 441
LTCC  24
Mars  665–70
Mars Global Surveyor  265, 266
measurement  180, 189, 192
mechanical testing  220
mesh reflector  262, 263, 315–17, 320
metal mesh reflectors  704
MFIE  41, 42
micro-electromechanical systems (MEMS)  446–50
micro-satellite  597, 599
microstrip  19, 20
microwave limb sounder  266
microwave radiometer  264, 265
millimetre  650–1
mini-satellite  599
MLFMA  55, 56, 57, 62
MOM  39, 40, 41, 42, 43
multibeam antenna  719, 722
Multi-functional Satellite Augmentation System (MSAS)  549
multipaction  24, 30
multipath  550, 554, 556
multiple beams  387, 418, 419, 428
nano-satellite  599
near field measurements and facilities  180, 203, 212
noise figure  84, 88
noise temperature  89
on-chip antenna  436–7
orbits  77, 80, 81
ortho-mode transducers (OMT)  326, 331, 492, 294
outgassing  24, 31
parabolic reflector  15, 16
Parachute Cone Low Gain Antenna (PLGA)  670–3
Parachute Cone UHF (PUHF) antenna  668, 676
passive inter modulation (PIM)  97, 346, 357
patch  19, 20
patch excited cup (PEC)  615
phased array antenna  370
phase centre  9, 576, 577, 579
pico-satellite  599
planar near field  212, 213
Planck mission  637
Planck telescope  267
plasma environment  109
PML  49, 54
PO  38
pointing error  98
polarization  4, 6
polarization-selective surfaces  732
polarizer  494
polymer matrix composites  118, 121
printed circuit board (PCB)  345
printed reflectarray  386, 396
propagation medium  85
pseudo random noise (PRN)  548
PTD  38
quadrifilar helix antenna (QHA)  586–7
qualification  181, 184
quasi-static acceleration  138
radar  320–1
radar satellites  80, 81
radiation pattern  4, 6, 10
radiometer  315, 320–1
radome  325–6, 339
random vibration  137, 159
ranger  259, 260
receiver  81, 84, 85
reconfigurable reflectarray  421, 427
reflectarray  386–9
reflection coefficient  2, 3, 8
reflector surface  315, 318, 327
remote sensing satellites  80, 81
RF conducting materials  117
RF transparent materials  117
Rover High Gain Antenna (HGA)  674–6
Rover Low Gain Antenna (RLGA)  668, 669, 674
Rover UHF (RUHF) antenna  669, 676
RWG  43, 44, 45
sandwich structure  142, 143, 152
SAR antenna  514, 518
satellite antenna  467, 469, 470, 479
satellite-based augmentation systems (SBAS)  549
satellite communications  468–9, 470
satellite link  77, 84
SBR  38
scansar  514, 519, 520, 535
shaped reflector  469, 480
shell-membrane reflectors  704
shorted annular patch (SAP)  616
signal processing antennas  737
silicon–germanium (SiGe)  436, 438, 446
single-event upset (SEU)  108
single-event latch-up (SEL)  108
single-event burnout (SEB)  108
single feed per beam (SFB)  355, 496–7
single layer insulator  354, 367
single offset reflector  480, 485
skin  136, 141, 143
small satellites  596–9
solar simulation test  201
South Atlantic Anomaly  107, 108
spacecraft budgets  101
space radio observatories  641
spherical near field  203, 212
spotlight  514, 519
Sputnik I  252–4
steerable beam  387, 424
steerable reflector  490, 506
stripmap  514–15, 519
submillimeter wave astronomy satellite  643
substrate integrated waveguide (SIW)  441–2, 462
Synthetic Aperture Radar (SAR)  359, 360, 512, 514–15
TDRS  251, 272
telecommunications antennas  665, 678
telemetry antennas  253
telemetry, tracking and command (TTC)  609
tension tie  318
testing  179–82
thermal cycling  138
thermal environment  111, 112
thermal protection system (TPS)  669
thermal radiation  174
<table>
<thead>
<tr>
<th>Term</th>
<th>Page Numbers</th>
</tr>
</thead>
<tbody>
<tr>
<td>thermal testing</td>
<td>188, 195, 200</td>
</tr>
<tr>
<td>THz integrated antenna</td>
<td>436, 462</td>
</tr>
<tr>
<td>tile</td>
<td>520, 523</td>
</tr>
<tr>
<td>tile control unit</td>
<td>533</td>
</tr>
<tr>
<td>Tilted Low Gain Antenna (TLGA)</td>
<td>673</td>
</tr>
<tr>
<td>transmitter</td>
<td>84, 85</td>
</tr>
<tr>
<td>transmit–receive antenna</td>
<td>405</td>
</tr>
<tr>
<td>transponder</td>
<td>81</td>
</tr>
<tr>
<td>T/R module</td>
<td>518, 538</td>
</tr>
<tr>
<td>true time delay line</td>
<td>523</td>
</tr>
<tr>
<td>truss</td>
<td>315–17</td>
</tr>
<tr>
<td>unfurlable reflector</td>
<td>474–5</td>
</tr>
<tr>
<td>UTD</td>
<td>38, 74</td>
</tr>
<tr>
<td>voltage standing wave ratio (VSWR)</td>
<td>2</td>
</tr>
<tr>
<td>Wide Area Augmentation System (WAAS)</td>
<td>548–9</td>
</tr>
<tr>
<td>Wilkinson Microwave Anisotropy Probe (WMAP)</td>
<td>632, 635</td>
</tr>
<tr>
<td>wire antenna</td>
<td>10, 17</td>
</tr>
<tr>
<td>wrap-rib antenna</td>
<td>271</td>
</tr>
</tbody>
</table>