### Index

<table>
<thead>
<tr>
<th>(HTTP) redirect</th>
<th>2, 3</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>A</strong></td>
<td></td>
</tr>
<tr>
<td>advertisers</td>
<td>84</td>
</tr>
<tr>
<td>attribute-based naming</td>
<td>14, 17, 18</td>
</tr>
<tr>
<td>attribute-value</td>
<td>11</td>
</tr>
<tr>
<td>attribute-value pairs (AVPs)</td>
<td>11, 17, 18, 23, 26, 41</td>
</tr>
<tr>
<td>audio conference tool (ACT)</td>
<td>79</td>
</tr>
<tr>
<td>authentication</td>
<td>1, 3, 32, 33, 36, 70</td>
</tr>
<tr>
<td>autonomous driving</td>
<td>81, 82</td>
</tr>
<tr>
<td>autonomous system (AS)</td>
<td>47</td>
</tr>
<tr>
<td>availability information base (AIB)</td>
<td>67</td>
</tr>
<tr>
<td><strong>B</strong></td>
<td></td>
</tr>
<tr>
<td>betweenness</td>
<td>64</td>
</tr>
<tr>
<td>betweenness centrality</td>
<td>68</td>
</tr>
<tr>
<td>BGP</td>
<td>52, 56, 57</td>
</tr>
<tr>
<td>BIAS</td>
<td>64</td>
</tr>
<tr>
<td>Bloom filters</td>
<td>35, 54</td>
</tr>
<tr>
<td>border gateway protocol (BGP)</td>
<td>52</td>
</tr>
<tr>
<td>border-nodes (BN)</td>
<td>38</td>
</tr>
<tr>
<td>branching nodes</td>
<td>34</td>
</tr>
<tr>
<td>breadcrumbs</td>
<td>38, 53</td>
</tr>
<tr>
<td><strong>C</strong></td>
<td></td>
</tr>
<tr>
<td>cache aware target identification (CATT)</td>
<td>56</td>
</tr>
<tr>
<td>cache pollution attacks</td>
<td>72, 73</td>
</tr>
<tr>
<td>caches</td>
<td>38</td>
</tr>
<tr>
<td>Caesar</td>
<td>92</td>
</tr>
<tr>
<td>CBCB</td>
<td>25, 26</td>
</tr>
<tr>
<td>CBN</td>
<td>23, 24, 26, 28, 41</td>
</tr>
<tr>
<td>CBN/CBCB</td>
<td>26</td>
</tr>
<tr>
<td>CCNx</td>
<td>83, 93, 94</td>
</tr>
<tr>
<td>CDNI</td>
<td>98</td>
</tr>
<tr>
<td>CDNs redirect</td>
<td>6</td>
</tr>
<tr>
<td>centrality</td>
<td>64, 68</td>
</tr>
<tr>
<td>Chord</td>
<td>47, 55</td>
</tr>
<tr>
<td>CIUs</td>
<td>38, 39</td>
</tr>
<tr>
<td>clean-slate</td>
<td>26, 37, 40, 42, 50</td>
</tr>
<tr>
<td>client–server model</td>
<td>3, 6, 86</td>
</tr>
<tr>
<td>closeness</td>
<td>64</td>
</tr>
<tr>
<td>collaborative</td>
<td>6, 66, 67</td>
</tr>
</tbody>
</table>
collaborative caching, 66, 67
combined broadcast and
content-based (CBCB), 24
consumer, 74, 79, 93
consumers, 6, 73, 79, 84, 87
content discarding, 64
content distribution networks
(CDNs), 6, 22, 97
content distribution
requirements, 2
content producers, 6, 84
content production layer,
85, 86
content provider, 25, 56, 73,
74, 75, 77, 84, 85, 87
content routing table (CRT),
54
content store, 30
content stored, 54, 55,
65, 74
content-addressable memory,
89
content-based networking
(CBN), 23
content-centric inter-network
architecture, 37
content-centric networking
(CCN), 29
cooperatively, 6

D
data packet, 19, 30, 31, 51, 57,
66, 79, 91
datacenter providers, 84
DECADE, 98
degree, 64
developing autonomous
driving, 81
DFD, 76
digital signatures, 70, 71

DNS redirection, 8
dual identifiers, 34
Dynamic Delayed
Broadcasting (DDB), 76
dynamic delayed forwarding,
76

E
economic model, 43, 83, 84
end-nodes (EN), 38

F
false positive, 14, 26, 35,
36, 54
FIFO, 64, 65
file-sharing, 5, 97

G
gaming, 10, 82

H
hash function, 14, 15, 54,
70, 71
healthcare services, 82
high-speed SSD, 89, 92
HIP, 73
host-centric, 13, 18
HTTP redirect, 7

I
IAPs, 84, 87
IEEE 802.11p, 81
IETF, 98
in-network, 38
in-network cache, 42
indexing table, 89–92
information units, 38
information-centric networks
(ICNs), 13
integrity, 69–71
interconnection layer, 85, 86
interdomain routing, 56
interest packet, 30, 31, 50, 57, 91, 93, 94
Internet access network providers, 84
IP multicast, 4, 5, 10
IPSec, ix, 3
least frequently used (LFU), 31, 62, 63
least recently used (LRU), 31, 53, 62–65, 67–68
leave a copy down (LCD), 65, 66
Listen First Broadcast Later Protocol (LFBL), 75, 76
Markov chain, 61
Makov modulated rate process (MMRP), 62
medium access mechanism (MAC), 37, 82
mobile ad hoc network (MANET), 77
multicache, 40, 55
multicast communication, ix, 4, 11, 41
multimedia applications, vii, 80
multipath content delivery, 74
name aggregation, 48, 77
naming mechanism, 45, 52, 94
NetInf, 40, 46
network identifier (NID), 37
network of caches, 59–62
NID, 38
non-hierarchical, 19
offload, 82
on-demand publishing, 78
opportunistic communication, 74
P multicast, 4
P2P networks, 87
pairs, 11
Pastry, 41, 47, 55
peer-to-peer (P2P) systems, 5
pending interest table (PIT), 30
pervasive persistent identification system (PPInS), 49
pervasiveness, 49
point of presence (POP), 47
popularity, 22, 60, 62, 67, 72, 82
potential-based routing (PBR), 55, 56
preferred group broadcasting (PGB), 76
principal, 26, 27
privacy, 33, 36, 71, 72
publish/subscribe systems, 9, 23
Pursuit, 36, 37, 40–42, 49
real-time application, 43, 78
real-time transfer protocol, 78
reduced latency DRAMs (RLDRAMs), 90
register handlers, 27
rendezvous, 34, 42
replacement policies, 8, 59, 62, 63, 65, 67, 88
replica servers, 7, 8
repository, 56, 71, 93
RLDRAM, 89, 90, 91, 92
round-trip time (RTT), 8
routing, 41
routing mechanisms, 52, 57
RTP, 78

S
scalable multi level virtual distributed hash table (SMVDHT), 48
SCAN, 53, 54
scope identifiers, 34
selective caching, 68
self-certifying, 26, 44, 46, 50, 69–71
self-verifying name, 71
serving nodes (SN), 26, 38, 39
session initiation protocol (SIP), 78, 79
sharing, 62
social networks, 82
sponsors, 84
SSD, 89
static random access memory (SRAM), 89–92
streaming, 5, 71, 97
symmetric key cryptography, 70, 71

T
telephony, 78
topic-based, 10, 11
topology-based, 63
traffic differentiation, 80
TRIAD, 40, 52

U
UNIF, 64
uniqueness, 14, 15, 18, 27, 41, 42, 44, 46, 51
universal, 58, 68, 87
universal caching, 67, 68
unstructured, 41

V
vehicle-to-vehicle (V2V), 49
vehicular networks, 80, 81
VoCCN, 78, 79
VoPSI, 79

W
web-caching, 59, 60